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	Reason for change:
	In the MAC specification for configured downlink assignment, the MAC could use a configured downlink assignment, when the PDSCH duration of this configured DL assignment does not overlap that of a dynamic DL assignment. The overlap checking should be perform one each pair of configured DL assignment and dynamic DL assignment on the same Serving Cell. 
For each Serving Cell and each configured downlink assignment, if configured and activated, the MAC entity shall:

1>
if the PDSCH duration of the configured downlink assignment does not overlap with the PDSCH duration of a downlink assignment received on the PDCCH for this Serving Cell:

2>
instruct the physical layer to receive, in this PDSCH duration, transport block on the DL-SCH according to the configured downlink assignment and to deliver it to the HARQ entity;

2>
set the HARQ Process ID to the HARQ Process ID associated with this PDSCH duration;

2>
consider the NDI bit for the corresponding HARQ process to have been toggled;

2>
indicate the presence of a configured downlink assignment and deliver the stored HARQ information to the HARQ entity.
However, according to above text, when checking Serving Cell#1, the configured DL assignment for Cell #2 does not overlap with the dynamic DL assignment for Cell #1, but overlaps with that for Cell #2, the MAC will consider this configured DL assignment valid. Actually, it should not be used since it is overlapped on time domain with dynamic DL assignment. 
The same issue also occurs in the configured UL grant case.

	
	

	Summary of change:
	In sub-clause 5.3.1, MAC shall check the overlapping condition “For each Serving Cell and each configured downlink assignment for this Serving Cell”;
In sub-clause 5.4.1, MAC shall check the overlapping condition “For each Serving Cell and each configured uplink grant for this Serving Cell”;

Impact analysis
Impacted 5G architecture options: Standalone, EN-DC
Impacted functionality:
HARQ
Inter-operability: 

1.  If the UE is implemented according to this CR but the network is not, there is no inter-operability issue foreseen.
2.  If the network is implemented according to this CR but the UE is not, there is no inter-operability issue foreseen.

	
	

	Consequences if not approved:
	Some UE implementation may consider the configured DL assignment (or configured UL grant) overlapped with dynamic DL assignment (or dynamic UL grant) as valid.
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	Other comments:
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------------------------------- [Start of 1st change] ------------------------
5.3.1
DL Assignment reception

Downlink assignments received on the PDCCH both indicate that there is a transmission on a DL-SCH for a particular MAC entity and provide the relevant HARQ information.

When the MAC entity has a C-RNTI, Temporary C-RNTI, or CS-RNTI, the MAC entity shall for each PDCCH occasion during which it monitors PDCCH and for each Serving Cell:

1>
if a downlink assignment for this PDCCH occasion and this Serving Cell has been received on the PDCCH for the MAC entity's C-RNTI, or Temporary C‑RNTI:

2>
if this is the first downlink assignment for this Temporary C-RNTI:

3>
consider the NDI to have been toggled.

2>
if the downlink assignment is for the MAC entity's C-RNTI, and if the previous downlink assignment indicated to the HARQ entity of the same HARQ process was either a downlink assignment received for the MAC entity's CS-RNTI or a configured downlink assignment:

3>
consider the NDI to have been toggled regardless of the value of the NDI.

2>
indicate the presence of a downlink assignment and deliver the associated HARQ information to the HARQ entity.

1>
else if a downlink assignment for this PDCCH occasion has been received for this Serving Cell on the PDCCH for the MAC entity's CS-RNTI:

2>
if the NDI in the received HARQ information is 1:

3>
consider the NDI for the corresponding HARQ process not to have been toggled;

3>
indicate the presence of a downlink assignment for this Serving Cell and deliver the associated HARQ information to the HARQ entity.

2>
if the NDI in the received HARQ information is 0:

3>
if PDCCH contents indicate SPS deactivation:

4>
clear the configured downlink assignment for this Serving Cell (if any);

4>
if the timeAlignmentTimer, associated with the TAG containing the Serving Cell on which the HARQ feedback is to be transmitted, is running:

5>
indicate a positive acknowledgement for the SPS deactivation to the physical layer.

3>
else if PDCCH content indicates SPS activation:

4>
store the downlink assignment for this Serving Cell and the associated HARQ information as configured downlink assignment;

4>
initialise or re-initialise the configured downlink assignment for this Serving Cell to start in the associated PDSCH duration and to recur according to rules in subclause 5.8.1;

For each Serving Cell and each configured downlink assignment for this Serving Cell, if configured and activated, the MAC entity shall:

1>
if the PDSCH duration of the configured downlink assignment does not overlap with the PDSCH duration of a downlink assignment received on the PDCCH for this Serving Cell:

2>
instruct the physical layer to receive, in this PDSCH duration, transport block on the DL-SCH according to the configured downlink assignment and to deliver it to the HARQ entity;

2>
set the HARQ Process ID to the HARQ Process ID associated with this PDSCH duration;

2>
consider the NDI bit for the corresponding HARQ process to have been toggled;

2>
indicate the presence of a configured downlink assignment and deliver the stored HARQ information to the HARQ entity.

For configured downlink assignments, the HARQ Process ID associated with the slot where the DL transmission starts is derived from the following equation:

HARQ Process ID = [floor (CURRENT_slot × 10 / (numberOfSlotsPerFrame × periodicity))] modulo nrofHARQ-Processes
where CURRENT_slot = [(SFN × numberOfSlotsPerFrame) + slot number in the frame] and numberOfSlotsPerFrame refers to the number of consecutive slots per frame as specified in TS 38.211 [8].

When the MAC entity needs to read BCCH, the MAC entity may, based on the scheduling information from RRC:

1>
if a downlink assignment for this PDCCH occasion has been received on the PDCCH for the SI-RNTI;

2>
indicate a downlink assignment and redundancy version for the dedicated broadcast HARQ process to the HARQ entity.
--------------------------------[End of 1st change] ------------------------

------------------------------- [Start of 2nd change] -----------------------

5.4.1
UL Grant reception

Uplink grant is either received dynamically on the PDCCH, in a Random Access Response, or configured semi-persistently by RRC. The MAC entity shall have an uplink grant to transmit on the UL-SCH. To perform the requested transmissions, the MAC layer receives HARQ information from lower layers.

If the MAC entity has a C-RNTI, a Temporary C-RNTI, or CS-RNTI, the MAC entity shall for each PDCCH occasion and for each Serving Cell belonging to a TAG that has a running timeAlignmentTimer and for each grant received for this PDCCH occasion:

1>
if an uplink grant for this Serving Cell has been received on the PDCCH for the MAC entity's C-RNTI or Temporary C-RNTI; or

1>
if an uplink grant has been received in a Random Access Response:

2>
if the uplink grant is for MAC entity's C-RNTI and if the previous uplink grant delivered to the HARQ entity for the same HARQ process was either an uplink grant received for the MAC entity's CS-RNTI or a configured uplink grant:

3>
consider the NDI to have been toggled for the corresponding HARQ process regardless of the value of the NDI.

2>
if the uplink grant is for MAC entity's C-RNTI, and the identified HARQ process is configured for a configured uplink grant:

3>
start or restart the configuredGrantTimer for the correponding HARQ process, if configured.

2>
deliver the uplink grant and the associated HARQ information to the HARQ entity.

1>
else if an uplink grant for this PDCCH occasion has been received for this Serving Cell on the PDCCH for the MAC entity's CS-RNTI:
2>
if the NDI in the received HARQ information is 1:

3>
consider the NDI for the corresponding HARQ process not to have been toggled;

3>
start or restart the configuredGrantTimer for the corresponding HARQ process, if configured;

3>
deliver the uplink grant and the associated HARQ information to the HARQ entity.

2>
else if the NDI in the received HARQ information is 0:

3>
if PDCCH contents indicate configured grant Type 2 deactivation:

4>
trigger configured uplink grant confirmation.

3>
else if PDCCH contents indicate configured grant Type 2 activation:

4>
trigger configured uplink grant confirmation;

4>
store the uplink grant for this Serving Cell and the associated HARQ information as configured uplink grant;

4>
initialise or re-initialise the configured uplink grant for this Serving Cell to start in the associated PUSCH duration and to recur according to rules in subclause 5.8.2;

4>
stop the configuredGrantTimer for the corresponding HARQ process, if running;

For each Serving Cell and each configured uplink grant for this Serving Cell, if configured and activated, the MAC entity shall:

1>
if the PUSCH duration of the configured uplink grant does not overlap with the PUSCH duration of an uplink grant received on the PDCCH or in a Random Access Response for this Serving Cell:

2>
set the HARQ Process ID to the HARQ Process ID associated with this PUSCH duration;

2>
if the configuredGrantTimer for the corresponding HARQ process is not running:

3>
consider the NDI bit for the corresponding HARQ process to have been toggled;

3>
deliver the configured uplink grant and the associated HARQ information to the HARQ entity.

For configured uplink grants, the HARQ Process ID associated with the first symbol of a UL transmission is derived from the following equation:

HARQ Process ID = [floor(CURRENT_symbol/periodicity)] modulo nrofHARQ-Processes
where CURRENT_symbol=(SFN × numberOfSlotsPerFrame × numberOfSymbolsPerSlot + slot number in the frame × numberOfSymbolsPerSlot + symbol number in the slot), and numberOfSlotsPerFrame and numberOfSymbolsPerSlot refer to the number of consecutive slots per frame and the number of consecutive symbols per slot, respectively as specified in TS 38.211 [8].

NOTE 1:
CURRENT_symbol refers to the symbol index of the first transmission occasion of a repetition bundle that takes place.

NOTE 2:
A HARQ process is configured for a configured uplink grant if the configured uplink grant is activated and the associated HARQ process ID is less than nrofHARQ-Processes.

NOTE 3:
If the MAC entity receives both a grant in a Random Access Response and an overlapping grant for its C-RNTI or CS-RNTI, requiring concurrent transmissions on the SpCell, the MAC entity may choose to continue with either the grant for its RA-RNTI or the grant for its C-RNTI or CS-RNTI.

-------------------------------[End of 2nd change] -------------------------
