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–        RRCReconfigurationComplete
The RRCReconfigurationComplete message is used to confirm the successful completion of an RRC connection reconfiguration.
Signalling radio bearer: SRB1 or SRB3
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCReconfigurationComplete message
-- ASN1START
-- TAG-RRCRECONFIGURATIONCOMPLETE-START

RRCReconfigurationComplete ::=              SEQUENCE {
    rrc-TransactionIdentifier                   RRC-TransactionIdentifier,
    criticalExtensions                          CHOICE {
        rrcReconfigurationComplete                  RRCReconfigurationComplete-IEs,
        criticalExtensionsFuture                    SEQUENCE {}
    }
}

RRCReconfigurationComplete-IEs ::=          SEQUENCE {
    lateNonCriticalExtension                    OCTET STRING                                                            OPTIONAL,
    nonCriticalExtension                        RRCReconfigurationComplete-v1530-IEs                                    OPTIONAL
}

RRCReconfigurationComplete-v1530-IEs ::=    SEQUENCE {
    uplinkTxDirectCurrentList                   UplinkTxDirectCurrentList                                               OPTIONAL,
    nonCriticalExtension                        SEQUENCE {} RRCReconfigurationComplete-v15xy-IEs                                                             OPTIONAL
}

RRCReconfigurationComplete-v15xy-IEs ::= SEQUENCE {
	uplinkTxDirectCurrentListSUL		UplinkTxDirectCurrentList												OPTIONAL,
	nonCriticalExtension					SEQUENCE {}																OPTIONAL
}

-- TAG-RRCRECONFIGURATIONCOMPLETE-STOP
-- ASN1STOP

	RRCReconfigurationComplete-v1530-IEs field descriptions

	uplinkTxDirectCurrentList
The Tx Direct Current locations for the configured serving cells and BWPs if requested by the NW (see reportUplinkTxDirectCurrent in CellGroupConfig).

	uplinkTxDirectCurrentListSUL
The Tx Direct Current locations of SUL for the configured serving cells and BWPs if requested by the NW (see reportUplinkTxDirectCurrent in CellGroupConfig).
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Start of second change
–         RRCResumeComplete
The RRCResumeComplete message is used to confirm the successful completion of an RRC connection resumption.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCResumeComplete message
-- ASN1START
-- TAG-RRCRESUMECOMPLETE-START

RRCResumeComplete ::=                   SEQUENCE {
    rrc-TransactionIdentifier               RRC-TransactionIdentifier,
    criticalExtensions                      CHOICE {
        rrcResumeComplete                       RRCResumeComplete-IEs,
        criticalExtensionsFuture                SEQUENCE {}
    }
}

RRCResumeComplete-IEs ::=               SEQUENCE {
    dedicatedNAS-Message                    DedicatedNAS-Message                                                    OPTIONAL,
    selectedPLMN-Identity                   INTEGER (1..maxPLMN)                                                    OPTIONAL,
    uplinkTxDirectCurrentList               UplinkTxDirectCurrentList                                               OPTIONAL,
    lateNonCriticalExtension                OCTET STRING                                                            OPTIONAL,
    nonCriticalExtension                    SEQUENCE{} RRCResumeComplete-v15xy-IEs                                                              OPTIONAL
}

RRCResumeComplete-v15xy-IEs ::= SEQUENCE {
	uplinkTxDirectCurrentListSUL		UplinkTxDirectCurrentList												OPTIONAL,
	nonCriticalExtension				SEQUENCE {}																OPTIONAL
}


-- TAG-RRCRESUMECOMPLETE-STOP
-- ASN1STOP

	RRCResumeComplete-IEs field descriptions

	selectedPLMN-Identity
Index of the PLMN selected by the UE from the plmn-IdentityList fields included in SIB1.

	uplinkTxDirectCurrentList
The Tx Direct Current locations for the configured serving cells and BWPs if requested by the NW (see reportUplinkTxDirectCurrent in CellGroupConfig).

	uplinkTxDirectCurrentListSUL
The Tx Direct Current locations of SUL for the configured serving cells and BWPs if requested by the NW (see reportUplinkTxDirectCurrent in CellGroupConfig).
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