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1. Overall Description:
[bookmark: OLE_LINK1]For both LTE and NR, RAN2 confirm that current specification allow that UEInformationRequest (or equivalent message to be specified in NR) can be sent by the network immediate after Security Mode Command without network having to wait for Security Mode Complete (i.e. similar to sending of Reconfiguration after SMC). 
By allowing network to send UEInformationRequest immediately after SecurityModeCommand, RAN2 further agreed that there is a risk that PDCP at UE side may deliver ciphered UEInformationRequest message to UE RRC that RRC cannot handle, as the security has not been activated at PDCP.
[bookmark: OLE_LINK7][bookmark: OLE_LINK8]As a potential solution to resolve this issue, RAN2 agreed that if PDCP at UE side delivers ciphered packets (e.g. UEInformationRequest message) to UE RRC, UE RRC sends back ciphered packets to PDCP for IP verification and decipherment.
 

2. Actions:
To SA WG3
RAN2 kindly requests SA3 to take into account RAN2 agreement on resolving the issue of ciphered UEInformationRequest message being delivered RRC. SA3 is also kindly asked to feedback feasibility issue of the adopted solution, if any.
3. Date of Next RAN2 Meetings:
TSG RAN WG2 Meeting #107		26 - 30 Aug. 2019				Prague, CZ
TSG RAN WG2 Meeting #107bis		14 - 18 Oct.  2019				TBD, CN

