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4.2.2
Signalling radio bearers

"Signalling Radio Bearers" (SRBs) are defined as Radio Bearers (RB) that are used only for the transmission of RRC and NAS messages. More specifically, the following SRBs are defined:

-
SRB0 is for RRC messages using the CCCH logical channel;

-
SRB1 is for RRC messages (which may include a piggybacked NAS message) as well as for NAS messages prior to the establishment of SRB2, all using DCCH logical channel;

-
For NB-IoT, SRB1bis is for RRC messages (which may include a piggybacked NAS message) as well as for NAS messages prior to the activation of security, all using DCCH logical channel;

-
SRB2 is for RRC messages which include logged measurement information as well as for NAS messages, all using DCCH logical channel. SRB2 has a lower-priority than SRB1 and is always configured by E-UTRAN after security activation. SRB2 is not applicable for NB-IoT;

-
SRB4 is for RRC messages which include application layer measurement reporting information, all using DCCH logical channel. SRB4 can only be configured by E-UTRAN after security activation. SRB4 is not applicable for NB-IoT.

In downlink piggybacking of NAS messages is used only for one dependant (i.e. with joint success/ failure) procedure: bearer establishment/ modification/ release. In uplink NAS message piggybacking is used only for transferring the initial NAS message during connection setup.

NOTE 1:
The NAS messages transferred via SRB2 are also contained in RRC messages, which however do not include any RRC protocol control information.

Once security is activated, all RRC messages on SRB1, SRB2 and SRB4, including those containing NAS or non-3GPP messages, are integrity protected and ciphered by PDCP. NAS independently applies integrity protection and ciphering to the NAS messages.

For a UE configured with DC, all RRC messages, regardless of the SRB used and both in downlink and uplink, are transferred via the MCG. In case of EN-DC, after connection establishment NR PDCP may be configured for both SRB1 and SRB2 and if so, these SRBs may be configured as split SRB. For a split SRB, the UE receives RRC messages via both MCG and NR SCG i.e. handles out of order and duplicate PDUs as specified in TS 38.323 [83]. For a split SRB, the network configures via which cell group(s) the UE sends uplink RRC messages.

NOTE 2:
In case of EN-DC, SRB3 may be configured for the transfer of some NR RRC messages between UE and SgNB via the NR radio interface, see TS 38.331 [82].


An SRB can be configured with PDCP duplication, either by two logical channels within the same CG (CA duplication) or by two logical channels each within a different CG (DC duplication).
5.4.2.3
Reception of the RRCConnectionReconfiguration by the UE

If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in 5.3.5.8;


1>
else:

2>
apply the default physical channel configuration as specified in 9.2.4;

2>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2>
apply the default MAC main configuration as specified in 9.2.2;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
for the target PCell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target PCell, apply the uplink bandwidth indicated by (the absence or presence of) the ul-Bandwidth;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the handoverType in securityConfigHO is set to fivegc-ToEPC:

2>
indicate to higher layer that the CN has changed from 5GC to EPC;

2>
derive the key KeNB based on the mapped KASME key as specified for interworking between EPS and 5GS in TS 33.501 [86];

2>
store the nextHopChainingCount-r15 value;

1>
else if the handoverType in securityConfigHO is set to intra5GC:

2>
if the keyChangeIndicator-r15 received in the securityConfigHO is set to TRUE:

3>
forward nas-Container to the upper layers, if included;

3>
update the KeNB key based on the KAMF key, as specified in TS 33.501 [86];

2>
else:

3>
update the KeNB key based on the current KgNB or the NH, using the nextHopChainingCount-r15 value indicated in the SecurityConfigHO, as specified in TS 33.501 [86];

2>
store the nextHopChainingCount-r15 value;

1>
else if the handoverType in securityConfigHO is set to epc-To5GC:

2>
forward the nas-Container to the upper layers

2>
derive the KeNB key, as specified in TS 33.501 [86];

1>
else:

2>
forward the nas-SecurityParamToEUTRA to the upper layers;

2>
derive the KeNB key, as specified in TS 33.401 [32];

1>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];


1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:

2>
perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:

2>
perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6.

1>
if the handoverType in securityConfigHO is set to fivegc-ToEPC or if the handoverType-v1530 is not present:

2>
configure lower layers to apply the indicated integrity protection algorithm and the KRRCint key immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

2>
configure lower layers to apply the indicated ciphering algorithm, the KRRCenc key and the KUPenc key immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition as specified in 5.3.10.3b;
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;

1>
if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:

2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;
1>
if the RRCConnectionReconfiguration message includes rclwi-Configuration:

2>
perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>
if the RRCConnectionReconfiguration message includes lwa-Configuration:

2>
perform the LWA configuration procedure as specified in 5.6.14.2;

1>
if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>
perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:

3>
include logMeasAvailableMBSFN;

2>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailable;

2>
if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailableBT;

2>
if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailableWLAN;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
if the RRCConnectionReconfiguration message does not include rlf-TimersAndConstants set to setup:

2>
use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 1:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends;

NOTE 2:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell.

NOTE 3:
If the handover is from NR and target CN is 5GC, the delta configuration on PDCP and SDAP can be used for intra-system inter-RAT handover.
<Next modified section>
5.5.4.1
General

If security has been activated successfully, the UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the corresponding reportConfig includes a purpose set to reportStrongestCellsForSON:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to reportCGI:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
if the ue-RxTxTimeDiffPeriodical is configured in the corresponding reportConfig:

5>
consider only the PCell to be applicable;
4>
else if the reportSSTD-Meas is set to true in the corresponding reportConfig:

5>
consider the PSCell to be applicable;

4>
else if the eventA1 or eventA2 is configured in the corresponding reportConfig:

5>
consider only the serving cell to be applicable;
4>
else if eventC1 or eventC2 is configured in the corresponding reportConfig; or if reportStrongestCSI-RSs is included in the corresponding reportConfig:

5>
consider a CSI-RS resource on the associated frequency to be applicable when the concerned CSI-RS resource is included in the measCSI-RS-ToAddModList defined within the VarMeasConfig for this measId;
4>
else if measRSSI-ReportConfig is configured in the corresponding reportConfig:

5>
consider the resource indicated by the rmtc-Config on the associated frequency to be applicable;

4>
else:

5>
if useWhiteCellList is set to TRUE:

6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;

5>
else:

6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

5>
for events involving a serving cell on one frequency and neighbours on another frequency, consider the serving cell on the other frequency as a neighbouring cell;

4>
if the corresponding reportConfig includes alternativeTimeToTrigger and if the UE supports alternativeTimeToTrigger:

5>
use the value of alternativeTimeToTrigger as the time to trigger instead of the value of timeToTrigger in the corresponding reportConfig for cells included in the altTTT-CellsToAddModList of the corresponding measObject;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

NOTE 0:
The UE may also consider a neighbouring cell on the associated UTRA frequency to be applicable when the concerned cell is included in the csg-allowedReportingCells within the VarMeasConfig for this measId, if configured in the corresponding measObjectUTRA (i.e. the cell is included in the range of physical cell identities for which reporting is allowed).

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns WLAN:

4>
consider a WLAN on the associated set of frequencies, as indicated by carrierFreq or on all WLAN frequencies when carrierFreq is not present, to be applicable if the WLAN matches all WLAN identifiers of at least one entry within wlan-Id-List for this measId;

3>
else if the corresponding measObject concerns NR:

4>
if the reportSFTD-Meas is set to pSCell in the corresponding reportConfigInterRAT:

5>
consider the PSCell to be applicable;

4>
else if the reportSFTD-Meas is set to neighborCells in the corresponding reportConfigInterRAT:

5>
if cellsForWhichToReportSFTD is configured in the corresponding measObjectNR:
6>
consider any neighbouring NR cell on the associated frequency that is included in cellsForWhichToReportSFTD to be applicable;

5>
else:

6>
consider up to 3 strongest neighbouring NR cells detected on the associated frequency to be applicable when the concerned cells are not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

4>
else:

5>
if the eventB1 or eventB2 is configured in the corresponding reportConfig:

6>
consider a serving cell, if any, on the associated NR frequency as neighbouring cell;

5>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

2>
if tx-ResourcePoolToAddList is configured in the measObject, and if the corresponding reportConfig includes a purpose set to sidelink or includes eventV1 or eventV2:

3>
consider the transmission resource pools indicated by the tx-ResourcePoolToAddList defined within the VarMeasConfig for this measId to be applicable;

2>
if the corresponding reportConfig includes a purpose set to reportLocation:

3>
consider only the PCell to be applicable;

2>
if the triggerType is set to event, and if the corresponding reportConfig does not include numberOfTriggeringCells, and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event, and if the corresponding reportConfig does not include numberOfTriggeringCells, and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the corresponding reportConfig includes numberOfTriggeringCells, and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig:

3>
If the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):

4>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
If the number of cell(s) in the cellsTriggeredList is larger than or equal to numberOfTriggeringCell:

4>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
else:

4>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

4>
If the number of cell(s) in the cellsTriggeredList is larger than or equal to numberOfTriggeringCells:

5>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

5>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration or if a6-ReportOnLeave is set to TRUE or if a4-a5-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (i.e. a first CSI-RS resource triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources not included in the csi-RS-TriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (i.e. a subsequent CSI-RS resource triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the CSI-RS resources included in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;

3>
if c1-ReportOnLeave is set to TRUE for the corresponding reporting configuration or if c2-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the csi-RS-TriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable transmission resource pools for all measurements taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first transmission resource pool triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable transmission resource pools not included in the poolsTriggeredList for all measurements taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent transmission resource pool triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more applicable transmission resource pools included in the poolsTriggeredList defined within the VarMeasReportList for this measId for all measurements taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned transmission resource pool(s) from the poolsTriggeredList defined within the VarMeasReportList for this measId;

3>
if the poolsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the triggerType is set to event and if the eventId is set to eventH1 or eventH2 and if the entering condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled during timeToTrigger defined within the VarMeasConfig for this event:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if measRSSI-ReportConfig is included and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure as specified in 5.5.5 immediately when RSSI sample values are reported by the physical layer after the first L1 measurement duration;

2>
else if the purpose is included and set to reportStrongestCells, reportStrongestCellsForSON, reportLocation sidelink or sensing and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
if the purpose is set to reportStrongestCells and reportStrongestCSI-RSs is not included:

4>
if the triggerType is set to periodical and the corresponding reportConfig includes the ul-DelayConfig:

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after a first measurement result is provided by lower layers;

4>
else if the corresponding measurement object concerns WLAN:

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell and for the applicable WLAN(s);

4>
else if the reportAmount exceeds 1:

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell;

4>
else (i.e. the reportAmount is equal to 1):

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell and for the strongest cell among the applicable cells, or becomes available for the pair of PCell and the PSCell in case of SSTD measurements, or becomes available for each requested pair of PCell and NR cell or the maximal measurement reporting delay as specified in TS 36.133 [16], clause 8.17.2.3 in case of SFTD measurements;

3>
if the purpose is set to reportLocation, sidelink or sensing:

4>
if the purpose is set to reportLocation:

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after both the quantity to be reported for the PCell and the location information become available;

4>
else if the purpose is set to sidelink:

5>
initiate the measurement reporting procedure as specified in 5.5.5 immediately after both the quantity to be reported for the PCell and the CBR measurement result become available;

4>
else if the purpose is set to sensing:

5>
initiate the measurement reporting procedure as specified in 5.5.5 immediately after both the quantity to be reported for the PCell and the sensing measurement result become available;

3>
else if the purpose is not set to reportStrongestCells or reportStrongestCSI-RSs is included:

4>
initiate the measurement reporting procedure, as specified in 5.5.5, when it has determined the strongest cells on the associated frequency;

2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to reportCGI:

3>
if the UE acquired the information needed to set all fields of cgi-Info for the requested cell; or

3>
if the UE detects that the requested NR cell is not transmitting SIB1:
4>
include a measurement reporting entry within the VarMeasReportList for this measId;

4>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

4>
stop timer T321;

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to event or to periodical while the corresponding measurement is not performed due to the PCell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

6.3.4
Mobility control information elements

<Cut to next modified section>
–
AdditionalSpectrumEmissionNR
The IE AdditionalSpectrumEmissionNR is used to indicate NR emission requirements to be fulfilled by the UE (see TS 38.101-1 [85], section 6.5.3.3, and TS 38.101-2 [N1], section 6.5.3.2 and TS 38.101-3 [N2], section 6.5B.2)

AdditionalSpectrumEmissionNR information element

-- ASN1START

AdditionalSpectrumEmissionNR-r15 ::=

INTEGER (0..7)

-- ASN1STOP

6.3.5
Measurement information elements

<Cut to next modified section>
–
MeasGapSharingConfig
The IE MeasGapSharingConfig specifies the measurement gap sharing scheme and controls setup/ release of measurement gap sharing.

MeasGapSharingConfig information element

-- ASN1START

MeasGapSharingConfig-r14 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {



measGapSharingScheme-r14



ENUMERATED {scheme00, scheme01, scheme10, scheme11}



}

}

-- ASN1STOP

	MeasGapSharingConfig field descriptions

	measGapSharingScheme

Indicates the measurement gaps sharing scheme for BL UEs in CE mode A and CE mode B and for EN-DC (for the measurement gap configured by E-UTRAN). For BL UEs, see TS 36.133 [16], Table 8.13.2.1.1.1-2 and Table 8.13.3.1.1.1-3. For EN-DC, see TS 36.133 [16], Table 8.17.1.1-1. Value scheme00 corresponds to "00", value scheme01 corresponds to "01", and so on.


<Cut to next modified section>
–
RSRP-RangeNR
The IE RSRP-RangeNR specifies the value range used in RSRP measurements and thresholds. For RSRP measurements, integer value is according to mapping table in TS 38.133 [84].  For thresholds, the actual value is (field value – 156) dBm, except for field value 127, in which case the actual value is infinity.
RSRP-RangeNR information element

-- ASN1START

RSRP-RangeNR-r15 ::=





INTEGER (0..127)

-- ASN1STOP

<Cut to next modified section>
–
RSRQ-RangeNR
The IE RSRQ-RangeNR specifies the value range used in RSRQ measurements and thresholds. For RSRQ measurements, integer value is according to mapping table in TS 38.133 [84].  For thresholds, the actual value is (field value – 87) / 2 dB.
RSRQ-RangeNR information element

-- ASN1START

RSRQ-RangeNR-r15 ::=


INTEGER (0..127)

-- ASN1STOP

<Cut to next modified section>
–
RS-SINR-RangeNR
The IE RS-SINR-RangeNR specifies the value range used in RS-SINR measurements and thresholds. For RS-SINR measurements, integer value is according to mapping table in TS 38.133 [84]. For thresholds, the actual value is (field value – 46) / 2 dB.

RS-SINR-RangeNR information element

-- ASN1START

RS-SINR-RangeNR-r15 ::=




INTEGER (0..127)

-- ASN1STOP

