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1. 
Overall Description:

For signalling based MDT, MDT data is collected from one specific UE. The signalling based MDT is an enhancement of the signalling based trace. The signalling based MDT can be either a logged MDT or Immediate MDT. In LTE, the MDT configuration received by signalling based trace messages for a specific UE will propagate during intra-PLMN handover and may propagate during inter-PLMN handover if the Signalling Based MDT PLMN List is available and includes the target PLMN. 
RAN2 is discussing about the MDT continuity after the inter-system and intra-RAT (i.e., between eNB connecting to EPC and ng-eNB connects connecting to 5GC) handover. One of the key issues to consider is whether the MDT user consent can be transferred between 5GC and EPC. 
Therefore, RAN2 respectfully asks SA3 and SA5 to check whether the MDT user consent can be transferred between 5GC and EPC to support the MDT continuity after the inter-system and intra-RAT handover.
2
Actions
To SA3 and SA5,
ACTION: 
RAN2 would like to respectfully ask SA3 and SA5 to check whether the MDT user consent can be transferred between 5GC and EPC to support the MDT continuity after the inter-system and intra-RAT handover. 
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Dates of next TSG-RAN WG2 meetings

TSG-RAN WG2 Meeting#107
26 -30 Aug 2019
Prague, Czech Republic
TSG-RAN WG2 Meeting#107bis
14 -18 Oct 2019
TBD, China
