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1 Introduction
RAN#83 has agreed new WI for supporting single radio voice call continuity from 5G to 3G in RP-190713.

	· Inter-RAT measurement to support voice service continuity from 5GS to UTRAN [RAN2, RAN1].
· Specify that the NG-RAN and UE in NR RRC connected mode support the UTRAN cell measurement procedure, e.g. measurement configuration of target UTRAN cells, and the measurement performing and reporting by UE. 
· Indirect Inter-RAT handover procedure to support voice service continuity from 5GS to UTRAN [RAN2, RAN3]. 

· Specify the procedures of SRVCC (including emergency call) in RAN, which includes handover preparation between gNB and AMF, gNB and UE, and Handover execution between UE to RNS etc. 

· Signalling of source RAT to target RAT at incoming SRVCC [RAN3].
· UE capability reporting for supporting SRVCC [RAN2, RAN3]. 

· Specify the transfer of UE capability information between UE, NG-RAN and AMF.


In this document, we discuss the RAN impact of the UE capability reporting.
2 Discussion
In [2], the NR SRVCC to 3G definition has been described.
	5.3.4b
UE enhanced for 5G-SRVCC

If the UE supports the 5G-SRVCC from NG-RAN to 3GPP UTRAN, the UE shall follow the rules and procedures described in TS 23.502 [45] with the following additions and clarifications:

-
Supports UTRAN cell measurement procedure.

-
Supports 5G-SRVCC from 5GS to 3GPP UTRAN in NAS and AS.

-
Derives CS security context from EPS security context which are derived from 5GS security context.

5.3.10
AMF

If the AMF supports the 5G-SRVCC from NG-RAN to 3GPP UTRAN, the AMF shall follow the rules and procedures described in TS 23.502 [45] with the following additions and clarifications:

-
Handles UE 5G-SRVCC capability in NAS message.

-
Indicates 5G-SRVCC possible to NG-RAN.
-
Selects the MME_SRVCC according to the Target ID and 5G-SRVCC HO Indication.

-
Supports N26 interface.

-
Receives STN-SR and C-MSISDN as part of the subscription data sent by UDM/HSS.

-
Indicates 5G-SRVCC HO Indication, STN-SR and C-MSISDN in Forward Relocation Request message.

-
Skips Nsmf_PDUSession_Context procedure for all the PDU sessions.

-
Shall not include any UE EPS PDN Connection IE into Forward Relocation Request message.


Based on the procedure in [2], the main procedure is depicted as following:
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According [2], RAN2 assume that UE will report the 5G SRVCC capability to AMF in NAS message and AMF will indicate the SRVCC possible to NG-RAN based on its network capability and UE capability. Therefore, RAN can determine UE supporting the 5G SRVCC, further determine the UTRAN measurement capability and the corresponding SRVCC operation capability.
Therefore, no RAN2 capability for the 5G SRVCC is needed.
Proposal 1: UE doesn’t need to report 5G SRVCC capability to RAN.
Proposal 2: If UE support the 5G SRVCC capability, then UE supports the UTRAN measurement and the corresponding SRVCC handover procedure.
3 Conclusion

The paper discusses the supporting of 5G SRVCC procedure, and we propose:
Proposal 1: UE doesn’t need to report 5G SRVCC capability to RAN.
Proposal 2: If UE support the 5G SRVCC capability then UE support the UTRAN measurement and the corresponding SRVCC handover procedure.
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