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1. Overall Description:

RAN2 identified below two candidates for IAB routing at the Backhaul Adaptation Protocol (BAP) layer and has discussed each routing candidate.

· Option 1: Routing based on the destination address.
· Option 2: Routing based on the path identifier.
In the discussion, RAN2 also identified that source-based and local route selection can be simultaneously supported by combined solution of option 1 and 2. Based on the combined solution, RAN2 discussed further details for IAB routing at the BAP layer. 
RAN2, finally, made the following agreements for IAB routing at the BAP layer:
Agreement:
(The following proposals will be changed after RAN2 made agreements on IAB routing at the RAN2# 106 meeting)
· BAP should support combined source-based and local route selection by having the source indicate the preferred route for a packet while allowing intermediates node to overturn this selection under specific conditions. 

· BAP should support (destination address, path Id)-pair for routing.
· IAB node address should be considered for next-hop link identifier in BAP routing.

· BAP routing per radio bearer should be considered for routing granularity. 

· UL/DL should be decoupled and UL routing path and DL routing path should be configured on the routing table independently.
2. Actions:

To RAN WG3.

ACTION: 
RAN2 respectfully asks RAN3 to take the above RAN2 agreements into account in their further work.
3. Date of Next TSG-RAN WG2 Meetings:
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