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	Reason for change:
	1. In subclause 5.6.3.3 and 6.3.6, there are references to "request-sTTI-sPT-Capability", but such field name does not exist in ASN.1. These references should be aligned to the name in ASN.1.
2. IE "STTI-SPT-BandCombinationParameters" in subclause 5.6.3.3 does not exist in ASN.1, but "STTI-SPT-BandParameters".
3. In 5.6.3.3, the reference to sTTI-SPT-Supported should be corrected from “the IE” to "the field".

	
	

	Summary of change:
	1. "request-sTTI-sPT-Capability" in 5.6.3.3 and 6.3.6 is corrected to "requestSTTI-SPT-Capability".
2. "STTI-SPT-BandCombinationParameters" in subclause 5.6.3.3 is corrected to "stti-SPT-BandParameters".
3. In 5.6.3.3, the reference to sTTI-SPT-Supported is corrected to "the field ".

Impact Analysis
Impacted functionality:
sTTI and SPT capability signaling

Inter-operability:
1) If the network is implemented according to the CR and the UE is not, then the UE may not be able to correclty set the requested sTTI and SPT capabilities.
2) If the UE is implemented according to the CR and the network is not, there are no interoperability problems.


	
	

	Consequences if not approved:
	sTTI and SPT capability related field names are used erroneously in procedure text and ASN.1 which may result in incorrect setting of the respective capabilities.
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Beginning of changes
[bookmark: _Toc535571346]5.6.3.3	Reception of the UECapabilityEnquiry by the UE
---------------------------------------------------Unmodified parts omitted--------------------------------------------------------
3>	if the UECapabilityEnquiry message includes requestSTTI-SPT-Capabilityrequest-sTTI-sPT-Capability and if the UE supports short TTI and/or SPT:
4>	for each band combination the UE included in a field of the UECapabilityInformation message in accordance with the previous:
4>	if the UE supports short TTI, include the short TTI capabilities for each of the band combinations using the stti-SPT-BandParametersSTTI-SPT-BandCombinationParameters;
4>	if the UE supports SPT, include the SPT capabilities for each of the band combinations using the stti-SPT-BandParametersSTTI-SPT-BandCombinationParameters;
NOTE 4:	The UE may have to add/repeat the band combinations to the list of band combinations included earlier, to include short TTI capabilities and/or SPT capabilities.
2>	if the UE supports short TTI and/or SPT:
3>	include in the UE radio access capabilities the IE field sTTI-SPT-Supported and set to supported;
Next of changes
[bookmark: _Toc535571813]6.3.6	Other information elements
[bookmark: _Toc535571842]–	UE-EUTRA-Capability
---------------------------------------------------Unnecessary parts omitted-------------------------------------------------------
	sTTI-SPT-Supported
Indicates whether the UE supports the features shortenedTTI and/or shortened-PT. If the UE supports shortenedTTI and/or shortened-PT features, the UE shall report the field sTTI-SPT-supported set to supported in capability signalling, irrespective of whether requestSTTI-SPT-Capabilityrequest-sTTI-SPT-Capability field is present or not.
	-
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