

	
3GPP TSG-RAN WG2 Meeting #106	R2-1906043
Reno, Nevada, USA, 13th  – 17th  May 2019	
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.331
	CR
	1019
	rev
	-
	Current version:
	15.5.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction on bar indication of emergency service (access category 2)

	
	

	Source to WG:
	MediaTek Inc.

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	05/13/2019

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	
In the last part of 38.331 5.3.14.2, it is specified that 
3>	if timer T302 is running:
4>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2', upon which the procedure ends;
3>	else:
4>	inform upper layers that the access attempt for the Access Category is barred, upon which the procedure ends;

If the UAC check for access category '2' is failed while T302 is running, the UE will perform “4> inform the upper layer that access barring is applicable for all access categories except categories '0' and '2', upon which the procedure”

[bookmark: _GoBack]This is incorrect as the UE shall also inform upper layer that the emergency service (access category 2) is bared in this case.  
 

	
	

	Summary of change:
	1) In 5.3.14.2, specify that UE shall inform upper layer the emergency service is bared if access attempt for the access category '2' is failed.

Impact analysis
Impacted 5G architecture options: Standalone

Impacted functionality: 
Access Control 

Inter-operability:
The CR only impact UE behaviour and the network does not have to implement it.
If the UE is implemented according to this CR but the network is not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	The UE RRC may bar the access category '2' but does not inform upper layer.
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[bookmark: _Toc5285095]5.3.14.2	Initiation
Upon initiation of the procedure, the UE shall:
1>	if timer T390 is running for the Access Category:
2>	consider the access attempt as barred;
1>	else if timer T302 is running and the Access Category is neither '2' nor '0':
2>	consider the access attempt as barred;
1>	else:
2>	if the Access Category is '0':
3>	consider the access attempt as allowed;
2>	else:
3>	if SIB1 includes uac-BarringPerPLMN-List and the uac-BarringPerPLMN-List contains an UAC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers (see TS 24.501 [23]):
4>	select the UAC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers;
4>	in the remainder of this procedure, use the selected UAC-BarringPerPLMN entry (i.e. presence or absence of access barring parameters in this entry) irrespective of the uac-BarringForCommon included in SIB1;
3>	else if SIB1 includes uac-BarringForCommon:
4>	in the remainder of this procedure use the uac-BarringForCommon (i.e. presence or absence of these parameters) included in SIB1;
3>	else:
4>	consider the access attempt as allowed;
3>	if uac-BarringForCommon is applicable or the uac-ACBarringListType indicates that uac-ExplicitACBarringList is used:
4>	if the corresponding UAC-BarringPerCatList contains a UAC-BarringPerCat entry corresponding to the Access Category:
5>	select the UAC-BarringPerCat entry;
5>	if the uac-BarringInfoSetList contains a UAC-BarringInfoSet entry corresponding to the selected uac-barringInfoSetIndex in the UAC-BarringPerCat:
6>	select the UAC-BarringInfoSet entry;
6>	perform access barring check for the Access Category as specified in 5.3.14.5, using the selected UAC-BarringInfoSet as "UAC barring parameter";
5>	else:
6>	consider the access attempt as allowed;
4>	else:
5>	consider the access attempt as allowed;
3>	else if the uac-ACBarringListType indicates that uac-ImplicitACBarringList is used:
4>	select the uac-BarringInfoSetIndex corresponding to the Access Category in the uac-ImplicitACBarringList;
4>	if the uac-BarringInfoSetList contains the UAC-BarringInfoSet entry corresponding to the selected uac-BarringInfoSetIndex:
5>	select the UAC-BarringInfoSet entry;
5>	perform access barring check for the Access Category as specified in 5.3.14.5, using the selected UAC-BarringInfoSet as "UAC barring parameter";
4>	else:
5>	consider the access attempt as allowed;
3>	else:
4>	consider the access attempt as allowed;
1>	if the access barring check was requested by upper layers:
2>	if the access attempt is considered as barred:
3>	if the Access Category is '2':
4>	inform upper layers that the access attempt for the Access Category is barred, upon which the procedure ends;
3>	else if timer T302 is running:
4>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2', upon which the procedure ends;
3>	else:
4>	inform upper layers that the access attempt for the Access Category is barred, upon which the procedure ends;
2>	else:
3>	inform upper layers that the access attempt for the Access Category is allowed, upon which the procedure ends;
1>	else:
2>	the procedure ends.

