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1. Overall Description:
In RAN2#105bis meeting, the following agreements were made.
	1. RAN2 evaluates RRM measurement relaxation in RRC_CONNECTED, RRC_INACTIVE and RRC_IDLE.
2. RAN2 to evaluate relaxed monitoring criteria under which the UE may relax RRM measurements. The relaxed monitoring criteria may include the following aspects, but are not limited to:
•	UE mobility status (e.g. serving cell variation, speed, movement, direction, cell (re-selection, UE type …)
•	Link quality (e.g. serving cell threshold/quality, position in cell, …)
•	Serving cell beam status (e.g. beam change, direction, beam specific link condition…)
3. Serving cell measurements are not excluded from the evaluation of relaxed RRM measurements for now.



[bookmark: _Hlk4476688]To progress for further details, RAN2 also set up the following email discussion, based on which RAN2 agreed on the following proposals.
	1. RRM measurement relaxation for serving cell is not supported for UE in any RRC state.
2. RRM measurement for neighbour cells can be relaxed for UE in RRC_CONNECTED and RRC_IDLE/INACTIVE, if UE is not at cell edge, or if UE is stationary or with low mobility. The exact criteria are FFS.
3. RRM measurement relaxation may be done by allowing measurements with intervals longer than RAN4 requirements, or by reducing the number of cells to be measured. The details are FFS.
4. Any RRM measurement relaxation method can be supported only if RAN4 allows UE to violate corresponding requirements. Send LS to RAN4 capturing RAN2 proposals, and ask for potential RAN4 impacts and permissions.



The above RAN2 agreements suggest that when specific criteria are met, UE can perform neighbour cell measurements with periodicities longer than the minimum requirements defined by RAN4, or measure less neighbour cells than the minimum number required by RAN4. Since the behaviour violates RAN4 requirements, RAN2 would like to ask for RAN4’s views on the proposed mechanisms, especially potential impacts.

2. Actions
[bookmark: _GoBack]To RAN4
ACTION: 	RAN2 would like to respectfully ask for RAN4’s views on the above RAN2 agreements about RRM measurement relaxation, provide analysis on potential RAN4 impacts, and tell RAN2 whether violation of RAN4 requirements is possible. 

3. Dates of next TSG-RAN WG2 meetings
TSG-RAN WG2 Meeting#107		26 - 30 Aug. 2019	Prague, Czech Republic
TSG-RAN WG2 Meeting#107bis		14 - 18 Oct. 2019	P.R. China
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