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	Reason for change:
	For supportedROHC-Profiles ROHC profiles, RFC 4995 and RFC 4996 were updated to RFC 5795 and RFC 6846 respectively in CR1462. However, for supportedUplinkOnlyROHC-Profiles, it is missing to update RFC 4995 and RFC 4996 to RFC 5795 and RFC 6846 respectively.

	
	

	Summary of change:
	For supportedUplinkOnlyROHC-Profiles, RFC 4996 is replaced by RFC 6846, and RFC 4995 is replaced by RFC 5795.

Impact analysis
Impacted functionality: 
Uplink only ROHC operation

Inter-operability:
The UE and the network not implementing the CR may have an interoperability issue that was erroneously introduced in RFC 4995. The UE and the network implementing the CR do not have an interoperability issue that was erroneously introduced in RFC 4995. 
The UE and the network not implementing the CR may have a technical issue with the SACK compression as indicated in RFC 6846. The UE and the network implementing the CR do not have a technical issue with the SACK compression as indicated in RFC 6846.


	
	

	Consequences if not approved:
	1. A fix of an interoperability issue in RFC 5795 cannot be implemented in the products.
2. A fix of technical issue with the SACK compression in RFC 6846 cannot be implemented in the products.
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[bookmark: _Toc535257610]4.3.1.6	supportedUplinkOnlyROHC-Profiles
This field defines which ROHC profile(s) from the list below are supported in uplink-only ROHC operation by the UE.
-	0x0006 ROHC TCP (RFC 68464996)
A UE that supports uplink-only ROHC profile(s) shall support ROHC profile 0x0000 ROHC uncompressed (RFC 49955795).

