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<Start of modification>
9.2.5
Paging

Paging allows the network to reach UEs in RRC_IDLE and in RRC_INACTIVE state, and to notify UEs in RRC_IDLE, RRC_INACTIVE and RRC_CONNECTED state of system information change (see subclause 7.3.3) and ETWS/CMAS indications (see subclause 16.4).

While in RRC_IDLE the UE monitors the paging channels for CN-initiated paging; in RRC_INACTIVE the UE also monitors paging channels for RAN-initiated paging. A UE need not monitor paging channels continuously though; Paging DRX is defined where the UE in RRC_IDLE or RRC_INACTIVE is only required to monitor paging channels during one Paging Occasions (PO) per DRX cycle (see 3GPP TS 38.304 [10]). The Paging DRX cycles are configured by the network:

1)
For CN-initiated paging, a default cycle is broadcast in system information;

2)
For CN-initiated paging, a UE specific cycle can be configured via NAS signalling;

3)
For RAN-initiated paging, a UE-specific cycle can be configured via RRC signalling;

-
The UE uses the shortest of the DRX cycles applicable i.e. a UE in RRC_IDLE uses the shortest of the first two cycles above, while a UE in RRC_INACTIVE uses the shortest of the three.

The POs of a UE for CN-initiated and RAN-initiated paging are based on the same UE ID, resulting in overlapping POs for both. The number of different POs in a DRX cycle is configurable via system information and a network may distribute UEs to those POs based on their IDs.

When in RRC_CONNECTED, the UE monitors the paging channels in any PO signalled in system information. In case of BA, a UE in RRC_CONNECTED only monitors paging channels on the active BWP.

For NR-U, a UE can be configured for an additional number of paging monitoring occasions for its PO. Multiple POs shall not be limited in one frame. If the UE receives paging in the first PO and does not find its own paging record in this paging message, it shall continue to monitoring paging channel in the following PO(s). The UE may stop monitoring subsequent PDCCH occasions only if it finds its own paging record in the received paging message.
<End of modification>
