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START OF CHANGES
[bookmark: _Toc5285037][bookmark: _Toc535261400][bookmark: _Toc5285262]5.3.5.5.9	SCell Addition/Modification
The UE shall:
1>	for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):
2>	add the SCell, corresponding to the sCellIndex, in accordance with the sCellConfigCommon and sCellConfigDedicated;
2>	if sCellState is configured for the SCell and indicates activated:
3>	configure lower layers to consider the SCell to be in activated state;
2>	else
3> configure lower layers to consider the SCell to be in deactivated state;
2>	for each measId included in the measIdList within VarMeasConfig:
3>	if SCells are not applicable for the associated measurement; and
3>	if the concerned SCell is included in cellsTriggeredList defined within the VarMeasReportList for this measId:
4>	remove the concerned SCell from cellsTriggeredList defined within the VarMeasReportList for this measId;
1>	for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):
2>	modify the SCell configuration in accordance with the sCellConfigDedicated.
------------------Skip no change part----------------

6.3.2	Radio resource control information elements
------------------Skip no change part----------------
–	CellGroupConfig
The CellGroupConfig IE is used to configure a master cell group (MCG) or secondary cell group (SCG). A cell group comprises of one MAC entity, a set of logical channels with associated RLC entities and of a primary cell (SpCell) and one or more secondary cells (SCells).
CellGroupConfig information element
-- ASN1START
-- TAG-CELLGROUPCONFIG-START

-- Configuration of one Cell-Group:
CellGroupConfig ::=                         SEQUENCE {
    cellGroupId                                 CellGroupId,

    rlc-BearerToAddModList                      SEQUENCE (SIZE(1..maxLC-ID)) OF RLC-BearerConfig            OPTIONAL,   -- Need N
    rlc-BearerToReleaseList                     SEQUENCE (SIZE(1..maxLC-ID)) OF LogicalChannelIdentity      OPTIONAL,   -- Need N

    mac-CellGroupConfig                         MAC-CellGroupConfig                                         OPTIONAL,   -- Need M

    physicalCellGroupConfig                     PhysicalCellGroupConfig                                     OPTIONAL,   -- Need M

    spCellConfig                                SpCellConfig                                                OPTIONAL,   -- Need M
    sCellToAddModList                           SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellConfig           OPTIONAL,   -- Need N
    sCellToReleaseList                          SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellIndex            OPTIONAL,   -- Need N
    ...,
    [[
    reportUplinkTxDirectCurrent-v1530           ENUMERATED {true}                                           OPTIONAL    -- Cond BWP-Reconfig
    ]]
}

-- Serving cell specific MAC and PHY parameters for a SpCell:
SpCellConfig ::=                        SEQUENCE {
    servCellIndex                       ServCellIndex                                               OPTIONAL,   -- Cond SCG
    reconfigurationWithSync             ReconfigurationWithSync                                     OPTIONAL,   -- Cond ReconfWithSync
    rlf-TimersAndConstants              SetupRelease { RLF-TimersAndConstants }                     OPTIONAL,   -- Need M
    rlmInSyncOutOfSyncThreshold         ENUMERATED {n1}                                             OPTIONAL,   -- Need S
    spCellConfigDedicated               ServingCellConfig                                           OPTIONAL,   -- Need M
    ...
}

ReconfigurationWithSync ::=         SEQUENCE {
    spCellConfigCommon                  ServingCellConfigCommon                                         OPTIONAL,   -- Need M
    newUE-Identity                      RNTI-Value,
    t304                                ENUMERATED {ms50, ms100, ms150, ms200, ms500, ms1000, ms2000, ms10000},
    rach-ConfigDedicated                CHOICE {
        uplink                              RACH-ConfigDedicated,
        supplementaryUplink                 RACH-ConfigDedicated
    }                                                                                               OPTIONAL,   -- Need N
    ...,
    [[
    smtc                                SSB-MTC                                                     OPTIONAL    -- Need S
    ]]
}

SCellConfig ::=                     SEQUENCE {
    sCellIndex                          SCellIndex,
    sCellConfigCommon                   ServingCellConfigCommon                                     OPTIONAL,   -- Cond SCellAdd
    sCellConfigDedicated                ServingCellConfig                                           OPTIONAL,   -- Cond SCellAddMod
    ...,
    [[
    smtc                                SSB-MTC                                                     OPTIONAL,    -- Need S
    sCellState-r16                      ENUMERATED {activated}                                      OPTIONAL     -- Need N
	]]
}

-- TAG-CELLGROUPCONFIG-STOP
-- ASN1STOP

------------------Skip no change part----------------
	SCellConfig field descriptions

	smtc
The SSB periodicity/offset/duration configuration of target cell for NR SCell addition. The network sets the periodicityAndOffset to indicate the same periodicity as ssb-periodicityServingCell in sCellConfigCommon. The smtc is based on the timing of the SpCell of associated cell group. In case of inter-RAT handover to NR, the timing reference is the NR PCell. In case of intra-NR PCell change (standalone NR) or NR PSCell change (EN-DC), the timing reference is the target SpCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.

	sCellState
A one-shot field that indicates whether the SCell shall be considered to be in activated upon SCell configuration.



END OF CHANGES
