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	Reason for change:
	Currently, a UE will bar a frequency when the strongest cell on that frequency belongs to a forbidden PLMN. As a consequence, the UE cannot camp on a non-best cell on that frequency even if it belongs to its own or equivalent PLMN.

	
	

	Summary of change:
	Modify UE behavior such that it can camp on a non-best cell on a frequency in unlicensed spectrum.

	
	

	Consequences if not approved:
	The UE is barred from camping in a cell in its own/equivalent PLMN. 
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< First change > 
[bookmark: _Toc5982267]5.1.1	Support for PLMN selection
[bookmark: _Toc5982268]5.1.1.1	General
On request of the NAS, the AS shall perform a search for available PLMNs and report them to NAS.
[bookmark: _Toc5982269]5.1.1.2	NR case
The UE shall scan all RF channels in the NR bands according to its capabilities to find available PLMNs. On each carrier, the UE shall search for the strongest cell and read its system information, in order to find out which PLMN(s) the cell belongs to. For operation in unlicensed spectrum, the UE shall search for the strongest cells for which it is able to read the corresponding system information, in order to find out which PLMN(s) the cells belong to. If the UE can read one or several PLMN identities in the strongest cell(s), each found PLMN (see the PLMN reading in TS 38.331 [3]) shall be reported to the NAS as a high quality PLMN (but without the RSRP value), provided that the following high-quality criterion is fulfilled:
1.	For an NR cell, the measured RSRP value shall be greater than or equal to -110 dBm.
Found PLMNs that do not satisfy the high-quality criterion but for which the UE has been able to read the PLMN identities are reported to the NAS together with their corresponding RSRP values. The quality measure reported by the UE to NAS shall be the same for each PLMN found in one cell.
The search for PLMNs may be stopped on request from the NAS. The UE may optimise PLMN search by using stored information e.g. frequencies and optionally also information on cell parameters from previously received measurement control information elements.
Once the UE has selected a PLMN, the cell selection procedure shall be performed in order to select a suitable cell of that PLMN to camp on.
< Non-modified parts omitted > 
[bookmark: _Toc5982274]5.2.3	Cell Selection process
[bookmark: _Toc5982275]5.2.3.1	Description
Cell selection is performed by one of the following two procedures:
a)	Initial cell selection (no prior knowledge of which RF channels are NR frequencies):
1.	The UE shall scan all RF channels in the NR bands according to its capabilities to find a suitable cell.
2.	On each frequency, the UE need only search for the strongest cell when operating in licensed spectrum;
otherwise, if the UE is operating in unlicensed spectrum and the strongest cell is not part of either the selected PLMN or the registered PLMN or PLMN of the Equivalent PLMN list, it shall continue search for the next strongest cell(s) to find a suitable cell.
3.	Once a suitable cell is found, this cell shall be selected.
b)	Cell selection by leveraging stored information:
1.	This procedure requires stored information of frequencies and optionally also information on cell parameters from previously received measurement control information elements or from previously detected cells.
2.	Once the UE has found a suitable cell, the UE shall select it.
3.	If no suitable cell is found, the initial cell selection procedure in a) shall be started.
NOTE:	Priorities between different frequencies or RATs provided to the UE by system information or dedicated signalling are not used in the cell selection process.
< Non-modified parts omitted > 
[bookmark: _Toc5982284]5.2.4.4	Cells with cell reservations, access restrictions or unsuitable for normal camping
For the highest ranked cell (including serving cell) according to cell reselection criteria specified in subclause 5.2.4.6, for the best cell according to absolute priority reselection criteria specified in subclause 5.2.4.5, the UE shall check if the access is restricted according to the rules in subclause 5.3.1.
If that cell and other cells have to be excluded from the candidate list, as stated in subclause 5.3.1, the UE shall not consider these as candidates for cell reselection. This limitation shall be removed when the highest ranked cell changes.
If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of 5GS forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell, and only for operation in licensed spectrum the UE shall also not consider other cells on the same frequency, as candidates for reselection for a maximum of 300 seconds. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under NR control to a frequency for which the timer is running, any limitation on that frequency shall be removed.
If the highest ranked cell or best cell according to absolute priority reselection rules is an inter-RAT cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and only for operation in licensed spectrum the UE shall also not consider other cells on the same frequency, as candidates for reselection for a maximum of 300 seconds. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under NR control to a frequency for which the timer is running, any limitation on that frequency shall be removed.
< Non-modified parts omitted > 
[bookmark: _Toc5982297]5.3.1	Cell status and cell reservations
Cell status and cell reservations are indicated in the MIB or SIB1 message as specified in TS 38.331 [3] by means of three fields:
-	cellBarred (IE type: "barred" or "not barred") 
Indicated in MIB message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs
-	cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.
[bookmark: _Hlk506409868]-	cellReservedForOtherUse (IE type: "true") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs.
When cell status is indicated as "not barred" and "not reserved" for operator use and not "true" for other use,
-	All UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.
When cell status is indicated as "true" for other use,
-	The UE shall treat this cell as if cell status is "barred".
When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN and not "true" for other use,
-	UEs assigned to Access Identity 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to "reserved".
-	UEs assigned to an Access Identity 1, 2 and 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN or the selected PLMN.
NOTE 1:	Access Identities 11, 15 are only valid for use in the HPLMN/ EHPLMN; Access Identities 12, 13, 14 are only valid for use in the home country as specified in TS 22.261 [12].
When cell status "barred" is indicated or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall select another cell according to the following rule:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the MIB:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	else:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the SIB1:
-	The UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "allowed", the UE may select another cell on the same frequency if re-selection criteria are fulfilled;
-	The UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "not allowed" the UE may select to another cell on the same frequency if re-selection criteria are fulfilled and the barred cell is not part of either the selected PLMN or the registered PLMN or PLMN of the Equivalent PLMN listthe UE shall not re-select a cell on the same frequency as the barred cell;
-	The UE shall exclude the barred cell, and for operation in licensed spectrum the UE shall also exclude the cells on the same frequency, as a candidate for cell selection/reselection for 300 seconds.
The cell selection of another cell may also include a change of RAT.
< end of change > 
