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	Reason for change:
	RAN2 has made below agreeements regarding RACH related counters in RAN2#105bis in case of LBT failures.

The PREAMBLE_TRANSMISSION_COUNTER is not increased if the preamble is not transmitted due to LBT failure
SR_COUNTER is increased only when SR is successfully transmitted
As earlier agreed, The POWER_RAMPING_COUNTER is not increased if the preamble is not transmitted due to LBT failure. For this purpose LBT failure indication or equiv. (used for other LBT outcome dependencies in MAC) from PHY is used. 
MAC returns to the resource selection step if LBT fails for Msg1 transmission opportunity(ies)
From MAC perspective, multiple msg1 transmissions are not supported (does not preclude beam sweeping enhancement if decided for NR)
Actual transmission for MSG1 (LBT success) is used for starting RAR window

Changes to the MAC spec are required to capture the above agreements.

	
	

	Summary of change:
	Condition of no LBT failure of preamble transmission is added to Section 5.1.3 for increasing PREAMBLE_POWER_RAMPING_COUNTER and return to Random Access Resource selection procedure 5.1.2. The other Random Access agreements need no specification change. The agreement on SR_COUNTER is captured in Section 5.4.4 by adding the condition of no LBT failure of SR transmission.

	
	

	Consequences if not approved:
	UE behaviors during Random Access procedure and Scheduling Request if the LBT fails are not captured in 38.321. The UE behaviour will in this case be unpredictable.

	
	

	Clauses affected:
	5.1.3, 5.4.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




< First change start> 

[bookmark: _Toc534933427]5.1.3	Random Access Preamble transmission
The MAC entity shall, for each Random Access Preamble:
1>	if PREAMBLE_TRANSMISSION_COUNTER is greater than one; and
1>	if the notification of suspending power ramping counter has not been received from lower layers; and
1>	if SSB or CSI-RS selected is not changed from the selection in the last Random Access Preamble transmission; and
1> If no indication of LBT failure for previous preamble transmission has been received from physical layer:

2>	increment PREAMBLE_POWER_RAMPING_COUNTER by 1.
1>	select the value of DELTA_PREAMBLE according to subclause 7.3;
1>	set PREAMBLE_RECEIVED_TARGET_POWER to preambleReceivedTargetPower + DELTA_PREAMBLE + (PREAMBLE_POWER_RAMPING_COUNTER – 1) × PREAMBLE_POWER_RAMPING_STEP;
1>	except for contention-free Random Access Preamble for beam failure recovery request, compute the RA-RNTI associated with the PRACH occasion in which the Random Access Preamble is transmitted;
1> instruct the physical layer to transmit the Random Access Preamble using the selected PRACH occasion, corresponding RA-RNTI (if available), PREAMBLE_INDEX and PREAMBLE_RECEIVED_TARGET_POWER.
2> If an indication of LBT failure of the preamble transmission is received from physical layer:
2> perform the Random Access Resource selection procedure (see subclause 5.1.2);


The RA-RNTI associated with the PRACH occasion in which the Random Access Preamble is transmitted, is computed as:
RA-RNTI= 1 + s_id + 14 × t_id + 14 × 80 × f_id + 14 × 80 × 8 × ul_carrier_id
where s_id is the index of the first OFDM symbol of the PRACH occasion (0 ≤ s_id < 14), t_id is the index of the first slot of the PRACH occasion in a system frame (0 ≤ t_id < 80), f_id is the index of the PRACH occasion in the frequency domain (0 ≤ f_id < 8), and ul_carrier_id is the UL carrier used for Random Access Preamble transmission (0 for NUL carrier, and 1 for SUL carrier).
< First change end> 
<non modified parts are omitted>
< Second change start> 

[bookmark: _Hlk7703480]5.4.4	Scheduling Request
The Scheduling Request (SR) is used for requesting UL-SCH resources for new transmission.
The MAC entity may be configured with zero, one, or more SR configurations. An SR configuration consists of a set of PUCCH resources for SR across different BWPs and cells. For a logical channel, at most one PUCCH resource for SR is configured per BWP.
Each SR configuration corresponds to one or more logical channels. Each logical channel may be mapped to zero or one SR configuration, which is configured by RRC. The SR configuration of the logical channel that triggered the BSR (subclause 5.4.5) (if such a configuration exists) is considered as corresponding SR configuration for the triggered SR.
RRC configures the following parameters for the scheduling request procedure:
-	sr-ProhibitTimer (per SR configuration);
-	sr-TransMax (per SR configuration).
The following UE variables are used for the scheduling request procedure:
-	SR_COUNTER (per SR configuration).
If an SR is triggered and there are no other SRs pending corresponding to the same SR configuration, the MAC entity shall set the SR_COUNTER of the corresponding SR configuration to 0.
When an SR is triggered, it shall be considered as pending until it is cancelled. All pending SR(s) triggered prior to the MAC PDU assembly shall be cancelled and each respective sr-ProhibitTimer shall be stopped when the MAC PDU is transmitted and this PDU includes a Long or Short BSR MAC CE which contains buffer status up to (and including) the last event that triggered a BSR (see subclause 5.4.5) prior to the MAC PDU assembly. All pending SR(s) shall be cancelled and each respective sr-ProhibitTimer shall be stopped when the UL grant(s) can accommodate all pending data available for transmission.
Only PUCCH resources on a BWP which is active at the time of SR transmission occasion are considered valid.
As long as at least one SR is pending, the MAC entity shall for each pending SR:
1>	if the MAC entity has no valid PUCCH resource configured for the pending SR:
2>	initiate a Random Access procedure (see subclause 5.1) on the SpCell and cancel the pending SR.
1>	else, for the SR configuration corresponding to the pending SR:
2>	when the MAC entity has an SR transmission occasion on the valid PUCCH resource for SR configured; and
2>	if sr-ProhibitTimer is not running at the time of the SR transmission occasion; and
2>	if the PUCCH resource for the SR transmission occasion does not overlap with a measurement gap; and
2>	if the PUCCH resource for the SR transmission occasion does not overlap with a UL-SCH resource:
3>	if SR_COUNTER < sr-TransMax:
[bookmark: _Hlk7704635]4>	increment SR_COUNTER by 1;
4>	instruct the physical layer to signal the SR on one valid PUCCH resource for SR;
4> if no reception of LBT failure of SR transmission is received from physical layer:
4>	5> start the sr-ProhibitTimer.
5>increment SR_COUNTER by 1;


3>	else:
4>	notify RRC to release PUCCH for all Serving Cells;
4>	notify RRC to release SRS for all Serving Cells;
4>	clear any configured downlink assignments and uplink grants;
4>	clear any PUSCH resources for semi-persistent CSI reporting;
4>	initiate a Random Access procedure (see subclause 5.1) on the SpCell and cancel all pending SRs.
NOTE 1:	The selection of which valid PUCCH resource for SR to signal SR on when the MAC entity has more than one overlapping valid PUCCH resource for the SR transmission occasion is left to UE implementation.
NOTE 2:	If more than one individual SR triggers an instruction from the MAC entity to the PHY layer to signal the SR on the same valid PUCCH resource, the SR_COUNTER for the relevant SR configuration is incremented only once.
The MAC entity may stop, if any, ongoing Random Access procedure due to a pending SR which has no valid PUCCH resources configured, which was initiated by MAC entity prior to the MAC PDU assembly. Such a Random Access procedure may be stopped when the MAC PDU is transmitted using a UL grant other than a UL grant provided by Random Access Response, and this PDU includes a BSR MAC CE which contains buffer status up to (and including) the last event that triggered a BSR (see subclause 5.4.5) prior to the MAC PDU assembly, or when the UL grant(s) can accommodate all pending data available for transmission.
                                                     < Second change end> 



