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	Reason for change:
	During handover, target eNB receives the UE configuration via HandoverPreparation IE. The UE AS-Config is contained in the field as-Config, and if the target eNB does not comprehend the configuration, it is expected that it checks the UE AS-config release and uses that to determine whether the non-comprehension is due to version mismatch. If it is, then the target eNB (typically) triggers a handover with full configuration since it may not otherwise be able to clear the newer configuration done by source eNB. To this end, the following comment has been added to the field description: “If the target receives an incomplete MeasConfig and RadioResourceConfigDedicated in the as-Config, the target eNB may decide to apply the full configuration option based on the ue-ConfigRelease.”
However, this seems to imply that only if both MeasConfig AND RadioResourceConfigDedicated are “incomplete” (e.g. not comprehended) may the target eNB apply full configuration, but especially when operating under cells using EN-DC, it may be that only the MeasConfig is not comprehended (since it contains e.g. MeasObjectNR), which would also be a valid reason to apply full configuration. Therefore, the current text is ambiguous due to usage of “and” instead of “or” or “and/or”. 
Additionally, there is an ambiguous text in the current procedural description for full configuration: All current dedicated radio configurations are released except for MCG C-RNTI, but since the “except” part contains several different configurations with commas, it’s not clear whether the “except” only affects the MCG C-RNTI or also all the others. The former interpretation seems correct but should be further clarified to avoid issues later on. This could be changed to the similar construct as is used for NB-IoT, i.e. “except for NB-IoT, do X”.

	
	

	Summary of change:
	1. Modify the field description of as-Config to clarify that if either MeasConfig or RadioResourceConfigDedicated is incomplete (in addition to when both are), target eNB can still trigger fullConfig handover.
2. Modify the full configuration procedural text so that “clear all configurations except for A, B and C” is replaced with “Except for A, clear all configurations, B and C”.
Impact analysis
Impacted 5G architecture options: EN-DC, NGEN-DC.
Impacted functionality: Handover with full configuration.
Inter-operability (for the inter-node message change): 
1. If the target eNB is implemented according to the CR and the source eNB is not, there are no inter-operability issues (since target decides whether to apply fullConfig or not).
2. If the source eNB is implemented according to the CR and the target eNB is not, it may reject the handover instead of doing handover with full configuration.

Inter-operability (for the full config procedural change): 
1. If the network is implemented according to the CR and the UE is not, the UE may not clear all of its configurations correctly during full configuration procedure, which can lead to RLF due to RRC configuration error. 
2. If the UE is implemented according to the CR and the network is not, the network may except UE to retain some of the configurations even during full configuration, which can lead to RLF due to RRC configuration error

	
	

	Consequences if not approved:
	RRC mistakenly implies that target eNB cannot decide to apply full configuration when only one of the MeasConfig and RadioResourceConfigDedicated is not comprehended.
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Next Modified Subclause
[bookmark: _Toc12745359][bookmark: _Toc5272920][bookmark: _Toc5272922]5.3.5.8	Radio Configuration involving full configuration option
The UE shall:
1>	if the UE is connected to EPC:
2>	except for the MCG C-RNTI, release/ clear all current dedicated radio configurations except the MCG C-RNTI, the MCG security configuration and the PDCP, RLC, logical channel configurations for the RBs and the logged measurement configuration;
1>	else if the UE is connected to 5GC:
2>	except for the MCG C-RNTI, release/ clear all current dedicated radio configurations except the MCG C-RNTI, the MCG security configuration and the configurations (SDAP if configured, PDCP, RLC and logical channel) for the RBs;
NOTE 1:	Radio configuration is not just the resource configuration but includes other configurations like MeasConfig and OtherConfig. In case (NG)EN-DC is configured, this also includes the entire NR SCG configuration. Such NR SCG configuration does not include the DRB configuration as configured by nr-RadioBearerConfig1 and nr-RadioBearerConfig2).
1>	if the RRCConnectionReconfiguration message includes the mobilityControlInfo:
2>	release/ clear all current common radio configurations;
2>	use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>	else:
2>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SystemInformationBlockType2 (or SystemInformationBlockType2-NB in NB-IoT);
1>	apply the default physical channel configuration as specified in 9.2.4;
1>	apply the default semi-persistent scheduling configuration as specified in 9.2.3;
1>	apply the default MAC main configuration as specified in 9.2.2;
1>	if the UE is a NB-IoT UE; or
1>	for each srb-Identity value included in the srb-ToAddModList (SRB reconfiguration):
2>	apply the specified configuration defined in 9.1.2 for the corresponding SRB;
2>	apply the corresponding default RLC configuration for the SRB specified in 9.2.1.1 for SRB1 or in 9.2.1.2 for SRB2;
2>	apply the corresponding default logical channel configuration for the SRB as specified in 9.2.1.1 for SRB1 or in 9.2.1.2 for SRB2;
2>	if the corresponding SRB was configured with NR PDCP and the UE is connected to EPC:
3>	release the NR PDCP entity and establish it with an E-UTRA PDCP entity and with the current (MCG) security configuration;
NOTE 1a:	The UE applies the LTE ciphering and integrity protection algorithms that are equivalent to the previously configured NR security algorithms.
3>	associate the RLC bearer of this SRB with the established PDCP entity;
NOTE 2:	This is to get the SRBs (SRB1 and SRB2 for handover and SRB2 for reconfiguration after reestablishment) to a known state from which the reconfiguration message can do further configuration.
2>	else if the UE is connected to 5GC:
3>	apply the corresponding default PDCP configuration for the SRB as specified in TS 38.331 [82], clause 9.2.1;
1>	if the UE is connected to EPC:
2>	for each eps-BearerIdentity value included in the drb-ToAddModList or nr-RadioBearerConfig1 or nr-RadioBearerConfig2 that is part of the current E-UTRA and NR UE configuration:
3>	release the E-UTRA or NR PDCP entity;
3>	release the RLC entity or entities;
3>	release the DTCH logical channel;
3>	release the drb-identity;
NOTE 3:	This will retain the eps-bearerIdentity but remove the DRBs including drb-identity of these bearers from the current UE configuration and trigger the setup of the DRBs within the AS in clause 5.3.10.3 using the new configuration. The eps-bearerIdentity acts as the anchor for associating the released and re-setup DRB. In the AS the DRB re-setup is equivalent with a new DRB setup (including new PDCP and logical channel configurations).
2>	for each eps-BearerIdentity value that is part of the current E-UTRA and NR UE configuration but not added with same eps-BearerIdentity in drb-ToAddModList nor in nr-RadioBearerConfig1 nor in nr-RadioBearerConfig2:
3>	perform DRB release as specified in 5.3.10.2;
1>	if the UE is connected to 5GC:
2>	for each pdu-Session that is part of the current NR UE configuration:
3>	release the SDAP entity (clause 5.1.2 in TS 37.324 [97]);
3>	release the NR PDCP entity for each DRB associated to the pdu-Session;
3>	release the RLC entity or entities for each DRB associated to the pdu-Session;
3>	release the DTCH logical channel for each DRB associated to the pdu-Session;
3>	release the drb-identity for each DRB associated to the pdu-Session;
NOTE 4:	This will retain the pdu-Session but remove the DRBs including drb-identity of these bearers from the current NR UE configuration and trigger the setup of the DRBs within the AS in clause 5.3.10.3 using the new configuration. The pdu-Session acts as the anchor for associating the released and re-setup DRB. In the AS the DRB re-setup is equivalent with a new DRB setup (including new PDCP and logical channel configurations).
2>	for each pdu-Session that is part of the current NR UE configuration but not added with same pdu-Session in nr-RadioBearerConfig1 nor in nr-RadioBearerConfig2:
3>	indicate the release of the user plane resources for the pdu-Session to upper layers;
Next Modified Subclause
10.2.2	Message definitions
<UNNECESSARY PARTS OMITTED>
–	HandoverPreparationInformation
This message is used to transfer the E-UTRA RRC information used by the target eNB or target ng-eNB during handover preparation, including UE capability information.
Direction: source eNB/ source RAN to target eNB or target ng-eNB
HandoverPreparationInformation message
-- ASN1START

HandoverPreparationInformation ::=	SEQUENCE {
	criticalExtensions					CHOICE {
		c1									CHOICE{
			handoverPreparationInformation-r8	HandoverPreparationInformation-r8-IEs,
			spare7 NULL,
			spare6 NULL, spare5 NULL, spare4 NULL,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

HandoverPreparationInformation-r8-IEs ::= SEQUENCE {
	ue-RadioAccessCapabilityInfo		UE-CapabilityRAT-ContainerList,
	as-Config							AS-Config					OPTIONAL,		-- Cond HO
	rrm-Config							RRM-Config					OPTIONAL,
	as-Context							AS-Context				OPTIONAL,		-- Cond HO
	nonCriticalExtension				HandoverPreparationInformation-v920-IEs		OPTIONAL
}

HandoverPreparationInformation-v920-IEs	::= SEQUENCE {
	ue-ConfigRelease-r9					ENUMERATED {
										rel9, rel10, rel11, rel12, v10j0, v11e0,
										v1280, rel13, ..., rel14, rel15}		OPTIONAL,	-- Cond HO2
	nonCriticalExtension				HandoverPreparationInformation-v9d0-IEs		OPTIONAL
}

HandoverPreparationInformation-v9d0-IEs	::= SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING HandoverPreparationInformation-v9j0-IEs)	OPTIONAL,
	nonCriticalExtension				HandoverPreparationInformation-v9e0-IEs			OPTIONAL
}

-- Late non-critical extensions:
HandoverPreparationInformation-v9j0-IEs ::= SEQUENCE {
	-- Following field is only for pre REL-10 late non-critical extensions
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	nonCriticalExtension				HandoverPreparationInformation-v10j0-IEs		OPTIONAL
}

HandoverPreparationInformation-v10j0-IEs ::= SEQUENCE {
	as-Config-v10j0						AS-Config-v10j0			OPTIONAL,
	nonCriticalExtension				HandoverPreparationInformation-v10x0-IEs		OPTIONAL
}

HandoverPreparationInformation-v10x0-IEs ::= SEQUENCE {
	-- Following field is only for late non-critical extensions from REL-10 to REL-12
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	nonCriticalExtension				HandoverPreparationInformation-v13c0-IEs 		OPTIONAL
}

HandoverPreparationInformation-v13c0-IEs ::= SEQUENCE {
	as-Config-v13c0						AS-Config-v13c0			OPTIONAL,
	-- Following field is only for late non-critical extensions from REL-13
	nonCriticalExtension				SEQUENCE {}					OPTIONAL
}

-- Regular non-critical extensions:
HandoverPreparationInformation-v9e0-IEs	::= SEQUENCE {
	as-Config-v9e0						AS-Config-v9e0					OPTIONAL,	-- Cond HO2
	nonCriticalExtension				HandoverPreparationInformation-v1130-IEs		OPTIONAL
}

HandoverPreparationInformation-v1130-IEs	::= SEQUENCE {
	as-Context-v1130					AS-Context-v1130				OPTIONAL,	-- Cond HO2
	nonCriticalExtension				HandoverPreparationInformation-v1250-IEs						OPTIONAL
}

HandoverPreparationInformation-v1250-IEs ::= SEQUENCE {
	ue-SupportedEARFCN-r12				ARFCN-ValueEUTRA-r9				OPTIONAL,	-- Cond HO3
	as-Config-v1250					AS-Config-v1250				OPTIONAL,	-- Cond HO2
	nonCriticalExtension				HandoverPreparationInformation-v1320-IEs						OPTIONAL
}

HandoverPreparationInformation-v1320-IEs ::= SEQUENCE {
	as-Config-v1320						AS-Config-v1320					OPTIONAL,	-- Cond HO2
	as-Context-v1320					AS-Context-v1320				OPTIONAL,	-- Cond HO2
	nonCriticalExtension				HandoverPreparationInformation-v1430-IEs						OPTIONAL
}

HandoverPreparationInformation-v1430-IEs ::= SEQUENCE {
	as-Config-v1430					AS-Config-v1430						OPTIONAL,	-- Cond HO2
	makeBeforeBreakReq-r14			ENUMERATED {true}				OPTIONAL,	-- Cond HO2
	nonCriticalExtension			HandoverPreparationInformation-v1530-IEs			OPTIONAL
}

HandoverPreparationInformation-v1530-IEs ::= SEQUENCE {
	ran-NotificationAreaInfo-r15		RAN-NotificationAreaInfo-r15			OPTIONAL,
	nonCriticalExtension				HandoverPreparationInformation-v1540-IEs							OPTIONAL
}

HandoverPreparationInformation-v1540-IEs ::= SEQUENCE {
	sourceRB-ConfigIntra5GC-r15		OCTET STRING						OPTIONAL,	--Cond HO4
	nonCriticalExtension				SEQUENCE {}						OPTIONAL
}

-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Config
The radio resource configuration. Applicable in case of intra-E-UTRA handover. If the target receives an incomplete MeasConfig and/or RadioResourceConfigDedicated in the as-Config, the target eNB may decide to apply the full configuration option based on the ue-ConfigRelease.

	as-Context
Local E-UTRAN context required by the target eNB.

	makeBeforeBreakReq
To request the target eNB to add the makeBeforeBreak indication in the mobilityControlInfo in case of intra-frequency handover.

	rrm-Config
Local E-UTRAN context used depending on the target node's implementation, which is mainly used for the RRM purpose. May also be provided at inter-RAT intra-5GC handover from NR.

	sourceRB-ConfigIntra5GC
NR radio bearer config used at intra5GC handover, as defined by RadioBearerConfig IE in TS 38.331 [82].

	ue-ConfigRelease
Indicates the RRC protocol release or version applicable for the current UE configuration. This could be used by target eNB to decide if the full configuration approach should be used. If this field is not present, the target assumes that the current UE configuration is based on the release 8 version of RRC protocol. NOTE 1.

	ue-RadioAccessCapabilityInfo
For E-UTRA radio access capabilities, it is up to E-UTRA how the backward compatibility among supportedBandCombinationReduced, supportedBandCombination and supportedBandCombinationAdd is ensured. If supportedBandCombinationReduced and supportedBandCombination/supportedBandCombinationAdd are included into ueCapabilityRAT-Container, it can be assumed that the value of fields, requestedBands, reducedIntNonContCombRequested and requestedCCsXL are consistend with all supported band combination fields. NOTE 2

	ue-SupportedEARFCN
Includes UE supported EARFCN of the handover target E-UTRA cell if the target E-UTRA cell belongs to multiple frequency bands.



NOTE 1:	The source typically sets the ue-ConfigRelease to the release corresponding with the current dedicated radio configuration. The source may however also consider the common radio resource configuration e.g. in case interoperability problems would appear if the UE temporary continues extensions of this part of the configuration in a target PCell not supporting them.
NOTE 2:	The following table indicates per source RAT whether RAT capabilities are included or not.
	Source RAT
	E-UTRA capabilites
	UTRA capabilities
	GERAN capabilities
	MR DC capabilities
	NR capabilities

	UTRAN
	Included
	May be included, ignored by eNB if received
	May be included
	Excluded
	Excluded

	GERAN CS
	Excluded
	May be included, ignored by eNB if received
	Included
	Excluded
	Excluded

	GERAN PS
	Excluded
	May be included, ignored by eNB if received
	Included
	Excluded
	Excluded

	E-UTRAN
	Included
	May be included
	May be included
	May be included
	May be included

	NR
	Included
	Excluded
	Excluded
	May be included
	May be included



	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA; otherwise the field is not present.

	HO2
	The field is optional present in case of handover within E-UTRA; otherwise the field is not present.

	HO3
	The field is optional present in case of handover from GERAN to E-UTRA, otherwise the field is not present.

	HO4
	The field is mandatory present in case of handover within E-UTRA/5GC and optional present in case of handover from NR to E-UTRA/5GC; otherwise the field is not present.





