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4.1.a

Packet Delay
The objective of the Packet Delay is to provide packet delay related measurements.
Detailed definition is in section 5.1.1.1 in TS 28.552 [x].

4.1.b

Radio resource utilization
The objective of the Radio resource utilization is to provide radio resource utilization related mesurements..
Detailed definition is in section 5.1.1.2 in TS 28.552 [x].

4.1.c

UE throughput
The objective of the UE throughput is to provide UE throughput related measurements.
Detailed definition is in section 5.1.1.3 in TS 28.552 [x].

4.1.d

Mobility Management
The objective of the Mobility Management is to provide mobility management related mesurements.
Detailed definition is in section 5.1.1.6 in TS 28.552 [x].

4.1.e

TB related Measurements
The objective of the measurements is to provide TB related measurements.
Detailed definition is in section 5.1.1.7 in TS 28.552 [x].

4.1.f

Packet Loss Rate
The objective of the Packet Loss Rate is to provide the fraction of PDCP SDU packets which are not successfully received at network entities.
Detailed definition is in section 5.1.3.1 in TS 28.552 [x].

4.1.g

Packet drop rate
The objective of the Packet drop rate is to provide the fraction of PDCP SDU packets which are dropped on the downlink, due to high traffic load, traffic management etc.
Detailed definition is in section 5.1.3.2 in TS 28.552 [x].

4.1.h

IP latency measurements
The objective of the IP latency measurements is to define the DL latency in gNB-DU.
Detailed definition is in section 5.1.3.4 in TS 28.552 [x].

4.1.i

UE context release
The objective of the UE context release is to provide UE context release related measurements.

Detailed definition is in section 5.1.3.5 in TS 28.552 [x].

4.1.j

PDCP data volume measurements
The objective of the PDCP data volume measurements is to provide the Data Volume (amount of PDCP SDU/PDU bits) measurements.
Detailed definition is in section 5.1.3.6 in TS 28.552 [x].

