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Discussion and Decisions
1 Introduction
For fast SCell activation, it is possible to introduce a new SCell dormant state or a new UE behavior in SCell deactivated state, i.e. UE transmits L1 CSI report for the deactivated/dormant SCell. This contribution provides our understanding on the UE measurement and L1 CSI report for the deactivated/dormant SCell. 
2 Discussion

Currently UE only performs the L1 CSI report and corresponding measurement for activated SCell, and the purpose is for NW quick and accurate scheduling. In order to perform efficient scheduling usually NW will configure the measurement interval and the report period is very short. 

If L1 CSI report is supported for deactivated/dormant SCell, even though the short measurement interval is beneficial for the fast SCell activation, on the other hand it also means power consumption which should be considered. Therefore, longer measurement interval than that for activated SCell should be persued. 
Observation: For L1 CSI report purpose, the measurement interval for deactivated/dormant SCell should be longer than that for activated SCell. 
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Proposal 1: There should be a dedicated L1 CSI report configuration for deactivated/dormant SCell state, which is different from that for activated SCell state. 

UE operation on L1 measurement and CSI report is also impacted by DRX on/off state. In DRX off state, UE will stop measurement and L1 CSI report. Then for L1 CSI report for deactivated/dormant SCell, it should be also stopped in DRX-off state. 
Proposal 2: UE should stop the L1 CSI report and corresponding measurement on the deactivated/dormant SCell in DRX-off state. 
3 Conclusion
According to the anlaysis in section 2, we propose that:
Proposal 1: There should be a dedicated L1 CSI report configuration for deactivated/dormant SCell state, which is different from that for activated SCell state.
Proposal 2: UE should stop the L1 CSI report and corresponding measurement on the deactivated/dormant SCell in DRX-off state. 
