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	Reason for change:
	It is not clear from ca-ParametersNR-forDC field description how to interpret the presence/absence of ca-ParametersNR-forDC and its versions. For instance, from field description, it seems that if ca-ParametersNR-ForDC-v1540 is not included then ca-ParametersNR-v1540 applies. However, if this was the case, the UE would not be able to indicate support of a feature in e.g. ca-ParametersNR-v1540 for NR CA only, that is not supported for NR-DC. 
Therefore, it should be clarified that if none of the field versions of ca-ParametersNR-forDC are included, then the CA parameters for NR SA should apply. In this manner, if any field version of ca-ParametersNR-forDC is included but e.g. ca-ParametersNR-ForDC-v1540 is not included then the fields contained therein are simply not supported for NR-DC. 

Impact analysis
Impacted 5G architecture options: NR-DC
		 
Impacted functionality: NR-DC related capabilities that are defined per band combination
		 
Inter-operability: If the network implements the CR and the UE does not, the UE capabilities for NR-DC may be downgraded, since capabilities reported in ca-ParametersNR field will not be considered as aplicable for NR-DC when ca-ParametersNR-ForDC is also included for the same band combination entry. 

If the UE implements the CR and the network does not, the UE may receive a configuration for NR-DC that exceeds its NR-DC capabilities, since capabilities reported in ca-ParametersNR field may be perceived as applicable for NR-DC even though ca-ParametersNR-ForDC is also included for the same band combination entry.  

	
	

	Summary of change:
	6.3.3	UE capability information elements
- Update field description of CA-ParametersNRDC

	
	

	Consequences if not approved:
	The UE may not be able to indicate support of a per band combination feature for NR CA only that is not supported for NR-DC.

	
	

	Clauses affected:
	6.3.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


492



3GPP


START OF FIRST CHANGE

[bookmark: _Toc12718442][bookmark: _Hlk9949516]–	CA-ParametersNRDC
The IE CA-ParametersNRDC contains dual connectivity related capabilities that are defined per band combination.
CA-ParametersNRDC information element
-- ASN1START
-- TAG-CA-PARAMETERS-NRDC-START

CA-ParametersNRDC ::=					SEQUENCE {
	ca-ParametersNR-ForDC				CA-ParametersNR							OPTIONAL,
	ca-ParametersNR-ForDC-v1540			CA-ParametersNR-v1540					OPTIONAL,
	ca-ParametersNR-ForDC-v1550			CA-ParametersNR-v1550					OPTIONAL,
	ca-ParametersNR-ForDC-v1560			CA-ParametersNR-v1560					OPTIONAL,
	featureSetCombinationDC				FeatureSetCombinationId					OPTIONAL
}

-- TAG-CA-PARAMETERS-NRDC-STOP
-- ASN1STOP

	CA-ParametersNRDC field descriptions

	[bookmark: _Hlk16077900]ca-ParametersNR-forDC (with and without suffix)
If this field is present for a band combination, it reports the UE capabilities when NR-DC is configured with the band combination. If no version of this field (i.e., with and without suffix) is absent present for a band combination, the ca-ParametersNR field versions (with and without suffix) in BandCombination is are applicable to the UE configured with NR-DC for the band combination.

	featureSetCombinationDC
If this field is present for a band combination, it reports the feature set combination supported for the band combination when NR-DC is configured. If this field is absent for a band combination, the featureSetCombination in BandCombination (without suffix) is applicable to the UE configured with NR-DC for the band combination.
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