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CHANGE START

5.3.5
RRC reconfiguration

5.3.5.1
General

----------------------------------skip the unchanged text-----------------------------------------------------

In (NG)EN-DC and NR-DC, SRB3 can be used for measurement configuration and reporting, to (re-)configure MAC, RLC, physical layer and RLF timers and constants of the SCG configuration, and to reconfigure PDCP for DRBs associated with the S-KgNB or SRB3, and to reconfigure SDAP for DRBs associated with S-KgNB in NGEN-DC and NR-DC, provided that the (re-)configuration does not require any MN involvement. In EN-DC, only measConfig, radioBearerConfig and/or secondaryCellGroup are included in RRCReconfiguration received via SRB3.

NEXT CHANGE

5.3.5.3
Reception of an RRCReconfiguration by the UE

The UE shall perform the following actions upon reception of the RRCReconfiguration:

1>
if the RRCReconfiguration is received via other RAT (i.e., inter-RAT handover to NR):

2>
if the RRCReconfiguration does not include the fullConfig and the UE is connected to 5GC (i.e., delta signalling during intra 5GC handover):

3>
re-use the source RAT SDAP and PDCP configurations if available (i.e., current SDAP/PDCP configurations for all RBs from source E-UTRA RAT prior to the reception of the inter-RAT HO RRCReconfiguration message);

1>
else:

2>
if the RRCReconfiguration includes the fullConfig:

3>
perform the full configuration procedure as specified in 5.3.5.11;

1>
if the RRCReconfiguration includes the masterCellGroup:

2>
perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;

1>
if the RRCReconfiguration includes the masterKeyUpdate:

2>
perform AS security key update procedure as specified in 5.3.5.7;

1>
if the RRCReconfiguration includes the sk-Counter:

2>
perform security key update procedure as specified in 5.3.5.7;

1>
if the RRCReconfiguration includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5; 

1>
if the RRCReconfiguration includes the mrdc-SecondaryCellGroupConfig:

2>
if the mrdc-SecondaryCellGroupConfig is set to setup:

3>
if the mrdc-SecondaryCellGroupConfig includes mrdc-ReleaseAndAdd:

4>
perform MR-DC release as specified in section 5.3.5.10;

3>
if the received mrdc-SecondaryCellGroup is set to nr-SCG:
4>
perform the RRC reconfiguration according to 5.3.5.3 for the RRCReconfiguration message included in nr-SCG;
3>
if the received mrdc-SecondaryCellGroup is set to eutra-SCG:
4>
perform the RRC connection reconfiguration as specified in TS 36.331 [10], clause 5.3.5.3 for the RRCConnectionReconfiguration message included in eutra-SCG;

2>
else (mrdc-SecondaryCellGroupConfig is set to release):

3>
perform MR-DC release as specified in section 5.3.5.10;

1>
if the RRCReconfiguration message includes the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
if the RRCReconfiguration message includes the radioBearerConfig2:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
if the RRCReconfiguration message includes the dedicatedNAS-MessageList:

2>
forward each element of the dedicatedNAS-MessageList to upper layers in the same order as listed;

1>
if the RRCReconfiguration message includes the dedicatedSIB1-Delivery:

2>
perform the action upon reception of SIB1 as specified in 5.2.2.4.2;

1>
if the RRCReconfiguration message includes the dedicatedSystemInformationDelivery:

2>
perform the action upon reception of System Information as specified in 5.2.2.4;

1>
if the RRCReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.5.9;

1>
set the content of the RRCReconfigurationComplete message as follows:

2>
if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent; or

2>
if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:

3>
include the uplinkTxDirectCurrentList for each serving cell with UL;

3>
if UE is configured with SUL carrier:

4>
include uplinkDirectCurrentBWP-SUL for each serving cell with SUL within the uplinkTxDirectCurrentList;

2>
if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to eutra-SCG:

3>
include eutra-SCG-Response within scg-Response in accordance with TS 36.331 [10] clause 5.3.5.3;

2> if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to nr-SCG:

3>
include nr-SCG-Response within scg-Response;

1>
if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):

2>
if the RRCReconfiguration message was received via SRB1:

3>
submit the RRCReconfigurationComplete via the E-UTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10];

3>
if reconfigurationWithSync was included in spCellConfig of an SCG:

4>
initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];

3>
else:

4>
the procedure ends;

NOTE 1:
The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.

2>
else (RRCReconfiguration was received via SRB3):

3>
submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;

NOTE 2:
In (NG)EN-DC and NR-DC, in the case RRCReconfiguration is received via SRB1, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case RRCReconfiguration is received via SRB3, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete.

1>
else if the RRCReconfiguration message was received within the nr-SCG within mrdc-SecondaryCellGroup (NR SCG RRC Reconfiguration):

2>
if reconfigurationWithSync was included in spCellConfig in nr-SCG:

3>
initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];

2>
else

3>
the procedure ends;
NOTE 3:
The order the UE sends the RRCReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
1>
else if RRCReconfiguration was received via SRB3:

2>
submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;

1>
else (MCG RRCReconfiguration):

2>
submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;

2>
if this is the first RRCReconfiguration message after successful completion of the RRC re-establishment procedure:

3>
resume SRB2 and DRBs that are suspended;

1>
if reconfigurationWithSync was included in spCellConfig of an MCG or SCG, and when MAC of an NR cell group successfully completes a Random Access procedure triggered above;

2>
stop timer T304 for that cell group;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the respective target SpCell, if any;

2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the respective target SpCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of that target SpCell;

2>
if the reconfigurationWithSync was included in spCellConfig of an MCG:

3>
if T390 is running:

4>
stop timer T390 for all access categories;

4>
perform the actions as specified in 5.3.14.4.

3>
if RRCReconfiguration does not include dedicatedSIB1-Delivery and

3>
if the active downlink BWP, which is indicated by the firstActiveDownlinkBWP-Id for the target SpCell of the MCG, has a common search space configured by searchSpaceSIB1:

4>
acquire the SIB1, which is scheduled as specified in TS 38.213 [13], of the target SpCell of the MCG;

4>
upon acquiring SIB1, perform the actions specified in clause 5.2.2.4.2;

2>
the procedure ends.

NOTE 4:
The UE is only required to acquire broadcasted SIB1 if the UE can acquire it without disrupting unicast data reception, i.e. the broadcast and unicast beams are quasi co-located.

NEXT CHANGE

5.3.5.6.5
DRB addition/modification

The UE shall:
1>
for each drb-Identity value included in the drb-ToAddModList that is not part of the current UE configuration (DRB establishment including the case when full configuration option is used):

2>
establish a PDCP entity and configure it in accordance with the received pdcp-Config;

2>
if the PDCP entity of this DRB is not configured with cipheringDisabled:

3>
if target RAT of handover is E-UTRA/5GC; or

3>
if the UE is connected to E-UTRA/5GC:

4>
if the UE is capable of E-UTRA/5GC but not capable of NGEN-DC:

1) 5>
configure the PDCP entity with the ciphering algorithm and KUPenc key configured/derived as specified in TS 36.331 [10];

4>
else (i.e., a UE capable of NGEN-DC):

2) 5>
configure the PDCP entity with the security algorithms according to securityConfig and apply the keys (KUPenc and KUPint) associated with the master key (KeNB) or secondary key (S-KgNB) as indicated in keyToUse, if applicable;

3>
else (i.e., UE connected to NR or UE in EN-DC):

4>
configure the PDCP entity with the ciphering algorithms according to securityConfig and apply the KUPenc key associated with the master key (KeNB/KgNB) or the secondary key (S-KgNB/S-KeNB) as indicated in keyToUse;

2>
if the PDCP entity of this DRB is configured with integrityProtection:

3>
configure the PDCP entity with the integrity protection algorithms according to securityConfig and apply the KUPint key associated with the master (KeNB/KgNB) or the secondary key (S-KgNB/S-KeNB) as indicated in keyToUse;

2>
if an sdap-Config is included:

3>
if an SDAP entity with the received pdu-Session does not exist:

4>
establish an SDAP entity as specified in TS 37.324 [24] clause 5.1.1;

4>
if an SDAP entity with the received pdu-Session did not exist prior to receiving this reconfiguration:

3) 5>
indicate the establishment of the user plane resources for the pdu-Session to upper layers;

3>
configure the SDAP entity in accordance with the received sdap-Config as specified in TS 37.324 [24] and associate the DRB with the SDAP entity;

2>
if the DRB is associated with an eps-BearerIdentity:

3>
if the DRB was configured with the same eps-BearerIdentity either by NR or E-UTRA prior to receiving this reconfiguration:

4>
associate the established DRB with the corresponding eps-BearerIdentity;
3>
else:

4>
indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;

1>
for each drb-Identity value included in the drb-ToAddModList that is part of the current UE configuration:

2>
if the reestablishPDCP is set:

3>
if target RAT of handover is E-UTRA/5GC; or

3>
if the UE is connected to E-UTRA/5GC:

4>
if the UE is capable of E-UTRA/5GC but not capable of NGEN-DC:

4) 5>
if the PDCP entity of this DRB is not configured with cipheringDisabled:

6>
configure the PDCP entity with the ciphering algorithm and KUPenc key configured/derived as specified in TS 36.331 [10], clause 5.4.2.3, i.e. the ciphering configuration shall be applied to all subsequent PDCP PDUs received and sent by the UE;

4>
else (i.e., a UE capable of NGEN-DC):

5) 5>
if the PDCP entity of this DRB is not configured with cipheringDisabled:
6>
configure the PDCP entity with the ciphering algorithm and KUPenc key associated with the master key (KeNB) or the secondary key (S-KgNB), as indicated in keyToUse, i.e. the ciphering configuration shall be applied to all subsequent PDCP PDUs received and sent by the UE;

3>
else (i.e., UE connected to NR or UE in EN-DC):

4>
if the PDCP entity of this DRB is not configured with cipheringDisabled:

6) 5>
configure the PDCP entity with the ciphering algorithm and KUPenc key associated with the master key (KeNB/ KgNB) or the secondary key (S-KgNB/S-KeNB), as indicated in keyToUse, i.e. the ciphering configuration shall be applied to all subsequent PDCP PDUs received and sent by the UE;

4>
if the PDCP entity of this DRB is configured with integrityProtection:

7) 5>
configure the PDCP entity with the integrity protection algorithms according to securityConfig and apply the KUPint key associated with the master key (KeNB/KgNB) or the secondary key (S-KgNB/S-KeNB) as indicated in keyToUse;
3>
if drb-ContinueROHC is included in pdcp-Config:

8) 4>
indicate to lower layer that drb-ContinueROHC is configured;

3>
re-establish the PDCP entity of this DRB as specified in TS 38.323 [5], clause 5.1.2;

2>
else, if the recoverPDCP is set:

3>
trigger the PDCP entity of this DRB to perform data recovery as specified in TS 38.323 [5];

2>
if the pdcp-Config is included:

3>
reconfigure the PDCP entity in accordance with the received pdcp-Config.

2>
if the sdap-Config is included:

3>
reconfigure the SDAP entity in accordance with the received sdap-Config as specified in TS37.324 [24];

3>
for each QFI value added in mappedQoS-FlowsToAdd, if the QFI value is previously configured, the QFI value is released from the old DRB;

NOTE 1:
Void.

NOTE 2:
When determining whether a drb-Identity value is part of the current UE configuration, the UE does not distinguish which RadioBearerConfig and DRB-ToAddModList that DRB was originally configured in. To re-associate a DRB with a different key (KeNB to S-KgNB, KgNB to S-KeNB, KgNB to S-KgNB or vice versa), the network provides the drb-Identity value in the (target) drb-ToAddModList and sets the reestablishPDCP flag. The network does not list the drb-Identity in the (source) drb-ToReleaseList.

NOTE 3:
When setting the reestablishPDCP flag for a radio bearer, the network ensures that the RLC receiver entities do not deliver old PDCP PDUs to the re-established PDCP entity. It does that e.g. by triggering a reconfiguration with sync of the cell group hosting the old RLC entity or by releasing the old RLC entity.

NOTE 4:
In this specification, UE configuration refers to the parameters configured by NR RRC unless otherwise stated.

NOTE 5: Ciphering and integrity protection can be enabled or disabled for a DRB. The enabling/disabling of ciphering or integrity protection can be changed only by releasing and adding the DRB.

NEXT CHANGE

6.2.2
Message definitions

–
RRCReconfiguration
The RRCReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) and AS security configuration.

Signalling radio bearer: SRB1 or SRB3

RLC-SAP: AM

Logical channel: DCCH

Direction: Network to UE

RRCReconfiguration message

-- ASN1START

-- TAG-RRCRECONFIGURATION-START

RRCReconfiguration ::=              SEQUENCE {

    rrc-TransactionIdentifier           RRC-TransactionIdentifier,

    criticalExtensions                  CHOICE {

        rrcReconfiguration                  RRCReconfiguration-IEs,

        criticalExtensionsFuture            SEQUENCE {}

    }

}

RRCReconfiguration-IEs ::=          SEQUENCE {

    radioBearerConfig                       RadioBearerConfig                                                      OPTIONAL, -- Need M

    secondaryCellGroup                      OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M

    measConfig                              MeasConfig                                                             OPTIONAL, -- Need M

    lateNonCriticalExtension                OCTET STRING                                                           OPTIONAL,

    nonCriticalExtension                    RRCReconfiguration-v1530-IEs                                           OPTIONAL

}

RRCReconfiguration-v1530-IEs ::=            SEQUENCE {

    masterCellGroup                         OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M

    fullConfig                              ENUMERATED {true}                                                      OPTIONAL, -- Cond FullConfig

    dedicatedNAS-MessageList                SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message                     OPTIONAL, -- Cond nonHO

    masterKeyUpdate                         MasterKeyUpdate                                                        OPTIONAL, -- Cond MasterKeyChange

    dedicatedSIB1-Delivery                  OCTET STRING (CONTAINING SIB1)                                         OPTIONAL, -- Need N

    dedicatedSystemInformationDelivery      OCTET STRING (CONTAINING SystemInformation)                            OPTIONAL, -- Need N

    otherConfig                             OtherConfig                                                            OPTIONAL, -- Need M

    nonCriticalExtension                    RRCReconfiguration-v1540-IEs                                           OPTIONAL

}

RRCReconfiguration-v1540-IEs ::=        SEQUENCE {

    otherConfig-v1540                       OtherConfig-v1540                      OPTIONAL, -- Need M

    nonCriticalExtension                    RRCReconfiguration-v1560-IEs           OPTIONAL

}

RRCReconfiguration-v1560-IEs ::=            SEQUENCE {

    mrdc-SecondaryCellGroupConfig               SetupRelease { MRDC-SecondaryCellGroupConfig }                    OPTIONAL,   -- Need M

    radioBearerConfig2                          OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,   -- Need M

    sk-Counter                                  SK-Counter                                                        OPTIONAL,   -- Need N

    nonCriticalExtension                        SEQUENCE {}                                                       OPTIONAL

}

MRDC-SecondaryCellGroupConfig ::=       SEQUENCE {

    mrdc-ReleaseAndAdd                  ENUMERATED {true}                                                         OPTIONAL,   -- Need N

    mrdc-SecondaryCellGroup             CHOICE {

        nr-SCG                              OCTET STRING  (CONTAINING RRCReconfiguration), 

        eutra-SCG                           OCTET STRING

    }

}

MasterKeyUpdate ::=                 SEQUENCE {

    keySetChangeIndicator           BOOLEAN,

    nextHopChainingCount            NextHopChainingCount,

    nas-Container                   OCTET STRING                                                     OPTIONAL,    -- Cond securityNASC

    ...

}

-- TAG-RRCRECONFIGURATION-STOP

-- ASN1STOP

	RRCReconfiguration-IEs field descriptions

	dedicatedNAS-MessageList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list. 

	dedicatedSIB1-Delivery

This field is used to transfer SIB1 to the UE. The field has the same values as the corresponding configuration in servingCellConfigCommon.

	dedicatedSystemInformationDelivery

This field is used to transfer SIB6, SIB7, SIB8 to the UE.

	fullConfig

Indicates that the full configuration option is applicable for the RRCReconfiguration message for intra-system intra-RAT HO. For inter-RAT HO from E-UTRA to NR, fullConfig indicates whether or not delta signalling of SDAP/PDCP from source RAT is applicable. This field is absent when the RRCReconfiguration message is generated by the NR SCG.

	keySetChangeIndicator

Indicates whether UE shall derive a new KgNB. If reconfigurationWithSync is included, value true indicates that a KgNB key is derived from a KAMF key taken into use through the latest successful NAS SMC procedure, or N2 handover procedure with KAMF change, as described in TS 33.501 [11] for KgNB re-keying. Value false indicates that the new KgNB key is obtained from the current KgNB key or from the NH as described in TS 33.501 [11].

	masterCellGroup
Configuration of master cell group.

	mrdc-ReleaseAndAdd

This field indicates that the current SCG configuration is released and a new SCG is added at the same time.

	mrdc-SecondaryCellGroup

Includes an RRC message for SCG configuration in NR-DC or NE-DC.
For NR-DC (nr-SCG), mrdc-SecondaryCellGroup contains the RRCReconfiguration message as generated (entirely) by SN gNB. In this version of the specification, the RRC message can only include fields secondaryCellGroup and measConfig.

For NE-DC (eutra-SCG), mrdc-SecondaryCellGroup includes the E-UTRA RRCConnectionReconfiguration message as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRC message can only include the field scg-Configuration.

	nas-Container

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS  security after inter-system handover to NR. The content is defined in TS 24.501 [23].

	nextHopChainingCount

Parameter NCC: See TS 33.501 [11]

	otherConfig

Contains configuration related to other configurations.

	radioBearerConfig
Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. In EN-DC this field may only be present if the RRCReconfiguration is transmitted over SRB3.

	radioBearerConfig2

Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. This field can only be used if the UE supports NR-DC or NE-DC.

	secondaryCellGroup
Configuration of secondary cell group ((NG)EN-DC or NR-DC). This field is absent when the RRCReconfiguration message is directly transmitted via MCG SRB1 and not within mrdc-secondaryCellGroup.

	sk-Counter

A counter used upon initial configuration of S-KgNB or S-KeNB, as well as upon refresh of S-KgNB or S-KeNB. This field is always included upon initial configuration of an NR SCG or upon configuration of the first RB with keyToUse set to secondary. This field is absent if there is neither any NR SCG nor any RB with keyToUse set to secondary.


	Conditional Presence
	Explanation

	nonHO
	The field is absent in case of reconfiguration with sync within NR or to NR; otherwise it is optionally present, need N.

	securityNASC
	This field is mandatory present in case of inter system handover. Otherwise the field is optionally present, need N.

	MasterKeyChange
	This field is mandatory present in case masterCellGroup includes ReconfigurationWithSync and RadioBearerConfig includes SecurityConfig with SecurityAlgorithmConfig, indicating a change of the AS security algorithms associated to the master key. If ReconfigurationWithSync is included for other cases, this field is optionally present, need N. Otherwise the field is absent.

	FullConfig
	The field is mandatory present in case of inter-system handover from E-UTRA/EPC to NR. It is optionally present, Need N, during reconfiguration with sync and also in first reconfiguration after reestablishment; or for intra-system handover from E-UTRA/5GC to NR. It is absent otherwise.


NEXT CHANGE

–
RRCReconfigurationComplete

The RRCReconfigurationComplete message is used to confirm the successful completion of an RRC connection reconfiguration.

Signalling radio bearer: SRB1 or SRB3

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to Network
RRCReconfigurationComplete message

-- ASN1START

-- TAG-RRCRECONFIGURATIONCOMPLETE-START

RRCReconfigurationComplete ::=              SEQUENCE {

    rrc-TransactionIdentifier                   RRC-TransactionIdentifier,

    criticalExtensions                          CHOICE {

        rrcReconfigurationComplete                  RRCReconfigurationComplete-IEs,

        criticalExtensionsFuture                    SEQUENCE {}

    }

}

RRCReconfigurationComplete-IEs ::=          SEQUENCE {

    lateNonCriticalExtension                    OCTET STRING                                                            OPTIONAL,

    nonCriticalExtension                        RRCReconfigurationComplete-v1530-IEs                                    OPTIONAL

}

RRCReconfigurationComplete-v1530-IEs ::=    SEQUENCE {

    uplinkTxDirectCurrentList                   UplinkTxDirectCurrentList                                               OPTIONAL,

    nonCriticalExtension                        RRCReconfigurationComplete-v1560-IEs                                    OPTIONAL

}

RRCReconfigurationComplete-v1560-IEs ::=    SEQUENCE {

    scg-Response                                CHOICE {

        nr-SCG-Response                                 OCTET STRING  (CONTAINING RRCReconfigurationComplete),

        eutra-SCG-Response                              OCTET STRING

    }                                                                                                                   OPTIONAL,

    nonCriticalExtension                        SEQUENCE {}                                                             OPTIONAL

}

-- TAG-RRCRECONFIGURATIONCOMPLETE-STOP

-- ASN1STOP

	RRCReconfigurationComplete-IEs field descriptions

	scg-Response
In case of NR-DC (nr-SCG-Response), this field includes the RRCReconfigurationComplete message. In case of NE-DC (eutra-SCG-Response), this field includes the E-UTRA RRCConnectionReconfigurationComplete message as specified in TS 36.331 [10].

	uplinkTxDirectCurrentList
The Tx Direct Current locations for the configured serving cells and BWPs if requested by the NW (see reportUplinkTxDirectCurrent in CellGroupConfig).


NEXT CHANGE

NEXT CHANGE

11.2.2
Message definitions

–
CG-Config
This message is used to transfer the SCG radio configuration as generated by the SgNB or SeNB.

Direction: Secondary gNB or eNB to master gNB or eNB.

CG-Config message

-- ASN1START

-- TAG-CG-CONFIG-START

CG-Config ::=                   SEQUENCE {

    criticalExtensions                  CHOICE {

        c1                                  CHOICE{

            cg-Config                           CG-Config-IEs,

            spare3 NULL, spare2 NULL, spare1 NULL

        },

        criticalExtensionsFuture            SEQUENCE {}

    }

}

CG-Config-IEs ::=                   SEQUENCE {

    scg-CellGroupConfig                 OCTET STRING (CONTAINING RRCReconfiguration)    OPTIONAL,

    scg-RB-Config                       OCTET STRING (CONTAINING RadioBearerConfig)     OPTIONAL,

    configRestrictModReq                ConfigRestrictModReqSCG                         OPTIONAL,

    drx-InfoSCG                         DRX-Info                                        OPTIONAL,

    candidateCellInfoListSN             OCTET STRING (CONTAINING MeasResultList2NR)     OPTIONAL,

    measConfigSN                        MeasConfigSN                                    OPTIONAL,

    selectedBandCombination             BandCombinationInfoSN                           OPTIONAL,

    fr-InfoListSCG                      FR-InfoList                                     OPTIONAL,

    candidateServingFreqListNR          CandidateServingFreqListNR                      OPTIONAL,

    nonCriticalExtension                CG-Config-v1540-IEs                             OPTIONAL

}

CG-Config-v1540-IEs ::=             SEQUENCE {

    pSCellFrequency                     ARFCN-ValueNR                                   OPTIONAL,

    reportCGI-RequestNR                 SEQUENCE {

        requestedCellInfo                   SEQUENCE {

            ssbFrequency                        ARFCN-ValueNR,

            cellForWhichToReportCGI             PhysCellId

        }                                                                               OPTIONAL

    }                                                                                   OPTIONAL,

    ph-InfoSCG                          PH-TypeListSCG                                  OPTIONAL,

    nonCriticalExtension                CG-Config-v1560-IEs                             OPTIONAL

}

CG-Config-v1560-IEs ::=             SEQUENCE {

    pSCellFrequencyEUTRA                ARFCN-ValueEUTRA                                OPTIONAL,

    scg-CellGroupConfigEUTRA            OCTET STRING                                    OPTIONAL,

    candidateCellInfoListSN-EUTRA       OCTET STRING                                    OPTIONAL,

    candidateServingFreqListEUTRA       CandidateServingFreqListEUTRA                   OPTIONAL,

    needForGaps                         ENUMERATED {true}                               OPTIONAL,

    drx-ConfigSCG                       DRX-Config                                      OPTIONAL,

    reportCGI-RequestEUTRA              SEQUENCE {

        requestedCellInfoEUTRA          SEQUENCE {

            eutraFrequency                             ARFCN-ValueEUTRA,

            cellForWhichToReportCGI-EUTRA              EUTRA-PhysCellId

        }                                                                               OPTIONAL

    }                                                                                   OPTIONAL,

    nonCriticalExtension                SEQUENCE {}                                     OPTIONAL

}

PH-TypeListSCG ::=                  SEQUENCE (SIZE (1..maxNrofServingCells)) OF PH-InfoSCG

PH-InfoSCG ::=                      SEQUENCE {

    servCellIndex                       ServCellIndex,

    ph-Uplink                           PH-UplinkCarrierSCG,

    ph-SupplementaryUplink              PH-UplinkCarrierSCG                             OPTIONAL,

    ...

}

PH-UplinkCarrierSCG ::=             SEQUENCE{

    ph-Type1or3                         ENUMERATED {type1, type3},

    ...

}
MeasConfigSN ::=                    SEQUENCE {

    measuredFrequenciesSN               SEQUENCE (SIZE (1..maxMeasFreqsSN)) OF NR-FreqInfo  OPTIONAL,

    ...

}

NR-FreqInfo ::=                     SEQUENCE {

    measuredFrequency                   ARFCN-ValueNR                                       OPTIONAL,

    ...

}

ConfigRestrictModReqSCG ::=         SEQUENCE {

    requestedBC-MRDC                    BandCombinationInfoSN                               OPTIONAL,

    requestedP-MaxFR1                   P-Max                                               OPTIONAL,

    ...,

    [[

    requestedPDCCH-BlindDetectionSCG    INTEGER (1..15)                                     OPTIONAL,

    requestedP-MaxEUTRA                 P-Max                                               OPTIONAL

    ]]

}

BandCombinationIndex ::= INTEGER (1..maxBandComb)

BandCombinationInfoSN ::=           SEQUENCE {

    bandCombinationIndex                BandCombinationIndex,

    requestedFeatureSets                FeatureSetEntryIndex

}

FR-InfoList ::= SEQUENCE (SIZE (1..maxNrofServingCells-1)) OF FR-Info

FR-Info ::= SEQUENCE {

    servCellIndex       ServCellIndex,

    fr-Type             ENUMERATED {fr1, fr2}

}

CandidateServingFreqListNR ::= SEQUENCE (SIZE (1.. maxFreqIDC-MRDC)) OF ARFCN-ValueNR

CandidateServingFreqListEUTRA ::= SEQUENCE (SIZE (1.. maxFreqIDC-MRDC)) OF ARFCN-ValueEUTRA

-- TAG-CG-CONFIG-STOP

-- ASN1STOP

	CG-Config field descriptions

	candidateCellInfoListSN

Contains information regarding cells that the source secondary node suggests the target secondary gNB to consider configuring.

	candidateCellInfoListSN-EUTRA

Includes the MeasResultList3EUTRA as specified in TS 36.331 [10]. Contains information regarding cells that the source secondary node suggests the target secondary eNB to consider configuring. This field is only used in NE-DC.

	candidateServingFreqListNR, candidateServingFreqListEUTRA
Indicates frequencies of candidate serving cells for In-Device Co-existence Indication (see TS 36.331 [10]).

	configRestrictModReq

Used by SN to request changes to SCG configuration restrictions previously set by MN to ensure UE capabilities are respected. E.g. can be used to request configuring an NR band combination whose use MN has previously forbidden.

	drx-ConfigSCG

This field contains the complete DRX configuration of the SCG. This field is only used in NR-DC.

	drx-InfoSCG

This field contains the DRX long and short cycle configuration of the SCG. This field is used in (NG)EN-DC and NE-DC.

	fr-InfoListSCG

Contains information of FR information of serving cells that include PScell and Scells configured in SCG.

	measuredFrequenciesSN

Used by SN to indicate a list of frequencies measured by the UE.

	needForGaps

In NE-DC, indicates wheter the SN requests gNB to configure measurements gaps.

	ph-InfoSCG

Power headroom information in SCG that is needed in the reception of PHR MAC CE of MCG

	ph-SupplementaryUplink

Power headroom information for supplementary uplink. In the case of (NG)EN-DC and NR-DC, this field is only present when two UL carriers are configued for a serving cell and one UL carrier reports type1 PH while the other reports type 3 PH. 

	ph-Type1or3

Type of power headroom for a certain serving cell in SCG (PSCell and activated SCells). Value type1 refers to type 1 power headroom, value type3 refers to type 3 power headroom. (See TS 38.321 [3]).

	ph-Uplink

Power headroom information for uplink.

	pSCellFrequency, pSCellFrequencyEUTRA

Indicates the frequency of PSCell in NR (i.e., pSCellFrequency) or E-UTRA (i.e., pSCellFrequencyEUTRA). In this version of the specification, pSCellFrequency is not used in NE-DC whereas pSCellFrequencyEUTRA is only used in NE-DC.

	reportCGI-RequestNR, reportCGI-RequestEUTRA

Used by SN to indicate to MN about configuring reportCGI procedure. The request may optionally contain information about the cell for which SN intends to configure reportCGI procedure. In this version of the specification, the reportCGI-RequestNR is used in (NG)EN-DC and NR-DC whereas reportCGI-RequestEUTRA is used only for NE-DC.

	requestedBC-MRDC

Used to request configuring an NR band combination and corresponding feature sets which are forbidden to use by MN. 

	requestedPDCCH-BlindDetectionSCG

Requested value of the reference number of cells for PDCCH blind detection allowed to be configured for the SCG.

	requestedP-MaxEUTRA

Requested valume for the maximu power for the serving cells the UE can use in E-UTRA SCG. This field is only used in NE-DC.

	requestedP-MaxFR1

Requested value for the maximum power for the serving cells on frequency range 1 (FR1) in this secondary cell group (see TS 38.104 [12]) the UE can use in NR SCG.

	scg-CellGroupConfig

Contains the RRCReconfiguration message:

-
to be sent to the UE, used upon SCG establishment or modification, as generated (entirely) by the (target) SgNB. In this case, the SN sets the RRCReconfiguration message in accordance with clause 6 e.g. regarding the "Need" or "Cond" statements.
 or
-
including the current SCG configuration of the UE, when provided in response to a query from MN, or in SN triggered SN change in order to enable delta signaling by the target SN. In this case, the SN sets the RRCReconfiguration message in accordance with clause 11.2.3.

The field is absent if neither SCG (re)configuration nor SCG configuration query nor SN triggered SN change is performed, e.g. at inter-node capability/configuration coordination which does not result in SCG (re)configuration towards the UE. This field is not applicable in NE-DC.

	scg-CellGroupConfigEUTRA
Includes the E-UTRA RRCConnectionReconfiguration message as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRC message can only include the field scg-Configuration. Used to (re-)configure the SCG configuration upon SCG establishment or modification, as generated (entirely) by the (target) SeNB. This field is only used in NE-DC.

	scg-RB-Config

Contains the IE RadioBearerConfig:

-
to be sent to the UE, used to (re-)configure the SCG RB configuration upon SCG establishment or modification, as generated (entirely) by the (target) SgNB or SeNB. In this case, the SN sets the RadioBearerConfig in accordance with section 6, e.g. regarding the "Need" or "Cond" statements.
 or
-
including the current SCG RB configuration of the UE, when provided in response to a query from MN or in SN triggered SN change in order to enable delta signaling by the target SN. In this case, the SN sets the RRCReconfiguration message in accordance with section 11.2.3.

The field is absent if neither SCG (re)configuration nor SCG configuration query nor SN triggered SN change is performed, e.g. at inter-node capability/configuration coordination which does not result in SCG RB (re)configuration.

	selectedBandCombination

Indicates the band combination selected by SN in (NG)EN-DC, NE-DC, and NR-DC.


	BandCombinationInfoSN field descriptions

	bandCombinationIndex
The position of a band combination in the supportedBandCombinationList

	requestedFeatureSets
The position in the FeatureSetCombination which identifies one FeatureSetUplink/Downlink for each band entry in the associated band combination


CHANGE END

