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	The E-UTRA SCG maximum power configuration in NE-DC is missed. 
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CHANGE START
5.3.7.2
Initiation

The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure of the MCG, in accordance with 5.3.10; or

1>
upon re-configuration with sync failure of the MCG, in accordance with sub-clause 5.3.5.8.3; or

1>
upon mobility from NR failure, in accordance with sub-clause 5.4.3.5; or

1>
upon integrity check failure indication from lower layers concerning SRB1 or SRB2, except if the integrity check failure is detected on the RRCReestablishment message; or

1>
upon an RRC connection reconfiguration failure, in accordance with sub-clause 5.3.5.8.2.

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
stop timer T304, if running;

1>
start timer T311;

1>
suspend all RBs, except SRB0;

1>
reset MAC;

1>
release the MCG SCell(s), if configured;

1>
release spCellConfig, if configured;

1>
if MR-DC is configured:

2>
perform MR-DC release, as specified in section 5.3.5.10;
2> release p-NR-FR1, if configured;

2> release p-UE-FR1, if configured;
1>
release delayBudgetReportingConfig, if configured, and stop timer T342, if running;

1>
release overheatingAssistanceConfig, if configured, and stop timer T345, if running;

1>
perform cell selection in accordance with the cell selection process as specified in TS 38.304 [20], clause 5.2.6.
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