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	Reason for change:
	According to the section 5.3.5.10, MR-DC release in 38.331
2>
release measConfig associated with SCG;
However, according to the section 5.3.10.19, NE-DC in 36.331:

Releasing the measurement configuration again.

2>
release the measurement configuration;
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5.3.5.10
MR-DC release (38.331)
The UE shall:
1>
as a result of MR-DC release triggered by E-UTRA or NR:

2>
release SRB3 (configured according to radioBearerConfig), if present, as specified in 5.3.5.6.2;

2>
release measConfig associated with SCG;

2>
if the UE is configured with NR SCG:
3>
release the SCG configuration as specified in clause 5.3.5.4;

2>
else if the UE is configured with E-UTRA SCG:

3>
release the SCG configuration as specified in TS 36.331 [10], section 5.3.10.19 to release the E-UTRA SCG;
START OF CHANGES
5.3.10.19
NE-DC release (36.331)
The UE shall:
1>
if NE-DC release is triggered by NR:

2>
reset SCG MAC, if configured;

2>
for each RLC bearer that is part of the SCG configuration:

3>
perform RLC bearer release procedure as specified in 5.3.10.17 (SRBs) and in 5.3.10.2 (DRBs);


2>
release the SCG configuration i.e. release the MAC and physical configuration for each cell that is part of the SCG configuration;

2>
stop timer T313 for the corresponding PSCell, if running;

2>
stop timer T307 for the corresponding PSCell, if running.

NOTE:
Upon NE-DC release the UE releases all fields configured by the RRCConnectionReconfiguration message.
END OF CHANGES
