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	Reason for change:
	The multiplexing of data for DL and UL transmission is added to TS 38.300.

	
	

	Summary of change:
	1) Add a new subclause x.x.x.x Multipelxing of data for DL.
2) Add a new subclause x.x.x.x Multipelxing of data for UL.

Impact analysis

Impacted functionality:
Multiplexing of data, Parameters

Inter-operability:

1.    If the network is implemented according to the CR and the UE is not, multiplexing of data can’t work.

2.    If the UE is implemented according to the CR and the network is not, multiplexing of data can’t work.
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	Multiplexing of data can’t be support.
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	CHANGE START


X.X.X
Multiplexing of data
x.x.x.x Multiplexing of data for DL transmission
If a DL transmission burst with PDSCH is transmitted, for which channel access has been obtained using CAPC P (1...4), gNB shall ensure the following where a DL transmission burst refers to the continuous transmission by gNB after a successful LBT:

-
the transmission duration of the DL transmission burst shall not exceed the minimum duration needed to transmit all available buffered traffic corresponding to CAPC(es) ≤ P;

-
the transmission duration of the DL transmission burst shall not exceed the Maximum Channel Occupancy Time for CAPC P;

-
additional traffic corresponding to CAPC(s) > P may only be included in the DL transmission burst once no more data corresponding to CAPC ≤ P is available for transmission. In such cases, gNB should maximise occupancy of the remaining transmission resources in the DL transmission burst with this additional traffic.
x.x.x.x Multiplexing of data for UL transmission
-
additional traffic corresponding to CAPC(s) > P and CAPC ≤ P+X may only be included in the DL transmission burst once no more data corresponding to CAPC ≤ P is available for transmission. In such cases, gNB should maximise occupancy of the remaining transmission resources in the DL transmission burst with this additional traffic.

Parameter X (0, 1, 2 or 3) could be configured with RRC signalling.
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