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1 Introduction
RAN2 sent RAN1 reply LS in R2-1908196. One part of the answers covered RAN2 understanding of L1 ACK:

RAN2 Answers: 

#1 For the working assumption #1, RAN2 has agreed as follows:

· RRC response message needs to be supported by the UE and could be used in all cases.

· For some cases L1 signalling is sufficient to acknowledge, i.e. RRC response message is not needed. 

· RAN2 assumes the L1 signalling for acknowledgement is sent only after the eNB determines there is no pending downlink data or signalling.

· RAN2 assumes that the configuration for D-PUR provided by RRC signalling is not updated via L1 signalling, and should check with RAN1 what parameters are planned to be (re)configured using DCI.

2 Discussion
Based on the discussion in RAN2#106, a reply LS was sent to RAN1 to capture the following view: in case RRC response message is not needed, eNB may send L1 ACK to acknowledge that the PUR transmission in the UL has been received which concludes the PUR transmission. This would mean that it is not possible for the network to schedule DL data transmission and/or RRC response message with the L1 ACK.
This discussion is to confirm the RAN2 understanding above with an explicit agreement:

Proposal 1 If RRC response message is not needed, eNB may send L1 ACK to acknowledge the PUR transmission in UL. The L1 ACK concludes the PUR procedure and no further uplink or downlink transmissions are scheduled. 

Companies are invited to provide their comments related to above below:
	Company
	Comments

	Ericson
	RAN2 should agree to P1

	Qualcomm
	Agree with Proposal. For clarity, please see some wording suggestions above.

	Huawei
	Agree with the proposal and the updates from QC
We would also like to confirm that eNB only sends the L1 ACK only having checked with the MME as per the discussion at last RAN2 meeting

	
	


Summary:

3 companies replied. Rapporteur proposes to agree to the update proposal:

Proposal 2 If RRC response message is not needed, eNB may send L1 ACK to acknowledge the PUR transmission in UL. The L1 ACK concludes the PUR procedure and no further uplink or downlink transmissions are scheduled. 
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