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1. Overall Description:

RAN2 would like to thank RAN4 for the reply LS on SFTD measurement. RAN2 has introduced configuration signalling and capability for inter-frequency SFTD measurements in NR SA. For DRX based SFTD, RAN2 also introduced configuration signalling and a separate optional capability.
In response to RAN4’s question:
	· clarify whether RAN2 sees a need to introduce inter-frequency SFTD measurement between NR PSCell and inter-frequency cell for EN-DC.


RAN2 will not introduce inter-frequency SFTD measurement between NR PSCell and inter-frequency cell for EN-DC in Rel-15, it can be considered in Rel-16.
RAN2 understands that current 38.133 only supports inter-frequency SFTD measurement in NR SA. From the perspective of RAN2, the problem spotted is that when the network does not have SFTD information of neighbour cells, it cannot configure accurate SMTC in the measConfig, so that the UE may be unable to search for SSBs of neighbour cells. Some companies in RAN2 think the problem exists also for intra-frequency measurement and see the need to have intra-frequency SFTD measurement. 
Therefore, RAN2 would like to ask RAN4 the following question:

Question: Is it necessary and feasible to introduce SFTD measurement between NR PCell and intra-frequency NR neighbour cells for NR SA in Rel-15?
2. Actions:

To RAN4:
RAN2 respectfully asks RAN4 to answer the following question:
Is it necessary and feasible to introduce SFTD measurement between NR PCell and intra-frequency NR neighbour cells for NR SA in Rel-15?
3. Date of Next RAN2 Meetings:
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