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	Reason for change:
	To capture the RAN2 agreements on LTE_NR_DC_CA_enh-Core WI:
RAN2#105 agreements:
Agreements for MCG fast recovery:
· MCG failure can be indicated to the network via the SCG. FFS if via SCells.
 
RAN2#105bis agreements:
Agreements for early measurements:
· LTE UE in IDLE mode, IDLE with suspended, and INACTIVE can be configured with NR early measurements to support fast setup of (NG)EN-DC (i.e. euCA is extended to support NR measurements). 
Agreements for MCG fast recovery:
· MCG fast recovery targets all MRDC architecture options
· When MCG failure occurs, UE follows SCG failure-like procedure:
· UE does not trigger RRC connection re-establishment. 
· UE triggers an MCG failure procedure in which a failure   information message is transmitted to the network via SCG.
· MCG fast recovery targets the following use cases MCG leg RLF
· MCG fast recovery can only be triggered after AS security has been activated and the SRB2 and at least one DRB have been setup 
(rapporteur note: SCG is not available before AS security has been setup, so this need not be explicitly stated in specification)
· MCG failure indication should include:
· Available measurement results of MCG
· MCG link failure cause
· Available measurement results of SCG
· Available measurement results of non-serving cells
· For MCG failure indication, new RRC message in introduced, e.g. MCGFailureInformation.
· SCG leg of the split SRB1 can be used for MCG fast recovery.

RAN2#106 agreements:
Agreements for MCG fast recovery:
· Once the MCG failure indication is triggered, the UE shall:
- transmit the MCG failure indication;
- suspend MCG transmission for all SRBs and DRBs;
- reset MCG-MAC;
- maintain the current measurement configurations from both the MN and the SN, and continue measurements based on configuration from the MN and the SN if possible..
· If SCG failure is detected while MCG is suspended then initiate RRC re-establishment procedure
· If SCG failure is detected while MCG is suspended then initiate RRC re-establishment procedure 
· Upon receiving the MCG failure indication, the MN sends reconfiguration with sync or RRC Release to the UE via SRB1.
· Upon reception of reconfig with sync the UE resumes MCG transmission if suspended


	
	

	Summary of change:
	After RAN2#105bis:
· Extended ASN.1 signalling of measIdleConfig to include NR measurement configurations (6.3.5)

After RAN2#106:
· Added that MCG transmission will be resumed on reception RRC connection reconfiguration with mobilityControlInfo (5.3.5.4)
· Modified the SCG change failure procedure, to trigger re-establishement if MCG was suspended (5.3.5.7a)
· Modified the radio link failure detection procedure to trigger MCG failure information procedure on MCG RLF, and trigger re-establishment upon SCG RLF if MCG was suspended (5.3.11.3)
· Clarified that SCG failure information procedure is triggered only if MCG is not suspended (5.6.13.2)
· Added MCG failure information procedure (5.6.x)
· Added the mcgFailureInformation message structure in UL-DCCH-Message (6.2.1)
· Added ASN.1 for MCGFailureInformation (6.2.2)
· Added NR carrier list in the varMeasIdleConfig (7.1)
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[bookmark: _Toc12745350][bookmark: _Toc12745354]5	Procedures
[bookmark: _Toc12745309]5.3	Connection control
5.3.5	RRC connection reconfiguration
5.3.5.4	Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)
If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>	stop timer T310, if running;
1>	stop timer T312, if running;
1>	start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;
1>	stop timer T370, if running;
1>	if the carrierFreq is included:
2>	consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;
1>	else:
2>	consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;
1>	if T309 is running:
2>	stop timer T309 for all access categories;
2>	perform the actions as specified in 5.3.16.4.
1>	start synchronising to the DL of the target PCell;
NOTE 1:	The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.
1>	if BL UE or UE in CE:
2>	if sameSFN-Indication is not present in mobilityControlInfo:
3>	acquire the MasterInformationBlock in the target PCell;
1>	if makeBeforeBreak is configured:
2>	perform the remainder of this procedure including and following resetting MAC after the UE has stopped the uplink transmission/downlink reception with the source cell(s);
NOTE 1a:	It is up to UE implementation when to stop the uplink transmission/ downlink reception with the source cell(s) to initiate re-tuning for connection to the target cell, as specified in TS 36.133 [16], if makeBeforeBreak is configured.
1>	reset MCG MAC and SCG MAC, if configured;
1>	release uplinkDataCompression, if configured;
1>	re-establish PDCP for all RBs configured with pdcp-config that are established;
NOTE 2:	The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].
NOTE 2a:	At handover the pdcp-reestablish flag will be set for all RBs configured with NR PDCP in nr-RadioBearerConfig TS 38.331 [82] which will cause the PDCP entity to be re-established also for these RBs.
1>	re-establish MCG RLC and SCG RLC, if configured, for all RBs that are established;
1>	for each SCell configured for the UE other than the PSCell:
2>	if the received RRCConnectionReconfiguration message includes sCellState for the SCell and indicates activated:
3>	configure lower layers to consider the SCell to be in activated state;
2>	else if the received RRCConnectionReconfiguration message includes sCellState for the SCell and indicates dormant:
3>	configure lower layers to consider the SCell to be in dormant state;
2>	else:
3>	configure lower layers to consider the SCell to be in deactivated state;
1>	apply the value of the newUE-Identity as the C-RNTI;
1>	if the RRCConnectionReconfiguration message includes the fullConfig:
2>	perform the radio configuration procedure as specified in 5.3.5.8;
1>	configure lower layers in accordance with the received radioResourceConfigCommon;
1>	if the received RRCConnectionReconfiguration message includes the rach-Skip:
2>	configure lower layers to apply the rach-Skip for the target MCG, as specified in TS 36.213 [23] and 36.321 [6];
1>	configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>	if the received RRCConnectionReconfiguration includes the sCellToReleaseList:
2>	perform SCell release as specified in 5.3.10.3a;
1>	if the received RRCConnectionReconfiguration includes the sCellGroupToReleaseList:
2>	perform SCell group release as specified in 5.3.10.3d;
1>	if the received RRCConnectionReconfiguration includes the scg-Configuration; or
1>	if the current UE configuration includes one or more split DRBs and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:
2>	perform SCG reconfiguration as specified in 5.3.10.10;
1>	if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
2>	perform the radio resource configuration procedure as specified in 5.3.10;
1>	if the securityConfigHO (without suffix) is included in the RRCConnectionReconfiguration:
2>	if the keyChangeIndicator received in the securityConfigHO is set to TRUE:
3>	update the KeNB key based on the KASME key taken into use with the latest successful NAS SMC procedure, as specified in TS 33.401 [32];
2>	else:
3>	update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];
NOTE 2b:	If the UE needs to update the S-KeNB key as specified in 5.3.10.10, the UE updates the S-KeNB after updating the KeNB key.
2>	store the nextHopChainingCount value;
2>	if the securityAlgorithmConfig is included in the securityConfigHO:
3>	derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
3>	if connected as an RN:
4>	derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
3>	derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
2>	else:
3>	derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
3>	if connected as an RN:
4>	derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
3>	derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];
2>	configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
2>	configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
1>	else if the securityConfigHO-v1530 is included in the RRCConnectionReconfiguration:
2>	if the nas-Container is received:
3>	forward the nas-Container to upper layers;
2>	if the keyChangeIndicator-r15 is received and is set to TRUE:
3>	update the KeNB key based on the KAMF key, as specified in TS 33.501 [86];
2>	else:
3>	update the KeNB key based on the current KeNB or the NH, using the received nextHopChainingCount-r15, as specified in TS 33.501 [86];
2>	store the nextHopChainingCount-r15 value;
2>	if the securityAlgorithmConfig-r15 is received:
3>	derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];
3>	derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
2>	else:
3>	derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];
3>	derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];
1>	if the received RRCConnectionReconfiguration includes the nr-Config and it is set to release; or
1>	if the received RRCConnectionReconfiguration includes endc-ReleaseAndAdd and it is set to TRUE:
2>	perform MR-DC release as specified in TS 38.331 [82], clause 5.3.5.10;
1>	if the received RRCConnectionReconfiguration includes the sk-Counter:
2>	perform key update procedure as specified in in TS 38.331 [82], clause 5.3.5.7;
1>	if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:
2>	perform NR RRC Reconfiguration as specified in TS 38.331 [82], clause 5.3.5.3.
1>	if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6.
1>	if connected as an RN:
2>	configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;
1>	if the received RRCConnectionReconfiguration includes the sCellToAddModList:
2>	perform SCell addition or modification as specified in 5.3.10.3b;
1>	if the received RRCConnectionReconfiguration includes the sCellGroupToAddModList:
2>	perform SCell group addition or modification as specified in 5.3.10.3e;
1>	if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:
2>	perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;
1>	perform the measurement related actions as specified in 5.5.6.1;
1>	if the RRCConnectionReconfiguration message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	perform the measurement identity autonomous removal as specified in 5.5.2.2a;
1>	release reportProximityConfig and clear any associated proximity status reporting timer;
1>	if the RRCConnectionReconfiguration message includes the otherConfig:
2>	perform the other configuration procedure as specified in 5.3.10.9;
1>	if the RRCConnectionReconfiguration message includes the sl-DiscConfig or sl-CommConfig:
2>	perform the sidelink dedicated configuration procedure as specified in 5.3.10.15;
1>	if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:
2>	perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;
1>	if handoverWithoutWT-Change is not configured:
2>	release the LWA configuration, if configured, as described in 5.6.14.3;
1>	release the LWIP configuration, if configured, as described in 5.6.17.3;
1>	if the RRCConnectionReconfiguration message includes rclwi-Configuration:
2>	perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>	if the RRCConnectionReconfiguration message includes lwa-Configuration:
2>	perform the LWA configuration procedure as specified in 5.6.14.2;
1>	if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>	perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>	if the RRCConnectionReconfiguration message includes the sl-V2X-ConfigDedicated or mobilityControlInfoV2X:
2>	perform the V2X sidelink communication dedicated configuration procedure as specified in 5.3.10.15a;
1>	set the content of RRCConnectionReconfigurationComplete message as follows:
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
3>	include rlf-InfoAvailable;
2>	if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:
3>	include logMeasAvailableMBSFN;
2>	else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailable;
2>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include logMeasAvailableBT;
2>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include logMeasAvailableWLAN;
2>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
3>	include connEstFailInfoAvailable;
2>	if the RRCConnectionReconfiguration message includes perCC-GapIndicationRequest:
3>	include perCC-GapIndicationList and numFreqEffective;
2>	if the frequencies are configured for reduced measurement performance:
3>	include numFreqEffectiveReduced;
2>	if the UE has flight path information available:
3>	include flightPathInfoAvailable;
2>	if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:
3>	include scg-ConfigResponseNR in accordance with TS 38.331 [82], clause 5.3.5.3;
1>	resume MCG transmission, if suspended;
1>	submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;
1>	if MAC successfully completes the random access procedure; or
1>	if MAC indicates the successful reception of a PDCCH transmission addressed to C-RNTI and if rach-Skip is configured:
2>	stop timer T304;
[bookmark: OLE_LINK108][bookmark: OLE_LINK109]2>	release rach-Skip;
2>	apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>	apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;
NOTE 3:	Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.
2>	if the UE is configured to provide IDC indications:
3>	if the UE has transmitted an InDeviceCoexIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:
4>	initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;
2>	if the UE is configured to provide power preference indications, overheating assistance information, SPS assistance information, delay budget report or maximum bandwidth preference indications:
3>	if the UE has transmitted a UEAssistanceInformation message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:
4>	initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
2>	if SystemInformationBlockType15 is broadcast by the PCell:
3>	if the UE has transmitted a MBMSInterestIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:
4>	ensure having a valid version of SystemInformationBlockType15 for the PCell;
4>	determine the set of MBMS frequencies of interest in accordance with 5.8.5.3;
4>	determine the set of MBMS services of interest in accordance with 5.8.5.3a;
4>	initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;
2>	if SystemInformationBlockType18 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink communication related parameters relevant in target PCell (i.e. change of commRxInterestedFreq or commTxResourceReq, commTxResourceReqUC if SystemInformationBlockType18 includes commTxResourceUC-ReqAllowed or commTxResourceInfoReqRelay if PCell broadcasts SystemInformationBlockType19 including discConfigRelay) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo; or
2>	if SystemInformationBlockType19 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink discovery related parameters relevant in target PCell (i.e. change of discRxInterest or discTxResourceReq, discTxResourceReqPS if SystemInformationBlockType19 includes discConfigPS or discRxGapReq or discTxGapReq if the UE is configured with gapRequestsAllowedDedicated set to true or if the UE is not configured with gapRequestsAllowedDedicated and SystemInformationBlockType19 includes gapRequestsAllowedCommon) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo; or
2>	if SystemInformationBlockType21 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of V2X sidelink communication related parameters relevant in target PCell (i.e. change of v2x-CommRxInterestedFreqList or v2x-CommTxResourceReq) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:
3>	initiate transmission of the SidelinkUEInformation message in accordance with 5.10.2.3;
2>	the procedure ends;
NOTE 4:	The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell, except for BL UEs or UEs in CE when sameSFN-Indication is not present in mobilityControlInfo.
END OF CHANGES

START OF CHANGES
[bookmark: _Toc12745358]5.3.5.7a	T307 expiry (SCG change failure)
The UE shall:
1>	if T307 expires:
NOTE 1:	Following T307 expiry any dedicated preamble, if provided within the rach-ConfigDedicatedSCG, is not available for use by the UE anymore.
2>	if the UE is configured with DC; or
2> if the UE is configured with NE-DC and MCG transmission is not suspended:
23>	initiate the SCG failure information procedure as specified in 5.6.13 to report SCG change failure;
2>	else:
3>	consider radio link failure to be detected for the MCG and SCG i.e. RLF;
3> initiate the connection re-establishment procedure as specified in TS 38.331 [82] 5.3.7;
END OF CHANGES


START OF CHANGES
[bookmark: _Toc12745416]5.3.11	Radio link failure related actions
[bookmark: _Toc12745423]5.3.11.3	Detection of radio link failure
The UE shall:
1>	upon T310 expiry; or
1>	upon T312 expiry; or
1>	upon random access problem indication from MCG MAC while neither T300, T301, T304 nor T311 is running; or
1>	upon indication from MCG RLC, which is allowed to be send on PCell, that the maximum number of retransmissions has been reached for an SRB or DRB:
2> if UE is configured with (NG)EN-DC, split SRB1 is configured and SCG is not suspended:
3> initiate the MCG failure information procedure as specified in 5.6.x to report MCG radio link failure.
2> else:
32>	consider radio link failure to be detected for the MCG and SCG, i.e. RLF;
23>	except for NB-IoT, store the following radio link failure information in the VarRLF-Report by setting its fields as follows:
43>	clear the information included in VarRLF-Report, if any;
43>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
43>	set the measResultLastServCell to include the RSRP and RSRQ, if available, of the PCell based on measurements collected up to the moment the UE detected radio link failure;
43>	set the measResultNeighCells to include the best measured cells, other than the PCell, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected radio link failure, and set its fields as follows;
54>	if the UE was configured to perform measurements for one or more EUTRA frequencies, include the measResultListEUTRA;
54>	if the UE was configured to perform measurement reporting for one or more neighbouring UTRA frequencies, include the measResultListUTRA;
54>	if the UE was configured to perform measurement reporting for one or more neighbouring GERAN frequencies, include the measResultListGERAN;
54>	if the UE was configured to perform measurement reporting for one or more neighbouring CDMA2000 frequencies, include the measResultsCDMA2000;
54>	for each neighbour cell included, include the optional fields that are available;
NOTE 1:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.
43>	if available, set the logMeasResultListWLAN to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
43>	if available, set the logMeasResultListBT to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
43>	if detailed location information is available, set the content of the locationInfo as follows:
54>	include the locationCoordinates;
54>	include the horizontalVelocity, if available;
43>	set the failedPCellId to the global cell identity, if available, and otherwise to the physical cell identity and carrier frequency of the PCell where radio link failure is detected;
43>	set the tac-FailedPCell to the tracking area code, if available, of the PCell where radio link failure is detected;
43>	if an RRCConnectionReconfiguration message including the mobilityControlInfo was received before the connection failure:
54>	if the last RRCConnectionReconfiguration message including the mobilityControlInfo concerned an intra E-UTRA handover:
65>	include the previousPCellId and set it to the global cell identity of the PCell where the last RRCConnectionReconfiguration message including mobilityControlInfo was received;
65>	set the timeConnFailure to the elapsed time since reception of the last RRCConnectionReconfiguration message including the mobilityControlInfo;
54>	if the last RRCConnectionReconfiguration message including the mobilityControlInfo concerned a handover to E-UTRA from UTRA and if the UE supports Radio Link Failure Report for Inter-RAT MRO:
65>	include the previousUTRA-CellId and set it to the physical cell identity, the carrier frequency and the global cell identity, if available, of the UTRA Cell in which the last RRCConnectionReconfiguration message including mobilityControlInfo was received;
65>	set the timeConnFailure to the elapsed time since reception of the last RRCConnectionReconfiguration message including the mobilityControlInfo;
43>	if the UE supports QCI1 indication in Radio Link Failure Report and has a DRB for which QCI is 1:
54>	include the drb-EstablishedWithQCI-1;
43>	set the connectionFailureType to rlf;
43>	set the c-RNTI to the C-RNTI used in the PCell;
43>	set the rlf-Cause to the trigger for detecting radio link failure;
32>	if AS security has not been activated:
43>	if the UE is a NB-IoT UE:
54>	if the UE supports RRC connection re-establishment for the Control Plane CIoT EPS optimisation:
65>	initiate the RRC connection re-establishment procedure as specified in 5.3.7;
54>	else:
65>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';
43>	else:
54>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';
32>	else:
43>	initiate the connection re-establishment procedure as specified in 5.3.7;
In case of DC or NE-DC, the UE shall:
1>	upon T313 expiry; or
1>	upon random access problem indication from SCG MAC; or
1>	upon indication from SCG RLC, which is allowed to be sent on PSCell, that the maximum number of retransmissions has been reached for an SCG, for a split DRB or for a split SRB:
2>	if the UE is configured with DC; or
2> if the UE is configured with NE-DC and MCG transmission is not suspended:
32>	consider radio link failure to be detected for the SCG i.e. SCG-RLF;
32>	initiate the SCG failure information procedure as specified in 5.6.13 to report SCG radio link failure;
2>	else:
3>	consider radio link failure to be detected for the MCG and SCG i.e. RLF;
3> initiate the connection re-establishment procedure as specified in TS 38.331 [82] 5.3.7;
In case of CA PDCP duplication, the UE shall:
1>	upon indication from an RLC entity, which is restricted to be sent on SCell only, that the maximum number of retransmissions has been reached:
2>	initiate the failure information procedure as specified in 5.6.21 to report RLC failure of type duplication;
The UE may discard the radio link failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the radio link failure is detected, upon power off or upon detach.

END OF CHANGES

START OF CHANGES
[bookmark: _Toc12745581][bookmark: _Toc12745583]5.6	Other
5.6.13	SCG failure information
5.6.13.2	Initiation
A UE initiates the procedure to report SCG failures when neither MCG nor SCG transmission is not suspended and when one of the following conditions is met:
1>	upon detecting radio link failure for the SCG, in accordance with 5.3.11; or
1>	upon SCG change failure, in accordance with 5.3.5.7a; or
1>	upon stopping uplink transmission towards the PSCell due to exceeding the maximum uplink transmission timing difference when powerControlMode is configured to 1, in accordance with subclause 7.17.2 of TS 36.133 [29].
In case of DC, upon initiating the procedure, the UE shall:
1>	suspend all SCG DRBs and suspend SCG transmission for split DRBs;
1>	reset SCG-MAC;
1>	stop T307;
1>	if the UE is configured with NE-DC:
2>	initiate transmission of the SCGFailureInformationEUTRA message via the NR MCG as specified in TS 38.331 [82], clause 5.7.3a;
1>	else:
2>	initiate transmission of the SCGFailureInformation message in accordance with 5.6.13.3;

END OF CHANGES

START OF CHANGES
5.6.x	MCG failure information
5.6.x.1	 General


Figure 5.6.x.1-x: MCG failure information
The purpose of this procedure is to inform E-UTRAN MN about an MCG failure the UE has experienced i.e. MCG radio link failure.
[bookmark: _Toc500942691][bookmark: _Toc509241421]5.6.x.2 Initiation
A UE initiates the procedure to report MCG failures when neither MCG nor SCG transmission is suspended and when the following condition is met:
1>	upon detecting radio link failure of the MCG, in accordance with 5.3.11;
Upon initiating the procedure, the UE shall:
1>	suspend MCG transmission for all SRBs and DRBs; 
1> reset MCG-MAC;
1>	initiate transmission of the MCGFailureInformation message in accordance with 5.6.x.5.
[bookmark: _Toc487673320]5.6.x.3 Failure type determination
The UE shall set the MCG failure type as follows:
1>	if the UE initiates transmission of the MCGFailureInformation message due to T310 expiry:
2>	set the failureType as t310-Expiry;
1>	else if the UE initiates transmission of the MCGFailureInformation message to provide random access problem indication from MCG MAC:
2>	set the failureType as randomAccessProblem;
1>	else if the UE initiates transmission of the MCGFailureInformation message to provide indication from MCG RLC that the maximum number of retransmissions has been reached:
2>	set the failureType as rlc-MaxNumRetx;
5.6.x.4 Setting the contents of MeasResultMCG-Failure
The UE shall set the contents of the MeasResultMCG-Failure as follows:
Editor’s note: TBD how to capture inclusion of MCG, SCG and non-serving cell measurement results.
5.6.x.5 Actions related to transmission of MCGFailureInformation message
The UE shall set the contents of the MCGFailureInformation message as follows:
1> include and set failureType in accordance with 5.6.x.3;
1> include and set MeasResultMCG-Failure in accordance with 5.6.x.4;
The UE shall submit the MCGFailureInformation message to lower layers for transmission.

END OF CHANGES

START OF CHANGES
[bookmark: _Toc12745722]6 Protocol data units, formats and parameters (tabular & ASN.1)
6.2.1	General message structure
[bookmark: _Toc12745734]–	UL-DCCH-Message
The UL-DCCH-Message class is the set of RRC messages that may be sent from the UE to the E‑UTRAN or from the RN to the E-UTRAN on the uplink DCCH logical channel.
-- ASN1START

UL-DCCH-Message ::= SEQUENCE {
	message			UL-DCCH-MessageType
}

UL-DCCH-MessageType ::= CHOICE {
	c1						CHOICE {
		csfbParametersRequestCDMA2000				CSFBParametersRequestCDMA2000,
		measurementReport							MeasurementReport,
		rrcConnectionReconfigurationComplete		RRCConnectionReconfigurationComplete,
		rrcConnectionReestablishmentComplete		RRCConnectionReestablishmentComplete,
		rrcConnectionSetupComplete					RRCConnectionSetupComplete,
		securityModeComplete						SecurityModeComplete,
		securityModeFailure							SecurityModeFailure,
		ueCapabilityInformation						UECapabilityInformation,
		ulHandoverPreparationTransfer				ULHandoverPreparationTransfer,
		ulInformationTransfer						ULInformationTransfer,
		counterCheckResponse						CounterCheckResponse,
		ueInformationResponse-r9					UEInformationResponse-r9,
		proximityIndication-r9						ProximityIndication-r9,
		rnReconfigurationComplete-r10				RNReconfigurationComplete-r10,
		mbmsCountingResponse-r10					MBMSCountingResponse-r10,
		interFreqRSTDMeasurementIndication-r10		InterFreqRSTDMeasurementIndication-r10
	},
	messageClassExtension	CHOICE {
		c2							CHOICE {
			ueAssistanceInformation-r11			UEAssistanceInformation-r11,
			inDeviceCoexIndication-r11			InDeviceCoexIndication-r11,
			mbmsInterestIndication-r11			MBMSInterestIndication-r11,
			scgFailureInformation-r12			SCGFailureInformation-r12,
			sidelinkUEInformation-r12			SidelinkUEInformation-r12,
			wlanConnectionStatusReport-r13		WLANConnectionStatusReport-r13,
			rrcConnectionResumeComplete-r13		RRCConnectionResumeComplete-r13,
			ulInformationTransferMRDC-r15		ULInformationTransferMRDC-r15,
			scgFailureInformationNR-r15			SCGFailureInformationNR-r15,
			measReportAppLayer-r15				MeasReportAppLayer-r15,
			failureInformation-r15				FailureInformation-r15,
			spare5 NULL mcgFailureInformation           	MCGFailureInformation, spare4 NULL, spare3 NULL, spare2 NULL, spare1 NULL
		},
		messageClassExtensionFuture-r11	SEQUENCE {}
	}
}

-- ASN1STOP

END OF CHANGES

START OF CHANGES
[bookmark: _Toc12745736][bookmark: _Toc12718198]6.2.2	Message definitions
–	MCGFailureInformation
The MCGFailureInformation message is used to provide information regarding NR MCG failures detected by the UE.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
MCGFailureInformation message
-- ASN1START

MCGFailureInformation ::=                 SEQUENCE {
    criticalExtensions                         CHOICE {
        mcgFailureInformation                     MCGFailureInformation-IEs,
        criticalExtensionsFuture                 SEQUENCE {}
    }
}

MCGFailureInformation-IEs ::=             SEQUENCE {
    failureReportMCG                              FailureReportMCG            OPTIONAL,
    nonCriticalExtension                         SEQUENCE {}                  OPTIONAL
}

[bookmark: _Hlk535235836]FailureReportMCG ::=                       SEQUENCE {
    failureType                                    ENUMERATED {
                                                           t310-Expiry, randomAccessProblem,
                                                           rlc-MaxNumRetx, spare},
    measResultMCG-Failure                       FFS-Value,
    ...
}

-- ASN1STOP

	[bookmark: _Hlk535235867]MCGFailureInformation field descriptions

	measResultMCG-Failure
The field contains the available measurement results the UE is configured to measure. The contents of this field are FFS.




END OF CHANGES


[bookmark: _Toc524434291][bookmark: _Toc524434314][bookmark: _Toc524434348][bookmark: _Toc5272620]START OF CHANGES
6.3.5	Measurement information elements
–	MeasIdleConfig
The IE MeasIdleConfig is used to convey information to UE about measurements requested to be done while in RRC_IDLE.
MeasIdleConfig information element
-- ASN1START

[bookmark: _Hlk522735532]MeasIdleConfigSIB-r15 ::= SEQUENCE {
	measIdleCarrierListEUTRA-r15	EUTRA-CarrierList-r15,
	...,
	[[
	measIdleCarrierListNR-r16		NR-CarrierList-r16				OPTIONAL,	-- Need OR
	]]
}

MeasIdleConfigDedicated-r15 ::= SEQUENCE {
	measIdleCarrierListEUTRA-r15	EUTRA-CarrierList-r15				OPTIONAL,	-- Need OR
	measIdleDuration-r15		ENUMERATED {sec10, sec30, sec60, sec120,
												sec180, sec240, sec300, spare},
	...,
	[[
	measIdleCarrierListNR-r16		NR-CarrierList-r16					OPTIONAL,	-- Need OR
	]]
}

EUTRA-CarrierList-r15 ::= SEQUENCE (SIZE (1..maxFreqIdle-r15)) OF MeasIdleCarrierEUTRA-r15

[bookmark: _Hlk522735614]MeasIdleCarrierEUTRA-r15::=			SEQUENCE {
	carrierFreq-r15						ARFCN-ValueEUTRA-r9,
	allowedMeasBandwidth-r15			AllowedMeasBandwidth,
	validityArea-r15					CellList-r15					OPTIONAL,	-- Need OR
	measCellList-r15					CellList-r15					OPTIONAL,	-- Need OR
	reportQuantities					ENUMERATED {rsrp, rsrq, both},
	qualityThreshold-r15				SEQUENCE {
		idleRSRP-Threshold-r15				RSRP-Range					OPTIONAL,	-- Need OR
		idleRSRQ-Threshold-r15				RSRQ-Range-r13				OPTIONAL	-- Need OR
	}																	OPTIONAL, 	-- Need OP
	...
}

CellList-r15 ::=		SEQUENCE (SIZE (1.. maxCellMeasIdle-r15)) OF PhysCellIdRange

-- ASN1STOP

Editor’s note: Content of NR-CarrierList is FFS
	MeasIdleConfig field descriptions

	allowedMeasBandwidth
If absent, the value corresponding to the downlink bandwidth indicated by the dl-Bandwidth included in MasterInformationBlock of serving cell applies.

	carrierFreq
Indicates the E-UTRA carrier frequency to be used for measurements during IDLE mode.

	measIdleCarrierListEUTRA
Indicates the E-UTRA carriers to be measured during IDLE mode.

	measIdleCarrierListNR
Indicates the NR carriers to be measured during IDLE mode.

	measIdleDuration
Indicates the duration for performing measurements during IDLE mode for measurements assigned via RRCConnectionRelease. Value sec10 correspond to 10 seconds, value sec30 to 30 seconds and so on.

	qualityThreshold
Indicates the quality thresholds for reporting the measured cells for IDLE mode measurements. If absent, PCell and up to maxCellMeasIdle strongest identified cells are considered for idle mode measurement reporting.

	reportQuantities
Indicates which measurment quantities UE is requested to report in the IDLE mode measurement report.

	measCellList
Indicates the list of cells which the UE is requested to measure and report for IDLE mode measurements.

	validityArea
Indicates the list of cells within which UE is requested to do IDLE mode measurements. If the UE reselects to a cell whose physical cell identity does not match any entry in validityArea for the corresponding carrier frequency, the measurements are no longer required.



END OF CHANGES

START OF CHANGES
[bookmark: _Toc12746209]7.1	UE variables
[bookmark: _Toc12746215]–	VarMeasIdleConfig
The UE variable VarMeasIdleConfig includes the configuration of the measurements to be performed by the UE while in RRC_IDLE for E-UTRA and NR inter-frequency measurements. The UE performs logging of these measurements only while in RRC_IDLE or RRC_INACTIVE.
VarMeasIdleConfig UE variable
-- ASN1START

VarMeasIdleConfig-r15 ::=	SEQUENCE {
	measIdleCarrierListEUTRA-r15			EUTRA-CarrierList-r15			OPTIONAL,
	measIdleDuration-r15					ENUMERATED {sec10, sec30, sec60, sec120,
														sec180, sec240, sec300}
}

VarMeasIdleConfig-r16 ::=	SEQUENCE {
	measIdleCarrierListEUTRA-r15			EUTRA-CarrierList-r15			OPTIONAL,
	measIdleCarrierListNR-r16				NR-CarrierList-r16	
	measIdleDuration-r15					ENUMERATED {sec10, sec30, sec60, sec120,
														sec180, sec240, sec300}
}




-- ASN1STOP

END OF CHANGES



Annex (not part of the specification): RAN2 Agreements
This Annex contains the RAN2 agreements on Rel-16 WI for “DC and CA enhancements”. The agreements are provided verbatim for reference.This annex shall be removed once the WI is completed.

RAN2#105

Agreements:
For IDLE/INACTIVE
1. Rel-16 early measurement configuration may contain both NR and LTE configuration, only NR configuration or only LTE configuration, to support various MR-DC and CA scenario. FFS on details.  IDLE mode and INACTIVE mode details will be discussed separately
1. NR early measurement configuration should include NR specific measurement parameters configurations.
1. Available beam and cell level measurement results can be included in early measurement reporting if configured.  


Agreements:
1. The configured SCells (MCG and SCG) can be configured in deactivated or activated state by RRC upon addition or after a handover.  Timing requirements are up to RAN4.  FFS if this applies to resume.   

Agreements
1. MCG failure can be indicated to the network via the SCG. FFS if via SCells. 
2. FFS how the failure is indicated, which SRBs, and which failure case the fast MCG failure recovery.  
3. We will aim to have a unified solution for the failure cases that we want to address. 

RAN2#105bis
Agreement
1	For NR IDLE mode, the LTE rel-15 euCA early measurement reporting solution (i.e. via UEInformationRequest and UEInformationResponse like messages) after connection is setup will be supported.
2	For both LTE and NR, sending full idle mode measurements before security activation shall not be allowed. 
FFS if some measurement information (detail TBD) related to idle mode measurements can be sent before security activation.
3	SMC and SMC complete messages will not be modified to enable the signalling of early measurements.
4	For both LTE and NR, RAN2 confirm that current specification allow that UEInformationRequest (or equivalent message to be specified in NR) can be sent by the network immediate after Security Mode Command without network having to wait for  Security Mode Complete (i.e. similar to sending of Reconfiguration after SMC)
5	For NR INACTIVE mode, the LTE rel-15 euCA early measurement reporting solution (i.e. via UEInformationRequest and UEInformationResponse like messages) after connection is resumed will be supported.
6	Sending early measurement report is network controlled
7	For NR INACTIVE, the network can request early measurement report in RRCResume 
8	For NR INACTIVE, early measurement reporting can be sent in RRCResumeComplete 
FFS Whether agreements 7 and 8 should be applied to LTE RRCConnectionResume and RRCConnectionResumeComplete message.

Agreements
1:	NR early measurements can be configured in both NR RRCRelease message and NR system information. 
FFS: Whether there are differences in the configuration that can be provided by RRCRelease and SI.
2:	Introduce some indication about the cell's early measurement support in NR system information.
3: 	To control the duration of UE performing both IDLE and INACTIVE measurements, a single validity timer (similar to measIdleDuration in LTE euCA) is mandatory indicated only in NR RRCRelease message, i.e. not included in NR SIB.
4:	For both IDLE and INACTIVE early measurements, the following IEs can be optionally configured per NR frequency in both NR RRCRelease message and NR SIB:
-	A list of frequencies and optionally cells (similar to measCellList in LTE euCA) the UE is required to perform early measurements. 
-	A cell quality threshold (similar to qualityThreshold in LTE euCA) the UE is required to report the measurement results only for the cells which met the configured thresholds.
FFS: A validity Area (similar to validityArea in LTE euCA) to indicate the list of cells within which UE is required to perform early measurements. If the UE reselects to a cell outside this list, the early measurements are no longer required (same as timer expiry).
	o	If it is absent, the UE will not have area limitation of early measurements. 
For SSB based measurements:
5:	For both IDLE and INACTIVE early measurements, SSB frequencies to be measured can be located out of sync raster
6: 	For both IDLE and INACTIVE early measurements, RSRP and RSRQ can be configured as cell and beam measurement quantity. 
7: 	For both IDLE and INACTIVE early measurements, the configuration parameters provided per SSB frequency follow the same principles as those provided in SIB2/4 for the purposes of Idle/Inactive mobility. (Details differences can be discussed at stage 3 level)
8: 	As LTE euCA, cell / beam SINR is not introduced as measurement quantity in NR early measurement configuration in Rel-16.
For SSB based beam level measurement configurations:
9	The UE is required to report the beam with the highest measurement quantity
FFS: Whether additional beams can be reported.
10: For both IDLE and INACTIVE early measurements, the UE can be configured with one of the 3 beam reporting types
1)	No beam reporting; 
2)	Only beam identifier 
3)	Both beam identifier and quantity 
FFS: Whether to support CSI-RS based NR early measurements
11: LTE UE in IDLE mode, IDLE with suspended, and INACTIVE can be configured with NR early measurements to support fast setup of (NG)EN-DC (i.e. euCA is extended to support NR measurements). Details are FFS

Agreements for MCG fast recovery:
0	MCG fast recovery targets all MRDC architecture options
1:	When MCG failure occurs, UE follows SCG failure-like procedure:
i.	UE does not trigger RRC connection re-establishment. 
ii.	UE triggers an MCG failure procedure in which a failure information message is transmitted to the network via SCG.
2: 	MCG fast recovery targets the following use cases MCG leg RLF
FFS: Other uses cases. Can consider in future whether the mechanism can be also be applied in the case of other MCG failures. 
3	MCG fast recovery can only be triggered after AS security has been activated and the SRB2 and at least one DRB have been setup 
4	MCG failure indication should include:
i.	Available measurement results of MCG
ii.	MCG link failure cause
iii.	Available measurement results of SCG
iv.	Available measurement results of non-serving cells
5: 	For MCG failure indication, new RRC message in introduced, e.g. MCGFailureInformation.
6: 	SCG leg of the split SRB1 can be used for MCG fast recovery. 
FFS: If configured, SRB3 can be used for MCG fast recovery. Priority is to complete the solution based on split SRB1
7:	New SRB is not introduced for MCG fast recovery.
RAN2#106
Agreements
1:	RAN2 confirms that for both LTE and NR, sending cell RSRP/RSRQ of idle mode measurements before security activation shall not be allowed.
2:	RAN2 confirms that for both LTE and NR, sending cell PCI(s) with good quality and associated frequency of idle mode measurements before security activation shall not be allowed.

Agreement
1	How the UE applies filtering of beam measurements as part of early measurement reporting is left to UE implementation (Up to RAN4 to specify performance requirements for early measurement reporting)
2	The UE can report more than one beam measurement. Network can configure whether it wants to receive more than just the best beam
FFS whether the network can configure max number of beams and a threshold above which beams are reported

Agreements
1	The early measurement configuration can be different between that in RRCRelease and in SIB. If the UE receives the early measurement configuration from RRCRelease, this overrides the early measurement configuration provided in SIB (if any).
FFS: Whether some other measurement related configuration in SI (e.g. smtc) outside of the early measurement configuration can still be used.
2	A single early measurement configuration is provided in SI for idle and inactive
FFS: Whether the early measurement configuration can be kept when the UE receives the Release (to Inactive to Idle) in response to Resume Request.
3	L3 filtering is not applied to early measurement reporting
4	The UE performs the idle measurement for the frequencies in configured frequency list only when the UE support CA or MR-DC between the frequency and the serving frequency.
FFS Whether the network can provide information on support of CA/DC between frequencies to assist the UE to determine which frequencies to provide measurement for.
6	If UE reselects to a cell that does not support early measurements (as indicated by absence of an indicator in SI), the validity timer keeps running, but the UE is not required to performs measurements while camped on that cell (same as LTE euCA)

Agreement
1	SCell dormant state like LTE euCA will not be introduced in NR. 
2	‘dormancy’ behaviour will be studied as a solution for fast return to SCell utilisation for data transfer. The 'dormancy' behaviour implies that the UE stops monitoring PDCCH but continues other activities such as CSI measurements, AGC and beam management. RAN1/4 input required on feasibility and benefit.

1	Temporary RS resources at SCell activation will be studied as a solution for  fast SCell activation. RAN1/4 input required on feasibility and benefit.

Agreements
1: Fast MCG recovery is not supported in case (intra and inter-RAT) handover failure
2: Fast MCG recovery is not supported in case of integrity check failure
3: Fast MCG recovery is not supported in case of RRC connection reconfiguration failure

Agreements 
FFS Whether a guard timer is needed for the MCG failure indication message
1	Once the MCG failure indication is triggered, the UE shall:
-	transmit the MCG failure indication;
−	suspend MCG transmission for all SRBs and DRBs;
−	reset MCG-MAC;
−	maintain the current measurement configurations from both the MN and the SN, and continue measurements based on configuration from the MN and the SN if possible.
FFS whether switch the primaryPath to SCG is needed

2	If SCG failure is detected while MCG is suspended then initiate RRC re-establishment procedure 

3	Upon receiving the MCG failure indication, the MN sends reconfiguration with sync or RRC Release to the UE via SRB1.

4	Upon reception of reconfig with sync the UE resumes MCG transmission if suspended
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