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	Reason for change:
	For SIB2
First, the condition for applying the additional specturum emission is that the frequencyBandList is present in SIB2. But the actual condition should be that the selected band is within the frequencyBandList. 

Second, for the parameter for supplementary uplink, it should be under the condition that the UE satisfies the condition for normal band selection. So it should be one level below the condition that is mentioned above. Based on this, the original condition for frequencyBandListSUL is removed and another paragrpah is specified for SUL. 
For SIB4
First, it needs to be clarified that the frequency band selected should be in frequencyBandList.
Second, similar to the case in SIB2, another paragraph is given for the parameters for SUL. 

	
	

	Summary of change:
	1/ For SIB2, correct the condition that the selected band should be within freqyencyBandList in SIB2;
2/ For SIB2, add another paragraph for UE applying the parameters for SUL under the normal procedure without SUL;
3/ For SIB4 in the normal band selection, it should be clarified that the band is selected from frequencyBandList
4/ For SIB4, Add another paragraph for the applying the parameters for SUL, similar to the case of SIB2

Impact analysis
Impacted 5G architecture options:
Standalone, NE-DC, NR-DC

Impacted functionality:
Action upon repcetion of SIB2, Action upon reception of SIB4

Inter-operability:
 No inter-opeartbility issue is forseen.

	
	

	Consequences if not approved:
	The UE is unable to acquire the correct configuration for cell selection/reselection when SUL is configured. 
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====================================FIRST CHANGE====================================
[bookmark: _Toc12717960]5.2.2.4.3	Actions upon reception of SIB2
Upon receiving SIB2, the UE shall:
1>	if in RRC_IDLE or in RRC_INACTIVE or in RRC_CONNECTED while T311 is running:
2>	if, for the frequency band selected by the UE (from the procedure in clause 5.2.2.4.2) to represent the serving cell′s carrier frequency, the selected band is present in the frequencyBandList is present in SIB2, the frequencyBandListSUL is present in SIB2 for supplementary uplink, if configured, and the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList within the frequencyBandList:
3>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList;
3>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList:
4>	apply the additionalPmax;
3>	else:
4>	apply the p-Max;
3>	if the UE selects a frequency band (from the procedure in clause 5.2.2.4.2) for the supplementary uplink:
4> if, for the frequency band selected by the UE, the selected band is in frequencyBandListSUL in SIB2 and the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList within the frequencyBandListSUL:
5>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandListSUL;
5>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxListSUL:
6>	apply the additionalPmax;
5>	else:
6>	apply the p-Max;
4>	else:
5>	apply the p-Max.
2>	else:
3>	apply the p-Max;
===================================SECOND CHANGE===================================
[bookmark: _Toc12717962]5.2.2.4.5	Actions upon reception of SIB4
Upon receiving SIB4 the UE shall:
1>	if in RRC_IDLE, or in RRC_INACTIVE or in RRC_CONNECTED while T311 is running:
2>	for each entry in the interFreqCarrierFreqList:
3>	select the first frequency band in the frequencyBandList, and frequencyBandListSUL, if present, which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in NR-NS-PmaxList, if present:
3>	if, the frequency band selected by the UE in frequencyBandList to represent a non-serving NR carrier frequency is not a downlink only band:
4>	if, for the selected frequency band, the frequencyBandListSUL is present in SIB4 for supplementary uplink, if configured, and the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList within the frequencyBandList:
5>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList;
5>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList:
6>	apply the additionalPmax;
5>	else:
6>	apply the p-Max;
5>	if frequencyBandListSUL is present in SIB4 and, for the frequency band selected in frequencyBandListSUL, the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList within FrequencyBandListSUL:
6>	apply the first listed additionalSpectrumEmission which it supports among the values inlcuded in NR-NS-PmaxList within frequencyBandListSUL;
6>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList:
7>	apply the additionalPmax;
6>	else:
7>	apply the p-Max;
5>	else:
6>	apply the p-Max;
4>	else:
5>	apply the p-Max;
====================================END OF CHANGES==================================
