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1. Overall Description:
RAN2 have discussed the handling of UE capability ID in relation to the filter sent by the network.  In NR, all capability requests are currently filtered (the network provides the list of frequency bands in which it is interested, in order to limit the signalled capability size).  In LTE the use of a filter is optional.
RAN2 understand that SA2 have a requirement for the UE to maintain at least the last 16 PLMN-assigned IDs.  RAN2 appreciate that SA2’s intention is to optimise for the case of a single PLMN-wide filter, but also understand that the case of multiple filters in different regions of the PLMN is supported.  Within a single PLMN, this could mean that different IDs are assigned in relation to the UE capability corresponding to different filters, and the UE would be expected to retain them.
However, the current RAN2 understanding is also that when the UE capability ID is sent to the network as part of the registration procedure, the UE always provides the most recently assigned capability ID for the serving PLMN (that comports with the current UE radio configuration).  In case the UE holds multiple IDs for the serving PLMN, e.g. corresponding to different filters, it seems to follow that only the most recently assigned ID will be sent, and the other previously assigned IDs from the same PLMN are required to be stored in the UE but are never used.
With this in mind, RAN2 wonder if SA2 see value in providing a requested filter from the network to the UE before the transfer of the UE capability ID, either in NAS or RRC signalling, so that the UE can select a capability ID that matches the filter.  If the answer is no, RAN2 would further like to inquire if the retention of multiple PLMN-assigned capability IDs is intended only for use with different PLMNs, i.e., is the UE expected to retain up to 16 IDs from different PLMNs but free to retain only one from a given PLMN?

2. Actions:
To SA2:
ACTION: 	RAN2 respectfully ask SA2 to answer the following questions:
· Q1: Do SA2 see value in providing a requested filter from the network to the UE before the transfer of the UE capability ID? If yes, should this be done in NAS or AS?
· Q2: If the answer to Q1 is no, does the requirement for the UE to retain multiple PLMN-assigned capability IDs apply only to IDs assigned by different PLMNs?

3. Date of Next TSG-RAN WG2 Meetings:
RAN2#107bis		14-18 October 2019			Chongqing, CN
RAN2#108		18-22 November 2019			Reno, Nevada, US
