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1
Introduction

This contribution shares a TP to capture number of UEs.
Text proposal for TS 38.314
4
Layer 2 measurements

4.1
NR measurements performed by the gNB
4.x.x
Performance measurements valid for all gNB deployment scenarios
4.x.x.x
Number of UEs
4.x.x.x
New definition for Number of active UEs

Protocol Layer: PDCP/RLC/MAC
	Definition
	Number of active UEs. This measurement refers to UEs for which there is buffered data for the UL for DRBs, or there is buffered data for the DL for DRBs, or both.
Detailed Definition:
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where

explanations can be found in the table x.x below.


Table x.x
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	Number of Active UEs, averaged during time period 
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. Unit: Integer.
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	Number of UEs for which there is buffered data for the UL or for the DL or for both in MAC, RLC or PDCP protocol layers at sampling occasion 
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.
For UL, This is a gNB estimation that is expected to be based on Buffer Status Reporting, provided semi-persistent grants  and progress of ongoing HARQ transmissions (by including buffered data for which HARQ transmission has not yet terminated in buffered data). In addition, the gNB can use the analysis of received data in the estimation. 

For DL, in RLC and PDCP layers, buffered data corresponds to data available for transmission according to the definitions in TS 38.322 and TS 38.323. Buffered data includes data for which HARQ transmission has not yet terminated.

	
[image: image6.wmf]i


	Sampling occasion during time period
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. A sampling occasion shall occur once every 
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 seconds.
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	Sampling period length. Unit: second. The sampling period shall be at most 0.1 s. 
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	Total number of sampling occasions during time period  
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. 
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	Time Period during which the measurement is performed, Unit: second.


4.x.x.x
New definition for Number of UEs in RRC_INACTIVE state

Protocol Layer: RRC
	Definition
	Number of UEs in RRC_INACTIVE state. This measurement refers to UEs for which there is context stored inside the gNB and the RRC connection is suspended. 

Detailed Definition:
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where

explanations can be found in the table x.x below.


Table x.x
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	Number of UEs in RRC_INACTIVE state, averaged during time period 
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. Unit: Integer.
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	Number of UEs for which there is context stored inside the gNB and the RRC connection is suspended at sampling occasion 
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.
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	Sampling occasion during time period
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. A sampling occasion shall occur once every 
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 seconds.
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	Sampling period length. Unit: second. The sampling period shall be at most 0.1 s. 
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	Total number of sampling occasions during time period  
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. 
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	Time Period during which the measurement is performed, Unit: second.


4.2
NR measurements performed by the UE
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