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Introduction
In this document we provide a text proposal for 38.331 [4] implementing the proposals in [1], [2], [3].

Text Proposal

6.3.1
System information blocks

–
SIB2

SIB2 contains cell re-selection information common for intra-frequency, inter-frequency and/or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.
SIB2 information element
-- ASN1START

-- TAG-SIB2-START

SIB2 ::=                            SEQUENCE {

    cellReselectionInfoCommon           SEQUENCE {

        nrofSS-BlocksToAverage              INTEGER (2..maxNrofSS-BlocksToAverage)          OPTIONAL,       -- Need S
        absThreshSS-BlocksConsolidation     ThresholdNR                                     OPTIONAL,       -- Need S
        rangeToBestCell                     RangeToBestCell                                 OPTIONAL,       -- Need R

        q-Hyst                              ENUMERATED {

                                                dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,

                                                dB12, dB14, dB16, dB18, dB20, dB22, dB24},

        speedStateReselectionPars           SEQUENCE {

            mobilityStateParameters             MobilityStateParameters,

            q-HystSF                        SEQUENCE {

                sf-Medium                       ENUMERATED {dB-6, dB-4, dB-2, dB0},

                sf-High                         ENUMERATED {dB-6, dB-4, dB-2, dB0}

            }

        }                                                                                   OPTIONAL,       -- Need R

    ...

    },

    cellReselectionServingFreqInfo      SEQUENCE {

        s-NonIntraSearchP                   ReselectionThreshold                            OPTIONAL,       -- Need S
        s-NonIntraSearchQ                   ReselectionThresholdQ                           OPTIONAL,       -- Need S
        threshServingLowP                   ReselectionThreshold,

        threshServingLowQ                   ReselectionThresholdQ                           OPTIONAL,       -- Need R

        cellReselectionPriority             CellReselectionPriority,

        cellReselectionSubPriority          CellReselectionSubPriority                      OPTIONAL,       -- Need R

        ...

    },

    intraFreqCellReselectionInfo        SEQUENCE {

        q-RxLevMin                          Q-RxLevMin,

        q-RxLevMinSUL                       Q-RxLevMin                                      OPTIONAL,       -- Need R

        q-QualMin                           Q-QualMin                                       OPTIONAL,       -- Need S

        s-IntraSearchP                      ReselectionThreshold,

        s-IntraSearchQ                      ReselectionThresholdQ                           OPTIONAL,       -- Need S
        t-ReselectionNR                     T-Reselection,

        frequencyBandList                   MultiFrequencyBandListNR-SIB                    OPTIONAL,       -- Need S
        frequencyBandListSUL                MultiFrequencyBandListNR-SIB                    OPTIONAL,       -- Need R

        p-Max                               P-Max                                           OPTIONAL,       -- Need R

        smtc                                SSB-MTC                                         OPTIONAL,       -- Need R

        ss-RSSI-Measurement                 SS-RSSI-Measurement                             OPTIONAL,       -- Need R

        ssb-ToMeasure                       SSB-ToMeasure                                   OPTIONAL,       -- Need R

        deriveSSB-IndexFromCell             BOOLEAN,

        ...,

        [[

        t-ReselectionNR-SF                  SpeedStateScaleFactors                          OPTIONAL        -- Need N

        ]],


[[


        relaxedMonitoringReselectionPars           SEQUENCE {





s-SearchDeltaP-r16




ENUMERATED {dB3, dB6, dB9, dB12} OPTIONAL,       -- Need R




t-SearchDeltaP-r16




ENUMERATED {s1, s2, s4, s8, s16, s32, s64, s128} OPTIONAL,       -- Need R


       
s-SearchThresholdServingP        ReselectionThreshold OPTIONAL,       -- Need R
        

s-SearchThresholdServingQ        ReselectionThresholdQ OPTIONAL,      -- Need R


       
s-SearchThresholdNeighbourP      ReselectionThreshold OPTIONAL,       -- Need R

        

s-SearchThresholdNeighbourQ      ReselectionThresholdQ OPTIONAL       -- Need R


        }                                                                                   OPTIONAL,       -- Need R

    
]]
    },

    ...

}

RangeToBestCell    ::= Q-OffsetRange

-- TAG-SIB2-STOP

-- ASN1STOP

	SIB2 field descriptions

	absThreshSS-BlocksConsolidation
Threshold for consolidation of L1 measurements per RS index. If the field is absent, the UE uses the measurement quantity as specified in TS 38.304 [20].

	cellReselectionInfoCommon

Cell re-selection information common for intra-frequency, inter-frequency and/ or inter-RAT cell re-selection. The fields absThreshSS-BlocksConsolidation and nrofSS-BlocksToAverage are only applied to intra-frequency cell reselection.

	cellReselectionServingFreqInfo

Information common for non-intra-frequency cell re-selection i.e. cell re-selection to inter-frequency and inter-RAT cells.

	deriveSSB-IndexFromCell

This field indicates whether the UE can utilize serving cell timing to derive the index of SS block transmitted by neighbour cell. If this field is set to true, the UE assumes SFN and frame boundary alignment across cells on the serving frequency as specified in TS 38.133 [14].

	frequencyBandList

Indicates the list of frequency bands for which the NR cell reselection parameters apply. The UE behaviour in case the field is absent is described in subclause 5.2.2.4.3.

	intraFreqCellReselectionInfo

Cell re-selection information common for intra-frequency cells.

	nrofSS-BlocksToAverage
Number of SS blocks to average for cell measurement derivation. If the field is absent the UE uses the measurement quantity as specified in TS 38.304 [20].

	p-Max

Value in dBm applicable for the intra-frequency neighbouring NR cells. If absent the UE applies the maximum power according to TS 38.101-1 [15]. 

	q-Hyst

Parameter "Qhyst" in TS 38.304 [20], Value in dB. Value dB1 corresponds to 1 dB, dB2 corresponds to 2 dB and so on.

	q-HystSF

Parameter "Speed dependent ScalingFactor for Qhyst" in TS 38.304 [20]. The sf-Medium and sf-High concern the additional hysteresis to be applied, in Medium and High Mobility state respectively, to Qhyst as defined in TS 38.304 [20]. In dB. Value dB-6 corresponds to -6dB, dB-4 corresponds to -4dB and so on.

	q-QualMin

Parameter "Qqualmin" in TS 38.304 [20], applicable for intra-frequency neighbour cells. If the field is absent, the UE applies the (default) value of negative infinity for Qqualmin.  

	q-RxLevMin

Parameter "Qrxlevmin" in TS 38.304 [20], applicable for intra-frequency neighbour cells.

	q-RxLevMinSUL

Parameter "Qrxlevmin" in TS 38.304 [20], applicable for intra-frequency neighbour cells.

	rangeToBestCell

Parameter "rangeToBestCell" in TS 38.304 [20]. The network configures only non-negative (in dB) values.

	s-IntraSearchP

Parameter "SIntraSearchP" in TS 38.304 [20].

	s-IntraSearchQ

Parameter "SIntraSearchQ2 in TS 38.304 [20]. If the field is absent, the UE applies the (default) value of 0 dB for SIntraSearchQ.

	s-NonIntraSearchP

Parameter "SnonIntraSearchP" in TS 38.304 [20]. If this field is absent, the UE applies the (default) value of infinity for SnonIntraSearchP.

	s-SearchDeltaP

Parameter "SSearchDeltaP" in TS 38.304 [20]. Value dB3 corresponds to 3 dB, dB6 corresponds to 6 dB and so on. FFS: Range

	s-SearchThresholdServingP

Parameter "SSearchThresholdServingP" in TS 38.304 [20].

	s-SearchThresholdServingQ
Parameter "SSearchThresholdServingQ" in TS 38.304 [20].

	s-SearchThresholdNeighbourP

Parameter "SSearchThresholdServingP" in TS 38.304 [20]. FFS whether to provide only a single value or per cell or carrier.

	s-SearchThresholdNeighbourQ
Parameter "SSearchThresholdServingQ" in TS 38.304 [20]. FFS whether to provide only a single value or per cell or carrier.

	s-NonIntraSearchQ

Parameter "SnonIntraSearchQ" in TS 38.304 [20]. If the field is absent, the UE applies the (default) value of 0 dB for SnonIntraSearchQ.

	Smtc

Measurement timing configuration for intra-frequency measurement. If this field is absent, the UE assumes that SSB periodicity is 5 ms for the intra-frequnecy cells.

	ssb-ToMeasure

The set of SS blocks to be measured within the SMTC measurement duration (see TS 38.215 [9]). When the field is absent the UE measures on all SS-blocks.

	t-ReselectionNR

Parameter "TreselectionNR" in TS 38.304 [20].

	t-ReselectionNR-SF

Parameter "Speed dependent ScalingFactor for TreselectionNR" in TS 38.304 [20]. If the field is absent, the UE behaviour is specified in TS 38.304 [20].

	t-SearchDeltaP

Parameter "TSearchDeltaP" in TS 38.304 [20]. Value s1 corresponds to 1 second, s2 corresponds to 2 seconds and so on. FFS range.

	threshServingLowP

Parameter "ThreshServing, LowP" in TS 38.304 [20].

	threshServingLowQ

Parameter "ThreshServing, LowQ" in TS 38.304 [20].
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