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1. Overall Description:

At RAN2#107b, RAN2 discussed the LS. After checking section 4.3 
Management based activation in LTE in TS 28.405, RAN2 has the following observations:
Observation 1: Since QMC is only for Ues in RRC connected mode, QoE reference and UE Request Session ID may not be needed to be sent to the UE.

Observation 2: The streaming indication may need for some clarifications from SA5. Currently there is no such indication for legacy QMC.

Observation 3: For the last two steps, i.e. MeasurementReport from UE AS to eNB, and Report from eNB to MCE, there is no QoE report. Currently the UE can send measReportAppLayerContainer-r15 and serviceType to eNB, and then eNB can forward them to OAM.
Note: the following terminologies are used:
- legacy QMC: the existing LTE QMC (has been defined in Rel-15 specifications)

- new QMC: has been captured in TS 28.405

For observation 1, it may be good if SA5 can clarify why the UE should get both parameters.

For observation 2, it may be good if SA5 can clarify the use case, motivation and frequencies.

For observation 3, it may be good if SA5 can clarify why there is no QoE report in Figure 4.3.1-1 in section 4.3.1

2. Actions:

To SA5:
RAN2 kindly asks SA5 to take the above information into account and provides feedbacks if any.

3. Date of Next RAN2 Meetings:

RAN2 Meeting #108

18 Nov – 22 Nov


Reno, USA
RAN2 Meeting #109

24 Feb – 28 Feb


Athens, GR
