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Start of changes
6.3.2
Radio resource control information elements
**** ignore non-related part****

–
QuantityConfig

The IE QuantityConfig specifies the measurement quantities and layer 3 filtering coefficients for NR and inter-RAT measurements.
QuantityConfig information element

-- ASN1START

-- TAG-QUANTITYCONFIG-START

QuantityConfig ::=                  SEQUENCE {

    quantityConfigNR-List               SEQUENCE (SIZE (1..maxNrofQuantityConfig)) OF QuantityConfigNR          OPTIONAL,   -- Need M

    ...,

    [[

    quantityConfigEUTRA                 FilterConfig                                                            OPTIONAL    -- Need M

    ]],
    [[

    quantityConfigUTRA-r16              QuantityConfigUTRA-r16    OPTIONAL    -- Need M
    ]]
}

QuantityConfigNR::=                 SEQUENCE {

    quantityConfigCell                  QuantityConfigRS,

    quantityConfigRS-Index              QuantityConfigRS                                                        OPTIONAL    -- Need M

}

QuantityConfigRS ::=                SEQUENCE {

    ssb-FilterConfig                    FilterConfig,

    csi-RS-FilterConfig                 FilterConfig

}

FilterConfig ::=                    SEQUENCE {

    filterCoefficientRSRP               FilterCoefficient                                       DEFAULT fc4,

    filterCoefficientRSRQ               FilterCoefficient                                       DEFAULT fc4,

    filterCoefficientRS-SINR            FilterCoefficient                                       DEFAULT fc4

}

QuantityConfigUTRA-r16 ::=          SEQUENCE {


    filterCoefficientRSCP-r16           FilterCoefficient                  DEFAULT fc4,
    filterCoefficientEcN0-r16           FilterCoefficient                  DEFAULT fc4
}

-- TAG-QUANTITYCONFIG-STOP

-- ASN1STOP

	QuantityConfigNR field descriptions

	quantityConfigCell
Specifies L3 filter configurations for cell measurement results for the configurable RS Types (e.g. SS/PBCH block and CSI-RS) and the configurable measurement quantities (e.g. RSRP, RSRQ and SINR).

	quantityConfigRS-Index
Specifies L3 filter configurations for measurement results per RS index for the configurable RS Types (e.g. SS/PBCH block and CSI-RS) and the configurable measurement quantities (e.g. RSRP, RSRQ and SINR).


	QuantityConfigRS field descriptions

	csi-RS-FilterConfig
CSI-RS based L3 filter configurations:

Specifies L3 filter configurations for CSI-RSRP, CSI-RSRQ and CSI-SINR measurement results from the L1 filter(s), as defined in TS 38.215 [9].

	ssb-FilterConfig
SS Block based L3 filter configurations:

Specifies L3 filter configurations for SS-RSRP, SS-RSRQ and SS-SINR measurement results from the L1 filter(s), as defined in TS 38.215 [9].


	QuantityConfigUTRA field descriptions

	


	


	filterCoefficientRSCP

Specifies L3 filter coefficient for UTRAN CPICH-RSCP measuement results from L1 filter(s). 

	filterCoefficientEcN0
Specifies L3 filter coefficient for UTRAN CPICH-EcN0 measuement results from L1 filter(s).



Next change
–
ReportConfigInterRAT

The IE ReportConfigInterRAT specifies criteria for triggering of an inter-RAT measurement reporting event. The inter-RAT measurement reporting events for E-UTRA are labelled BN with N equal to 1, 2 and so on.
Event B1:
Neighbour becomes better than absolute threshold;

Event B2:
PCell becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2;

ReportConfigInterRAT information element

-- ASN1START

-- TAG-REPORTCONFIGINTERRAT-START

ReportConfigInterRAT ::=                    SEQUENCE {

    reportType                                  CHOICE {

        periodical                                  PeriodicalReportConfigInterRAT,

        eventTriggered                              EventTriggerConfigInterRAT,

        reportCGI                                   ReportCGI-EUTRA,

        ...

    }

}























ReportCGI-EUTRA ::=                         SEQUENCE {

    cellForWhichToReportCGI         EUTRA-PhysCellId,

    ...

}

EventTriggerConfigInterRAT ::=              SEQUENCE {

    eventId                                     CHOICE {

        eventB1                                     SEQUENCE {

            b1-ThresholdEUTRA                           MeasTriggerQuantityEUTRA,

            reportOnLeave                               BOOLEAN,

            hysteresis                                  Hysteresis,

            timeToTrigger                               TimeToTrigger,

            ...

        },

        eventB2                                     SEQUENCE {

            b2-Threshold1                               MeasTriggerQuantity,

            b2-Threshold2EUTRA                          MeasTriggerQuantityEUTRA,

            reportOnLeave                               BOOLEAN,

            hysteresis                                  Hysteresis,

            timeToTrigger                               TimeToTrigger,

            ...

        },

        ...,
        eventB1-UTRA-r16                             SEQUENCE {

            b1-ThresholdUTRA-r16                        MeasTriggerQuantityUTRA-r16,

            reportOnLeave-r16                           BOOLEAN,

            hysteresis-r16                              Hysteresis,

            timeToTrigger-r16                           TimeToTrigger,

            ...

        }

        eventB2-UTRA-r16                             SEQUENCE {

            b2-Threshold1-r16                           MeasTriggerQuantity,

            b2-Threshold2UTRA-r16                       MeasTriggerQuantityUTRA-r16,

            reportOnLeave-r16                           BOOLEAN,

            hysteresis-r16                              Hysteresis,

            timeToTrigger-r16                           TimeToTrigger,

            ...

        }
    },

    rsType                              NR-RS-Type,

    reportInterval                      ReportInterval,

    reportAmount                        ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

    reportQuantity                      MeasReportQuantity,

    maxReportCells                      INTEGER (1..maxCellReport),

    ...,
    [[

    reportQuantityUTRA-r16              MeasReportQuantityUTRA-r16         OPTIONAL   -- Need R
    ]]
}

PeriodicalReportConfigInterRAT ::=              SEQUENCE {

    reportInterval                                  ReportInterval,

    reportAmount                                    ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

    reportQuantity                                  MeasReportQuantity,

    maxReportCells                                  INTEGER (1..maxCellReport),

    ...,
    [[

    reportQuantityUTRA-r16                          MeasReportQuantityUTRA-r16         OPTIONAL   -- Need R
    ]]
}

MeasTriggerQuantityEUTRA::=                         CHOICE {

    rsrp                                        RSRP-RangeEUTRA,

    rsrq                                        RSRQ-RangeEUTRA,

    sinr                                        SINR-RangeEUTRA

}

RSRP-RangeEUTRA ::=                 INTEGER (0..97)

RSRQ-RangeEUTRA ::=                 INTEGER (0..34)

SINR-RangeEUTRA ::=                 INTEGER (0..127)

MeasTriggerQuantityUTRA-r16 ::=                CHOICE{

    utra-RSCP-r16                            INTEGER (-5..91),

    utra-EcN0-r16                            INTEGER (0..49)

}

MeasReportQuantityUTRA-r16 ::=            SEQUENCE {

    cpich-RSCP                                BOOLEAN,

    cpich-EcN0                                BOOLEAN

}
-- TAG-REPORTCONFIGINTERRAT-STOP

-- ASN1STOP

	ReportConfigInterRAT field descriptions

	reportType

Type of the configured measurement report. In EN-DC, network does not configure report of type ReportCGI-EUTRA.


	EventTriggerConfigInterRAT field descriptions

	b2-Threshold1

NR threshold to be used in inter RAT measurement report triggering condition for event B2.

	bN-ThresholdEUTRA

E-UTRA threshold value associated with the selected trigger quantity (RSRP, RSRQ, SINR) to be used in inter RAT measurement report triggering condition for event number bN. In the same eventB2, the network configures the same CHOICE name for the MeasTriggerQuantity of the b2-Threshold1 and for the MeasTriggerQuantityEUTRA of the b2-Threshold2EUTRA.

	eventId

Choice of inter RAT event triggered reporting criteria.

	maxReportCells

Max number of non-serving cells to include in the measurement report.

	reportAmount

Number of measurement reports applicable for eventTriggered as well as for periodical report types

	reportOnLeave

Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1.

	reportQuantity, reportQuantityUTRA
The cell measurement quantities to be included in the measurement report. In case reportQuantityUTRA is included (e.g. eventId is set to eventB1-UTRA or eventB2-UTRA), all the sub fields in reportQuantity should be set to False.

	timeToTrigger

Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	b1-ThresholdUTRA, b2-Threshold2UTRA

utra-RSCP corresponds to CPICH_RSCP in TS 25.133 [zz] for FDD. utra-EcN0 corresponds to CPICH_Ec/No in TS 25.133 [zz] for FDD.

For utra-RSCP: The actual value is field value – 115 dBm.

For utra-EcN0: The actual value is (field value – 49)/2 dB.


	MeasTriggerQuantityEUTRA field descriptions

	EUTRA-RSRP

Corresponds to RSRP-Range in TS 36.331 [10].

	EUTRA-RSRQ

Corresponds to RSRQ-Range in TS 36.331 [10].

	EUTRA-SINR

Corresponds to RS-SINR-Range in TS 36.331 [10].


	PeriodicalReportConfigInterRAT field descriptions

	maxReportCells

Max number of non-serving cells to include in the measurement report.

	reportAmount

Number of measurement reports applicable for eventTriggered as well as for periodical report types

	reportQuantityCell

The cell measurement quantities to be included in the measurement report.



Next change
–
UTRA-Q-OffsetRange
The IE UTRA-Q-OffsetRange is used to indicate a frequency specific offset to be applied when evaluating triggering conditions for measurement reporting. The value in dB. Value dB-24 corresponds to -24 dB, value dB-22 corresponds to -22 dB and so on.

UTRA-Q-OffsetRange information element

-- ASN1START

-- TAG-UTRA-Q-OFFSETRANGE-START

UTRA-Q-OffsetRange-r16 ::=                      ENUMERATED {

                                                dB-24, dB-22, dB-20, dB-18, dB-16, dB-14,

                                                dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3,

                                                dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5,

                                                dB6, dB8, dB10, dB12, dB14, dB16, dB18,

                                                dB20, dB22, dB24}
-- TAG-UTRA-Q-OFFSETRANGE-STOP

-- ASN1STOP


End of changes

