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Introduction
When both FR1 and FR2 cells are configured through Carrier Aggregation (CA) then all the cells share the same cDRX configuration and operation. This is inefficient for the FR2 cells that consume more power compared to the FR1 cells when running idle. The power consumption of FR1+FR2 CA compared to the power consumption of EN-DC (or DC) is significantly higher due to a common cDRX configuration for a typical Day-of-Use (DoU) use case. The FR2 power consumption is a concern for the battery lifetime in NR. A cDRX enhancement is proposed, which improves the FR2 power consumption, but limits the additional scheduling complexity impact on the NW. 
[bookmark: _Toc242573354]Background
RAN plenary did not reach consensus on cDRX enhancements for REL-16 [1, 2]. No changes to the NR UE power saving WID were agreed [3]. 
Discussion
Cell individual cDRX configuration and operations have been discussed in different releases for different features. But from a NW scheduling perspective it is complex when cells need to be scheduled at different (random) times. A common DRX operation of all the serving cells is preferred from a NW scheduling perspective:
Observation: To limit the impact on the NW scheduling complexity a common DRX operation should be retained as much as possible.
A common DRX operation is retained to a great extend when:
1. Cells become available for scheduling at the same time
2. A second group of cells may stop monitoring PDCCH earlier compared to the other cells
The scheduling complexity impact is limited when only a second group of cells (e.g. FR2 cells) goes to sleep earlier, and thus can reduce power consumption. FR2 cells operate with a different numerology compared to FR1, therefore the OnDuration can be shorter compared to FR1, while providing the same number of PDDCCH occasions. Given the (much) higher power consumption to monitor PDCCH in FR2, a shorter (more aggressive) drx-InactivityTimer in FR2 is motivated. From power saving analysis it appears that PDCCH monitoring may consume up to 50% of the total consumption, i.e. reducing the PDCCH monitoring is significant for the overall UE power consumption [4].  
When individual cells would be available for scheduling at different times this would have great impact on the scheduling complexity. A DRX operation, following rule 1 and 2 above, is exemplified in the figure below: 
[image: ]
The OnDuration of all the cells starts at the same time, but a drx-InactivityTimer2 and a drx-onDurationTimer2 allows some cells (e.g. FR2 cells) to sleep earlier: 
Proposal: A second group of serving cells can be configured with a different DRX inactivity timer and DRX on duration timer with CA in REL-16 in NR.
Please find draft Text Proposals to 38.331 and 38.321 in the Appendix to clarify the proposal further, and to serve as a potential baseline for future stage 3 work.  It is noted that the FR1 and FR2 cells start the OnDuration at the same time, however the FR1 cells can be in ShortDRXCycle, while the FR2 cells can be in LongDRXCycle, i.e. the DRX cycle states in FR1 and FR2 are independent.  
The cDRX operation with drx-InactivityTimer2 and a drx-onDurationTimer2 is assumed to be an optional feature for the UE. 
[bookmark: _Toc242573360]Summary
[bookmark: _Toc242573361]RAN2 is kindly asked to discuss dual cDRX operation in REL-16 in NR to improve the power consumption when both FR1 and FR2 cells are configured with CA: 
Proposal: A second group of serving cells can be configured with a different DRX inactivity timer and DRX on duration timer with CA in REL-16 in NR.
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[bookmark: _Hlk20507904]<Start of modified section>
[bookmark: _Toc5722113]5.7	Discontinuous Reception (DRX)
The MAC entity may be configured by RRC with a DRX functionality that controls the UE's PDCCH monitoring activity for the MAC entity's C-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, and TPC-SRS-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other subclauses of this specification. When in RRC_CONNECTED, if DRX is configured, for all the activated Serving Cells, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this subclause; otherwise the MAC entity shall monitor the PDCCH as specified in TS 38.213 [6].
Activated Serving Cells can be configured by RRC in two groups. Each group of serving cells, which is called a DRX group, can be configured by RRC 
RRC controls DRX operation by configuringwith the followingits own set of parameters that control its DRX operation:
-	drx-onDurationTimer: the duration at the beginning of a DRX Cycle;
-	drx-SlotOffset: the delay before starting the drx-onDurationTimer;
-	drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates a new UL or DL transmission for the MAC entity;
-	drx-RetransmissionTimerDL (per DL HARQ process except for the broadcast process): the maximum duration until a DL retransmission is received;
-	drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;
-	drx-LongCycleStartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX Cycle starts;
-	drx-ShortCycle (optional): the Short DRX cycle;
-	drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;
-	drx-HARQ-RTT-TimerDL (per DL HARQ process except for the broadcast process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;
-	drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity.
Two DRX groups share the following parameters:
-	drx-SlotOffset: the delay before starting the drx-onDurationTimer;
-	drx-LongCycleStartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX Cycle starts.
-	drx-RetransmissionTimerDL (per DL HARQ process except for the broadcast process): the maximum duration until a DL retransmission is received;
-	drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;
-	drx-HARQ-RTT-TimerDL (per DL HARQ process except for the broadcast process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;
-	drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity.
When a DRX cycle is configured, the Active Time for serving cells in a DRX group includes the time while:
-	drx-onDurationTimer or drx-InactivityTimer configured for the DRX group is running; or \
-	drx-RetransmissionTimerDL or drx-RetransmissionTimerUL is running on any serving cell in the DRX group; or 
-	ra-ContentionResolutionTimer (as described in subclause 5.1.5) is running; or
-	a Scheduling Request is sent on PUCCH and is pending (as described in subclause 5.4.4); or
-	a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the Random Access Preamble not selected by the MAC entity among the contention-based Random Access Preamble (as described in subclause 5.1.4).
When DRX is configuredFor each DRX group, the MAC entity shall:
1>	if a MAC PDU is received in a configured downlink assignment:
2>	start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;
2>	stop the drx-RetransmissionTimerDL for the corresponding HARQ process.
1>	if a MAC PDU is transmitted in a configured uplink grant:
2>	start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;
2>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
1>	if a drx-HARQ-RTT-TimerDL expires:
2>	if the data of the corresponding HARQ process was not successfully decoded:
3>	start the drx-RetransmissionTimerDL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerDL.
1>	if a drx-HARQ-RTT-TimerUL expires:
2>	start the drx-RetransmissionTimerUL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerUL.
1>	if a DRX Command MAC CE or a Long DRX Command MAC CE is received:
2>	stop drx-onDurationTimer;
2>	stop drx-InactivityTimer.
1>	if drx-InactivityTimer expires or a DRX Command MAC CE is received:
2>	if the Short DRX cycle is configured:
3>	start or restart drx-ShortCycleTimer in the first symbol after the expiry of drx-InactivityTimer or in the first symbol after the end of DRX Command MAC CE reception;
3>	use the Short DRX Cycle.
2>	else:
3>	use the Long DRX cycle.
1>	if drx-ShortCycleTimer expires:
2>	use the Long DRX cycle.
1>	if a Long DRX Command MAC CE is received:
2>	stop drx-ShortCycleTimer;
2>	use the Long DRX cycle.
1>	if the Short DRX Cycle is used, and [(SFN × 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle); or
1>	if the Long DRX Cycle is used, and [(SFN × 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:
2>	start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe.
1>	if the DRX groupMAC entity is in Active Time:
2>	monitor the PDCCH as specified in TS 38.213 [6];
2>	if the PDCCH indicates a DL transmission:
3>	start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;
3>	stop the drx-RetransmissionTimerDL for the corresponding HARQ process.
2>	if the PDCCH indicates a UL transmission:
3>	start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;
3>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
2>	if the PDCCH indicates a new transmission (DL or UL):
3>	start or restart drx-InactivityTimer in the first symbol after the end of the PDCCH reception.
1>	in current symbol n, if the DRX groupMAC entity would not be in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this subclause:
2>	not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7].
1>	if CSI masking (csi-Mask) is setup by upper layers:
2>	in current symbol n, if onDurationTimer would not be running considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this subclause:
3>	not report CSI on PUCCH.
1>	else:
2>	in current symbol n, if the DRX groupMAC entity would not be in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this subclause:
3>	not report CSI on PUCCH and semi-persistent CSI on PUSCH.
Regardless of whether the MAC entity is monitoring PDCCH on a serving cell or not, the MAC entity transmits HARQ feedback, aperiodic CSI on PUSCH, and aperiodic SRS (defined in TS 38.214 [7]) when such is expected.
The MAC entity needs not to monitor the PDCCH if it is not a complete PDCCH occasion (e.g. the Active Time starts or ends in the middle of a PDCCH occasion).
<End of modified section>
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<Start of modified section>
<TEXT OMITTED>
[bookmark: _Toc12718241]–	CellGroupConfig
The CellGroupConfig IE is used to configure a master cell group (MCG) or secondary cell group (SCG). A cell group comprises of one MAC entity, a set of logical channels with associated RLC entities and of a primary cell (SpCell) and one or more secondary cells (SCells).
CellGroupConfig information element
-- ASN1START
-- TAG-CELLGROUPCONFIG-START

-- Configuration of one Cell-Group:
CellGroupConfig ::=                         SEQUENCE {
    cellGroupId                                 CellGroupId,

    rlc-BearerToAddModList                      SEQUENCE (SIZE(1..maxLC-ID)) OF RLC-BearerConfig            OPTIONAL,   -- Need N
    rlc-BearerToReleaseList                     SEQUENCE (SIZE(1..maxLC-ID)) OF LogicalChannelIdentity      OPTIONAL,   -- Need N

    mac-CellGroupConfig                         MAC-CellGroupConfig                                         OPTIONAL,   -- Need M

    physicalCellGroupConfig                     PhysicalCellGroupConfig                                     OPTIONAL,   -- Need M

    spCellConfig                                SpCellConfig                                                OPTIONAL,   -- Need M
    sCellToAddModList                           SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellConfig           OPTIONAL,   -- Need N
    sCellToReleaseList                          SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellIndex            OPTIONAL,   -- Need N
    ...,
    [[
    reportUplinkTxDirectCurrent-v1530           ENUMERATED {true}                                           OPTIONAL    -- Cond BWP-Reconfig
    ]]
}

-- Serving cell specific MAC and PHY parameters for a SpCell:
SpCellConfig ::=                        SEQUENCE {
    servCellIndex                       ServCellIndex                                               OPTIONAL,   -- Cond SCG
    reconfigurationWithSync             ReconfigurationWithSync                                     OPTIONAL,   -- Cond ReconfWithSync
    rlf-TimersAndConstants              SetupRelease { RLF-TimersAndConstants }                     OPTIONAL,   -- Need M
    rlmInSyncOutOfSyncThreshold         ENUMERATED {n1}                                             OPTIONAL,   -- Need S
    spCellConfigDedicated               ServingCellConfig                                           OPTIONAL,   -- Need M
    ...
}

ReconfigurationWithSync ::=         SEQUENCE {
    spCellConfigCommon                  ServingCellConfigCommon                                         OPTIONAL,   -- Need M
    newUE-Identity                      RNTI-Value,
    t304                                ENUMERATED {ms50, ms100, ms150, ms200, ms500, ms1000, ms2000, ms10000},
    rach-ConfigDedicated                CHOICE {
        uplink                              RACH-ConfigDedicated,
        supplementaryUplink                 RACH-ConfigDedicated
    }                                                                                               OPTIONAL,   -- Need N
    ...,
    [[
    smtc                                SSB-MTC                                                     OPTIONAL    -- Need S
    ]]
}

SCellConfig ::=                     SEQUENCE {
    sCellIndex                          SCellIndex,
    sCellConfigCommon                   ServingCellConfigCommon                                     OPTIONAL,   -- Cond SCellAdd
    sCellConfigDedicated                ServingCellConfig                                           OPTIONAL,   -- Cond SCellAddMod
    ...,
    [[
    smtc                                SSB-MTC                                                     OPTIONAL    -- Need S
    ]],
    [[
    secondaryDRX-Config                 ENUMERATED {true}                                           OPTIONAL    -- Cond DRX-Config2
    ]]
}

-- TAG-CELLGROUPCONFIG-STOP
-- ASN1STOP

	CellGroupConfig field descriptions

	secondaryDRX-Config
The field is used to indicate whether the DRX related parameters in DRX-ConfigSecondaryGroup apply to the SCell. All serving cells in the same band shall be configured with the same DRX configuration, i.e. either all serving cells or none of the serving cells in the same band are configured with secondaryDRX-Config.

	mac-CellGroupConfig
MAC parameters applicable for the entire cell group.

	rlc-BearerToAddModList
Configuration of the MAC Logical Channel, the corresponding RLC entities and association with radio bearers.

	reportUplinkTxDirectCurrent
Enables reporting of uplink and supplementary uplink Direct Current location information upon BWP configuration and reconfiguration. This field is only present when the BWP configuration is modified or any serving cell is added or removed. This field is absent in the IE CellGroupConfig when provided as part of RRCSetup message. If UE is configured with SUL carrier, UE reports both UL and SUL Direct Current locations.

	rlmInSyncOutOfSyncThreshold
BLER threshold pair index for IS/OOS indication generation, see TS 38.133 [14], table 8.1.1-1. n1 corresponds to the value 1. When the field is absent, the UE applies the value 0. Whenever this is reconfigured, UE resets N310 and N311, and stops T310, if running. Network does not include this field.

	sCellToAddModList
List of seconary serving cells (SCells) to be added or modified.

	sCellToReleaseList
List of secondary serving cells (SCells) to be released.

	spCellConfig
Parameters for the SpCell of this cell group (PCell of MCG or PSCell of SCG). 



	ReconfigurationWithSync field descriptions

	rach-ConfigDedicated
Random access configuration to be used for the reconfiguration with sync (e.g. handover). The UE performs the RA according to these parameters in the firstActiveUplinkBWP (see UplinkConfig).

	smtc
The SSB periodicity/offset/duration configuration of target cell for NR PSCell change and NR PCell change. The network sets the periodicityAndOffset to indicate the same periodicity as ssb-periodicityServingCell in spCellConfigCommon. For case of NR PCell change, the smtc is based on the timing reference of source PCell. For case of NR PSCell change, it is based on the timing reference of source PSCell. If the field is absent, the UE uses the SMTC in the measObjectNR having the same SSB frequency and subcarrier spacing, as configured before the reception of the RRC message.



	SCellConfig field descriptions

	smtc
The SSB periodicity/offset/duration configuration of target cell for NR SCell addition. The network sets the periodicityAndOffset to indicate the same periodicity as ssb-periodicityServingCell in sCellConfigCommon. The smtc is based on the timing of the SpCell of associated cell group. In case of inter-RAT handover to NR, the timing reference is the NR PCell. In case of intra-NR PCell change (standalone NR) or NR PSCell change (EN-DC), the timing reference is the target SpCell. If the field is absent, the UE uses the SMTC in the measObjectNR having the same SSB frequency and subcarrier spacing, as configured before the reception of the RRC message.



	SpCellConfig field descriptions

	reconfigurationWithSync
Parameters for the synchronous reconfiguration to the target SpCell.

	rlf-TimersAndConstants
Timers and constants for detecting and triggering cell-level radio link failure. For the SCG, rlf-TimersAndConstants can only be set to setup and is always included at SCG addition.

	servCellIndex
Serving cell ID of a PSCell. The PCell of the Master Cell Group uses ID = 0.



	Conditional Presence
	Explanation

	BWP-Reconfig
	The field is optionally present, Need N, if the BWPs are reconfigured or if serving cells are added or removed. Otherwise it is absent. 

	DRX-Config2
	The field is is optionally present, Need N, if drx-Config is configured. It is absent otherwise.

	ReconfWithSync
	The field is mandatory present in case of SpCell change, PSCell addition, update of required SI for PSCell and AS security key change; otherwise it is optionally present, need M. The field is absent in RRCResume or RRCSetup messages.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is absent, Need M.

	SCellAddMod
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need M.

	SCG
	The field is mandatory present in an SpCellConfig for the PSCell. It is absent otherwise. 



<TEXT OMITTED>
[bookmark: _Toc12718279]–	DRX-Config
The IE DRX-Config is used to configure DRX related parameters.
DRX-Config information element
-- ASN1START
-- TAG-DRX-CONFIG-START

DRX-Config ::=                      SEQUENCE {
    drx-onDurationTimer                 CHOICE {
                                            subMilliSeconds INTEGER (1..31),
                                            milliSeconds    ENUMERATED {
                                                ms1, ms2, ms3, ms4, ms5, ms6, ms8, ms10, ms20, ms30, ms40, ms50, ms60,
                                                ms80, ms100, ms200, ms300, ms400, ms500, ms600, ms800, ms1000, ms1200,
                                                ms1600, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 }
                                            },
    drx-InactivityTimer                 ENUMERATED {
                                            ms0, ms1, ms2, ms3, ms4, ms5, ms6, ms8, ms10, ms20, ms30, ms40, ms50, ms60, ms80,
                                            ms100, ms200, ms300, ms500, ms750, ms1280, ms1920, ms2560, spare9, spare8,
                                            spare7, spare6, spare5, spare4, spare3, spare2, spare1},
    drx-HARQ-RTT-TimerDL                INTEGER (0..56),
    drx-HARQ-RTT-TimerUL                INTEGER (0..56),
    drx-RetransmissionTimerDL           ENUMERATED {
                                            sl0, sl1, sl2, sl4, sl6, sl8, sl16, sl24, sl33, sl40, sl64, sl80, sl96, sl112, sl128,
                                            sl160, sl320, spare15, spare14, spare13, spare12, spare11, spare10, spare9,
                                            spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1},
    drx-RetransmissionTimerUL           ENUMERATED {
                                            sl0, sl1, sl2, sl4, sl6, sl8, sl16, sl24, sl33, sl40, sl64, sl80, sl96, sl112, sl128,
                                            sl160, sl320, spare15, spare14, spare13, spare12, spare11, spare10, spare9,
                                            spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 },
    drx-LongCycleStartOffset            CHOICE {
        ms10                                INTEGER(0..9),
        ms20                                INTEGER(0..19),
        ms32                                INTEGER(0..31),
        ms40                                INTEGER(0..39),
        ms60                                INTEGER(0..59),
        ms64                                INTEGER(0..63),
        ms70                                INTEGER(0..69),
        ms80                                INTEGER(0..79),
        ms128                               INTEGER(0..127),
        ms160                               INTEGER(0..159),
        ms256                               INTEGER(0..255),
        ms320                               INTEGER(0..319),
        ms512                               INTEGER(0..511),
        ms640                               INTEGER(0..639),
        ms1024                              INTEGER(0..1023),
        ms1280                              INTEGER(0..1279),
        ms2048                              INTEGER(0..2047),
        ms2560                              INTEGER(0..2559),
        ms5120                              INTEGER(0..5119),
        ms10240                             INTEGER(0..10239)
    },

    shortDRX                            SEQUENCE {
        drx-ShortCycle                      ENUMERATED  {
                                                ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32,
                                                ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, spare9,
                                                spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 },
        drx-ShortCycleTimer                 INTEGER (1..16)
    }                                                                                                           OPTIONAL,   -- Need R
    drx-SlotOffset                      INTEGER (0..31)
}

-- TAG-DRX-CONFIG-STOP
-- ASN1STOP

	DRX-Config field descriptions

	drx-HARQ-RTT-TimerDL
Value in number of symbols of the BWP where the transport block was received.

	drx-HARQ-RTT-TimerUL
Value in number of symbols of the BWP where the transport block was transmitted.

	drx-InactivityTimer
Value in multiple integers of 1 ms. ms0 corresponds to 0, ms1 corresponds to 1 ms, ms2 corresponds to 2 ms, and so on.

	drx-LongCycleStartOffset
drx-LongCycle in ms and drx-StartOffset in multiples of 1 ms. If drx-ShortCycle is configured, the value of drx-LongCycle shall be a multiple of the drx-ShortCycle value.

	drx-onDurationTimer
Value in multiples of 1/32 ms (subMilliSeconds) or in ms (milliSecond). For the latter, value ms1 corresponds to 1 ms, value ms2 corresponds to 2 ms, and so on.

	drx-RetransmissionTimerDL
Value in number of slot lengths of the BWP where the transport block was received. value sl0 corresponds to 0 slots, sl1 corresponds to 1 slot, sl2 corresponds to 2 slots, and so on.

	drx-RetransmissionTimerUL
Value in number of slot lengths of the BWP where the transport block was transmitted. sl0 corresponds to 0 slots, sl1 corresponds to 1 slot, sl2 corresponds to 2 slots, and so on.

	drx-ShortCycleTimer
Value in multiples of drx-ShortCycle. A value of 1 corresponds to drx-ShortCycle, a value of 2 corresponds to 2 * drx-ShortCycle and so on.

	drx-ShortCycle
Value in ms. ms1 corresponds to 1 ms, ms2 corresponds to 2 ms, and so on.

	drx-SlotOffset
Value in 1/32 ms. Value 0 corresponds to 0 ms, value 1 corresponds to 1/32 ms, value 2 corresponds to 2/32 ms, and so on.



–	DRX-ConfigSecondaryGroup
The IE DRX-ConfigSecondaryGroup is used to configure DRX related parameters for the second DRX group.
DRX-ConfigSecondaryGroup information element
-- ASN1START
-- TAG-DRX-CONFIG2-START

DRX-ConfigSecondaryGroup ::=       SEQUENCE {
    drx-onDurationTimer                CHOICE {
                                            subMilliSeconds INTEGER (1..31),
                                            milliSeconds    ENUMERATED {
                                                ms1, ms2, ms3, ms4, ms5, ms6, ms8, ms10, ms20, ms30, ms40, ms50, ms60,
                                                ms80, ms100, ms200, ms300, ms400, ms500, ms600, ms800, ms1000, ms1200,
                                                ms1600, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 }
                                            },
    drx-InactivityTimer                ENUMERATED {
                                            ms0, ms1, ms2, ms3, ms4, ms5, ms6, ms8, ms10, ms20, ms30, ms40, ms50, ms60, ms80,
                                            ms100, ms200, ms300, ms500, ms750, ms1280, ms1920, ms2560, spare9, spare8,
                                            spare7, spare6, spare5, spare4, spare3, spare2, spare1}
    shortDRX                            SEQUENCE {
        drx-ShortCycle                      ENUMERATED  {
                                                ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32,
                                                ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, spare9,
                                                spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 },
        drx-ShortCycleTimer                 INTEGER (1..16)
    }                                                                                                           OPTIONAL   -- Need R
}

-- TAG-DRX-CONFIG2-STOP
-- ASN1STOP

	DRX-ConfigSecondaryGroup field descriptions

	drx-InactivityTimer
Value in multiple integers of 1 ms. ms0 corresponds to 0, ms1 corresponds to 1 ms, ms2 corresponds to 2 ms, and so on, as specified in TS 38.321 [3].

	drx-onDurationTimer
Value in multiples of 1/32 ms (subMilliSeconds) or in ms (milliSecond). For the latter, value ms1 corresponds to 1 ms, value ms2 corresponds to 2 ms, and so on, as specified in TS 38.321 [3].

	drx-ShortCycleTimer
Value in multiples of drx-ShortCycle. A value of 1 corresponds to drx-ShortCycle, a value of 2 corresponds to 2 * drx-ShortCycle and so on.

	drx-ShortCycle
Value in ms. ms1 corresponds to 1 ms, ms2 corresponds to 2 ms, and so on.



<TEXT OMITTED>
[bookmark: _Toc12718291]–	MAC-CellGroupConfig
The IE MAC-CellGroupConfig is used to configure MAC parameters for a cell group, including DRX.
MAC-CellGroupConfig information element
-- ASN1START
-- TAG-MAC-CELLGROUPCONFIG-START

MAC-CellGroupConfig ::=             SEQUENCE {
    drx-Config                          SetupRelease { DRX-Config }                                     OPTIONAL,   -- Need M
    schedulingRequestConfig             SchedulingRequestConfig                                         OPTIONAL,   -- Need M
    bsr-Config                          BSR-Config                                                      OPTIONAL,   -- Need M
    tag-Config                          TAG-Config                                                      OPTIONAL,   -- Need M
    phr-Config                          SetupRelease { PHR-Config }                                     OPTIONAL,   -- Need M
    skipUplinkTxDynamic                 BOOLEAN,
    ...,
    [[
    csi-Mask                                BOOLEAN                                                     OPTIONAL,   -- Need M
    dataInactivityTimer                     SetupRelease { DataInactivityTimer }                        OPTIONAL    -- Cond MCG-Only
    ]],
    [[
    drx-ConfigSecondaryGroup                SetupRelease { DRX-ConfigSecondaryGroup }                    OPTIONAL   -- Need M
    ]]
}

DataInactivityTimer ::=         ENUMERATED {s1, s2, s3, s5, s7, s10, s15, s20, s40, s50, s60, s80, s100, s120, s150, s180}

-- TAG-MAC-CELLGROUPCONFIG-STOP
-- ASN1STOP

	MAC-CellGroupConfig field descriptions

	csi-Mask
If set to true, the UE limits CSI reports to the on-duration period of the DRX cycle, see TS 38.321 [3].

	dataInactivityTimer
Releases the RRC connection upon data inactivity as specified in clause 5.3.8.5 and in TS 38.321 [3]. Value s1 corresponds to 1 second, value s2 corresponds to 2 seconds, and so on.

	drx-Config
Used to configure DRX as specified in TS 38.321 [3].

	drx-ConfigSecondaryGroup
Used to configure DRX related parameters for the second DRX group as specified in TS 38.321 [3].

	skipUplinkTxDynamic
If set to true, the UE skips UL transmissions as described in TS 38.321 [3].



	Conditional Presence
	Explanation

	MCG-Only
	This field is optionally present, Need M, for the MAC-CellGroupConfig of the MCG. It is absent otherwise.



<TEXT OMITTED>
<End of modified section>
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