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	Reason for change:
	First, according to the current MAC spec, the measurement gap for the UE to consider for UL transmission is not clear in case of DC, i.e., i.e. whether the MAC entity needs to consider the measurement gap of this MAC entity or any one. 

According to the RAN4 specification, the following restrictions are imposed on the UE for a measurement gap:
· Per UE measurement gap
· The UE cannot perform UL transmissions in any MAC entity without considering the exceptions (e.g., RACH, msg3 PUSCH, etc.)
· Per FR measurement gap
· The measurement gap is imposed on the defined FR for both MAC entities
· For a certain serving cell, if it is not in the frequency range of the FR, it is not impacted by the gap. 

Next, we agreed to have the following note as in LTE to clarify the case of overlapping MSG3 tx and C-RNTI/CS-RNTI.

NOTE 3:	If the MAC entity receives both a grant in a Random Access Response and an overlapping grant for its C-RNTI or CS-RNTI, requiring concurrent transmissions on the SpCell, the MAC entity may choose to continue with either the grant for its RA-RNTI or the grant for its C-RNTI or CS-RNTI.
But the case of MSG3 retx and C-RNTI/CS-RNTI is missing from the note, which should be considered due to the same reason.

Thrid, according to the current MAC spec, the UE shall check the status of drx-onDurationTimer by considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE. However, drx-onDurationTimer timer will be never impacted by the grants/assignments except for DRX Command MAC CE and Long DRX Command MAC CE.


	
	

	Summary of change:
	
1/ Clarify that the UE needs to consider the measurement gap from both MAC entities in case of DC and add the reference for LTE RRC specification for measurement gap.

Impact analysis
Impacted 5G architecture options:
(NG)EN-DC, NE-DC, NR DC

Impacted functionality:
Handling of measurement gaps

Inter-operability:
1. If the network is implemented according to the CR and the UE is not, there is no inter-operatbility issue. 
2. If the UE is implemented according to the CR and the network is not, the network will wrongly expect UL grant transmission during the measurement gap

2/ Add the case of TC-RNTI to the UL grant for the case of overlapping grant with C-RNTI or CS-RNTI. 

Impact analysis
Impacted 5G architecture options:
Standalone, (NG)EN-DC, NE-DC, NR DC

Impacted functionality:
UL grant reception

Inter-operability:
There is no inter-operatbility issue as perviously the procedure is not defined.

3/ Remove the unnecessary condition of grants/assignments which are not needed for the check of drx-onDurationTimer.

Impact analysis
Impacted 5G architecture options:
Standalone, (NG)EN-DC, NE-DC, NR DC

Impacted functionality:
DRX

Inter-operability:
There is no inter-operatbility issue as the UE behavior is not changed.


	
	

	Consequences if not approved:
	
The MAC specification remains with unclear sentence, missing case description and unused condition regarding handling of measurement gap, UL grant reception and DRX operation, respectively.
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====================================FIRST CHANGE==================================
[bookmark: _Toc12751512]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.300: "NR; Overall description; Stage 2".
[3]	3GPP TS 38.322: "NR; Radio Link Control (RLC) protocol specification".
[4]	3GPP TS 38.323: "NR; Packet Data Convergence Protocol (PDCP) protocol specification".
[5]	3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification".
[6]	3GPP TS 38.213: "NR; Physical Layer Procedures for control".
[7]	3GPP TS 38.214: "NR; Physical Layer Procedures for data".
[8]	3GPP TS 38.211: "NR; Physical channels and modulation".
[9]	3GPP TS 38.212: "NR; Multiplexing and channel coding".
[10]	Void.
[11]	3GPP TS 38.133: "NR; Requirements for support of radio resource management".
[12]	3GPP TS 36.133: "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management".
[13]	3GPP TS 26.114: "Technical Specification Group Services and System Aspects; IP Multimedia Subsystem (IMS); Multimedia Telephony; Media handling and interaction".
[14]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".
[15]	3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone".
[16]	3GPP TS 38.101-3: "NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios".
[17]	3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical Layer Procedures".
[18]	3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".

[bookmark: _Toc12751573]====================================SECOND CHANGE================================
5.14	Handling of measurement gaps
[bookmark: _GoBack]During a measurement gap of any MAC entity, the MAC entity shall, on the Serving Cell(s) in the corresponding frequency range of the measurement gap configured by measGapConfig as specified in TS 38.331 [5] and TS 36.331 [18]:
1>	not perform the transmission of HARQ feedback, SR, and CSI;
1>	not report SRS;
1>	not transmit on UL-SCH except for Msg3 as specified in clause 5.4.2.2;
1>	if the ra-ResponseWindow or the ra-ContentionResolutionTimer is running:
2>	monitor the PDCCH as specified in clauses 5.1.4 and 5.1.5.
1>	else:
2>	not monitor the PDCCH;
2>	not receive on DL-SCH.
=================================THIRD CHANGE=====================================
[bookmark: _Toc12751549]5.4.1	UL Grant reception
Uplink grant is either received dynamically on the PDCCH, in a Random Access Response, or configured semi-persistently by RRC. The MAC entity shall have an uplink grant to transmit on the UL-SCH. To perform the requested transmissions, the MAC layer receives HARQ information from lower layers.
If the MAC entity has a C-RNTI, a Temporary C-RNTI, or CS-RNTI, the MAC entity shall for each PDCCH occasion and for each Serving Cell belonging to a TAG that has a running timeAlignmentTimer and for each grant received for this PDCCH occasion:
1>	if an uplink grant for this Serving Cell has been received on the PDCCH for the MAC entity's C-RNTI or Temporary C-RNTI; or
1>	if an uplink grant has been received in a Random Access Response:
2>	if the uplink grant is for MAC entity's C-RNTI and if the previous uplink grant delivered to the HARQ entity for the same HARQ process was either an uplink grant received for the MAC entity's CS-RNTI or a configured uplink grant:
3>	consider the NDI to have been toggled for the corresponding HARQ process regardless of the value of the NDI.
2>	if the uplink grant is for MAC entity's C-RNTI, and the identified HARQ process is configured for a configured uplink grant:
3>	start or restart the configuredGrantTimer for the correponding HARQ process, if configured.
2>	deliver the uplink grant and the associated HARQ information to the HARQ entity.
1>	else if an uplink grant for this PDCCH occasion has been received for this Serving Cell on the PDCCH for the MAC entity's CS-RNTI:
2>	if the NDI in the received HARQ information is 1:
3>	consider the NDI for the corresponding HARQ process not to have been toggled;
3>	start or restart the configuredGrantTimer for the corresponding HARQ process, if configured;
3>	deliver the uplink grant and the associated HARQ information to the HARQ entity.
2>	else if the NDI in the received HARQ information is 0:
3>	if PDCCH contents indicate configured grant Type 2 deactivation:
4>	trigger configured uplink grant confirmation.
3>	else if PDCCH contents indicate configured grant Type 2 activation:
4>	trigger configured uplink grant confirmation;
4>	store the uplink grant for this Serving Cell and the associated HARQ information as configured uplink grant;
4>	initialise or re-initialise the configured uplink grant for this Serving Cell to start in the associated PUSCH duration and to recur according to rules in clause 5.8.2;
4>	stop the configuredGrantTimer for the corresponding HARQ process, if running;
For each Serving Cell and each configured uplink grant, if configured and activated, the MAC entity shall:
1>	if the PUSCH duration of the configured uplink grant does not overlap with the PUSCH duration of an uplink grant received on the PDCCH or in a Random Access Response for this Serving Cell:
2>	set the HARQ Process ID to the HARQ Process ID associated with this PUSCH duration;
2>	if the configuredGrantTimer for the corresponding HARQ process is not running:
3>	consider the NDI bit for the corresponding HARQ process to have been toggled;
3>	deliver the configured uplink grant and the associated HARQ information to the HARQ entity.
For configured uplink grants, the HARQ Process ID associated with the first symbol of a UL transmission is derived from the following equation:
HARQ Process ID = [floor(CURRENT_symbol/periodicity)] modulo nrofHARQ-Processes
where CURRENT_symbol = (SFN × numberOfSlotsPerFrame × numberOfSymbolsPerSlot + slot number in the frame × numberOfSymbolsPerSlot + symbol number in the slot), and numberOfSlotsPerFrame and numberOfSymbolsPerSlot refer to the number of consecutive slots per frame and the number of consecutive symbols per slot, respectively as specified in TS 38.211 [8].
NOTE 1:	CURRENT_symbol refers to the symbol index of the first transmission occasion of a repetition bundle that takes place.
NOTE 2:	A HARQ process is configured for a configured uplink grant if the configured uplink grant is activated and the associated HARQ process ID is less than nrofHARQ-Processes.
NOTE 3:	If the MAC entity receives both a grant in a Random Access Response (or a grant for its Temporary C-RNTI) and an overlapping grant for its C-RNTI or CS-RNTI, requiring concurrent transmissions on the SpCell, the MAC entity may choose to continue with either the grant for its RA-RNTI or the grant for its C-RNTI or CS-RNTI.
=================================FOURTH CHANGE=====================================
[bookmark: _Toc12751564]5.7	Discontinuous Reception (DRX)
The MAC entity may be configured by RRC with a DRX functionality that controls the UE's PDCCH monitoring activity for the MAC entity's C-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, and TPC-SRS-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other clauses of this specification. When in RRC_CONNECTED, if DRX is configured, for all the activated Serving Cells, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this clause; otherwise the MAC entity shall monitor the PDCCH as specified in TS 38.213 [6].
RRC controls DRX operation by configuring the following parameters:
-	drx-onDurationTimer: the duration at the beginning of a DRX Cycle;
-	drx-SlotOffset: the delay before starting the drx-onDurationTimer;
-	drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates a new UL or DL transmission for the MAC entity;
-	drx-RetransmissionTimerDL (per DL HARQ process except for the broadcast process): the maximum duration until a DL retransmission is received;
-	drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;
-	drx-LongCycleStartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX Cycle starts;
-	drx-ShortCycle (optional): the Short DRX cycle;
-	drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;
-	drx-HARQ-RTT-TimerDL (per DL HARQ process except for the broadcast process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;
-	drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity.
When a DRX cycle is configured, the Active Time includes the time while:
-	drx-onDurationTimer or drx-InactivityTimer or drx-RetransmissionTimerDL or drx-RetransmissionTimerUL or ra-ContentionResolutionTimer (as described in clause 5.1.5) is running; or
-	a Scheduling Request is sent on PUCCH and is pending (as described in clause 5.4.4); or
-	a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the Random Access Preamble not selected by the MAC entity among the contention-based Random Access Preamble (as described in clause 5.1.4).
When DRX is configured, the MAC entity shall:
1>	if a MAC PDU is received in a configured downlink assignment:
2>	start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;
2>	stop the drx-RetransmissionTimerDL for the corresponding HARQ process.
1>	if a MAC PDU is transmitted in a configured uplink grant:
2>	start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;
2>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
1>	if a drx-HARQ-RTT-TimerDL expires:
2>	if the data of the corresponding HARQ process was not successfully decoded:
3>	start the drx-RetransmissionTimerDL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerDL.
1>	if a drx-HARQ-RTT-TimerUL expires:
2>	start the drx-RetransmissionTimerUL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerUL.
1>	if a DRX Command MAC CE or a Long DRX Command MAC CE is received:
2>	stop drx-onDurationTimer;
2>	stop drx-InactivityTimer.
1>	if drx-InactivityTimer expires or a DRX Command MAC CE is received:
2>	if the Short DRX cycle is configured:
3>	start or restart drx-ShortCycleTimer in the first symbol after the expiry of drx-InactivityTimer or in the first symbol after the end of DRX Command MAC CE reception;
3>	use the Short DRX Cycle.
2>	else:
3>	use the Long DRX cycle.
1>	if drx-ShortCycleTimer expires:
2>	use the Long DRX cycle.
1>	if a Long DRX Command MAC CE is received:
2>	stop drx-ShortCycleTimer;
2>	use the Long DRX cycle.
1>	if the Short DRX Cycle is used, and [(SFN × 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle); or
1>	if the Long DRX Cycle is used, and [(SFN × 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:
2>	start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe.
1>	if the MAC entity is in Active Time:
2>	monitor the PDCCH as specified in TS 38.213 [6];
2>	if the PDCCH indicates a DL transmission:
3>	start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;
3>	stop the drx-RetransmissionTimerDL for the corresponding HARQ process.
2>	if the PDCCH indicates a UL transmission:
3>	start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;
3>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
2>	if the PDCCH indicates a new transmission (DL or UL):
3>	start or restart drx-InactivityTimer in the first symbol after the end of the PDCCH reception.
1>	in current symbol n, if the MAC entity would not be in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:
2>	not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7];
2> 	not report CSI on PUCCH and semi-persistent CSI on PUSCH.
1>	if CSI masking (csi-Mask) is setup by upper layers:
2>	in current symbol n, if drx-onDurationTimer would not be running considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:
3>	not report CSI on PUCCH.
Regardless of whether the MAC entity is monitoring PDCCH or not, the MAC entity transmits HARQ feedback, aperiodic CSI on PUSCH, and aperiodic SRS defined in TS 38.214 [7] when such is expected.
The MAC entity needs not to monitor the PDCCH if it is not a complete PDCCH occasion (e.g. the Active Time starts or ends in the middle of a PDCCH occasion).
=========================END OF CHANGES===========================================
