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	Reason for change:
	No UE radio access capability parameters are defined for mandatory features without capability signalling and the UE shall support these mandatory features. For some UE radio access capability parameters, the prerequisite features are these mandatory features without capability parameters, and in current specification it causes confusion whether such radio access capability parameters needs to be filled in this case. 
For example, in RAN1 feature list, 2-32 is mandatory features without capability signalling:
	Basic CSI feedback
	1) Type I single panel codebook based PMI (further discuss which mode or both to be supported as mandatory) 
2) 2Tx codebook for FR1 and FR2 
3) 4Tx codebook for FR1
4) 8Tx codebook for FR1 when configured as wideband CSI report
5) p-CSI on PUCCH formats over 1 – 2 OFDM symbols once per slot (or piggybacked on a PUSCH)
6) p-CSI report on PUCCH formats over 4 – 14 OFDM symbols once per slot (or piggybacked on a PUSCH)
7) a-CSI on PUSCH (at least Z value >= 14 symbols, detail processing time to be discussed separately) 
further check a-CSI on p-CSI-RS and/or SP-CSI-RS from component-7


2-32 is prerequisite feature for 2-33 and 2-35. When the UE reports the capability of 2-33 and 2-35, the basic CSI feedback capability should be considered.
2-33:
	CSI-RS and CSI-IM reception for CSI feedback
	1) Supported max # of configured NZP-CSI-RS resources per CC, 
2) Supported max # of ports across all configured NZP-CSI-RS resources per CC
3) Supported max # of configured CSI-IM resources per CC
4) Supported max # simultaneous NZP-CSI-RS resources in active BWPs across all CCs
5) Supported max # simultaneous NZP-CSI-RS resources per CC
6) Supported max total # of CSI-RS ports in simultaneous NZP-CSI-RS resources in active BWPs across all CCs
7) Supported max total # of CSI-RS ports in simultaneous NZP-CSI-RS resources per CC


2-35:
	CSI report framework
	1) Maximum number of periodic CSI report setting per BWP for CSI report
2) Maximum number of periodic CSI report setting per BWP for beam report
3) Maximum number of aperiodic CSI report setting per BWP for CSI report
4) Maximum number of aperiodic CSI report setting per BWP for beam report
5) Maximum number of configured aperiodic CSI triggering states in CSI-AperiodicTriggerStateList per CC, 
6) Maximum number of semi-persistent CSI report setting per BWP for CSI report
7) Maximum number of semi-persistent CSI report setting per BWP for beam report
8) UE can process Y CSI report(s) simultaneously in a CC. CSI reports can be P/SP/A CSI and any latency class and codebook type.
9) UE can process X CSI report(s) simultaneously across all CCs. CSI reports can be P/SP/A CSI and any latency class and codebook type.




	
	

	Summary of change:
	Add a clarification that for some UE radio access capability parameters, the prerequisite features are mandatory features without capability parameters and should be considered simultaneously.

Impact Analysis
Impacted 5G architecture options: SA, EN-DC, NGEN-DC, NE-DC, NR-DC

Impacted functionality:
UE radio capability 

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, there is no inter-operability problem, it is only clarification without functional changes. However, if the UE reports the capability without considering mandatory features without capability parameters, the signalled capabiltiy parameters might be mismatched with network understanding.
2.	 If the UE is implemented according to the CR and the network is not, there is no inter-operability problem, it is only clarification without functional changes.

	
	

	Consequences if not approved:
	If the UE reports the capability without considering mandatory features without capability parameters, the signalled capabiltiy parameters might be wrong, the network would be confused about the UE capabiltiy and it may lead to configuration failure.
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[bookmark: _Toc5883512]---------------------------------------------START OF CHANGE-------------------------------------------
[bookmark: _Toc12750874][bookmark: _Toc12750885]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception Part 1: Range 1 Standalone".
[3]	3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception Part 2: Range 2 Standalone".
[4]	3GPP TS 38.101-3: "NR; User Equipment (UE) radio transmission and reception Part 3: Range 1 and Range 2 Interworking operation with other radios".
[5]	3GPP TS 38.133: "NR; Requirements for support of radio resource management".
[6]	3GPP TS 38.211: "NR; Physical channels and modulation".
[7]	3GPP TS 37.340: "Evolved Universal Terrestrial Radio Access (E-UTRA) and NR Multi-connectivity".
[8]	3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification".
[9]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification".
[10]	3GPP TS 38.212: "NR; Multiplexing and channel coding".
[11]	3GPP TS 38.213: "NR; Physical layer procedures for control".
[12]	3GPP TS 38.214: "NR; Physical layer procedures for data".
[13]	3GPP TS 38.215: "NR; Physical layer measurements".
[14]	3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA) radio transmission and reception".
[15]	3GPP TS 36.306: "Evolved Universal Terrestrial Radio Access (E-UTRA) User Equipment (UE) radio access capabilities".
[16]	3GPP TS 38.323: "NR; Packet Data Convergence Protocol (PDCP) specification".
[17]	3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA) Radio Resource Control (RRC); Protocol Specification".
[18]	3GPP TS 38.101-3: "NR; User Equipment (UE) radio transmission and reception Part 4: Performance requirements".
[19]	3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures".
 [xx]	3GPP TR 38.822: "NR; User Equipment (UE) feature list".

------------------------------------------START OF NEXT CHANGE------------------------------------------
[bookmark: _Toc12750886]4.2.1	Introduction
The following clauses define the UE radio access capability parameters. Only parameters for which there is the possibility for UEs to signal different values are considered as UE radio access capability parameters. Therefore, mandatory features without capability parameters (given in TR 38.822 [xx]) that are the same for all UEs are not listed here. Those mandatory features without capability signaling, which are prerequisite features for other optional capabilities, shall be taken into account when setting the values for these optional capabilities.
The network needs to respect the signalled UE radio access capability parameters when configuring the UE and when scheduling the UE.
The UE may support different functionalities between FDD and TDD, and/or between FR1 and FR2. The UE shall indicate the UE capabilities as follows. In the table of UE capability parameter in subsequent clauses, "Yes" in the column by "FDD-TDD DIFF" and "FR1-FR2 DIFF" indicates the UE capability field can have a different value for between FDD and TDD or between FR1 and FR2 and "No" indicates if it cannot. "FD" in the column indicates to refer the associated field description. "FR1 only" or "FR2 only" in the column indicates the associated feature is only supported in FR1 or FR2 and "TDD only" indicates the associated feature is only supported in TDD.
1>	set all fields of UE-NR/MRDC-Capability except fdd-Add-UE-NR/MRDC-Capabilities, tdd-Add-UE-NR/MRDC-Capabilities, fr1-Add-UE-NR/MRDC-Capabilities and fr2-Add-UE-NR/MRDC-Capabilities, to include the values applicable for all duplex mode(s) and frequency range(s) that the UE supports;
1>	if UE supports both FDD and TDD and if (some of) the UE capability fields have a different value for FDD and TDD
2>	if for FDD, the UE supports additional functionality compared to what is indicated by the previous fields of UE-NR/MRDC-Capability:
3>	include field fdd-Add-UE-NR/MRDC-Capabilities and set it to include fields reflecting the additional functionality applicable for FDD;
2>	if for TDD, the UE supports additional functionality compared to what is indicated by the previous fields of UE-NR/MRDC-Capability:
3>	include field tdd-Add-UE-NR/MRDC-Capabilities and set it to include fields reflecting the additional functionality applicable for TDD;
1>	if UE supports both FR1 and FR2 and if (some of) the UE capability fields have a different value for FR1 and FR2:
2>	if for FR1, the UE supports additional functionality compared to what is indicated by the previous fields of UE-NR/MRDC-Capability:
3>	include field fr1-Add-UE-NR/MRDC-Capabilities and set it to include fields reflecting the additional functionality applicable for FR1;
2>	if for FR2, the UE supports additional functionality compared to what is indicated by the previous fields of UE-NR/MRDC-Capability:
3>	include field fr2-Add-UE-NR/MRDC-Capabilities and set it to include fields reflecting the additional functionality applicable for FR2;
NOTE:	The fields which indicate "shall be set to 1" in the following tables means these features are purely mandatory and are assumed they are the same as mandatory without capability signaling.
For optional features, the UE radio access capability parameter indicates whether the feature has been implemented and successfully tested. For mandatory features with the UE radio access capability parameter, the parameter indicates whether the feature has been successfully tested. In the table of UE capability parameter in subsequent clauses, "Yes" in the column by "M" indicates the associated feature is mandatory and "No" indicates the associated feature is optional. "CY" in the column indicates the associated feature is conditional mandatory and the condition is described in the field description. "FD" in the column indicates to refer the associated field description. Some parameters in subsequent clauses are not related to UE features and in the case, "N/A" is indicated in the column.
UE capability parameters have hierarchical structure. In the table of UE capability parameter in subsequent clauses, "Per" indicates the level the associated parameter is included. "UE" in the column indicates the associated parameter is signalled per UE, "Band" indicates it is signalled per band, "BC" indicates it is signalled per band combination, "FS" indicates it is signalled per feature set (per band per band combination), "FSPC" indicates it is signalled per feature set per component carrier (per CC per band per band combination), and "FD" in the column indicates to refer the associated field description.
---------------------------------------------END OF CHANGE---------------------------------------------
