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[bookmark: _Toc12745244]3	Definitions, symbols and abbreviations
[bookmark: _Toc12745245]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Anchor carrier: In NB-IoT, a carrier where the UE assumes that NPSS/NSSS/NPBCH/SIB-NB for FDD or NPSS/NSSS/NPBCH for TDD are transmitted.
Bandwidth Reduced: Refers to operation in downlink and uplink with a limited channel bandwidth of 6 PRBs.
Cellular IoT EPS Optimisation: Provides improved support of small data transfer, as defined in TS 24.301 [35].
Commercial Mobile Alert System: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers to CMAS capable UEs.
Common access barring parameters: The common access barring parameters refer to the access class barring parameters that are broadcast in SystemInformationBlockType2 outside the list of PLMN specific parameters (i.e. in ac-BarringPerPLMN-List).
Control plane CIoT EPS optimisation: Enables support of efficient transport of user data (IP, non-IP or SMS) over control plane via the MME without triggering data radio bearer establishment, as defined in TS 24.301 [35].
Control plane EDT: Early Data Transmission used with the Control plane CIoT EPS optimisation.
CSG member cell: A cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN and for which the CSG whitelist of the UE includes an entry comprising cell's CSG ID and the respective PLMN identity.
Dual Connectivity: A UE in RRC_CONNECTED is configured with Dual Connectivity when configured with a Master and a Secondary Cell Group.
Early Data Transmission: Allows one uplink data transmission optionally followed by one downlink data transmission during the random access procedure as specified in TS 36.300 [9]. The S1 connection is established or resumed upon reception of the uplink data and may be released or suspended along with the transmission of the downlink data. Early data transmission refers to both CP-EDT and UP-EDT.
E-UTRA-NR Dual Connectivity: A form of dual connectivity in which a UE in RRC_CONNECTED is configured with MCG cells using E-UTRA and SCG cells using NR as defined in TS 37.340 [81].
EU-Alert: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.
Field: The individual contents of an information element are referred as fields.
Floor: Mathematical function used to 'round down' i.e. to the nearest integer having a lower or equal value.
Information element: A structural element containing a single or multiple fields is referred as information element.
Korean Public Alert System (KPAS): Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.
Master Cell Group: For a UE not configured with DC, the MCG comprises all serving cells. For a UE configured with DC, the MCG concerns a subset of the serving cells comprising of the PCell and zero or more secondary cells.
Mixed Operation Mode: In NB-IoT FDD, multi-carrier operation where the anchor carrier is in standalone mode while the non-anchor carrier is in inband or guardand mode, and vice versa. See TS 36.300 [9].
MBMS service: MBMS bearer service as defined in TS 23.246 [56] (i.e. provided via an MRB or an SC-MRB).
NB-IoT: NB-IoT allows access to network services via E-UTRA with a channel bandwidth limited to 200 kHz.
NB-IoT UE: A UE that uses NB-IoT.
NCSG: Network controlled small gap as defined in TS 36.133 [16].
NR-E-UTRA Dual Connectivity (NE-DC): A form of dual connectivity in which a UE in RRC_CONNECTED is configured with MCG cells using NR and SCG cells using E-UTRA as defined in TS 37.340 [81].
Non-anchor carrier: In NB-IoT, a carrier where the UE does not assume that NPSS/NSSS/NPBCH/SIB-NB for FDD or NPSS/NSSS/NPBCH for TDD are transmitted.
NR Carrier Frequency: Frequency referring to the position of resource element RE=#0 (subcarrier #0) of resource block RB#10 of the SS block.
NR sidelink communication: AS functionality enabling at least V2X Communication as defined in TS 23.287 [xxx], between two or more nearby UEs, using NR technology but not traversing any network node.
Primary Cell: The cell, operating on the primary frequency, in which the UE either performs the initial connection establishment procedure or initiates the connection re-establishment procedure, or the cell indicated as the primary cell in the handover procedure.
Primary Secondary Cell: The SCG cell in which the UE is instructed to perform random access or initial PUSCH transmission if random access procedure is skipped when performing the SCG change procedure.
Primary Timing Advance Group: Timing Advance Group containing the PCell or the PSCell.
PUCCH SCell: An SCell configured with PUCCH.
RLC bearer configuration: The lower layer part of the radio bearer configuration comprising the RLC and logical channel configurations.
Secondary Cell: A cell, operating on a secondary frequency, which may be configured once an RRC connection is established and which may be used to provide additional radio resources. Except for the case of (NG)EN-DC, the PSCell is considered to be an SCell.
Secondary Cell Group: For a UE configured with DC, the subset of serving cells not part of the MCG, i.e. comprising of the PSCell and zero or more other secondary cells.
Secondary Timing Advance Group: Timing Advance Group neither containing the PCell nor the PSCell. A secondary timing advance group contains at least one cell with configured uplink.
Serving Cell: For a UE in RRC_CONNECTED not configured with CA/ DC there is only one serving cell comprising of the primary cell. For a UE in RRC_CONNECTED configured with CA/ DC the term 'serving cells' is used to denote the set of one or more cells comprising of the primary cell and all secondary cells.
Sidelink: UE to UE interface for sidelink communication, V2X sidelink communication and sidelink discovery. The sidelink corresponds to the PC5 interface as defined in TS 23.303 [68].
Sidelink communication: AS functionality enabling ProSe Direct Communication as defined in TS 23.303 [68], between two or more nearby UEs, using E-UTRA technology but not traversing any network node. In this version, the terminology "sidelink communication" without "V2X" prefix only concerns PS unless specifically stated otherwise.
Sidelink discovery: AS functionality enabling ProSe Direct Discovery as defined in TS 23.303 [68], using E-UTRA technology but not traversing any network node.
Sidelink operation: Includes sidelink communication, V2X sidelink communication and sidelink discovery.
Split SRB: in MR-DC, an SRB between the MN and the UE, allowing selection of either the direct path or the path via the SN as well as duplication of RRC PDUs across both paths as defined in TS 37.340 [81].
Timing Advance Group: A group of serving cells that is configured by RRC and that, for the cells with an UL configured, use the same timing reference cell and the same Timing Advance value. A Timing Advance Group only includes cells of the same cell group i.e. it either includes MCG cells or SCG cells.
UE Inactive AS Context: UE Inactive AS Context is stored when the connection is suspended and restored when the connection is resumed. It includes information as defined in clause 5.3.8.7.
UE in CE: Refers to a UE that is capable of using coverage enhancement, and requires coverage enhancement mode to access a cell or is configured in a coverage enhancement mode.
User plane CIoT EPS optimisation: Enables support for change from EMM-IDLE mode to EMM-CONNECTED mode without the need for using the Service Request procedure, as defined in TS 24.301 [35].
[bookmark: _Hlk523479699]User plane EDT: Early Data Transmission used with the User plane CIoT EPS optimisation.
V2X Sidelink communication: AS functionality enabling V2X Communication as defined in TS 23.285 [78], between nearby UEs, using E-UTRA technology but not traversing any network node.
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5	Procedures
/unchanged parts are omitted/
[bookmark: _Toc20486716]5.2.2	System information acquisition
[bookmark: _Toc20486717]5.2.2.1	General


Figure 5.2.2.1-1: System information acquisition, normal
The UE applies the system information acquisition procedure to acquire the AS- and NAS- and positioning-system information that is broadcasted by the E-UTRAN. The procedure applies to UEs in RRC_IDLE and UEs in RRC_CONNECTED.
For BL UE, UE in CE and NB-IoT UE, specific conditions apply, as specified below.
[bookmark: _Toc20486718]5.2.2.2	Initiation
The UE shall apply the system information acquisition procedure upon selecting (e.g. upon power on) and upon re-selecting a cell, after handover completion, after entering E-UTRA from another RAT, upon return from out of coverage, upon receiving a notification that the system information has changed, upon receiving an indication about the presence of an ETWS notification, upon receiving an indication about the presence of a CMAS notification, upon receiving a notification that the EAB parameters have changed, upon receiving a request from CDMA2000 upper layers, upon receiving a request from positioning upper layers and upon exceeding the maximum validity duration. Unless explicitly stated otherwise in the procedural specification, the system information acquisition procedure overwrites any stored system information, i.e. delta configuration is not applicable for system information and the UE discontinues using a field if it is absent in system information unless explicitly specified otherwise.
In RRC_CONNECTED, BL UEs and UEs in CE are required to acquire system information when T311 is running or upon handover where the UE is only required to acquire the MasterInformationBlock in the target PCell.
NOTE:	Upon handover, E-UTRAN provides system information required by the UE in RRC_CONNECTED except MIB with RRC signalling, i.e. systemInformationBlockType1Dedicated and mobilityControlInfo.
[bookmark: _Toc20486719]5.2.2.3	System information required by the UE
The UE shall:
1>	ensure having a valid version, as defined below, of (at least) the following system information, also referred to as the 'required' system information:
2>	if in RRC_IDLE:
3>	if the UE is a NB-IoT UE:
4>	the MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB and SystemInformationBlockType1-NB as well as SystemInformationBlockType2-NB through SystemInformationBlockType5-NB, SystemInformationBlockType22-NB;
3>	else:
4>	the MasterInformationBlock and SystemInformationBlockType1 (or SystemInformationBlockType1-BR depending on whether the UE is a BL UE or the UE in CE) as well as SystemInformationBlockType2 through SystemInformationBlockType8 and SystemInformationBlockType24 (depending on support of the concerned RATs), SystemInformationBlockType17 (depending on support of RAN-assisted WLAN interworking when the UE is connected to EPC), SystemInformationBlockType25 (depending on support of E-UTRA/5GC);
2>	if in RRC_INACTIVE:
3>	the MasterInformationBlock and SystemInformationBlockType1 as well as SystemInformationBlockType2 through SystemInformationBlockType8 (depending on support of the concerned RATs), SystemInformationBlockType25;
2>	if in RRC_CONNECTED; and
2>	the UE is not a BL UE; and
2>	the UE is not in CE; and
2>	the UE is not a NB-IoT UE:
3>	the MasterInformationBlock, SystemInformationBlockType1 and SystemInformationBlockType2 as well as SystemInformationBlockType8 (depending on support of CDMA2000), SystemInformationBlockType17 (depending on support of RAN-assisted WLAN interworking when the UE is connected to EPC), SystemInformationBlockType25 (depending on support of E-UTRA/5GC);
2>	if in RRC_CONNECTED and T311 is running; and
2>	the UE is a BL UE or the UE is in CE or the UE is a NB-IoT UE;
3>	the MasterInformationBlock (or MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT), SystemInformationBlockType1-BR (or SystemInformationBlockType1-NB in NB-IoT) and SystemInformationBlockType2 (or SystemInformationBlockType2-NB in NB-IoT), and for NB-IoT SystemInformationBlockType22-NB;
1>	delete any stored system information after 3 hours or 24 hours from the moment it was confirmed to be valid as defined in 5.2.1.3, unless specified otherwise;
1>	consider any stored system information except SystemInformationBlockType10, SystemInformationBlockType11, systemInformationBlockType12 and systemInformationBlockType14 (systemInformationBlockType14-NB in NB-IoT) to be invalid if systemInfoValueTag included in the SystemInformationBlockType1 (MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT) is different from the one of the stored system information and in case of NB-IoT UEs, BL UEs and UEs in CE, systemInfoValueTagSI is not broadcasted. Otherwise consider system information validity as defined in 5.2.1.3;
[bookmark: _Toc20486720]5.2.2.4	System information acquisition by the UE
The UE shall:
1>	apply the specified BCCH configuration defined in 9.1.1.1 or BR-BCCH configuration defined in 9.1.1.8;
1>	if the procedure is triggered by a system information change notification:
2>	if the UE uses an idle DRX cycle longer than the modification period:
3>	start acquiring the required system information, as defined in 5.2.2.3, from the next eDRX acquisition period boundary;
2>	else
3>	start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:	The UE continues using the previously received system information until the new system information has been acquired.
1>	if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:
2>	acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_IDLE, as defined in 5.2.2.3;
1>	following successful handover completion to a PCell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:
2>	acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_CONNECTED, as defined in 5.2.2.3;
2>	upon acquiring the concerned system information:
3>	discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;
1>	following a request from CDMA2000 upper layers:
2>	acquire SystemInformationBlockType8, as defined in 5.2.3;
1>	neither initiate the RRC connection establishment/resume procedure nor initiate transmission of the RRCConnectionReestablishmentRequest message until the UE has a valid version of the MasterInformationBlock (MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT) and SystemInformationBlockType1 (SystemInformationBlockType1-NB in NB-IoT) messages as well as SystemInformationBlockType2 (SystemInformationBlockType2-NB in NB-IoT), and for NB-IoT, SystemInformationBlockType22-NB;
1>	not initiate the RRC connection establishment/resume procedure subject to EAB until the UE has a valid version of SystemInformationBlockType14, if broadcast;
1>	if the UE is ETWS capable:
2>	upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>	discard any previously buffered warningMessageSegment;
3>	clear, if any, the current values of messageIdentifier and serialNumber for SystemInformationBlockType11;
2>	when the UE acquires SystemInformationBlockType1 following ETWS indication, upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>	if schedulingInfoList indicates that SystemInformationBlockType10 is present:
4>	if the UE is in CE:
5>	start acquiring SystemInformationBlockType10;
4>	else
5>	start acquiring SystemInformationBlockType10 immediately;
3>	if schedulingInfoList indicates that SystemInformationBlockType11 is present:
4>	start acquiring SystemInformationBlockType11 immediately;
NOTE 2:	UEs shall start acquiring SystemInformationBlockType10 and SystemInformationBlockType11 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.
1>	if the UE is CMAS capable:
2>	upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>	discard any previously buffered warningMessageSegment;
3>	clear, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType12 associated with the discarded warningMessageSegment;
2>	when the UE acquires SystemInformationBlockType1 following CMAS indication, upon entering a cell during RRC_IDLE, following successful handover and upon connection re-establishment:
3>	if schedulingInfoList indicates that SystemInformationBlockType12 is present:
4>	acquire SystemInformationBlockType12;
NOTE 3:	UEs shall start acquiring SystemInformationBlockType12 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.
1>	if the UE is interested to receive MBMS services:
2>	if the UE is capable of MBMS reception as specified in 5.8:
3>	if schedulingInfoList indicates that SystemInformationBlockType13 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType13;
3>	else if SystemInformationBlockType13 is present in SystemInformationBlockType1-MBMS and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType13 from SystemInformationBlockType1-MBMS;
2>	if the UE is capable of SC-PTM reception as specified in 5.8a:
3>	if schedulingInfoList indicates that SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT) is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT);
2>	if the UE is capable of MBMS Service Continuity:
3>	if schedulingInfoList indicates that SystemInformationBlockType15 (SystemInformationBlockType15-NB in NB-IoT) is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType15 (SystemInformationBlockType15-NB in NB-IoT);
1>	if the UE is EAB capable:
2>	when the UE does not have stored a valid version of SystemInformationBlockType14 upon entering RRC_IDLE, or when the UE acquires SystemInformationBlockType1 following EAB parameters change notification, or upon entering a cell during RRC_IDLE, or before establishing an RRC connection if using eDRX with DRX cycle longer than the modification period:
3>	if schedulingInfoList indicates that SystemInformationBlockType14 is present:
4>	start acquiring SystemInformationBlockType14 immediately;
3>	else:
4>	discard SystemInformationBlockType14, if previously received;
NOTE 4:	EAB capable UEs start acquiring SystemInformationBlockType14 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.
NOTE 5:	EAB capable UEs maintain an up to date SystemInformationBlockType14 in RRC_IDLE.
1>	if the UE is capable of sidelink communication and is configured by upper layers to receive or transmit sidelink communication:
2>	if the cell used for sidelink communication meets the S-criteria as defined in TS 36.304 [4]; and
2>	if schedulingInfoList indicates that SystemInformationBlockType18 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType18;
1>	if the UE is capable of sidelink discovery and is configured by upper layers to receive or transmit sidelink discovery announcements on the primary frequency:
2>	if schedulingInfoList of the serving cell/ PCell indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType19;
1>	if the UE is capable of sidelink discovery and, for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to receive sidelink discovery announcements on:
2>	if SystemInformationBlockType19 of the serving cell/ PCell does not provide the corresponding reception resources; and
2>	if schedulingInfoList of the cell on the concerned frequency indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType19;
1>	if the UE is capable of sidelink discovery and, for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to transmit sidelink discovery announcements on:
2>	if SystemInformationBlockType19 of the serving cell/ PCell includes discTxResourcesInterFreq which is set to acquireSI-FromCarrier; and
2>	if schedulingInfoList of the cell on the concerned frequency indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType19;
1>	if the UE is a NB-IoT UE and if ab-Enabled included in MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB is set to TRUE:
2>	not initiate the RRC connection establishment/resume procedure for all access causes except mobile terminating calls until the UE has acquired the SystemInformationBlockType14-NB;
1>	if the UE is capable of V2X sidelink communication and is configured by upper layers to receive or transmit V2X sidelink communication on a frequency:
2>	if schedulingInfoList on the serving cell/PCell indicates that SystemInformationBlockType21 is present and the UE does not have stored valid version of this system information block:
3>	acquire SystemInformationBlockType21 from serving cell/PCell;
2>	if schedulingInfoList on the serving cell/PCell indicates that SystemInformationBlockType26 is present and the UE does not have stored valid version of this system information block;
3>	acquire SystemInformationBlockType26 from serving cell/PCell;
1>	if the UE is capable of V2X sidelink communication and is configured by upper layers to receive V2X sidelink communication on a frequency, which is not primary frequency:
2>	if neither SystemInformationBlockType21 nor SystemInformationBlockType26 of the serving cell/ PCell provide reception resource pool for V2X sidelink communication for the concerned frequency; and
2>	if the cell used for V2X sidelink communication on the concerned frequency meets the S-criteria as defined in TS 36.304 [4]:
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType21 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType21 from the concerned frequency;
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType26 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType26 from the concerned frequency;
1>	if the UE is capable of V2X sidelink communication and is configured by upper layers to transmit V2X sidelink communication on a frequency, which is not primary frequency and is not included in v2x-InterFreqInfoList in SystemInformationBlockType21 nor SystemInformationBlockType26 of the serving cell/PCell:
2>	if the cell used for V2X sidelink communication on the concerned frequency meets the S-criteria as defined in TS 36.304 [4]:
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType21 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType21 from the concerned frequency;
3>	if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType26 is present and the UE does not have stored a valid version of this system information block:
4>	acquire SystemInformationBlockType26 from the concerned frequency;
1>	if the NB-IoT UE supports NPRACH resources using preamble format 2:
2>	if schedulingInfoList indicates that SystemInformationBlockType23-NB is present and the UE does not have stored a valid version of this system information block:
3>	acquire SystemInformationBlockType23-NB;
1>	following a request from positioning upper layers:
2>	acquire SystemInformationBlockPos, as defined in 5.2.3;
1>	if the UE is capable of NR sidelink communication and is configured by upper layers to receive or transmit NR sidelink communication on a frequency:
2>	if schedulingInfoList on the serving cell/PCell indicates that SystemInformationBlockTypeXX is present and the UE does not have stored valid version of this system information block:
3>	acquire SystemInformationBlockTypeXX from serving cell/PCell;
The UE may apply the received SIBs or posSIBs immediately, i.e. the UE does not need to delay using a SIB or posSIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.
NOTE 6:	While attempting to acquire a particular SIB/posSIB, if the UE detects from schedulingInfoList/ posSchedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB/ posSIB.

/unchanged parts are omitted/
[bookmark: _Toc12745305]5.2.2.34	Actions upon reception of SystemInformationBlockPos
No UE requirements related to the contents of the SystemInformationBlockPos apply other than those specified elsewhere e.g. within TS 36.355 [54], and/or within the corresponding field descriptions.
5.2.2.xx	Actions upon reception of SystemInformationBlockXX
Upon receiving SystemInformationBlockTypeXX, the UE shall perform actions as specified in 5.2.2.4.x in TS 38.331 [82].

Next change
[bookmark: _Toc12745257][bookmark: _Toc12745350]5	Procedures
/unchanged parts are omitted/
[bookmark: _Toc20486795]5.3.5	RRC connection reconfiguration
[bookmark: _Toc20486796]5.3.5.1	General


Figure 5.3.5.1-1: RRC connection reconfiguration, successful


Figure 5.3.5.1-2: RRC connection reconfiguration, failure
The purpose of this procedure is to modify an RRC connection, e.g. to establish/ modify/ release RBs, to perform handover, to setup/ modify/ release measurements, to add/ modify/ release SCells. As part of the procedure, NAS dedicated information may be transferred from E-UTRAN to the UE.
[bookmark: _Toc20486797]5.3.5.2	Initiation
E-UTRAN may initiate the RRC connection reconfiguration procedure to a UE in RRC_CONNECTED. E-UTRAN applies the procedure as follows:
-	the mobilityControlInfo is included only when AS-security has been activated, and SRB2 with at least one DRB are setup and not suspended;
-	the establishment of RBs (other than SRB1, that is established during RRC connection establishment) is included only when AS security has been activated;
-	the addition of SCells is performed only when AS security has been activated;
[bookmark: _Toc20486798]5.3.5.3	Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE
If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>	if this is the first RRCConnectionReconfiguration message after successful completion of the RRC connection re-establishment procedure:
2>	re-establish PDCP for SRB2 configured with E-UTRA PDCP entity and for all DRBs that are established and configured with E-UTRA PDCP, if any;
2>	re-establish RLC for SRB2 and for all DRBs that are established and configured with E-UTRA RLC, if any;
2>	if the RRCConnectionReconfiguration message includes the fullConfig:
3>	perform the radio configuration procedure as specified in 5.3.5.8;
2>	if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
3>	perform the radio resource configuration procedure as specified in 5.3.10;
NOTE 1:	Void
NOTE 2:	Void
1>	else:
2>	if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:
3>	perform the radio resource configuration procedure as specified in 5.3.10;
NOTE 3:	If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.
1>	if the received RRCConnectionReconfiguration includes the sCellToReleaseList:
2>	perform SCell release as specified in 5.3.10.3a;
1>	if the received RRCConnectionReconfiguration includes the sCellToAddModList:
2>	perform SCell addition or modification as specified in 5.3.10.3b;
1>	if the received RRCConnectionReconfiguration includes the sCellGroupToReleaseList:
2>	perform SCell group release as specified in 5.3.10.3d;
1>	if the received RRCConnectionReconfiguration includes the sCellGroupToAddModList:
2>	perform SCell group addition or modification as specified in 5.3.10.3e;
1>	if the received RRCConnectionReconfiguration includes the scg-Configuration; or
1>	if the current UE configuration includes one or more split DRBs configured with pdcp-Config and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:
2>	perform SCG reconfiguration as specified in 5.3.10.10;
1>	if the received RRCConnectionReconfiguration includes the nr-Config and it is set to release: or
1>	if the received RRCConnectionReconfiguration includes endc-ReleaseAndAdd and it is set to TRUE:
2>	perform MR-DC release as specified in TS 38.331 [82], clause 5.3.5.10;
1>	if the received RRCConnectionReconfiguration includes the sk-Counter:
2>	perform key update procedure as specified in TS 38.331 [82], clause 5.3.5.7;
1>	if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:
2>	perform NR RRC Reconfiguration as specified in TS 38.331 [82], clause 5.3.5.3;
1>	if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	if this is the first RRCConnectionReconfiguration message after successful completion of the RRC connection re-establishment procedure:
2>	resume SRB2 and all DRBs that are suspended, if any, including RBs configured with NR PDCP;
NOTE 4:	The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].
NOTE 5:	The UE may discard SRB2 messages and data that it receives prior to completing the reconfiguration used to resume these bearers.
1>	if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:
2>	perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;
1>	if the received RRCConnectionReconfiguration includes the systemInformationBlockType2Dedicated:
2>	perfom the actions upon reception of the SystemInformationBlockType2 message as specified in 5.2.2.9;
1>	if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:
2>	forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;
1>	if the RRCConnectionReconfiguration message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	perform the measurement identity autonomous removal as specified in 5.5.2.2a;
1>	if the RRCConnectionReconfiguration message includes the otherConfig:
2>	perform the other configuration procedure as specified in 5.3.10.9;
1>	if the RRCConnectionReconfiguration message includes the sl-DiscConfig or sl-CommConfig:
2>	perform the sidelink dedicated configuration procedure as specified in 5.3.10.15;
1>	if the RRCConnectionReconfiguration message includes the sl-V2X-ConfigDedicated:
2>	perform the V2X sidelink communication dedicated configuration procedure as specified in 5.3.10.15a;
1>	if the RRCConnectionReconfiguration message includes the sl-ConfigDedicatedNR:
2>	perform the NR sidelink communication dedicated configuration procedure as specified in 5.3.5.x in TS 38.331 [82];
[bookmark: _GoBack]1>	if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:
2>	perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;
1>	if the RRCConnectionReconfiguration message includes rclwi-Configuration:
2>	perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>	if the RRCConnectionReconfiguration message includes lwa-Configuration:
2>	perform the LWA configuration procedure as specified in 5.6.14.2;
1>	if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>	perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>	upon RRC connection establishment, if UE does not need UL gaps during continuous uplink transmission:
2>	configure lower layers to stop using UL gaps during continuous uplink transmission in FDD for RRCConnectionReconfigurationComplete message and subsequent uplink transmission in RRC_CONNECTED except for UL transmissions as specified in TS36.211 [21];
1>	set the content of RRCConnectionReconfigurationComplete message as follows:
2>	if the RRCConnectionReconfiguration message includes perCC-GapIndicationRequest:
3>	include perCC-GapIndicationList and numFreqEffective;
2>	if the frequencies are configured for reduced measurement performance:
3>	include numFreqEffectiveReduced;
2>	if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:
3>	include scg-ConfigResponseNR in accordance with TS 38.331 [82], clause 5.3.5.3;
1>	if the UE is configured with NE-DC:
2>	transfer the RRCConnectionReconfigurationComplete message via SRB1 embedded in NR RRC message RRCReconfigurationComplete as specified in TS 38.331 [82];
1>	else:
2>	submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;


Next change
[bookmark: _Toc12745736]
6.2.2	Message definitions
/unchanged parts are omitted/
[bookmark: _Toc20487205]–	RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=	SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE{
			rrcConnectionReconfiguration-r8		RRCConnectionReconfiguration-r8-IEs,
			spare7 NULL,
			spare6 NULL, spare5 NULL, spare4 NULL,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {
	measConfig							MeasConfig						OPTIONAL,	-- Need ON
	mobilityControlInfo					MobilityControlInfo				OPTIONAL,	-- Cond HO
	dedicatedInfoNASList				SEQUENCE (SIZE(1..maxDRB)) OF
											DedicatedInfoNAS			OPTIONAL,	-- Cond nonHO
	radioResourceConfigDedicated		RadioResourceConfigDedicated	OPTIONAL, -- Cond HO-toEUTRA
	securityConfigHO					SecurityConfigHO				OPTIONAL,	-- Cond HO-toEPC
	nonCriticalExtension				RRCConnectionReconfiguration-v890-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING RRCConnectionReconfiguration-v8m0-IEs)	OPTIONAL,
	nonCriticalExtension				RRCConnectionReconfiguration-v920-IEs	OPTIONAL
}

-- Late non-critical extensions:
RRCConnectionReconfiguration-v8m0-IEs ::= SEQUENCE {
	-- Following field is only for pre REL-10 late non-critical extensions
	lateNonCriticalExtension			OCTET STRING								OPTIONAL,
	nonCriticalExtension				RRCConnectionReconfiguration-v10i0-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v10i0-IEs ::= SEQUENCE {
	antennaInfoDedicatedPCell-v10i0	AntennaInfoDedicated-v10i0		OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionReconfiguration-v10l0-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v10l0-IEs ::= SEQUENCE {
	mobilityControlInfo-v10l0			MobilityControlInfo-v10l0			OPTIONAL,
	sCellToAddModList-v10l0			SCellToAddModList-v10l0			OPTIONAL,	-- Need ON
	-- Following field is only for late non-critical extensions from REL-10 to REL-11
	lateNonCriticalExtension			OCTET STRING						OPTIONAL,
	nonCriticalExtension				RRCConnectionReconfiguration-v12f0-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v12f0-IEs ::= SEQUENCE {
	scg-Configuration-v12f0			SCG-Configuration-v12f0		OPTIONAL,	-- Cond nonFullConfig
	-- Following field is only for late non-critical extensions from REL-12
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	nonCriticalExtension				RRCConnectionReconfiguration-v1370-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v1370-IEs ::= SEQUENCE {
	radioResourceConfigDedicated-v1370	RadioResourceConfigDedicated-v1370	OPTIONAL, -- Need ON
	sCellToAddModListExt-v1370			SCellToAddModListExt-v1370	OPTIONAL,	-- Need ON
	nonCriticalExtension					RRCConnectionReconfiguration-v13c0-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v13c0-IEs ::= SEQUENCE {
	radioResourceConfigDedicated-v13c0	RadioResourceConfigDedicated-v13c0	OPTIONAL, -- Need ON
	sCellToAddModList-v13c0				SCellToAddModList-v13c0		OPTIONAL,	-- Need ON
	sCellToAddModListExt-v13c0			SCellToAddModListExt-v13c0	OPTIONAL,	-- Need ON
	scg-Configuration-v13c0				SCG-Configuration-v13c0		OPTIONAL,	-- Need ON
	-- Following field is only for late non-critical extensions from REL-13 onwards
	nonCriticalExtension					SEQUENCE {}					OPTIONAL
}

-- Regular non-critical extensions:
RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {
	otherConfig-r9						OtherConfig-r9				OPTIONAL,	-- Need ON
	fullConfig-r9						ENUMERATED {true}			OPTIONAL,	-- Cond HO-Reestab
	nonCriticalExtension				RRCConnectionReconfiguration-v1020-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {
	sCellToReleaseList-r10			SCellToReleaseList-r10			OPTIONAL,	-- Need ON
	sCellToAddModList-r10				SCellToAddModList-r10				OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionReconfiguration-v1130-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {
	systemInformationBlockType1Dedicated-r11	OCTET STRING (CONTAINING SystemInformationBlockType1)																			OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionReconfiguration-v1250-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v1250-IEs ::= SEQUENCE {
	wlan-OffloadInfo-r12				CHOICE {
		release								NULL,
		setup									SEQUENCE {
			wlan-OffloadConfigDedicated-r12		WLAN-OffloadConfig-r12,
			t350-r12								ENUMERATED {min5, min10, min20, min30, min60,
												min120, min180, spare1}	OPTIONAL	-- Need OR
		}
	}																	OPTIONAL,		-- Need ON
	scg-Configuration-r12				SCG-Configuration-r12		OPTIONAL,	-- Cond nonFullConfig
	sl-SyncTxControl-r12				SL-SyncTxControl-r12			OPTIONAL,	-- Need ON
	sl-DiscConfig-r12					SL-DiscConfig-r12				OPTIONAL,	-- Need ON
	sl-CommConfig-r12					SL-CommConfig-r12				OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionReconfiguration-v1310-IEs	OPTIONAL
}

RRCConnectionReconfiguration-v1310-IEs ::= SEQUENCE {
	sCellToReleaseListExt-r13			SCellToReleaseListExt-r13		OPTIONAL,	-- Need ON
	sCellToAddModListExt-r13			SCellToAddModListExt-r13		OPTIONAL,	-- Need ON
	lwa-Configuration-r13				LWA-Configuration-r13			OPTIONAL,	-- Need ON
	lwip-Configuration-r13				LWIP-Configuration-r13			OPTIONAL,	-- Need ON
	rclwi-Configuration-r13				RCLWI-Configuration-r13			OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionReconfiguration-v1430-IEs						OPTIONAL
}

RRCConnectionReconfiguration-v1430-IEs ::= SEQUENCE {
	sl-V2X-ConfigDedicated-r14		SL-V2X-ConfigDedicated-r14		OPTIONAL,	-- Need ON
	sCellToAddModListExt-v1430		SCellToAddModListExt-v1430		OPTIONAL,	-- Need ON
	perCC-GapIndicationRequest-r14	ENUMERATED{true}					OPTIONAL,	-- Need ON
	systemInformationBlockType2Dedicated-r14	OCTET STRING (CONTAINING SystemInformationBlockType2)											OPTIONAL,	-- Cond nonHO
	nonCriticalExtension			RRCConnectionReconfiguration-v1510-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v1510-IEs ::= SEQUENCE {
	nr-Config-r15					CHOICE {
		release							NULL,
		setup							SEQUENCE {
			endc-ReleaseAndAdd-r15	BOOLEAN,
			nr-SecondaryCellGroupConfig-r15	OCTET STRING				OPTIONAL,	-- Need ON
			p-MaxEUTRA-r15					P-Max						OPTIONAL	-- Need ON
		}
	}																	OPTIONAL,	-- Need ON
	sk-Counter-r15					INTEGER (0.. 65535)					OPTIONAL,	-- Need ON
	nr-RadioBearerConfig1-r15		OCTET STRING						OPTIONAL,	-- Need ON
	nr-RadioBearerConfig2-r15		OCTET STRING						OPTIONAL,	-- Need ON
	tdm-PatternConfig-r15			TDM-PatternConfig-r15			OPTIONAL,	-- Cond FDD-PCell
	nonCriticalExtension			RRCConnectionReconfiguration-v1530-IEs		OPTIONAL
}

RRCConnectionReconfiguration-v1530-IEs ::= SEQUENCE {
	securityConfigHO-v1530				SecurityConfigHO-v1530			OPTIONAL,	-- Cond HO-5GC
	sCellGroupToReleaseList-r15		SCellGroupToReleaseList-r15			OPTIONAL,	-- Need ON
	sCellGroupToAddModList-r15		SCellGroupToAddModList-r15			OPTIONAL,	-- Need ON
	dedicatedInfoNASList-r15		SEQUENCE (SIZE(1..maxDRB-r15)) OF
											DedicatedInfoNAS			OPTIONAL,	-- Cond nonHO
	p-MaxUE-FR1-r15					P-Max								OPTIONAL,	-- Need OR
	smtc-r15						MTC-SSB-NR-r15						OPTIONAL,	-- Need OP
	nonCriticalExtension			SEQUENCE {} RRCConnectionReconfiguration-v16xy-IEs							OPTIONAL
}

RRCConnectionReconfiguration-v16xy-IEs ::= SEQUENCE {
	sl-ConfigDedicatedNR-r16		SL-ConfigDedicatedNR-r16			OPTIONAL,	-- Need ON
	nonCriticalExtension			SEQUENCE {}							OPTIONAL
}

SL-SyncTxControl-r12 ::=			SEQUENCE {
	networkControlledSyncTx-r12				ENUMERATED {on, off}		OPTIONAL	-- Need OP
}

PSCellToAddMod-r12 ::=				SEQUENCE {
	sCellIndex-r12						SCellIndex-r10,
	cellIdentification-r12				SEQUENCE {
		physCellId-r12						PhysCellId,
		dl-CarrierFreq-r12					ARFCN-ValueEUTRA-r9
	}																	OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigCommonPSCell-r12		RadioResourceConfigCommonPSCell-r12	OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigDedicatedPSCell-r12	RadioResourceConfigDedicatedPSCell-r12	OPTIONAL,	-- Cond SCellAdd2
	...,
	[[	antennaInfoDedicatedPSCell-v1280		AntennaInfoDedicated-v10i0	OPTIONAL	-- Need ON
	]],
	[[	sCellIndex-r13					SCellIndex-r13	OPTIONAL		-- Need ON
	]],
	[[	radioResourceConfigDedicatedPSCell-v1370	RadioResourceConfigDedicatedPSCell-v1370	OPTIONAL	-- Need ON
	]],
	[[	radioResourceConfigDedicatedPSCell-v13c0	RadioResourceConfigDedicatedPSCell-v13c0	OPTIONAL	-- Need ON
	]]
}

PSCellToAddMod-v12f0 ::=				SEQUENCE {
	radioResourceConfigCommonPSCell-r12		RadioResourceConfigCommonPSCell-v12f0	OPTIONAL
}

PSCellToAddMod-v1440 ::=				SEQUENCE {
	radioResourceConfigCommonPSCell-r14		RadioResourceConfigCommonPSCell-v1440	OPTIONAL
}

PowerCoordinationInfo-r12 ::= SEQUENCE {
	p-MeNB-r12							INTEGER (1..16),
	p-SeNB-r12							INTEGER (1..16),
	powerControlMode-r12				INTEGER (1..2)
}

SCellToAddModList-r10 ::=		SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10

SCellToAddModList-v10l0 ::=		SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-v10l0

SCellToAddModList-v13c0 ::=		SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-v13c0

SCellToAddModListExt-r13 ::=	SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-r13

SCellToAddModListExt-v1370 ::=	SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-v1370

SCellToAddModListExt-v13c0 ::=	SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddMod-v13c0

SCellToAddModListExt-v1430 ::=	SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-v1430

SCellGroupToAddModList-r15 ::=	SEQUENCE (SIZE (1..maxSCellGroups-r15)) OF SCellGroupToAddMod-r15

SCellToAddMod-r10 ::=			SEQUENCE {
	sCellIndex-r10						SCellIndex-r10,
	cellIdentification-r10				SEQUENCE {
		physCellId-r10						PhysCellId,
		dl-CarrierFreq-r10					ARFCN-ValueEUTRA
	}																OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigCommonSCell-r10		RadioResourceConfigCommonSCell-r10	OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigDedicatedSCell-r10	RadioResourceConfigDedicatedSCell-r10	OPTIONAL,	-- Cond SCellAdd2
	...,
	[[	dl-CarrierFreq-v1090				ARFCN-ValueEUTRA-v9e0	OPTIONAL	-- Cond EARFCN-max
	]],
	[[	antennaInfoDedicatedSCell-v10i0		AntennaInfoDedicated-v10i0	OPTIONAL	-- Need ON
	]],
	[[	srs-SwitchFromServCellIndex-r14		INTEGER (0.. 31) OPTIONAL	-- Need ON
	]],
	[[	sCellState-r15						ENUMERATED {activated, dormant}	OPTIONAL 	-- Need ON
	]]
}

SCellToAddMod-v10l0 ::=			SEQUENCE {
	radioResourceConfigCommonSCell-v10l0		RadioResourceConfigCommonSCell-v10l0	OPTIONAL
}

SCellToAddMod-v13c0 ::=			SEQUENCE {
	radioResourceConfigDedicatedSCell-v13c0	RadioResourceConfigDedicatedSCell-v13c0	OPTIONAL
}

SCellToAddModExt-r13 ::=			SEQUENCE {
	sCellIndex-r13						SCellIndex-r13,
	cellIdentification-r13				SEQUENCE {
		physCellId-r13						PhysCellId,
		dl-CarrierFreq-r13					ARFCN-ValueEUTRA-r9
	}																OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigCommonSCell-r13		RadioResourceConfigCommonSCell-r10	OPTIONAL,	-- Cond SCellAdd
	radioResourceConfigDedicatedSCell-r13	RadioResourceConfigDedicatedSCell-r10	OPTIONAL,	-- Cond SCellAdd2
	antennaInfoDedicatedSCell-r13			AntennaInfoDedicated-v10i0		OPTIONAL	-- Need ON
}

SCellToAddModExt-v1370 ::=			SEQUENCE {
	radioResourceConfigCommonSCell-v1370		RadioResourceConfigCommonSCell-v10l0	OPTIONAL
}

SCellToAddModExt-v1430 ::=			SEQUENCE {
	srs-SwitchFromServCellIndex-r14			INTEGER (0.. 31)			OPTIONAL,	-- Need ON
	...,
	[[	sCellState-r15					ENUMERATED {activated, dormant}		OPTIONAL 	-- Need ON
	]]
}

SCellGroupToAddMod-r15 ::=			SEQUENCE {
	sCellGroupIndex-r15					SCellGroupIndex-r15,
	sCellConfigCommon-r15				SCellConfigCommon-r15			OPTIONAL,	-- Need ON
	sCellToReleaseList-r15				SCellToReleaseListExt-r13		OPTIONAL,	-- Need ON
	sCellToAddModList-r15				SCellToAddModListExt-r13		OPTIONAL	-- Need ON
}

SCellToReleaseList-r10 ::=			SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SCellToReleaseListExt-r13 ::=			SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellIndex-r13

SCellGroupToReleaseList-r15 ::=			SEQUENCE (SIZE (1..maxSCellGroups-r15)) OF SCellGroupIndex-r15

SCellGroupIndex-r15 ::=			INTEGER (1..maxSCellGroups-r15)

SCellConfigCommon-r15 ::= SEQUENCE {
	radioResourceConfigCommonSCell-r15		RadioResourceConfigCommonSCell-r10	OPTIONAL,	-- Need ON
	radioResourceConfigDedicatedSCell-r15	RadioResourceConfigDedicatedSCell-r10	OPTIONAL,-- Need ON
	antennaInfoDedicatedSCell-r15			AntennaInfoDedicated-v10i0		OPTIONAL	-- Need ON
}

SCG-Configuration-r12 ::=			CHOICE {
	release								NULL,
	setup								SEQUENCE {
		scg-ConfigPartMCG-r12				SEQUENCE {
			scg-Counter-r12						INTEGER (0.. 65535)			OPTIONAL,	-- Need ON
			powerCoordinationInfo-r12			PowerCoordinationInfo-r12	OPTIONAL,	-- Need ON
			...
		}																OPTIONAL,	-- Need ON
		scg-ConfigPartSCG-r12				SCG-ConfigPartSCG-r12		OPTIONAL	-- Need ON
	}
}

SCG-Configuration-v12f0 ::=			CHOICE {
	release								NULL,
	setup								SEQUENCE {
		scg-ConfigPartSCG-v12f0				SCG-ConfigPartSCG-v12f0		OPTIONAL	-- Need ON
	}
}

SCG-Configuration-v13c0 ::=			CHOICE {
	release								NULL,
	setup								SEQUENCE {
		scg-ConfigPartSCG-v13c0				SCG-ConfigPartSCG-v13c0		OPTIONAL	-- Need ON
	}
}

SCG-ConfigPartSCG-r12 ::=			SEQUENCE {
	radioResourceConfigDedicatedSCG-r12	RadioResourceConfigDedicatedSCG-r12	OPTIONAL,	-- Need ON
	sCellToReleaseListSCG-r12			SCellToReleaseList-r10		OPTIONAL,	-- Need ON
	pSCellToAddMod-r12					PSCellToAddMod-r12			OPTIONAL,	-- Need ON
	sCellToAddModListSCG-r12			SCellToAddModList-r10		OPTIONAL,	-- Need ON
	mobilityControlInfoSCG-r12			MobilityControlInfoSCG-r12	OPTIONAL,	-- Need ON
	...,
	[[
	sCellToReleaseListSCG-Ext-r13			SCellToReleaseListExt-r13		OPTIONAL,	-- Need ON
	sCellToAddModListSCG-Ext-r13			SCellToAddModListExt-r13		OPTIONAL	-- Need ON
	]],
	[[
	sCellToAddModListSCG-Ext-v1370		SCellToAddModListExt-v1370	OPTIONAL	-- Need ON
	]],
	[[
	pSCellToAddMod-v1440				PSCellToAddMod-v1440		OPTIONAL	-- Need ON
	]],
	[[	sCellGroupToReleaseListSCG-r15	SCellGroupToReleaseList-r15	OPTIONAL,	-- Need ON
		sCellGroupToAddModListSCG-r15	SCellGroupToAddModList-r15	OPTIONAL	-- Need ON
	]],
	[[	-- NE-DC addition for setup/ modification and release SN configured measurements
		measConfigSN-r15				MeasConfig						OPTIONAL,	-- Need ON
		-- NE-DC additions concerning DRBs/ SRBs are within RadioResourceConfigDedicatedSCG
		tdm-PatternConfigNE-DC-r15		TDM-PatternConfig-r15			OPTIONAL	-- Cond FDD-PSCell
	]],
	[[	p-MaxEUTRA-r15					P-Max							OPTIONAL	-- Need ON
	]]
}

SCG-ConfigPartSCG-v12f0 ::=			SEQUENCE {
	pSCellToAddMod-v12f0				PSCellToAddMod-v12f0		OPTIONAL,	-- Need ON
	sCellToAddModListSCG-v12f0			SCellToAddModList-v10l0		OPTIONAL	-- Need ON
}

SCG-ConfigPartSCG-v13c0 ::=			SEQUENCE {
	sCellToAddModListSCG-v13c0			SCellToAddModList-v13c0		OPTIONAL,	-- Need ON
	sCellToAddModListSCG-Ext-v13c0		SCellToAddModListExt-v13c0	OPTIONAL	-- Need ON
}

SecurityConfigHO ::=				SEQUENCE {
	handoverType						CHOICE {
		intraLTE							SEQUENCE {
			securityAlgorithmConfig				SecurityAlgorithmConfig		OPTIONAL,	-- Cond fullConfig
			keyChangeIndicator					BOOLEAN,
			nextHopChainingCount				NextHopChainingCount
		},
		interRAT							SEQUENCE {
			securityAlgorithmConfig				SecurityAlgorithmConfig,
			nas-SecurityParamToEUTRA			OCTET STRING (SIZE(6))
		}
	},
	...
}

SecurityConfigHO-v1530 ::=		SEQUENCE {
	handoverType-v1530				CHOICE {
		intra5GC-r15						SEQUENCE {
			securityAlgorithmConfig-r15			SecurityAlgorithmConfig		OPTIONAL,	-- Cond HO-toEUTRA
			keyChangeIndicator-r15				BOOLEAN,
			nextHopChainingCount-r15			NextHopChainingCount,
			nas-Container-r15					OCTET STRING	OPTIONAL	-- Need ON
		},
		fivegc-ToEPC-r15					SEQUENCE {
			securityAlgorithmConfig-r15			SecurityAlgorithmConfig,
			nextHopChainingCount-r15			NextHopChainingCount
		},
		epc-To5GC-r15					SEQUENCE {
			securityAlgorithmConfig-r15		SecurityAlgorithmConfig,
			nas-Container-r15				OCTET STRING
		}
	},
	...
}

TDM-PatternConfig-r15 ::=			CHOICE {
	release							NULL,
	setup							SEQUENCE {
		subframeAssignment-r15			SubframeAssignment-r15,
		harq-Offset-r15					INTEGER (0.. 9)
	}
}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list. If dedicatedInfoNASList-r15 is present, UE shall ignore the dedicatedInfoNASList (without suffix).

	endc-ReleaseAndAdd
A one-shot field indicating whether the UE simultaneously releases and adds all the NR SCG related configuration within nr-Config, i.e. the configuration set by the NR RRCReconfiguration message (e.g. secondaryCellGroup, SRB3 and measConfig).

	fullConfig
Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message for intra-system intra-RAT handover. For inter-RAT handover from NR to E-UTRA, fullConfig indicates whether or not delta signalling of SDAP/PDCP from source RAT is applicable. This field is absent when the RRCConnectionReconfiguration message is generated by the E-UTRA SCG.

	harq-Offset
Indicates a HARQ subframe offset that is applied to the subframes designated as UL in the associated subrame assignment, see TS 36.213 [23].

	keyChangeIndicator
If UE is connected to EPC, true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].
If UE is connected to 5GC, with keyChangeIndicator-r15, true is used in an intra-cell handover when a KeNB key is derived from a KAMF key taken into use through the latest successful NAS SMC procedure, as described in TS 33.501 [86] for KeNB re-keying.
False is used for intra-system handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.501 [86]. True is also used in NG based handover procedure with KAMF change, when a KeNB key is derived from the new KAMF key as described in TS 33.501 [86].

	lwa-Configuration
This field is used to provide parameters for LWA configuration. E-UTRAN does not simultaneously configure LWA with DC, LWIP or RCLWI for a UE.

	lwip-Configuration
This field is used to provide parameters for LWIP configuration. E-UTRAN does not simultaneously configure LWIP with DC, LWA or RCLWI for a UE.

	measConfig
Measurements that E-UTRAN may configure when the UE is not configured with NE-DC.

	measConfigSN
Measurements that E-UTRAN may configure when the UE is configured with NE-DC and for which reports are carried within an NR RRC message.

	nas-Container
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although, if included, it affects activation of AS- security after handover within E-UTRA/5GC. The content is defined in TS 24.501 [95]. In case of NG based handover, the content of nas-Container is. the Intra N1 mode NAS transparent container IE. In case of inter-system handover to from 5GS to EPS, the content of NAS-Container is. the S1 mode to N1 mode NAS transparent container IE.

	nas-securityParamToEUTRA
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although, if included, it affects activation of AS- security after inter-RAT handover to E-UTRA/EPC or inter-system handover to E-UTRA/EPC. The content is defined in TS 24.301 [35]. This field is not used for handover from 5GC.

	networkControlledSyncTx
This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.

	nextHopChainingCount
Parameter NCC: See TS 33.401 [32] if UE is connected to EPC, else see 33.501 [86] if UE is connected to 5GC.

	nr-Config
Includes the NR related configurations. This field is used to configure (NG)EN-DC configuration, possibly in conjunction with fields sk-Counter and nr-RadioBearerConfig1/ 2. NOTE 1.

	nr-RadioBearerConfig1, nr-RadioBearerConfig2
Includes the NR RadioBearerConfig IE as specified in TS 38.331 [82]. The field includes the configuration of RBs configured with NR PDCP.

	nr-SecondaryCellGroupConfig
Includes the NR RRCReconfiguration message as specified in TS 38.331 [82]. In this version of the specification, the NR RRC message only includes fields secondaryCellGroup and/ or measConfig. If nr-SecondaryCellGroupConfig is configured, the network always includes this field upon MN handover to initiate an NR SCG reconfiguration with sync and key change.

	perCC-GapIndicationRequest
Indicates that UE shall include perCC-GapIndicationList and numFreqEffective in the RRCConnectionReconfigurationComplete message. numFreqEffectiveReduced may also be included if frequencies are configured for reduced measurement performance.

	p-MaxEUTRA
Indicates the maximum power available for LTE.

	p-MaxUE-FR1
The maximum total transmit power to be used by the UE across all serving cells in frequency range 1 (FR1) across all cell groups. The maximum transmit power that the UE may use may be additionally limited on cell- or cell-group level. The field is optionally present, if (NG)EN-DC (nr-Config-r15) has been configured. It is absent otherwise.

	p-MeNB
Indicates the guaranteed power for the MeNB, as specified in TS 36.213 [23]. The value N corresponds to N-1 in TS 36.213 [23].

	powerControlMode
Indicates the power control mode used in DC. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in TS 36.213 [23].

	p-SeNB
Indicates the guaranteed power for the SeNB as specified in TS 36.213 [23], Table 5.1.4.2-1. The value N corresponds to N-1 in TS 36.213 [23].

	rclwi-Configuration
WLAN traffic steering command as specified in 5.6.16.2. E-UTRAN does not simultaneously configure RCLWI with DC, LWA or LWIP for a UE.

	sCellConfigCommon
Indicates the common configuration for the SCell group.

	sCellGroupIndex
Indicates the identity of SCell groups for which a common configuration is provided.

	sCellIndex
In case of DC, the SCellIndex is unique within the scope of the UE i.e. an SCG cell can not use the same value as used for an MCG cell. For pSCellToAddMod, if sCellIndex-r13 is present the UE shall ignore sCellIndex-r12. sCellIndex-r13 in sCellToAddModListExt-r13 shall not have same values as sCellIndex-r10 in sCellToAddModList-r10.

	sCellGroupToAddModList, sCellGroupToAddModListSCG
Indicates the SCell group to be added or modified. E-UTRAN only configures at most 4 SCell groups per UE over all cell groups. SCell groups can only be configured for LTE SCells, and all SCells in an SCell group must belong to the same cell group.

	sCellGroupToReleaseList
Indicates the SCell group to be released.

	sCellState
A one-shot field that indicates whether the SCell shall be considered to be in activated or dormant state upon SCell configuration.

	sCellToAddModList, sCellToAddModListExt
Indicates the SCell to be added or modified. Field sCellToAddModList is used to add the first 4 SCells for a UE with sCellIndex-r10 while sCellToAddModListExt is used to add the rest. If E-UTRAN includes sCellToAddModListExt-v1430 it includes the same number of entries, and listed in the same order, as in sCellToAddModListExt-r13. If E-UTRAN includes sCellToAddModList-v10l0 it includes the same number of entries, and listed in the same order, as in sCellToAddModList-r10. If E-UTRAN includes sCellToAddModListExt-v1370 it includes the same number of entries, and listed in the same order, as in sCellToAddModListExt-r13. If E-UTRAN includes sCellToAddModListExt-v13c0 it includes the same number of entries, and listed in the same order, as in sCellToAddModListExt-r13.

	sCellToAddModListSCG, sCellToAddModListSCG-Ext
Indicates the SCG cell to be added or modified. The field is used for SCG cells other than the PSCell (which is added/ modified by field pSCellToAddMod). Field sCellToAddModListSCG is used to add the first 4 SCells for a UE with sCellIndex-r10 while sCellToAddModListSCG-Ext is used to add the rest. If E-UTRAN includes sCellToAddModListSCG-v10l0 it includes the same number of entries, and listed in the same order, as in sCellToAddModListSCG-r12. If E-UTRAN includes sCellToAddModListSCG-Ext-v1370 it includes the same number of entries, and listed in the same order, as in sCellToAddModListSCG-Ext-r13. If E-UTRAN includes sCellToAddModListSCG-Ext-v13c0 it includes the same number of entries, and listed in the same order, as in sCellToAddModListSCG-Ext-r13.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Indicates the SCG cell to be released. The field is also used to release the PSCell e.g. upon change of PSCell, upon system information change for the PSCell.

	scg-Configuration
Covers the SCG configuration as used in case of DC and NE-DC. When the UE is configured with NE-DC, E-UTRAN neither applies value release nor configures scg-ConfigPartMCG.

	scg-Counter
A counter used upon initial configuration of SCG security as well as upon refresh of S-KeNB. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	securityConfigHO
This field contains the parameters required to update the security keys at handover. If E-UTRAN includes the securityConfigHO (i.e., without suffix), the choice intraLTE is used for handover within E-UTRA/EPC while the choice interRAT is used for handover from GERAN or UTRAN to E-UTRA/EPC. If E-UTRAN includes the securityConfigHO-v1530 (i.e., with suffix), the choice intra5GC is used for handover from NR or E-UTRA/5GC to E-UTRA/5GC while the choice fivegc-ToEPC is used for inter-system handover from NR or E-UTRA/5GC to E-UTRA/EPC and the choice epc-To5GC is used for inter-system handover from E-UTRA/EPC to E-UTRA/5GC.

	sk-Counter
A one-shot counter used upon initial configuration of S-KgNB as well as upon refresh of S-KgNB. E-UTRAN provides this field upon configuring (NG)EN-DC, to facilitate configuration of SRB3, or upon configuring an (SN terminated) RB using S-KgNB.

	sl-ConfigDedicatedNR
Indicates sidelink configuration for NR sidelink communication as specified in TS 38.331 [82].

	sl-V2X-ConfigDedicated
Indicates sidelink configuration for non-P2X related V2X sidelink communication as well as P2X related V2X sidelink communication.

	smtc
The SSB periodicity/offset/duration configuration of target cell for NR PSCell addition and SN change. It is based on timing reference of EUTRA PCell. NOTE 2.
If the field is absent, the UE uses the SMTC in the measObjectNR having the same SSB frequency and subcarrier spacing, as configured before the reception of the RRC message.

	srs-SwitchFromServCellIndex
Indicates the serving cell whose UL transmission may be interrupted during SRS transmission on a PUSCH-less cell. During SRS transmission on a PUSCH-less cell, the UE may temporarily suspend the UL transmission on a serving cell with PUSCH in the same CG to allow the PUSCH-less cell to transmit SRS. The PUSCH-less cell is always a TDD cell but the serving cell with PUSCH may be either a FDD or TDD cell.

	subframeAssignment
Indicates DL/UL subframe configuration where sa0 points to Configuration 0, sa1 to Configuration 1 etc. as specified in TS 36.211 [21], table 4.2-2.

	systemInformationBlockType1Dedicated
This field is used to transfer SystemInformationBlockType1 or SystemInformationBlockType1-BR to the UE.

	systemInformationBlockType2Dedicated
This field is used to transfer BR version of SystemInformationBlockType2 to BL UEs or UEs in CE or SystemInformationBlockType2 to non-BL UEs.

	t350
Timer T350 as described in clause 7.3. Value minN corresponds to N minutes.

	tdm-PatternConfig
UL/DL reference configuration indicating the time during which a UE configured with (NG)EN-DC is allowed to transmit. This field is used when power control or IMD issues require single UL transmission as specified in TS 38.101-3 [101] and TS 38.213 [88].

	tdm-PatternConfigNE-DC
UL/DL reference configuration indicating the time during which a UE configured with NE-DC is allowed to transmit. This field is used when power control or IMD issues require single UL transmission as specified in TS 38.101-3 [101] and TS 38.213 [88].



	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	FDD-PCell
	This field is optionally present, need ON, for a FDD PCell if there is no SCell with configured uplink. Otherwise, the field is not present.

	FDD-PSCell
	This field is optionally present, need ON, for a FDD PSCell if there is no SCell with configured uplink. Otherwise, the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	The field is mandatory present in case of inter-system handover within E-UTRA or handover from NR to E-UTRA/EPC; it is optionally present, need ON, in case of intra-system handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; or for intra-system handover from NR to E-UTRA, otherwise the field is not present.

	HO-5GC
	The field is mandatory present in case of handover within E-UTRA/5GC, handover to E-UTRA/5GC, handover from NR to E-UTRA/EPC, or handover from E-UTRA/5GC to E-UTRA/EPC, otherwise the field is not present.

	HO-toEPC
	The field is mandatory present in case of handover within E-UTRA/EPC or to E-UTRA/EPC, except handover from NR or E-UTRA/5GC, otherwise the field is not present. 

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonFullConfig
	The field is not present when the fullConfig is included or in case of handover to E-UTRA; otherwise it is optional present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.



NOTE 1:	Fields sk-Counter and nr-RadioBearerConfig1/ 2 are placed outside nr-Config, as these may be configured while the UE is not configured with (NG)EN-DC.
NOTE 2:	It is not specified whether the timing reference for the SMTC configuration is the source EUTRA PCell or the target EUTRA PCell in case the NR PSCell addition or SN change takes place simultaneously with handover. As a consequence, explicit SMTC configuration is only supported when the source EUTRA PCell and the target EUTRA PCell of the handover are SFN/subframe-synchronized.
Next change
[bookmark: _Toc12745796]6.3	RRC information elements
[bookmark: _Toc12745797]6.3.1	System information blocks
/unchanged parts are omitted/
[bookmark: _Toc12745818]–	SystemInformationBlockType21
The IE SystemInformationBlockType21 contains V2X sidelink communication configuration.
SystemInformationBlockType21 information element
-- ASN1START

SystemInformationBlockType21-r14 ::= SEQUENCE {
	sl-V2X-ConfigCommon-r14				SL-V2X-ConfigCommon-r14				OPTIONAL,	-- Need OR
	lateNonCriticalExtension			OCTET STRING						OPTIONAL,
	...,
	[[	anchorCarrierFreqListNR-r16		SL-NR-AnchorCarrierFreqList-r16		OPTIONAL	-- Need OR
	]]
}

SL-V2X-ConfigCommon-r14 ::=		SEQUENCE {
[bookmark: OLE_LINK195][bookmark: OLE_LINK194]	v2x-CommRxPool-r14					SL-CommRxPoolListV2X-r14			OPTIONAL,	-- Need OR
	v2x-CommTxPoolNormalCommon-r14		SL-CommTxPoolListV2X-r14			OPTIONAL,	-- Need OR
	p2x-CommTxPoolNormalCommon-r14		SL-CommTxPoolListV2X-r14			OPTIONAL,	-- Need OR
	v2x-CommTxPoolExceptional-r14		SL-CommResourcePoolV2X-r14			OPTIONAL,	-- Need OR
[bookmark: OLE_LINK338][bookmark: OLE_LINK166][bookmark: OLE_LINK167]	v2x-SyncConfig-r14					SL-SyncConfigListV2X-r14			OPTIONAL,	-- Need OR
[bookmark: OLE_LINK369][bookmark: OLE_LINK368][bookmark: OLE_LINK343][bookmark: OLE_LINK342]	v2x-InterFreqInfoList-r14			SL-InterFreqInfoListV2X-r14			OPTIONAL,	-- Need OR
	v2x-ResourceSelectionConfig-r14		SL-CommTxPoolSensingConfig-r14		OPTIONAL,	-- Need OR
	zoneConfig-r14						SL-ZoneConfig-r14					OPTIONAL,	-- Need OR
	typeTxSync-r14						SL-TypeTxSync-r14					OPTIONAL,	-- Need OR
	thresSL-TxPrioritization-r14		SL-Priority-r13						OPTIONAL,	-- Need OR
	anchorCarrierFreqList-r14			SL-AnchorCarrierFreqList-V2X-r14	OPTIONAL,	-- Need OR
	offsetDFN-r14						INTEGER (0..1000)					OPTIONAL,	-- Need OR
	cbr-CommonTxConfigList-r14			SL-CBR-CommonTxConfigList-r14		OPTIONAL	-- Need OR
}
[bookmark: OLE_LINK361][bookmark: OLE_LINK360]

-- ASN1STOP

	SystemInformationBlockType21 field descriptions

	anchorCarrierFreqList
Indicates EUTRAN carrier frequencies which may include inter-carrier resource configuration for V2X sidelink communication.

	anchorCarrierFreqListNR
Indicates NR carrier frequencies which may include inter-carrier resource configuration for V2X sidelink communication.

	cbr-CommonTxConfigList
Indicates the common list of CBR ranges and the list of PSSCH transmissions parameter configurations available to configure congestion control to the UE for V2X sidelink communication.

	offsetDFN
Indicates the timing offset for the UE to determine DFN timing when GNSS is used for timing reference for the PCell. Value 0 corresponds to 0 milliseconds, value 1 corresponds to 0.001 milliseconds, value 2 corresponds to 0.002 milliseconds, and so on.

	p2x-CommTxPoolNormalCommon
Indicates the resources by which the UE is allowed to transmit P2X related V2X sidelink communication. zoneID is not configured in the pools in this field.

	thresSL-TxPrioritization
Indicates the threshold used to determine whether SL V2X transmission is prioritized over uplink transmission if they overlap in time (see TS 36.321 [6]). This value shall overwrite thresSL-TxPrioritization configured in SL-V2X-Preconfiguration if any.

	typeTxSync
Indicates the prioritized synchronization type (i.e. eNB or GNSS) for performing V2X sidelink communication on the carrier frequency on which this field is broadcast.

	v2x-CommRxPool
Indicates the resources by which the UE is allowed to receive V2X sidelink communication while in RRC_IDLE and in RRC_CONNECTED.

	v2x-CommTxPoolExceptional
Indicates the resources by which the UE is allowed to transmit V2X sidelink communication in exceptional conditions, as specified in 5.10.13.

	v2x-CommTxPoolNormalCommon
Indicates the resources by which the UE is allowed to transmit non-P2X related V2X sidelink communication when in RRC_IDLE or when in RRC_CONNECTED while transmitting V2X sidelink communication via a frequency other than the primary. E-UTRAN configures one resource pool per zone.

	v2x-InterFreqInfoList
Indicates synchronization and resource allocation configurations of neighboring frequencies for V2X sidelink communication.

	v2x-ResourceSelectionConfig
Indicates V2X sidelink communication configurations used for UE autonomous resource selection.

	v2x-SyncConfig
Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information for V2X sidelink communication. E-UTRAN configures v2x-SyncConfig including txParameters when configuring UEs to transmit synchronisation information.

	zoneConfig
Indicates zone configurations used for V2X sidelink communication in 5.10.13.2.



[bookmark: _Toc12745819]–	SystemInformationBlockType24
The IE SystemInformationBlockType24 contains information relevant only for inter-RAT cell re-selection i.e. information about NR frequencies and NR neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.
SystemInformationBlockType24 information element
-- ASN1START

SystemInformationBlockType24-r15 ::=	SEQUENCE {
	carrierFreqListNR-r15				CarrierFreqListNR-r15				OPTIONAL, 		-- Need OR
	t-ReselectionNR-r15					T-Reselection,
	t-ReselectionNR-SF-r15				SpeedStateScaleFactors				OPTIONAL,	-- Need OR
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	...
}

CarrierFreqListNR-r15 ::=		SEQUENCE (SIZE (1..maxFreq)) OF CarrierFreqNR-r15

CarrierFreqNR-r15 ::=				SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	multiBandInfoList-r15				MultiFrequencyBandListNR-r15		OPTIONAL,	-- Need OR
	multiBandInfoListSUL-r15			MultiFrequencyBandListNR-r15		OPTIONAL,	-- Need OR
	measTimingConfig-r15				MTC-SSB-NR-r15						OPTIONAL,	-- Need OR
	subcarrierSpacingSSB-r15			ENUMERATED {kHz15, kHz30, kHz120, kHz240},
	ss-RSSI-Measurement-r15				SS-RSSI-Measurement-r15		OPTIONAL, 		-- Cond RSRQ2
	cellReselectionPriority-r15			CellReselectionPriority		OPTIONAL,		-- Need OP
	cellReselectionSubPriority-r15		CellReselectionSubPriority-r13	OPTIONAL,	-- Need OR
	threshX-High-r15					ReselectionThreshold,
	threshX-Low-r15						ReselectionThreshold,
	threshX-Q-r15						SEQUENCE {
			threshX-HighQ-r15				ReselectionThresholdQ-r9,
			threshX-LowQ-r15				ReselectionThresholdQ-r9
		}																OPTIONAL,	-- Cond RSRQ
	q-RxLevMin-r15						INTEGER (-70..-22),
	q-RxLevMinSUL-r15					INTEGER (-70..-22)				OPTIONAL, 		-- Need OR
	p-MaxNR-r15							P-MaxNR-r15,
	ns-PmaxListNR-r15					NS-PmaxListNR-r15					OPTIONAL,	-- Need OR
	q-QualMin-r15						INTEGER (-43..-12)				OPTIONAL,		-- Need OP
	deriveSSB-IndexFromCell-r15			BOOLEAN,
	maxRS-IndexCellQual-r15				MaxRS-IndexCellQualNR-r15		OPTIONAL,		-- Need OR
	threshRS-Index-r15					ThresholdListNR-r15				OPTIONAL,		-- Need OR
	...,
	[[	multiBandNsPmaxListNR-v1550		MultiBandNsPmaxListNR-1-v1550	OPTIONAL,	-- Need OR
		multiBandNsPmaxListNR-SUL-v1550	MultiBandNsPmaxListNR-v1550		OPTIONAL,	-- Need OR
		ssb-ToMeasure-r15				SSB-ToMeasure-r15				OPTIONAL		-- Need OR
	]]
}

MultiBandNsPmaxListNR-1-v1550	::=	SEQUENCE (SIZE (1.. maxMultiBandsNR-1-r15)) OF NS-PmaxListNR-r15

MultiBandNsPmaxListNR-v1550	::=	SEQUENCE (SIZE (1.. maxMultiBandsNR-r15)) OF NS-PmaxListNR-r15

-- ASN1STOP

	SystemInformationBlockType24 field descriptions

	carrierFreqListNR
List of carrier frequencies of NR carriers. These frequencies correspond to GSCN values as specified in TS 38.101 [85].

	cellReselectionPriority
The field concerns the absolute priority of the concerned carrier frequency as used by the cell reselection procedure. Corresponds with parameter "priority" in TS 36.304 [4].

	deriveSSB-IndexFromCell
The field indicates whether the UE may use, to derive the SSB index of a cell on the indicated SSB frequency and subcarrier spacing, the timing of any detected cell with the same SSB frequency and subcarrier spacing. If this field is set to TRUE, the UE assumes SFN and frame boundary alignment across cells on the same NR carrier frequency as specified in TS 36.133 [16].

	maxRS-IndexCellQual
Number of SS blocks to average for cell measurement derivation. Corresponds to the parameter nrofSS-BlocksToAverage in TS 38.304 [92].

	measTimingConfig
Used to configure measurement timing configurations, i.e., timing occasions at which the UE measures SSBs. If the field is absent, the UE assumes that SSB periodicity is 5ms in this frequency.

	multiBandInfoList
Indicates the list of frequency bands for which the NR cell reselection parameters apply. The UE shall select the first listed band which it supports in the multiBandInfoList field to represent the NR neighbour carrier frequency. The network always includes this field.

	multiBandInfoListSUL
Indicates the list of frequency bands for which the NR cell reselection parameters apply. The UE shall select the first listed band which it supports in the multiBandInfoListSUL field to represent the NR neighbour carrier frequency.

	multiBandNsPmaxListNR
Indicates the NS-PmaxListNR configuration for the NR frequency band(s) listed in multiBandInfoList. The first entry corresponds to the second listed band in multiBandInfoList, and second entry corresponds to the third listed band in multiBandInfoList, and so on. 

	multiBandNsPmaxListNR-SUL
Indicates the NS-PmaxListNR configuration for the NR SUL frequency band(s) listed in multiBandInfoListSUL. The first entry corresponds to the first listed band in multiBandInfoListSUL, and second entry corresponds to the second listed band in multiBandInfoListSUL, and so on.

	ns-PmaxListNR
Indicates a list of additionalPmax and additionalSpectrumEmission, corresponds to the first listed band in the multiBandInfoList.

	p-MaxNR
Indicates the maximum power for NR (see TS 38.104 [91]) the UE can use in NR SCG.

	q-QualMin
Parameter "Qqualmin" in TS 36.304 [4], applicable for NR neighbour cells. If the field is not present, the UE applies the (default) value of negative infinity for Qqualmin. 

	q-RxLevMin
Parameter "Qrxlevmin" in TS 36.304 [4], applicable for NR neighbour cells.

	q-RxLevMinSUL
Parameter "QrxlevminSUL" in TS 38.304 [92], applicable for NR neighbouring cells.

	ssb-ToMeasure
The set of SS blocks to be measured within the SMTC measurement duration (see TS 38.215 [89]). When the field is absent the UE measures on all SS-blocks.

	ss-RSSI-Measurements
Indicates the SSB-based RSSI measurement configuration. If the field is absent, the UE behaviour is defined in TS 38.215 [89], subclause 5.1.3.

	threshRS-Index
List of thresholds for consolidation of L1 measurements per RS index. Corresponds to the parameter absThreshSS-BlocksConsolidation in TS 38.304 [92].

	threshX-High
Parameter "ThreshX, HighP" in TS 36.304 [4].

	threshX-HighQ
Parameter "ThreshX, HighQ" in TS 36.304 [4].

	threshX-Low
Parameter "ThreshX, LowP" in TS 36.304 [4].

	threshX-LowQ
Parameter "ThreshX, LowQ" in TS 36.304 [4].

	t-ReselectionNR
Parameter "TreselectionNR" in TS 36.304 [4].

	t-ReselectionNR-SF
Parameter "Speed dependent ScalingFactor for TreselectionNR" in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].



	Conditional presence
	Explanation

	RSRQ
	The field is mandatory present if the threshServingLowQ is present in systemInformationBlockType3; otherwise it is not present.

	RSRQ2
	The field is optional Need OP if the threshServingLowQ is present in systemInformationBlockType3; otherwise it is not present.



[bookmark: _Toc12745820]–	SystemInformationBlockType25
The IE SystemInformationBlockType25 contains the UAC parameters.
SystemInformationBlockType25 information element
-- ASN1START

SystemInformationBlockType25-r15 ::=	SEQUENCE {
	uac-BarringForCommon-r15				UAC-BarringPerCatList-r15				OPTIONAL,	-- Need OP
	uac-BarringPerPLMN-List-r15			UAC-BarringPerPLMN-List-r15				OPTIONAL,	-- Need OP
	uac-BarringInfoSetList-r15			UAC-BarringInfoSetList-r15,
	uac-AC1-SelectAssistInfo-r15		CHOICE {
		plmnCommon-r15							UAC-AC1-SelectAssistInfo-r15,
		individualPLMNList-r15	SEQUENCE (SIZE (2..maxPLMN-r11)) OF UAC-AC1-SelectAssistInfo-r15
		}			OPTIONAL,	-- Need OR
	lateNonCriticalExtension				OCTET STRING								OPTIONAL,
	...
}

UAC-BarringPerPLMN-List-r15::=	SEQUENCE (SIZE (1.. maxPLMN-r11)) OF UAC-BarringPerPLMN-r15

UAC-BarringPerPLMN-r15 ::=	SEQUENCE {
	plmn-IdentityIndex-r15		INTEGER (1.. maxPLMN-r11),
	uac-AC-BarringListType-r15		CHOICE{
		uac-ImplicitAC-BarringList-r15		SEQUENCE (SIZE(maxAccessCat-1-r15)) OF UAC-BarringInfoSetIndex-r15,
		uac-ExplicitAC-BarringList-r15		UAC-BarringPerCatList-r15
		}					OPTIONAL	-- Need OR
}

UAC-BarringPerCatList-r15 ::= SEQUENCE (SIZE (1..maxAccessCat-1-r15)) OF UAC-BarringPerCat-r15

UAC-BarringPerCat-r15 ::= SEQUENCE {
	accessCategory-r15					INTEGER (1..maxAccessCat-1-r15),
	uac-barringInfoSetIndex-r15		UAC-BarringInfoSetIndex-r15
}

UAC-BarringInfoSetIndex-r15 ::=	INTEGER (1..maxBarringInfoSet-r15)
UAC-BarringInfoSetList-r15 ::=		SEQUENCE (SIZE (1..maxBarringInfoSet-r15)) OF UAC-BarringInfoSet-r15


UAC-BarringInfoSet-r15 ::= SEQUENCE {
	uac-BarringFactor-r15		ENUMERATED {
									p00, p05, p10, p15, p20, p25, p30, p40,
									p50, p60, p70, p75, p80, p85, p90, p95},
	uac-BarringTime-r15			ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},
	uac-BarringForAccessIdentity-r15			BIT STRING (SIZE(7))
}

UAC-AC1-SelectAssistInfo-r15::=	ENUMERATED {a, b, c}

-- ASN1STOP

	SystemInformationBlockType25 field descriptions

	accessCategory
The Access Category according to TS 22.261 [96].

	uac-AC-BarringListType
Access control parameters for each access category valid only for a specific PLMN. UE behaviour upon absence of this field is specified in clause 5.3.16.2.

	uac-AC1-SelectAssistInfo 
Information used to determine whether Access Category 1 applies to the UE, as defined in TS 22.261 [96]. The field is forwarded to upper layers, if present.

	uac-BarringFactor
Represents the probability that access attempt would be allowed during access barring check.

	uac-BarringForAccessIdentity
Indicates whether access attempt is allowed for each Access Identity. The leftmost bit, bit 0 in the bit string corresponds to Access Identity 1, bit 1 in the bit string corresponds to Access Identity 2, bit 2 in the bit string corresponds to Access Identity 11, bit 3 in the bit string corresponds to Access Identity 12 and so on. Value 0 means that access attempt is allowed for the corresponding access identity.

	uac-BarringForCommon
Common access control parameters for each access category. Common values are used for all PLMNs, unless overwritten by the PLMN specific configuration provided in uac-BarringPerPLMN-List. The parameters are specified by providing an index to the set of configurations (uac-BarringInfoSetList). UE behaviour upon absence of this field is specified in clause 5.3.16.2.

	uac-barringInfoSetIndex
Index of the entry in field uac-BarringInfoSetList. Value 1 corresponds to the first entry in uac-BarringInfoSetList, value 2 corresponds to the second entry in this list and so on. An index value referring to an entry not included in uac-BarringInfoSetList indicates no barring.

	uac-BarringInfoSetList
List of access control parameter sets. Each access category can be configured with access parameters corresponding to a particular set by uac-barringInfoSetIndex. Association of an access category with an index that has no corresponding entry in the uac-BarringInfoSetList is valid configuration and indicates no barring.

	uac-BarringPerPLMN-List
Access control parameters for each access category valid only for a specific PLMN.

	uac-BarringTime
The minimum time before a new access attempt is to be performed after an access attempt was barred at access barring check for the same access category.



[bookmark: _Toc12745821]–	SystemInformationBlockType26
The IE SystemInformationBlockType26 contains V2X sidelink communication configurations which can be used jointly with those included in SystemInformationBlockType21.
SystemInformationBlockType26 information element
-- ASN1START

SystemInformationBlockType26-r15 ::= SEQUENCE {
	v2x-InterFreqInfoList-r15			SL-InterFreqInfoListV2X-r14			OPTIONAL,	-- Need OR
	cbr-pssch-TxConfigList-r15			SL-CBR-PPPP-TxConfigList-r15		OPTIONAL,	-- Need OR
	v2x-PacketDuplicationConfig-r15		SL-V2X-PacketDuplicationConfig-r15	OPTIONAL,	-- Need OR
	syncFreqList-r15					SL-V2X-SyncFreqList-r15				OPTIONAL,	-- Need OR
	slss-TxMultiFreq-r15				ENUMERATED{true}					OPTIONAL,	-- Need OR
	v2x-FreqSelectionConfigList-r15		SL-V2X-FreqSelectionConfigList-r15	OPTIONAL,	-- Need OR
	threshS-RSSI-CBR-r14				INTEGER (0..45)						OPTIONAL,	-- Need OR
	...
}

-- ASN1STOP

	SystemInformationBlockType26 field descriptions

	cbr-pssch-TxConfigList
Indicates the mapping between PPPPs, CBR ranges by using indexes of the entry in cbr-RangeCommonConfigList included in SIB21, and PSSCH transmission parameters and CR limit by using indexes of the entry in sl-CBR-PSSCH-TxConfigList included in SIB21. The configurations in this field apply to all the resource pools on all the carrier frequencies included in SIB26 for V2X sidelink communication transmission. The mcs-PSSCH-RangeList-r15 included in this field also applies to all the resource pools on all the carrier frequencies included in SIB21 for V2X sidelink communication transmission.

	slss-TxMultiFreq
Value TRUE indicates the UE transmits SLSS on multiple carrier frequencies for V2X sidelink communication. If this field is absent, the UE transmits SLSS only on the synchronisation carrier frequency.

	syncFreqList
Indicates a list of candidate carrier frequencies that can be used for the synchronisation of V2X sidelink communication.

	threshS-RSSI-CBR
Indicates the S-RSSI threshold for determining the contribution of a sub-channel to the CBR measurement, as specified in TS 36.214 [48]. Value 0 corresponds to -112 dBm, value 1 to -110 dBm, value n to (-112 + n*2) dBm, and so on. If included, the threshS-RSSI-CBR in SL-CommResourcePoolV2X in SIB26 is absent.

	v2x-FreqSelectionConfigList
Indicates the configuration information for the carrier selection for V2X sidelink communication transmission on the carrier frequency where the field is broadcast.

	v2x-PacketDuplicationConfig
Indicates the configuration information for sidelink packet duplication for V2X sidelink communication. 

	v2x-InterFreqInfoList
If this field includes a carrier frequency which is included in SIB21 and some configuration(s) for that carrier are already included in SIB21, the corresponding configuration(s) for that carrier frequency are not included in this field.



–	SystemInformationBlockTypeXX
The IE SystemInformationBlockTypeXX contains NR sidelink communication configuration.
SystemInformationBlockTypeXX information element
-- ASN1START

SystemInformationBlockTypeXX-r16 ::= SEQUENCE {
	sl-ConfigCommonNR-r16				OCTET STRING						OPTIONAL,	-- Need OR
	lateNonCriticalExtension			OCTET STRING						OPTIONAL,
	...
}

-- ASN1STOP

	SystemInformationBlockTypeXX field descriptions

	sl-ConfigCommonNR
Container for the configuration for NR sidelink communication, the octet string contains the IE SIBX as specified in TS 38.331 [82].




Next change
[bookmark: _Toc12746060]6.3.8	Sidelink information elements
/unchanged parts are omitted/
[bookmark: _Toc12746075]–	SL-NR-AnchorCarrierFreqList
The IE SL-NR-AnchorCarrierFreqList specifies the NR anchor frequencies i.e. frequencies that include inter-carrier resource configuration for V2X sidelink communication.
SL-NR-AnchorCarrierFreqList information element
-- ASN1START

SL-NR-AnchorCarrierFreqList-r16 ::= SEQUENCE (SIZE (1..maxFreqSL-NR-r16)) OF ARFCN-ValueNR-r15

-- ASN1STOP

–	SL-ConfigDedicatedNR
The IE SL-ConfigDedicatedNR specifies the dedicated configuration information for NR sidelink communication.
SL-ConfigDedicatedNR information element
-- ASN1START

SL-ConfigDedicatedNR-r16 ::= SEQUENCE {
	sl-DedicatedConfig-r16				OCTET STRING								OPTIONAL,
	sl-ConfiguredGrantConfig-r16		OCTET STRING								OPTIONAL
}

-- ASN1STOP

	SL-ConfigDedicatedNR field descriptions

	sl-DedicatedConfig
Container for providing the dedicated configurations for NR sidelink communication, the octet string contains the IE SL-ConfigDedicatedNR as specified in TS 38.331 [82]. If the UE is configured, by the current Pcell with sl-ScheduledConfig set to setup, ignore the IE sl-RNTI.

	sl-ConfiguredGrantConfig
Container for configured grant Type 1 configurations for NR sidelink communication, the octet string contains the IE SL-ConfiguredGrantConfig as specified in TS 38.331 [82].



Next change
[bookmark: _Toc12746098]6.4	RRC multiplicity and type constraint values
[bookmark: _Toc20487544]–	Multiplicity and type constraint definitions
-- ASN1START

maxAccessCat-1-r15			INTEGER ::=	63	-- Maximum number of Access Categories - 1
maxACDC-Cat-r13				INTEGER ::=	16	-- Maximum number of ACDC categories (per PLMN)
maxAvailNarrowBands-r13		INTEGER ::=	16	-- Maximum number of narrowbands
maxBandComb-r10				INTEGER ::=	128	-- Maximum number of band combinations.
maxBandComb-r11				INTEGER ::=	256	-- Maximum number of additional band combinations.
maxBandComb-r13				INTEGER ::=	384 -- Maximum number of band combinations in Rel-13
maxBands					INTEGER ::= 64	-- Maximum number of bands listed in EUTRA UE caps
maxBandsNR-r15				INTEGER ::= 1024	-- Maximum number of NR bands listed in EUTRA UE caps
maxBandwidthClass-r10		INTEGER ::=	16	-- Maximum number of supported CA BW classes per band
maxBandwidthCombSet-r10		INTEGER ::=	32	-- Maximum number of bandwidth combination sets per
											-- supported band combination
maxBarringInfoSet-r15		INTEGER ::= 8	-- Maximum number of UAC barring information sets
maxBT-IdReport-r15			INTEGER ::= 32	-- Maximum number of Bluetooth IDs to report
maxBT-Name-r15				INTEGER ::= 4	-- Maximum number of Bluetooth name
maxCBR-Level-r14			INTEGER ::= 16	-- Maximum number of CBR levels
maxCBR-Level-1-r14			INTEGER ::= 15
maxCBR-Report-r14			INTEGER ::= 72	-- Maximum number of CBR results in a report
maxCDMA-BandClass			INTEGER ::= 32	-- Maximum value of the CDMA band classes
maxCE-Level-r13				INTEGER ::=	4	-- Maximum number of CE levels
maxCellBlack				INTEGER ::= 16	-- Maximum number of blacklisted physical cell identity
											-- ranges listed in SIB type 4 and 5
maxCellHistory-r12			INTEGER ::= 16	-- Maximum number of visited EUTRA cells reported
maxCellInfoGERAN-r9		INTEGER ::=	32	-- Maximum number of GERAN cells for which system in-
											-- formation can be provided as redirection assistance
maxCellInfoUTRA-r9			INTEGER ::=	16	-- Maximum number of UTRA cells for which system
											-- information can be provided as redirection
											-- assistance
maxCellMeasIdle-r15			INTEGER ::= 8	-- Maximum number of neighbouring inter-frequency
											-- cells per carrier measured in IDLE mode
maxCombIDC-r11				INTEGER ::= 128	-- Maximum number of reported UL CA or
											-- MR-DC combinations
maxCSI-IM-r11				INTEGER ::= 3	-- Maximum number of CSI-IM configurations
											-- (per carrier frequency)
maxCSI-IM-r12				INTEGER ::= 4	-- Maximum number of CSI-IM configurations
											-- (per carrier frequency)
minCSI-IM-r13				INTEGER ::= 5	-- Minimum number of CSI IM configurations from which
											-- REL-13 extension is used
maxCSI-IM-r13				INTEGER ::= 24	-- Maximum number of CSI-IM configurations
											-- (per carrier frequency)
maxCSI-IM-v1310				INTEGER ::= 20	-- Maximum number of additional CSI-IM configurations
											-- (per carrier frequency)
maxCSI-Proc-r11				INTEGER ::= 4	-- Maximum number of CSI processes (per carrier
											-- frequency)
maxCSI-RS-NZP-r11			INTEGER ::= 3	-- Maximum number of CSI RS resource
											-- configurations using non-zero Tx power
											-- (per carrier frequency)
minCSI-RS-NZP-r13			INTEGER ::= 4	-- Minimum number of CSI RS resource from which
											-- REL-13 extension is used
maxCSI-RS-NZP-r13			INTEGER ::= 24	-- Maximum number of CSI RS resource
											-- configurations using non-zero Tx power
											-- (per carrier frequency)
maxCSI-RS-NZP-v1310			INTEGER ::= 21	-- Maximum number of additional CSI RS resource
											-- configurations using non-zero Tx power
											-- (per carrier frequency)
maxCSI-RS-ZP-r11			INTEGER ::= 4	-- Maximum number of CSI RS resource
											-- configurations using zero Tx power(per carrier
											-- frequency)
maxCQI-ProcExt-r11			INTEGER ::= 3	-- Maximum number of additional periodic CQI
											-- configurations (per carrier frequency)
maxFreqUTRA-TDD-r10			INTEGER ::=	6	-- Maximum number of UTRA TDD carrier frequencies for
											-- which system information can be provided as
											-- redirection assistance
maxCellInter				INTEGER ::= 16	-- Maximum number of neighbouring inter-frequency
											-- cells listed in SIB type 5
maxCellIntra				INTEGER ::= 16	-- Maximum number of neighbouring intra-frequency
											-- cells listed in SIB type 4
maxCellListGERAN			INTEGER ::= 3	-- Maximum number of lists of GERAN cells
maxCellMeas					INTEGER ::= 32	-- Maximum number of entries in each of the
											-- cell lists in a measurement object
maxCellReport				INTEGER ::= 8	-- Maximum number of reported cells/CSI-RS resources
maxCellSFTD				INTEGER ::= 3	-- Maximum number of cells for SFTD reporting
maxConfigSPS-r14			INTEGER ::= 8	-- Maximum number of simultaneous SPS configurations
maxConfigSPS-r15			INTEGER ::= 6	-- Maximum number of simultaneous SPS configurations
											-- configured with SPS C-RNTI
maxCSI-RS-Meas-r12			INTEGER ::= 96	-- Maximum number of entries in the CSI-RS list
											-- in a measurement object
maxDRB						INTEGER ::= 11	-- Maximum number of Data Radio Bearers
maxDRBExt-r15				INTEGER ::= 4	-- Maximum number of additional DRBs
maxDRB-r15					INTEGER ::= 15	-- Highest value of extended maximum number of DRBs
maxDS-Duration-r12			INTEGER ::= 5	-- Maximum number of subframes in a discovery signals
											-- occasion
maxDS-ZTP-CSI-RS-r12		INTEGER ::= 5	-- Maximum number of zero transmission power CSI-RS for
											-- a serving cell concerning discovery signals
maxEARFCN					INTEGER ::= 65535	-- Maximum value of EUTRA carrier frequency
maxEARFCN-Plus1				INTEGER ::= 65536	-- Lowest value extended EARFCN range
maxEARFCN2					INTEGER ::= 262143	-- Highest value extended EARFCN range
maxEPDCCH-Set-r11			INTEGER ::= 2	-- Maximum number of EPDCCH sets
maxFBI						INTEGER ::= 64	-- Maximum value of fequency band indicator
maxFBI-NR-r15				INTEGER ::= 1024	-- Highest value FBI range for NR.
maxFBI-Plus1				INTEGER ::= 65	-- Lowest value extended FBI range
maxFBI2						INTEGER ::= 256	-- Highest value extended FBI range
maxFeatureSets-r15			INTEGER ::= 256	-- Total number of feature sets (size of pool)
maxPerCC-FeatureSets-r15	INTEGER ::= 32	-- Total number of CC-specific feature sets
												-- (size of the pool)
maxFreq						INTEGER ::= 8	-- Maximum number of carrier frequencies
maxFreqIDC-r11				INTEGER ::= 32	-- Maximum number of carrier frequencies that are
											-- affected by the IDC problems
maxFreqIdle-r15				INTEGER ::= 8	-- Maximum number of carrier frequencies for
												-- IDLE mode measurements configured by eNB
maxFreqMBMS-r11				INTEGER ::= 5	-- Maximum number of carrier frequencies for which an
											-- MBMS capable UE may indicate an interest
maxFreqNR-r15				INTEGER ::= 5	-- Maximum number of NR carrier frequencies for
											-- which a UE may provide measurement results upon
											-- NR SCG failure
maxFreqSL-NR-r16			INTEGER ::= 8	-- Maximum number of NR anchor carrier frequencies on
											-- which configurations for V2X sidelink communication
											-- are provided
maxFreqV2X-r14				INTEGER ::= 8	-- Maximum number of carrier frequencies for which V2X
											-- sidelink communication can be configured
maxFreqV2X-1-r14			INTEGER ::= 7	-- Highest index of frequencies
maxGERAN-SI					INTEGER ::= 10	-- Maximum number of GERAN SI blocks that can be
											-- provided as part of NACC information
maxGNFG						INTEGER ::= 16	-- Maximum number of GERAN neighbour freq groups
maxIdleMeasCarriers-r15		INTEGER ::= 3	-- Maximum number of neighbouring inter-
												-- frequency carriers measured in IDLE mode
maxLCG-r13					INTEGER ::= 4	-- Maximum number of logical channel groups
maxLogMeasReport-r10		INTEGER ::= 520	-- Maximum number of logged measurement entries
											-- that can be reported by the UE in one message
maxMBSFN-Allocations		INTEGER ::= 8	-- Maximum number of MBSFN frame allocations with
											-- different offset
maxMBSFN-Area				INTEGER ::= 8
maxMBSFN-Area-1				INTEGER ::= 7
maxMBMS-ServiceListPerUE-r13	INTEGER ::= 15	-- Maximum number of services which the UE can
										-- include in the MBMS interest indication
maxMeasId					INTEGER ::= 32
maxMeasId-Plus1				INTEGER ::= 33
maxMeasId-r12				INTEGER ::= 64
maxMultiBands				INTEGER ::= 8	-- Maximum number of additional frequency bands
											-- that a cell belongs to
maxMultiBandsNR-r15			INTEGER ::= 32	-- Maximum number of additional NR frequency bands
											-- that a cell belongs to
maxMultiBandsNR-1-r15		INTEGER ::= 31
maxNS-Pmax-r10				INTEGER ::= 8	-- Maximum number of NS and P-Max values per band
maxNAICS-Entries-r12		INTEGER ::= 8	-- Maximum number of supported NAICS combination(s)
maxNeighCell-r12			INTEGER ::= 8	-- Maximum number of neighbouring cells in NAICS
											-- configuration (per carrier frequency)
maxNeighCell-SCPTM-r13		INTEGER ::=	8	-- Maximum number of SCPTM neighbour cells
maxNrofS-NSSAI-r15			INTEGER ::= 8	-- Maximum number of S-NSSAI
maxObjectId					INTEGER ::= 32
maxObjectId-Plus1-r13		INTEGER ::= 33
maxObjectId-r13				INTEGER ::= 64
maxP-a-PerNeighCell-r12		INTEGER ::= 3	-- Maximum number of power offsets for a neighbour cell
											-- in NAICS configuration
maxPageRec					INTEGER ::= 16	--
maxPhysCellIdRange-r9		INTEGER ::= 4	-- Maximum number of physical cell identity ranges
maxPLMN-r11					INTEGER ::=	6	-- Maximum number of PLMNs
maxPLMN-1-r14				INTEGER ::=	5	-- Maximum number of PLMNs minus one
maxPLMN-r15					INTEGER ::= 8	-- Maximum number of PLMNs for RNA configuration
maxPLMN-NR-r15				INTEGER ::= 12	-- Maximum number of NR PLMNs
maxPNOffset					INTEGER ::=	511	-- Maximum number of CDMA2000 PNOffsets
maxPMCH-PerMBSFN			INTEGER ::= 15
maxPSSCH-TxConfig-r14		INTEGER ::= 16	-- Maximum number of PSSCH TX configurations
maxQuantSetsNR-r15			INTEGER ::= 2	-- Maximum number of NR quantity configuration sets
maxQCI-r13					INTEGER ::= 6	-- Maximum number of QCIs
maxRAT-Capabilities			INTEGER ::= 8	-- Maximum number of interworking RATs (incl EUTRA)
maxRE-MapQCL-r11			INTEGER ::= 4	-- Maximum number of PDSCH RE Mapping configurations
											-- (per carrier frequency)
maxReportConfigId			INTEGER ::= 32
maxReservationPeriod-r14	INTEGER ::= 16	-- Maximum number of resource reservation periodicities
											-- for sidelink V2X communication
maxRS-Index-r15				INTEGER ::= 64	-- Maximum number of RS indices
maxRS-Index-1-r15			INTEGER ::= 63	-- Highest value of RS index as used to identify
											-- RS index in RRM reports.
maxRS-IndexCellQual-r15		INTEGER ::= 16	-- Maximum number of RS indices averaged to derive
											-- cell quality for RRM.
maxRS-IndexReport-r15		INTEGER ::= 32	-- Maximum number of RS indices for RRM.
maxRSTD-Freq-r10			INTEGER ::= 3	-- Maximum number of frequency layers for RSTD
											-- measurement
maxSAI-MBMS-r11				INTEGER ::= 64	-- Maximum number of MBMS service area identities
											-- broadcast per carrier frequency
maxSCell-r10				INTEGER ::= 4	-- Maximum number of SCells
maxSCell-r13				INTEGER ::= 31	-- Highest value of extended number range of SCells
maxSCellGroups-r15			INTEGER ::= 4	-- Maximum number of SCell common parameter groups
maxSC-MTCH-r13				INTEGER ::= 1023	-- Maximum number of SC-MTCHs in one cell
maxSC-MTCH-BR-r14			INTEGER ::= 128	-- Maximum number of SC-MTCHs in one cell for feMTC
maxSL-CommRxPoolNFreq-r13	INTEGER ::= 32	-- Maximum number of individual sidelink communication
											-- Rx resource pools on neighbouring freq
maxSL-CommRxPoolPreconf-v1310	INTEGER ::= 12	-- Maximum number of additional preconfigured
												-- sidelink communication Rx resource pool entries
maxSL-TxPool-r12Plus1-r13	INTEGER ::= 5	-- First additional individual sidelink
												-- Tx resource pool
maxSL-TxPool-v1310			INTEGER ::= 4	-- Maximum number of additional sidelink
												-- Tx resource pool entries
maxSL-TxPool-r13			INTEGER ::= 8	-- Maximum number of individual sidelink
												-- Tx resource pools
maxSL-CommTxPoolPreconf-v1310	INTEGER ::= 7	-- Maximum number of additional preconfigured
												-- sidelink Tx resource pool entries
maxSL-Dest-r12			INTEGER ::= 16			-- Maximum number of sidelink destinations
maxSL-DiscCells-r13		INTEGER ::= 16			-- Maximum number of cells with similar sidelink
												-- configurations
maxSL-DiscPowerClass-r12	INTEGER ::= 3		-- Maximum number of sidelink power classes
maxSL-DiscRxPoolPreconf-r13		INTEGER ::= 16	-- Maximum number of preconfigured sidelink
												-- discovery Rx resource pool entries
maxSL-DiscSysInfoReportFreq-r13	INTEGER ::= 8	-- Maximum number of frequencies to include in a
												-- SidelinkUEInformation for SI reporting
maxSL-DiscTxPoolPreconf-r13		INTEGER ::= 4	-- Maximum number of preconfigured sidelink
												-- discovery Tx resource pool entries
maxSL-GP-r13			INTEGER ::= 8	-- Maximum number of gap patterns that can be requested
										-- for a frequency or assigned
maxSL-PoolToMeasure-r14	INTEGER ::= 72	-- Maximum number of TX resource pools for CBR
												-- measurement and report
maxSL-Prio-r13			INTEGER ::= 8	-- Maximum number of entries in sidelink priority list
maxSL-RxPool-r12			INTEGER ::= 16	-- Maximum number of individual sidelink Rx resource pools
maxSL-Reliability-r15	INTEGER ::= 8	-- Maximum number of entries in sidelink reliability list
maxSL-SyncConfig-r12		INTEGER ::= 16	-- Maximum number of sidelink Sync configurations
maxSL-TF-IndexPair-r12	INTEGER ::= 64	-- Maximum number of sidelink Time Freq resource index
											-- pairs
maxSL-TxPool-r12			INTEGER ::= 4	-- Maximum number of individual sidelink Tx resource pools
maxSL-V2X-RxPool-r14		INTEGER ::= 16	-- Maximum number of RX resource pools for
												-- V2X sidelink communication
maxSL-V2X-RxPoolPreconf-r14	INTEGER ::= 16		-- Maximum number of RX resource pools for
												-- V2X sidelink communication
maxSL-V2X-TxPool-r14		INTEGER ::= 8	-- Maximum number of TX resource pools for
												-- V2X sidelink communication
maxSL-V2X-TxPoolPreconf-r14	INTEGER ::= 8		-- Maximum number of TX resource pools for
												-- V2X sidelink communication
maxSL-V2X-SyncConfig-r14	INTEGER ::= 16	-- Maximum number of sidelink Sync configurations
												-- for V2X sidelink communication
maxSL-V2X-CBRConfig-r14		INTEGER ::= 4	-- Maximum number of CBR range configurations
												-- for V2X sidelink communication congestion
												-- control
maxSL-V2X-CBRConfig-1-r14	INTEGER ::= 3
maxSL-V2X-TxConfig-r14		INTEGER ::= 64	-- Maximum number of TX parameter configurations
												-- for V2X sidelink communication congestion
												-- control
maxSL-V2X-TxConfig-1-r14	INTEGER ::= 63
maxSL-V2X-CBRConfig2-r14		INTEGER ::= 8	-- Maximum number of CBR range configurations in
												-- pre-configuration for V2X sidelink
												-- communication congestion control
maxSL-V2X-CBRConfig2-1-r14	INTEGER ::= 7
maxSL-V2X-TxConfig2-r14		INTEGER ::= 128	-- Maximum number of TX parameter
												-- configurations in pre-configuration for V2X
												-- sidelink communication congestion control
maxSL-V2X-TxConfig2-1-r14	INTEGER ::= 127
maxSTAG-r11					INTEGER ::= 3	-- Maximum number of STAGs
maxServCell-r10				INTEGER ::= 5	-- Maximum number of Serving cells
maxServCell-r13				INTEGER ::= 32	-- Highest value of extended number range of Serving cells
maxServCellNR-r15			INTEGER ::= 16	-- Maximum number of NR serving cells
maxServiceCount			INTEGER ::= 16	-- Maximum number of MBMS services that can be included
											-- in an MBMS counting request and response
maxServiceCount-1			INTEGER ::= 15
maxSessionPerPMCH			INTEGER ::= 29
maxSessionPerPMCH-1			INTEGER ::= 28
maxSIB						INTEGER ::= 32	-- Maximum number of SIBs
maxSIB-1					INTEGER ::= 31
maxSI-Message				INTEGER ::= 32	-- Maximum number of SI messages
maxSimultaneousBands-r10	INTEGER ::= 64	-- Maximum number of simultaneously aggregated bands
maxSubframePatternIDC-r11	INTEGER ::= 8	-- Maximum number of subframe reservation patterns
											-- that the UE can simultaneously recommend to the
											-- E-UTRAN for use.
maxTrafficPattern-r14		INTEGER ::= 8	-- Maximum number of periodical traffic patterns
											-- that the UE can simultaneously report to the
											-- E-UTRAN.
maxUTRA-FDD-Carrier			INTEGER ::= 16	-- Maximum number of UTRA FDD carrier frequencies
maxUTRA-TDD-Carrier			INTEGER ::= 16	-- Maximum number of UTRA TDD carrier frequencies
maxWayPoint-r15				INTEGER ::= 20	-- Maximum number of flight path information waypoints
maxWLAN-Id-r12				INTEGER ::=	16	-- Maximum number of WLAN identifiers
maxWLAN-Bands-r13			INTEGER ::= 8	-- Maximum number of WLAN bands
maxWLAN-Id-r13				INTEGER ::= 32	-- Maximum number of WLAN identifiers
maxWLAN-Channels-r13		INTEGER ::= 16	-- maximum number of WLAN channels used in
											-- WLAN-CarrierInfo
maxWLAN-CarrierInfo-r13	INTEGER ::= 8	-- Maximum number of WLAN Carrier Information
maxWLAN-Id-Report-r14		INTEGER ::= 32	-- Maximum number of WLAN IDs to report
maxWLAN-Name-r15			INTEGER ::= 4	-- Maximum number of WLAN name

-- ASN1STOP
NOTE: The value of maxDRB aligns with SA2.
[bookmark: _Toc20487545]–	End of EUTRA-RRC-Definitions
-- ASN1START

END

-- ASN1STOP

End of changes
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