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1. Overall Description:
RAN2 has agreed to introduce new measurement object for CLI measurement containing measurement resources for CLI-RSSI and SRS-RSRP.
[bookmark: _GoBack]SRS-RSRP measurement resource for CLI within the measurement object indicates the SRS information on which the UE needs to do the SRS-RSRP measurements for CLI. These SRS resources corresponds to the SRS resources assigned to some aggressor UE in neighboring cells for uplink transmission. For serving cell to configure this information in the measurement object, serving gNB needs to coordinate with neighboring nodes on the SRS resource configuration of UE used for the uplink transmission. 

There is no consensus within RAN2 on standardisation of interface between nodes for the above issue. Thus RAN2 understands that further analysis is required in RAN3 on feasibility of standardization of inter-gNB exchange of SRS configurations used in different neighbouring cells between network elements over Xn (i.e. between gNBs) and F1 (i.e. between CU-DUs). Thus RAN2 respectfully ask RAN3 to analyse the information exchange required between gNBs for SRS-RSRP measurements.
 
2. Actions:
To   3GPP RAN3
ACTION: 	RAN2 respectfully asks RAN3 to analyse the information exchange required between gNB for SRS-RSRP measurements.

3. Date of Next TSG-RAN WG2 Meetings:
3GPP RAN2#108 		24 – 30 November 2019 Reno		
3GPP RAN2#109 		TBD		





4. Reference
[1] RP-182864, Revised WID on Cross Link Interference (CLI) handling and Remote Interference Management (RIM) for NR 
[2] R2-1912408, Neighbour cell information for configuration of UE CLI measurements, Nokia, Nokia Shanghai Bell, RAN2-107bis, Chongqing, China, Oct 14- Oct 18. 2019.
[3] R1-1903677, RAN1 Agreements for UE-CLI measurements.
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