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[bookmark: _Ref528762725]Introduction
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]In last RAN2#107 meeting, the following agreements were made on efficient transition from RRC_CONNECTED to RRC_IDLE/RRC_INACTIVE.
Agreements
-	UE indicates the preferred state using RRC signalling.   The information is provided using UE assistance.  The network uses legacy release to transition the UE. It is up to the network whether and which state the UE should transition to.  UE autonomous release is not supported.
-	The network can control the rate in which the UE transmits the release request.  At least a prohibit timer is introduced. 	
In this contribution, we would like to further discuss the remaining issues on UE assistance reporting for transitioning out of RRC_CONNECTED.
Discussion
1) Network Control
For the existing UE assistance Information reporting, the network configures whether the corresponding UE assistance Information reporting is allowed or not. If the corresponding UE assistance Information reporting is setup, a corresponding prohibit timer is configured. The similar principle can be reused for UE assistance reporting of transitioning out of RRC_CONNECTED.
Proposal 1: The network configures whether UE assistance reporting for transitioning out of RRC_CONNECTED is allowed and configures the corresponding prohibit timer if it is allowed.
2) UE assistance reporting in MR-DC
When UE assistance reporting of transitioning out of RRC_CONNECTED is received, the network decides whether to release RRC connection and to which RRC state. In MR-DC, only the MN decides whether to release RRC connection of the UE. Hence, for MR-DC case (including NR-DC and NE-DC), UE assistance reporting for transitioning out of RRC_CONNECTED needs only be sent to the MN, i.e. only the MN can configure whether UE assistance reporting for transitioning out of RRC_CONNECTED is allowed, and the UE needs to report its preferred RRC state to the MN only. 
Proposal 2: For NR-DC and NE-DC scenarios, UE assistance reporting for transitioning out of RRC_CONNECTED is only applied to the MN.
3) Content of UE assistance reporting for RRC state transition
We agreed that UE indicates the preferred state using RRC signaling. However, this is not mandatory in our understanding. The UE can indicate that it prefers to transition out of RRC_CONNECTED only without any preferred RRC state reporting.
Furthermore, after the UE indicates to transition out of RRC_CONNECTED and optionally includes preferred RRC state together, the UE may change its mind and want to stay in RRC_CONNECTED before RRC release message is received. UE assistance reporting for RRC state transition needs to support the UE to report the change.
Hence, we propose:
Proposal 3: For UE assistance reporting for RRC state transition, the UE can indicate that:
· it prefers to transition out of RRC_CONNECTED only;
· it prefers to transition out of RRC_CONNECTED with a preferred RRC state;
· it prefers to stay in RRC_CONNECTED.
4) Handling of the prohibit timer
Similar as other prohibit timer for the existing UE assistance information reporting, the handling of the new prohibit timer for transitioning out of RRC_CONNECTED includes:
· It is started upon transmitting UE assistance information for transitioning out of RRC_CONNECTED.
· It is stopped if the UE assistance information for transitioning out of RRC_CONNECTED is not allowed, or RRC connection re-establishment procedure is initiated, or RRC connection resume procedure is initiated, or the UE is going to RRC_IDLE.
Proposal 4: The prohibit timer is started upon transmitting UE assistance information for transitioning out of RRC_CONNECTED.
Proposal 5: The prohibit timer is stopped upon initiating the connection re-establishment/resume procedures, or when the UE assistance information for transitioning out of RRC_CONNECTED is not allowed.
5) Exchange between nodes
If the network needs to perform handover immediately upon receiving the UE preferred RRC state, the UE assistance information needs to be exchanged from the source gNB to target gNB during handover preparation procedure. In TS38.331, the UE assistance information has already been included in AS-Context in HandoverPreparationInformation message. No further modification is needed.
	AS-Context ::=                          SEQUENCE {
    reestablishmentInfo                     ReestablishmentInfo                             OPTIONAL,
    configRestrictInfo                      ConfigRestrictInfoSCG                           OPTIONAL,
    ...,
    [[  ran-NotificationAreaInfo            RAN-NotificationAreaInfo                        OPTIONAL
    ]],
    [[  ueAssistanceInformation             OCTET STRING (CONTAINING UEAssistanceInformation)  OPTIONAL   -- Cond HO2
    ]],
    [[
    selectedBandCombinationSN               BandCombinationInfoSN                           OPTIONAL
    ]]
}


As UE assistance reporting for transitioning out of RRC_CONNECTED is only applied to the MN, the UE assistance information doesn’t need to be exchanged between the MN and the SN for MR-DC cases.
Proposal 6: The UE assistance information for transitioning out of RRC_CONNECTED needs to be exchanged from the source gNB to target gNB during handover preparation procedure, which is already supported based on the existing ASN.1.
Conclusion
In this contribution, we discuss the remaining issues on UE assistance reporting for transitioning out of RRC_CONNECTED, including network control, UE assistance reporting in MR-DC, handling of the prohibit timer, and exchange between inter-nodes. And we propose:
Proposal 1: The network configures whether UE assistance reporting for transitioning out of RRC_CONNECTED is allowed and configures the corresponding prohibit timer if it is allowed.
Proposal 2: For NR-DC and NE-DC scenarios, UE assistance reporting for transitioning out of RRC_CONNECTED is only applied to the MN.
Proposal 3: For UE assistance reporting for RRC state transition, the UE can indicate that:
· it prefers to transition out of RRC_CONNECTED only;
· it prefers to transition out of RRC_CONNECTED with a preferred RRC state;
· it prefers to stay in RRC_CONNECTED.
Proposal 4: The prohibit timer is started upon transmitting UE assistance information for transitioning out of RRC_CONNECTED.
Proposal 5: The prohibit timer is stopped upon initiating the connection re-establishment/resume procedures, or when the UE assistance information for transitioning out of RRC_CONNECTED is not allowed.
Proposal 6: The UE assistance information for transitioning out of RRC_CONNECTED needs to be exchanged from the source gNB to target gNB during handover preparation procedure, which is already supported based on the existing ASN.1.
A corresponding TP to TS 38.331 is provided in section 4.
Text Proposal
START OF CHANGE
[bookmark: _Toc12717990][bookmark: _Toc12718016]5.3.5	RRC reconfiguration
5.3.5.9	Other configuration
The UE shall:
1>	if the received otherConfig includes the delayBudgetReportingConfig:
2>	if delayBudgetReportingConfig is set to setup:
3>	consider itself to be configured to send delay budget reports in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to send delay budget reports and stop timer T342, if running.
1>	if the received otherConfig includes the overheatingAssistanceConfig:
2>	if overheatingAssistanceConfig is set to setup:
3>	consider itself to be configured to provide overheating assistance information in accordance with 5.7.4;
2>	else:
3> consider itself not to be configured to provide overheating assistance information and stop timer T345, if running;
1> if the received otherConfig includes the outOfConnectedAssistanceConfig:
2>	if outOfConnectedAssistanceConfig is set to setup:
3>	consider itself to be configured to provide assistance information for transitioning out of RRC_CONNECTED in accordance with 5.7.4;
2>	else:
3> consider itself not to be configured to provide assistance information for transitioning out of RRC_CONNECTED and stop timer T34x, if running;
NEXT CHANGE
[bookmark: _Toc12718023][bookmark: _Toc12718025]5.3.7	RRC connection re-establishment
5.3.7.2	Initiation
The UE initiates the procedure when one of the following conditions is met:
1>	upon detecting radio link failure of the MCG, in accordance with 5.3.10; or
1>	upon re-configuration with sync failure of the MCG, in accordance with sub-clause 5.3.5.8.3; or
1>	upon mobility from NR failure, in accordance with sub-clause 5.4.3.5; or
1>	upon integrity check failure indication from lower layers concerning SRB1 or SRB2, except if the integrity check failure is detected on the RRCReestablishment message; or
1>	upon an RRC connection reconfiguration failure, in accordance with sub-clause 5.3.5.8.2.
Upon initiation of the procedure, the UE shall:
1>	stop timer T310, if running;
1>	stop timer T304, if running;
1>	start timer T311;
1>	suspend all RBs, except SRB0;
1>	reset MAC;
1>	release the MCG SCell(s), if configured;
1>	release spCellConfig, if configured;
1>	if MR-DC is configured:
2>	perform MR-DC release, as specified in section 5.3.5.10;
1>	release delayBudgetReportingConfig, if configured, and stop timer T342, if running;
1>	release overheatingAssistanceConfig, if configured, and stop timer T345, if running;
1>	release outOfConnectedAssistanceConfig, if configured, and stop timer T34x, if running;
1> perform cell selection in accordance with the cell selection process as specified in TS 38.304 [20], clause 5.2.6.
NEXT CHANGE
[bookmark: _Toc12718047][bookmark: _Toc12718049]5.3.13	RRC connection resume
5.3.13.2	Initiation
The UE initiates the procedure when upper layers or AS (when responding to RAN paging or upon triggering RNA updates while the UE is in RRC_INACTIVE) requests the resume of a suspended RRC connection.
The UE shall ensure having valid and up to date essential system information as specified in clause 5.2.2.2 before initiating this procedure.
Upon initiation of the procedure, the UE shall: 
1>	if the resumption of the RRC connection is triggered by response to NG-RAN paging:
2>	select '0' as the Access Category;
2>	perform the unified access control procedure as specified in 5.3.14 using the selected Access Category and one or more Access Identities provided by upper layers;
3>	if the access attempt is barred, the procedure ends;
1>	else if the resumption of the RRC connection is triggered by upper layers:
2>	if the upper layers provide an Access Category and one or more Access Identities:
3>	perform the unified access control procedure as specified in 5.3.14 using the Access Category and Access Identities provided by upper layers;
4>	if the access attempt is barred, the procedure ends;
2>	set the resumeCause in accordance with the information received from upper layers;
1>	else if the resumption of the RRC connection is triggered due to an RNA update as specified in 5.3.13.8:
2>	if an emergency service is ongoing:
NOTE:	How the RRC layer in the UE is aware of an ongoing emergency service is up to UE implementation.
3>	select '2' as the Access Category;
3>	set the resumeCause to emergency;
2>	else:
3>	select '8' as the Access Category;
2>	perform the unified access control procedure as specified in 5.3.14 using the selected Access Category and one or more Access Identities to be applied as specified in TS 24.501 [23];
3>	if the access attempt is barred:
4>	set the variable pendingRnaUpdate to true;
4>	the procedure ends;
1>	if the UE is in NE-DC or NR-DC:
2>	release the MR-DC related configurations (i.e., as specified in 5.3.5.10) from the UE Inactive AS context, if stored;
1>	release the MCG SCell(s) from the UE Inactive AS context, if stored;
1>	apply the default L1 parameter values as specified in corresponding physical layer specifications, except for the parameters for which values are provided in SIB1;
1>	apply the default SRB1 configuration as specified in 9.2.1;
1>	apply the default MAC Cell Group configuration as specified in 9.2.2;
1>	release delayBudgetReportingConfig from the UE Inactive AS context, if stored;
1>	stop timer T342, if running;
1>	release overheatingAssistanceConfig from the UE Inactive AS context, if stored;
1>	stop timer T345, if running;
1>	release outOfConnectedAssistanceConfig from the UE Inactive AS context, if stored;
1>	stop timer T34x, if running;
1>	apply the CCCH configuration as specified in 9.1.1.2;
1>	apply the timeAlignmentTimerCommon included in SIB1;
1>	start timer T319;
1>	set the variable pendingRnaUpdate to false;
1> initiate transmission of the RRCResumeRequest message or RRCResumeRequest1 in accordance with 5.3.13.3.
NEXT CHANGE
[bookmark: _Toc12718149]5.7.4	UE Assistance Information
[bookmark: _Toc12718150]5.7.4.1	General


1) Figure 5.7.4.1-1: UE Assistance Information
The purpose of this procedure is to inform the network of the UE's delay budget report carrying desired increment/decrement in the connected mode DRX cycle length, or overheating assistance information or assistance information for transitioning out of RRC_CONNECTED.
[bookmark: _Toc12718151]5.7.4.2	Initiation
A UE capable of providing delay budget report in RRC_CONNECTED may initiate the procedure in several cases, including upon being configured to provide delay budget report and upon change of delay budget preference.
A UE capable of providing overheating assistance information in RRC_CONNECTED may initiate the procedure if it was configured to do so, upon detecting internal overheating, or upon detecting that it is no longer experiencing an overheating condition.
A UE capable of providing assistance information for transitioning out of RRC_CONNECTED may initiate the procedure if it was configured to do so, upon preferring to transition out of RRC_CONNECTED, or upon change of assistance information for transitioning out of RRC_CONNECTED.
Upon initiating the procedure, the UE shall:
1>	if configured to provide delay budget report:
2>	if the UE did not transmit a UEAssistanceInformation message with delayBudgetReport since it was configured to provide delay budget report; or
2>	if the current delay budget is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T342 is not running:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3;
1>	if configured to provide overheating assistance information:
2>	if the overheating condition has been detected and T345 is not running; or
2>	if the current overheating assistance information is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T345 is not running:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3;
1>	if configured to provide assistance information for transitioning out of RRC_CONNECTED:
2>	if the UE did not transmit a UEAssistanceInformation message with outofConnectedAssistance since it was configured to provide assistance information for transitioning out of RRC_CONNECTED; or
2>	if the assistance information for transitioning out of RRC_CONNECTED is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T34x is not running:
3> initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3;
[bookmark: _Toc12718152]5.7.4.3	Actions related to transmission of UEAssistanceInformation message
The UE shall set the contents of the UEAssistanceInformation message for delay budget report as follows:
1>	if configured to provide delay budget report:
2>	if the UE prefers an adjustment in the connected mode DRX cycle length:
3>	set delayBudgetReport to type1 according to a desired value;
2>	start or restart timer T342 with the timer value set to the delayBudgetReportingProhibitTimer.
The UE shall set the contents of the UEAssistanceInformation message for overheating assistance indication:
1>	if the UE experiences internal overheating:
2>	if the UE prefers to temporarily reduce the number of maximum secondary component carriers:
3>	include reducedMaxCCs in the OverheatingAssistance IE;
3>	set reducedCCsDL to the number of maximum SCells the UE prefers to be temporarily configured in downlink;
3>	set reducedCCsUL to the number of maximum SCells the UE prefers to be temporarily configured in uplink;
2>	if the UE prefers to temporarily reduce maximum aggregated bandwidth of FR1:
3>	include reducedMaxBW-FR1 in the OverheatingAssistance IE;
3>	set reducedBW-FR1-DL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all downlink carriers of FR1;
3>	set reducedBW-FR1-UL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all uplink carriers of FR1;
2>	if the UE prefers to temporarily reduce maximum aggregated bandwidth of FR2:
3>	include reducedMaxBW-FR2 in the OverheatingAssistance IE;
3>	set reducedBW-FR2-DL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all downlink carriers of FR2;
3>	set reducedBW-FR2-UL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all uplink carriers of FR2;
2>	if the UE prefers to temporarily reduce the number of maximum MIMO layers of each serving cell operating on FR1:
3>	include reducedMaxMIMO-LayersFR1 in the OverheatingAssistance IE;
3>	set reducedMIMO-LayersFR1-DL to the number of maximum MIMO layers of each serving cell operating on FR1 the UE prefers to be temporarily configured in downlink;
3>	set reducedMIMO-LayersFR1-UL to the number of maximum MIMO layers of each serving cell operating on FR1 the UE prefers to be temporarily configured in uplink;
2>	if the UE prefers to temporarily reduce the number of maximum MIMO layers of each serving cell operating on FR2:
3>	include reducedMaxMIMO-LayersFR2 in the OverheatingAssistance IE;
3>	set reducedMIMO-LayersFR2-DL to the number of maximum MIMO layers of each serving cell operating on FR2 the UE prefers to be temporarily configured in downlink;
3>	set reducedMIMO-LayersFR2-UL to the number of maximum MIMO layers of each serving cell operating on FR2 the UE prefers to be temporarily configured in uplink;
2>	start timer T345 with the timer value set to the overheatingIndicationProhibitTimer;
1>	else (if the UE no longer experiences an overheating condition):
2>	do not include reducedMaxCCs, reducedMaxBW-FR1, reducedMaxBW-FR2, reducedMaxMIMO-LayersFR1 and reducedMaxMIMO-LayersFR2 in OverheatingAssistance IE;
2> start timer T345 with the timer value set to the overheatingIndicationProhibitTimer.
The UE shall set the contents of the UEAssistanceInformation message for assistance information for transitioning out of RRC_CONNECTED:
1>	if the UE is configured to provide assistance information for transitioning out of RRC_CONNECTED
; and
1> if the UE requires to report a preference to stay or transition out of RRC_CONNECTED
:
2>	set outOfConnectedAssistance according to its preference;
2> start or restart timer T34x with the timer value set to the outOfConnectedIndicationProhibitTimer.
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NEXT CHANGE
[bookmark: _Toc12718173][bookmark: _Toc12718205]6.2.2	Message definitions
–	UEAssistanceInformation
The UEAssistanceInformation message is used for the indication of UE assistance information to the network.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
UEAssistanceInformation message
-- ASN1START
-- TAG-UEASSISTANCEINFORMATION-START

UEAssistanceInformation ::=         SEQUENCE {
    criticalExtensions                  CHOICE {
        ueAssistanceInformation             UEAssistanceInformation-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

UEAssistanceInformation-IEs ::=     SEQUENCE {
    delayBudgetReport                   DelayBudgetReport                   OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                        OPTIONAL,
    nonCriticalExtension                UEAssistanceInformation-v1540-IEs   OPTIONAL
}

DelayBudgetReport::=                CHOICE {
    type1                               ENUMERATED {
                                            msMinus1280, msMinus640, msMinus320, msMinus160,msMinus80, msMinus60, msMinus40,
                                            msMinus20, ms0, ms20,ms40, ms60, ms80, ms160, ms320, ms640, ms1280},
    ...
}

UEAssistanceInformation-v1540-IEs ::= SEQUENCE {
    overheatingAssistance               OverheatingAssistance               OPTIONAL,
    nonCriticalExtension                UEAssistanceInformation-v16xy-IEsSEQUENCE {}                         OPTIONAL
}

UEAssistanceInformation-v16xy-IEs ::= SEQUENCE {
    outOfConnectedAssistance-r16        OutOfConnectedAssistance-r16            OPTIONAL,
    nonCriticalExtension                SEQUENCE {}                         	OPTIONAL
}

OutofConnectedAssistance-r16	::=   SEQUENCE {
	outOfConnected-r16					BOOLEAN,
	preferredState-r16					ENUMERATED {idle,inactive}				OPTIONAL,
	...
}

OverheatingAssistance ::=           SEQUENCE {
    reducedMaxCCs                       SEQUENCE {
        reducedCCsDL                        INTEGER (0..31),
        reducedCCsUL                        INTEGER (0..31)
    } OPTIONAL,
    reducedMaxBW-FR1                    SEQUENCE {
        reducedBW-FR1-DL                    ReducedAggregatedBandwidth,
        reducedBW-FR1-UL                    ReducedAggregatedBandwidth
    } OPTIONAL,
    reducedMaxBW-FR2                    SEQUENCE {
        reducedBW-FR2-DL                    ReducedAggregatedBandwidth,
        reducedBW-FR2-UL                    ReducedAggregatedBandwidth
    } OPTIONAL,
    reducedMaxMIMO-LayersFR1            SEQUENCE {
        reducedMIMO-LayersFR1-DL            MIMO-LayersDL,
        reducedMIMO-LayersFR1-UL            MIMO-LayersUL
    } OPTIONAL,
    reducedMaxMIMO-LayersFR2            SEQUENCE {
        reducedMIMO-LayersFR2-DL            MIMO-LayersDL,
        reducedMIMO-LayersFR2-UL            MIMO-LayersUL
    } OPTIONAL
}

ReducedAggregatedBandwidth ::= ENUMERATED {mhz0, mhz10, mhz20, mhz30, mhz40, mhz50, mhz60, mhz80, mhz100, mhz200, mhz300, mhz400}

-- TAG-UEASSISTANCEINFORMATION-STOP
-- ASN1STOP

	UEAssistanceInformation field descriptions

	delayBudgetReport
Indicates the UE-preferred adjustment to connected mode DRX.

	outOfConnected
Indicates whether the UE prefers to transition out of RRC_CONNECTED. Value true indicates that the UE prefers to transition out of RRC_CONNECTED while value false indicates that the UE doesn’t prefer to transition out of RRC_CONNECTED.

	preferredState
Indicate the UE-preferred RRC state when the UE requests transitioning out of RRC_CONNECTED. It is optional present only when the outOfConnected is set to true.

	reducedBW-FR1-DL
Indicates the UE's preference on reduced configuration corresponding to the maximum aggregated bandwidth across all downlink carriers of FR1 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR1. This maximum aggregated bandwidth includes downlink carriers of FR1 of both the MCG and the SCG.

	reducedBW-FR1-UL
Indicates the UE's preference on reduced configuration corresponding to the maximum aggregated bandwidth across all uplink carriers of FR1 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR1. This maximum aggregated bandwidth includes uplink carriers of FR1 of both the MCG and the SCG.

	reducedBW-FR2-DL
Indicates the UE's preference on reduced configuration corresponding to the maximum aggregated bandwidth across all downlink carriers of FR2 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR2. Value mhz0 is only applicable for FR2. This maximum aggregated bandwidth includes downlink carriers of FR2 of both the MCG and the NR SCG.

	reducedBW-FR2-UL
Indicates the UE's preference on reduced configuration corresponding to the maximum aggregated bandwidth across all uplink carriers of FR2 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR2. Value mhz0 is only applicable for FR2. This maximum aggregated bandwidth includes uplink carriers of FR2 of both the MCG and the NR SCG.

	reducedCCsDL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of downlink SCells indicated by the field, to address overheating. This maximum number includes both SCells of the MCG and PSCell/SCells of the SCG.

	reducedCCsUL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of uplink SCells indicated by the field, to address overheating. This maximum number includes both SCells of the MCG and PSCell/SCells of the SCG.

	reducedMIMO-LayersFR1-DL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of downlink MIMO layers of each serving cell operating on FR1 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR1.

	reducedMIMO-LayersFR1-UL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of uplink MIMO layers of each serving cell operating on FR1 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR1.

	reducedMIMO-LayersFR2-DL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of downlink MIMO layers of each serving cell operating on FR2 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR2.

	reducedMIMO-LayersFR2-UL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of uplink MIMO layers of each serving cell operating on FR2 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR2.

	type1
Indicates the preferred amount of increment/decrement to the long DRX cycle length with respect to the current configuration. Value in number of milliseconds. Value ms40 corresponds to 40 milliseconds, msMinus40 corresponds to -40 milliseconds and so on.




NEXT CHANGE
[bookmark: _Toc12718489][bookmark: _Toc12718498]6.3.4	Other information elements
–	OtherConfig
The IE OtherConfig contains configuration related to miscellaneous other configurations.
OtherConfig information element
-- ASN1START
-- TAG-OTHERCONFIG-START

OtherConfig ::=                 SEQUENCE {
    delayBudgetReportingConfig  CHOICE{
        release                 NULL,
        setup                   SEQUENCE{
            delayBudgetReportingProhibitTimer   ENUMERATED {s0, s0dot4, s0dot8, s1dot6, s3, s6, s12, s30}
        }
    }                                                                                                     OPTIONAL        -- Need M
}

OtherConfig-v1540 ::=           SEQUENCE {
    overheatingAssistanceConfig     	SetupRelease {OverheatingAssistanceConfig}                            OPTIONAL, -- Need M
    ...,
[[
outOfConnectedAssistanceConfig-r16  SetupRelease {OutOfConnectedAssistanceConfig-r16}                     OPTIONAL  -- Need M
]]
}


OverheatingAssistanceConfig ::= SEQUENCE {
    overheatingIndicationProhibitTimer    ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, spare3, spare2, spare1}
}

OutOfConnectedAssistanceConfig-r16::= SEQUENCE {
	OutOfConnectedIndicationProhibitTimer-r16    ENUMERATED {ffs}
}

-- TAG-OTHERCONFIG-STOP
-- ASN1STOP

	OtherConfig field descriptions

	delayBudgetReportingProhibitTimer
Prohibit timer for delay budget reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot4 means prohibit timer is set to 0.4 seconds, and so on.

	overheatingAssistanceConfig
Configuration for the UE to report assistance information to inform the gNB about UE detected internal overheating.

	overheatingIndicationProhibitTimer
Prohibit timer for overheating assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	OutOfConnectedIndicationProhibitTimer
Prohibit timer for UE assistance information reporting for transitioning out of RRC_CONNECTED. Value is FFS.



NEXT CHANGE
[bookmark: _Toc12718506]7.1.1	Timers (Informative)
	Timer
	Start
	Stop
	At expiry

	T300
	Upon transmission of RRCSetupRequest.
	Upon reception of RRCSetup or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
	Perform the actions as specified in 5.3.3.7. 

	T301
	Upon transmission of RRCReestabilshmentRequest
	Upon reception of RRCReestablishment or RRCSetup message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Upon reception of RRCReject while performing RRC connection establishment or resume, upon reception of RRCRelease with waitTime.
	Upon entering RRC_CONNECTED or RRC_IDLE, upon cell re-selection and upon reception of RRCReject message.
	Inform upper layers about barring alleviation as specified in 5.3.14.4

	T304
	Upon reception of RRCReconfiguration message including reconfigurationWithSync
	Upon successful completion of random access on the corresponding SpCell
For T304 of SCG, upon SCG release
	For T304 of MCG, in case of the handover from NR or intra-NR handover, initiate the RRC re-establishment procedure; In case of handover to NR, perform the actions defined in the specifications applicable for the source RAT.

For T304 of SCG, inform network about the reconfiguration with sync failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T310

	Upon detecting physical layer problems for the SpCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers.
	Upon receiving N311 consecutive in-sync indications from lower layers for the SpCell, upon receiving RRCReconfiguration with reconfigurationWithSync for that cell group, and upon initiating the connection re-establishment procedure.
Upon SCG release, if the T310 is kept in SCG.

	If the T310 is kept in MCG: If AS security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure.
If the T310 is kept in SCG, Inform E-UTRAN/NR about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T311

	Upon initiating the RRC connection re-establishment procedure
	Upon selection of a suitable NR cell or a cell using another RAT.
	Enter RRC_IDLE

	T319
	Upon transmission of RRCResumeRequest or RRCResumeRequest1.
	Upon reception of RRCResume, RRCSetup, RRCRelease, RRCRelease with suspendConfig or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
	Perform the actions as specified in 5.3.13.5.

	T320
	Upon reception of t320 or upon cell (re)selection to NR from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, upon reception of RRCRelease, when PLMN selection is performed on request by NAS, when the UE enters RRC_IDLE from RRC_INACTIVE, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cgi-info, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI and upon detecting that a cell is not broadcasting SIB1.
	Initiate the measurement reporting procedure, stop performing the related measurements.

	T325
	Upon reception of RRCRelease message with deprioritisationTimer.
	
	Stop deprioritisation of all frequencies or NR signalled by RRCRelease.

	T342
	Upon transmitting UEAssistanceInformation message with DelayBudgetReport.
	Upon initiating the connection re-establishment/resume procedures, and upon receiving delayBudgetReportingConfig set to release.
	No action.

	T345
	Upon transmitting UEAssistanceInformation message with overheatingAssistance
	Upon initiating the connection re-establishment procedure and upon initiating the connection resumption procedure
	No action.

	T34x
	Upon transmitting UEAssistanceInformation message with outofConnectedAssistance
	Upon initiating the connection re-establishment/resume procedures, and upon receiving outofConnectedAssistanceConfig set to release.
	No action.

	T380
	Upon reception of t380 in RRCRelease.
	Upon reception of RRCResume, RRCSetup or RRCRelease.

	Perform the actions as specified in 5.3.13.

	T390
	When access attempt is barred at access barring check for an Access Category. The UE shall maintain one instance of this timer per Access Category.
	Upon cell (re)selection, upon entering RRC_CONNECTED, upon reception of RRCReconfiguration including reconfigurationWithSync, upon change of PCell while in RRC_CONNECTED, upon reception of MobilityFromNRCommand, or upon reception of RRCRelease.
	Perform the actions as specified in 5.3.14.4.




END OF CHANGE
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