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	Reason for change:
	For RRC_INACTIVE it is specified in 38.304 subclause 5.3.4.8 that the UE performing inter-RAT cell reselection shall transit to RRC_IDLE and perform relevant actions. In 38.331 it is specified that the UE moving to RRC_IDLE discards stored AS context information related to RRC_INACTIVE.

Similarly, for RRC_INACTIVE it is specified in 36.331 subclause 5.3.17.3 that the UE performing inter-RAT cell reselection or to another CN type while in RRC_INACTIVE shall perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12, with release cause 'other'. 

Hence, for RRC_INACTIVE case, both inter-RAT cell reselection and CN Type change (i.e. from 5GC to EPC) results in discarding the stored AS context information.

However, for the CN type change from EPC to 5GC there is currently no corresponding requirement. In this case the UE should also discard the stored AS context information.


	
	

	Summary of change:
	Section 5.2.4.11 describes UE behaviours for cell reselection when stroing UE AS context, so this section is extended to apply to CN type change.

Impact analysis

Impacted functionality:
LTE connected to 5GC

Inter-operability:
If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.
If the network is implemented according to the CR and the UE is not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	UE may not discard the stored AS context upon CN type change, resulting in potential RRC Resume failure.
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[bookmark: _Toc12401224]5.2.4.11	Cell reselection or CN type change when storing UE AS context
For UEs storing UE AS context and resumeIdentity as specified in TS 36.331 [3], upon cell reselection to another RAT or upon reselecting to another CN type, the UE shall discard the stored UE AS context and resumeIdentity.


