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<Start of the 1st modified section>

6.2.2
Message definitions

----Skip the unchanged part----
–
DLInformationTransfer
The DLInformationTransfer message is used for the downlink transfer of NAS dedicated information.

Signalling radio bearer: SRB2 or SRB1 (only if SRB2 not established yet. If SRB2 is suspended, the network does not send this message until SRB2 is resumed.)

RLC-SAP: AM

Logical channel: DCCH

Direction: Network to UE

DLInformationTransfer message

-- ASN1START

-- TAG-DLINFORMATIONTRANSFER-START

DLInformationTransfer ::=           SEQUENCE {

    rrc-TransactionIdentifier           RRC-TransactionIdentifier,

    criticalExtensions                  CHOICE {

        dlInformationTransfer           DLInformationTransfer-IEs,

        criticalExtensionsFuture            SEQUENCE {}

    }

}

DLInformationTransfer-IEs ::=   SEQUENCE {

    dedicatedNAS-Message                DedicatedNAS-Message                OPTIONAL,   -- Need N

    lateNonCriticalExtension            OCTET STRING                        OPTIONAL,

    nonCriticalExtension                DLInformationTransfer-r16-IEs OPTIONAL
}

DLInformationTransfer-r16-IEs ::=
SEQUENCE {


referenceTimeInfo-r16


ReferenceTimeInfo  



OPTIONAL,
-- Need M


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- TAG-DLINFORMATIONTRANSFER-STOP

-- ASN1STOP

----Skip the unchanged part----
–
RRCReconfiguration
The RRCReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) and AS security configuration.

Signalling radio bearer: SRB1 or SRB3

RLC-SAP: AM

Logical channel: DCCH

Direction: Network to UE

RRCReconfiguration message

-- ASN1START

-- TAG-RRCRECONFIGURATION-START

RRCReconfiguration ::=              SEQUENCE {

    rrc-TransactionIdentifier           RRC-TransactionIdentifier,

    criticalExtensions                  CHOICE {

        rrcReconfiguration                  RRCReconfiguration-IEs,

        criticalExtensionsFuture            SEQUENCE {}

    }

}

RRCReconfiguration-IEs ::=          SEQUENCE {

    radioBearerConfig                       RadioBearerConfig                                                      OPTIONAL, -- Need M

    secondaryCellGroup                      OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M

    measConfig                              MeasConfig                                                             OPTIONAL, -- Need M

    lateNonCriticalExtension                OCTET STRING                                                           OPTIONAL,

    nonCriticalExtension                    RRCReconfiguration-v1530-IEs                                           OPTIONAL

}

RRCReconfiguration-v1530-IEs ::=            SEQUENCE {

    masterCellGroup                         OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M

    fullConfig                              ENUMERATED {true}                                                      OPTIONAL, -- Cond FullConfig

    dedicatedNAS-MessageList                SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message                     OPTIONAL, -- Cond nonHO

    masterKeyUpdate                         MasterKeyUpdate                                                        OPTIONAL, -- Cond MasterKeyChange

    dedicatedSIB1-Delivery                  OCTET STRING (CONTAINING SIB1)                                         OPTIONAL, -- Need N

    dedicatedSystemInformationDelivery      OCTET STRING (CONTAINING SystemInformation)                            OPTIONAL, -- Need N

    otherConfig                             OtherConfig                                                            OPTIONAL, -- Need M

    nonCriticalExtension                    RRCReconfiguration-v1540-IEs                                           OPTIONAL

}

RRCReconfiguration-v1540-IEs ::=        SEQUENCE {

    otherConfig-v1540                       OtherConfig-v1540                      OPTIONAL, -- Need M

    nonCriticalExtension                    RRCReconfiguration-v1560-IEs           OPTIONAL

}

RRCReconfiguration-v1560-IEs ::=            SEQUENCE {

    mrdc-SecondaryCellGroupConfig      SetupRelease { MRDC-SecondaryCellGroupConfig }         OPTIONAL,   -- Need M

    radioBearerConfig2        OCTET STRING (CONTAINING RadioBearerConfig)    OPTIONAL,   -- Need M

    sk-Counter                SK-Counter                                     OPTIONAL,   -- Need N

    nonCriticalExtension      SEQUENCE {}                                    OPTIONAL

}

MRDC-SecondaryCellGroupConfig ::=       SEQUENCE {

    mrdc-ReleaseAndAdd                  ENUMERATED {true}       OPTIONAL,   -- Need N

    mrdc-SecondaryCellGroup             CHOICE {

        nr-SCG                              OCTET STRING  (CONTAINING RRCReconfiguration), 

        eutra-SCG                           OCTET STRING

    }

}

MasterKeyUpdate ::=                 SEQUENCE {

    keySetChangeIndicator           BOOLEAN,

    nextHopChainingCount            NextHopChainingCount,

    nas-Container                   OCTET STRING                OPTIONAL,    -- Cond securityNASC

    ...

}

-- TAG-RRCRECONFIGURATION-STOP

-- ASN1STOP

	RRCReconfiguration-IEs field descriptions

	dedicatedNAS-MessageList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list. 

	dedicatedSIB1-Delivery

This field is used to transfer SIB1 to the UE. The field has the same values as the corresponding configuration in servingCellConfigCommon.

	dedicatedSystemInformationDelivery

This field is used to transfer SIB6, SIB7, SIB8, SIB9 to the UE.

	fullConfig

Indicates that the full configuration option is applicable for the RRCReconfiguration message for intra-system intra-RAT HO. For inter-RAT HO from E-UTRA to NR, fullConfig indicates whether or not delta signalling of SDAP/PDCP from source RAT is applicable.

	keySetChangeIndicator

Indicates whether UE shall derive a new KgNB. If reconfigurationWithSync is included, value true indicates that a KgNB key is derived from a KAMF key taken into use through the latest successful NAS SMC procedure, or N2 handover procedure with KAMF change, as described in TS 33.501 [11] for KgNB re-keying. Value false indicates that the new KgNB key is obtained from the current KgNB key or from the NH as described in TS 33.501 [11].

	masterCellGroup
Configuration of master cell group.

	mrdc-ReleaseAndAdd

This field indicates that the current SCG configuration is released and a new SCG is added at the same time.

	mrdc-SecondaryCellGroup

Includes an RRC message for SCG configuration in NR-DC or NE-DC.
For NR-DC (nr-SCG), mrdc-SecondaryCellGroup contains the RRCReconfiguration message as generated (entirely) by SN gNB. In this version of the specification, the RRC message can only include fields secondaryCellGroup and measConfig.

For NE-DC (eutra-SCG), mrdc-SecondaryCellGroup includes the E-UTRA RRCConnectionReconfiguration message as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRC message can only include the field scg-Configuration.

	nas-Container

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS security after inter-system handover to NR. The content is defined in TS 24.501 [23].

	nextHopChainingCount

Parameter NCC: See TS 33.501 [11]

	otherConfig

Contains configuration related to other configurations.

	radioBearerConfig
Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. In EN-DC this field may only be present if the RRCReconfiguration is transmitted over SRB3.

	radioBearerConfig2

Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. This field can only be used if the UE supports NR-DC or NE-DC.

	secondaryCellGroup
Configuration of secondary cell group ((NG)EN-DC or NR-DC). This field is absent when the RRCReconfiguration message is directly transmitted via MCG SRB1 and not within mrdc-secondaryCellGroup.

	sk-Counter

A counter used upon initial configuration of S-KgNB or S-KeNB, as well as upon refresh of S-KgNB or S-KeNB. This field is always included upon initial configuration of an NR SCG or upon configuration of the first RB with keyToUse set to secondary. This field is absent if there is neither any NR SCG nor any RB with keyToUse set to secondary.


	Conditional Presence
	Explanation

	nonHO
	The field is absent in case of reconfiguration with sync within NR or to NR; otherwise it is optionally present, need N.

	securityNASC
	This field is mandatory present in case of inter system handover. Otherwise the field is optionally present, need N.

	MasterKeyChange
	This field is mandatory present in case masterCellGroup includes ReconfigurationWithSync and RadioBearerConfig includes SecurityConfig with SecurityAlgorithmConfig, indicating a change of the AS security algorithms associated to the master key. If ReconfigurationWithSync is included for other cases, this field is optionally present, need N. Otherwise the field is absent.

	FullConfig
	The field is mandatory present in case of inter-system handover from E-UTRA/EPC to NR. It is optionally present, Need N, during reconfiguration with sync and also in first reconfiguration after reestablishment; or for intra-system handover from E-UTRA/5GC to NR. It is absent otherwise.


<End of the 1st modified section>

<Start of the 2nd modified section>
6.3.1
System information blocks

----Skip the unchanged part----
–
SIB9

SIB9 contains information related to GPS time and Coordinated Universal Time (UTC). The UE may use the parameters provided in this system information block to obtain the UTC, the GPS and the local time.
NOTE:
The UE may use the time information for numerous purposes, possibly involving upper layers e.g. to assist GPS initialisation, to synchronise the UE clock.

SIB9 information element
-- ASN1START

-- TAG-SIB9-START

SIB9 ::=                            SEQUENCE {

    timeInfo                            SEQUENCE {

        timeInfoUTC                         INTEGER (0..549755813887),

        dayLightSavingTime                  BIT STRING (SIZE (2))     OPTIONAL,   -- Need R

        leapSeconds                         INTEGER (-127..128)       OPTIONAL,   -- Need R

        localTimeOffset                     INTEGER (-63..64)         OPTIONAL    -- Need R

    }                                                                 OPTIONAL,   -- Need R

    lateNonCriticalExtension            OCTET STRING                  OPTIONAL,

...

[[
referenceTimeInfo-r16


ReferenceTimeInfo
OPTIONAL
-- Need R

]]
}

-- TAG-SIB9-STOP

-- ASN1STOP

	SIB9 field descriptions

	dayLightSavingTime
Indicates if and how daylight-saving time (DST) is applied to obtain the local time. The semantics are the same as the semantics of the Daylight Saving Time IE in TS 24.501 [23] and TS 24.008 [38]. The first/leftmost bit of the bit string contains the b2 of octet 3 and the second bit of the bit string contains b1 of octet 3 in the value part of the Daylight Saving Time IE in TS 24.008 [38].

	leapSeconds
Number of leap seconds offset between GPS Time and UTC. UTC and GPS time are related i.e. GPS time -leapSeconds = UTC time.

	localTimeOffset
Offset between UTC and local time in units of 15 minutes. Actual value = field value * 15 minutes. Local time of the day is calculated as UTC time + localTimeOffset.

	timeInfoUTC
Coordinated Universal Time corresponding to the SFN boundary at or immediately after the ending boundary of the SI-window in which SIB9 is transmitted. The field counts the number of UTC seconds in 10 ms units since 00:00:00 on Gregorian calendar date 1 January, 1900 (midnight between Sunday, December 31, 1899 and Monday, January 1, 1900). See NOTE 1. This field is excluded when determining changes in system information, i.e. changes of timeInfoUTC should neither result in system information change notifications nor in a modification of valueTag in SIB1.


NOTE 1:
The UE may use this field together with the leapSeconds field to obtain GPS time as follows: GPS Time (in seconds) = timeInfoUTC (in seconds) -  2,524,953,600 (seconds) + leapSeconds, where 2,524,953,600 is the number of seconds between 00:00:00 on Gregorian calendar date 1 January, 1900 and 00:00:00 on Gregorian calendar date 6 January, 1980 (start of GPS time).

<End of the 2nd modified section>

<Start of the 3rd modified section>

6.3.2
Radio resource control information elements

----Skip the unchanged part----
–
ReferenceTimeInfo
The IE ReferenceTimeInfo contains timing information for 5G internal system clock used for, see TS 23.501 [32], clause 5.27.1.2. 

ReferenceTimeInfo information element

-- ASN1START

-- TAG-REFERENCETIMEINFO-START

ReferenceTimeInfo-r16 ::=

SEQUENCE {


time-r16






ReferenceTime-r16,


uncertainty-r16





INTEGER (0..6)           OPTIONAL,
-- Need R


timeInfoType-r16




ENUMERATED {localClock}

OPTIONAL,
-- Need R


referenceSFN-r16




INTEGER (0..1023)


OPTIONAL
-- Cond TimeRef
}

ReferenceTime-r16 ::=


SEQUENCE {


refDays-r16






INTEGER (0..72999),


refSeconds-r16





INTEGER (0..86399),


refMilliSeconds-r16




INTEGER (0..999),


refTenNanoSeconds-r16



INTEGER (0..99999)

}

-- TAG-REFERENCETIMEINFO-STOP

-- ASN1STOP
	ReferenceTimeInfo field descriptions

	referenceSFN
This field indicates the reference SFN corresponding to the reference time information. 

	time

This field indicates time reference with 10ns granularity. The indicated time is referenced at the network, i.e., without compensating for RF propagation delay. Upon receiving the time, UE should perform the RF propagation delay compensation based on NTA/2(e.g. by plus NTA/2) once valid TA is obtained. The indicated time in 10ns unit from the origin is refDays*86400*1000*100000 + refSeconds*1000*100000 + refMilliSeconds*100000 + refTenNanoSeconds. The refDays field specifies the sequential number of days (with day count starting at 0) from the origin of the time field. 

If the referenceTimeInfo field is received in RRCUnicast message, the time field indicates the time at the ending boundary of the system frame indicated by referenceSFN. The UE considers this frame (indicated by referenceSFN) to be the frame which is nearest to the frame where the message is received (which can be either in the past or in the future).
If the referenceTimeInfo field is received in SystemInformationBlockType9, the time field indicates the time at the SFN boundary at or immediately after the ending boundary of the SI-window in which SystemInformationBlockType9 is transmitted.

If referenceTimeInfo field is received in SystemInformationBlockType9, this field is excluded when determining changes in system information, i.e. changes of time should neither result in system information change notifications nor in a modification of valueTag in SIB1.

	timeInfoType

If timeInfoType is not included, the time indicates the GPS time and the origin of the time field is 00:00:00 on Gregorian calendar date 6 January, 1980 (start of GPS time). If timeInfoType is set to localClock, the origin of the time is unspecified.

	uncertainty

This field indicates the uncertainty of the reference time information provided by the time field. This field indicates the number of LSBs which may be inaccurate in the refTenNanoSeconds field. If uncertainty is absent, the uncertainty of refTenNanoSeconds is not specified.


	Conditional Presence
	Explanation

	TimeRef
	The field is mandatory present if TimeReferenceInfo is included in RRCunicast message; otherwise the field is absent.


<End of the 3rd modified section>

