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1 Introduction
RAN2#107 has discussed the SRVCC AS Radio capability for supporting single radio voice call continuity from 5G to 3G, some conclusion was reached [1].
Agreements

1Introduce AS Radio Capability to indicate support for HO to UTRA with TDD/FDD and FR1/FR2 split
FFS whether these are 'mandatory with capability' or optional.

In this document, we further discuss the FFS for UE capability.
2 Discussion
In order to support the split capability for the TDD/FDD and the FR1/FR2. We introduce UTRA-ParametersXDD-Diff-r16 IE for the capability for the TDD/FDD, and introduce UTRA-ParametersFRX-Diff-r16 IE for the capability for the FR1/FR2. Both are included in the UTRA-Parameters-r16 IE in the InterRAT-Parameters IE as captured in the running CR.
InterRAT-Parameters ::=             SEQUENCE {

    eutra                               EUTRA-Parameters                OPTIONAL,
    ...,

    utra-r16                            UTRA-Parameters-r16             OPTIONAL
}
UTRA-Parameters-r16 ::=                SEQUENCE {

    supportedBandListUTRA-r16          SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD-r16,
    utra-ParametersXDD-Diff-r16        UTRA-ParametersXDD-Diff-r16               OPTIONAL,
    utra-ParametersFRX-Diff-r16        UTRA-ParametersFRX-Diff-r16               OPTIONAL,
    ...

}
UTRA-ParametersXDD-Diff-r16 ::=        SEQUENCE {

    nr-5GC-HO-ToUTRAN-r16                ENUMERATED {supported}            OPTIONAL,

    ...

}
UTRA-ParametersFRX-Diff-r16 ::=        SEQUENCE {

    nr-5GC-HO-ToUTRAN-r16                ENUMERATED {supported}            OPTIONAL,

    ...

}

In NR, there are 3 voice related capabilities. We see this SRVCC from NR to UTRAN handover is required when there is no LTE network deployment. So it is difficult to say this should be mandatory with capability. It is more natural that this capability is optional.
	Definitions for parameters
	Per
	M
	FDD-TDD

DIFF
	FR1-FR2

DIFF

	voiceOverEUTRA-5GC
Indicates whether the UE supports IMS voice over E-UTRA via 5GC.
	UE
	No
	No
	No

	voiceOverNR
Indicates whether the UE supports IMS voice over NR. It is mandated to the IMS voice capable UE in NR otherwise optional.
	UE
	No
	No
	Yes

	voiceOverSCG-BearerEUTRA-5GC

Indicates whether the UE supports IMS voice over SCG bearer of NE-DC.
	UE
	Tbd
	Tbd
	Tbd


Proposal: The SRVCC AS Radio Capability is optional.
3 Conclusion

The paper discusses the UE capability for supporting of 5G SRVCC procedure, and we propose:
Proposal: The SRVCC AS Radio Capability is optional.
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