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	Reason for change:
	It is not currently defined how the capability for dynamic power sharing should be indicated for NE-DC. Therefore, the current field description of dynamic power sharing should be updated to account for NE-DC as well.

Impact analysis
Impacted 5G architecture options: NE-DC
		 
Impacted functionality: Dynamic power sharing
		 
Inter-operability: If the network implements the CR and the UE does not, there is no inter-operability issue, since the UE would not be able to signal support for this feature.

If the UE implements the CR and the network does not, the UE reported capability for dynamic power sharing may be ignored.

	
	

	Summary of change:
	4.2.7.9 MRDC-Paramaters
 - Include NE-DC into current dynamic power sharing field description.

	
	

	Consequences if not approved:
	The support of NE-DC dynamic power sharing cannot be indicated.
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[bookmark: _Hlk20931489]4.2.7.9	MRDC-Parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	asyncIntraBandENDC
Indicates whether the UE supports asynchronous FDD-FDD intra-band EN-DC with MRTD and MTTD as specified in clause 7.5 and 7.6 of TS 38.133 [5]. If it is not supported for FDD-FDD intra-band EN-DC, the UE supports only synchronous FDD-FDD intra-band EN-DC.
	BC
	No
	FDD only
	FR1 only

	dualPA-Architecture
For an intra-band band combination, this field indicates the support of dual PAs. If absent in an intra-band band combination, the UE supports single PA for all the ULs in the intra-band band combination. For other band combinations, this field is not applicable.
	BC
	No
	No
	No

	[bookmark: _Hlk20929236]dynamicPowerSharing
Indicates whether the UE supports dynamic EN-DC/NE-DC power sharing between NR FR1 carriers and the LTE carriers. If the UE supports this capability it will dynamically share the power between NR FR1 and LTE if PLTE + PNR > PEN-DC_Total, as specified in TS 38.213 [11].
	BC
	Yes
	No
	FR1 only

	intraBandENDC-Support
Indicates whether the UE supports intra-band EN-DC with only non-contiguous spectrum, or with both contiguous and non-contiguous spectrum for the EN-DC combination as specified in TS 38.101-3 [4].
If the UE does not include this field for an intra-band EN-DC combination the UE only supports the contiguous spectrum for the intra-band EN-DC combination.
	BC
	No
	No
	No

	simultaneousRxTxInterBandENDC
Indicates whether the UE supports simultaneous transmission and reception in TDD-TDD and TDD-FDD inter-band EN-DC. It is mandatory for certain TDD-FDD and TDD-TDD band combinations defined in TS 38.101-3 [4].
	BC
	CY
	No
	No
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