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[bookmark: _Toc12751515]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
BSR	Buffer Status Report
BWP	Bandwidth Part
CE	Control Element
CG	Cell Group
CSI	Channel State Information
CSI-IM	CSI Intereference Measurement
CSI-RS	CSI Reference Signal
CS-RNTI	Configured Scheduling RNTI
DAPS		Dual Active Protocol Stack 
INT-RNTI	Interruption RNTI
LCG	Logical Channel Group
LCP	Logical Channel Prioritization
MCG	Master Cell Group
NUL	Normal Uplink
NZP CSI-RS	Non-Zero Power CSI-RS
PHR	Power Headroom Report
PTAG	Primary Timing Advance Group
QCL	Quasi-colocation
RS	Reference Signal
SCG	Secondary Cell Group
SFI-RNTI	Slot Format Indication RNTI
SI	System Information
SpCell	Special Cell
SP	Semi-Persistent
SP-CSI-RNTI	Semi-Persistent CSI RNTI
SPS	Semi-Persistent Scheduling
SR	Scheduling Request
SS	Synchronization Signals
SSB	Synchronization Signal Block
STAG	Secondary Timing Advance Group
SUL	Supplementary Uplink
TAG	Timing Advance Group
TCI	Transmission Configuration Indicator
TPC-SRS-RNTI	Transmit Power Control-Sounding Reference Symbols-RNTI
ZP CSI-RS	Zero Power CSI-RS
[bookmark: _Toc12751520]

Next change

4.2.2	MAC Entities
The MAC entity of the UE handles the following transport channels:
-	Broadcast Channel (BCH);
-	Downlink Shared Channel(s) (DL-SCH);
-	Paging Channel (PCH);
-	Uplink Shared Channel(s) (UL-SCH);
-	Random Access Channel(s) (RACH).
When the UE is configured with SCG, two MAC entities are configured to the UE: one for the MCG and one for the SCG.
[bookmark: _GoBack]When the UE is configured with DAPS handover, two MAC entities are used by the UE: one for the source cell (source MAC entity) and one for the target cell (target MAC entity).
The functions of the different MAC entities in the UE operate independently unless otherwise specified. The timers and parameters used in each MAC entity are configured independently unless otherwise specified. The Serving Cells, C-RNTI, radio bearers, logical channels, upper and lower layer entities, LCGs, and HARQ entities considered by each MAC entity refer to those mapped to that MAC entity unless otherwise specified.
If the MAC entity is configured with one or more SCells, there are multiple DL-SCH and there may be multiple UL-SCH as well as multiple RACH per MAC entity; one DL-SCH, one UL-SCH, and one RACH on the SpCell, one DL-SCH, zero or one UL-SCH and zero or one RACH for each SCell.
If the MAC entity is not configured with any SCell, there is one DL-SCH, one UL-SCH, and one RACH per MAC entity.
Figure 4.2.2-1 illustrates one possible structure of the MAC entity when SCG is not configured and for each MAC entity during a DAPS handover is configured.
Editor’s Note: FFS which functions will be supported by the source and target MAC entity in DAPS HO.


Figure 4.2.2-1: MAC structure overview
Figure 4.2.2-2 illustrates one possible structure for the MAC entities when MCG and SCG are configured.


Figure 4.2.2-2: MAC structure overview with two MAC entities
[bookmark: _Toc5722089][bookmark: _Toc12751521]

Next change

5.1.6	Completion of the Random Access procedure
Upon completion of the Random Access procedure, the MAC entity shall:
1>	discard explicitly signalled contention-free Random Access Resources except contention-free Random Access Resources for beam failure recovery request, if any;
1>	flush the HARQ buffer used for transmission of the MAC PDU in the Msg3 buffer;.
1>	If the Random Access Procedure is successfully completed by the target MAC entity when the DAPS handover is configured, the target MAC entity indicates the uplink data switching to the upper layers.
Editor’s Note: The terminology of “uplink data switching” indication is to be aligned with the PDCP specification. FFS if Msg.B for 2-step RACH works the same.

End of change

Annex – RAN2 agreements
RAN2#107 meeting:
Agreements

Reconfirm the following understanding on DAPS
1	For DAPS DL transmission/reception operation:
•	The source eNB and the target eNB perform header compression, ciphering and add PDCP header separately;
•	UE performs deciphering and header decompression for the DL PDCP SDUs received from the source eNB and target eNB separately; stores those PDCP SDUs in the common PDCP reception buffer and performs PDCP reordering; and then delivers the PDCP SDUs to upper layers in ascending order.
2	single UL new PUSCH data transmission as baseline and UE switches UL data transmission (new and unacknowledged PDCP SDUs) to target gNB upon reception of the first UL grant for data transmission from the target gNB after RA procedure towards the target gNB is successfully completed.
3 As described in single UL new data transmission solution: For the DL data transmission, the UE continues to provide HARQ ACK/NACK, other CSI kind of feedback, ARQ ACK/NACK to the source eNB before release of the source cell connection.
FFS whether UL HARQ retransmissions continue
FFS whether RoHC feedback is needed
4	We do not restrict UP specifications without clear reason (e.g. BSR, PHR, etc.)

Agreements

1 UE shall be able to send UL PUSCH user plane data to source eNB until the point when the message including RRC Connection Reconfiguration Complete has been successfully transmitted to target eNB.
2 Rel-15 PDCP duplication via DC (from HRLLC WID) is not supported in combination with DAPS during handover.
3	For UL transmission operation during DAPS based HO.  
•	UE maintains PDCP SN for UL PDCP PDUs in the common SN allocation function throughout the handover procedure; 
•	Performs header compression and ciphering for the UL PDCP SDUs based on the destination of the PDU (source or target eNB); 
•	Adds PDCP header and submits the PDCP date PDU to the lower layers associated to the destination of the PDU (source or target eNB); 
•	FFS on whether security and ROHC are modelled as separate functions or not.

RAN2#107bis meeting:

Agreements for LTE and NR
1 	UE switches the UL PDCP data transmission upon successful RACH procedure (Msg2 for CFRA or Msg4 for CBRA).  
2	The UE keeps the UL HARQ (re)transmission of the source link after UL data transmission switching to the target eNB.
3	When an uplink grant indicating the HARQ new transmission is received in the source link after UL data switching, the UE is expected to perform the corresponding UL transmission accordingly.
4	During Rel-16 RUDI handover, the UE only supports two links (i.e. the source MCG link and the target MCG link).

Agreements for LTE
1 RACHless applicability can be discused after procedure has progressed more.

Agreements for NR
2 FFS if Msg.B for 2-step RACH works the same.

Agreements for NR

UL new data transmission switching:
13	The indication to switch the UL new data transmission and will be specified in MAC. 
14	After UL new data transmission switching, data available for transmission/the PDCP data volume is indicated to the MAC entity associated to the target eNB/gNB. UE starts retransmission of packets from the earliest unacknowedged SDU of source cell. 
FFS how this is done in specification.
FFS if something different is needed for LTE than NR 
15	After UL new data transmission switching, the size of the PDCP control PDUs containing the ROHC feedback to the source cell is indicated to the MAC entity associated to the source eNB/gNB as data available for transmission/the PDCP data volume. 

Agreements
1	RAN2 adopts DAPS HO as the feature name used in all running CRs and LSs. 

Agreements for NR
1 We do not support TDM pattern. 
2 We leave it up to network implementation how to coordinate UL scheduling.
3 For single UL transmission, we will not specify rules how UE handles which link to transmit if UL should be sent to both source and target.
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