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[bookmark: _Toc20425635]Beginning of change
3	Definitions, symbols and abbreviations
[bookmark: _Toc20425636]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
CEIL: Mathematical function used to 'round up' i.e. to the nearest integer having a higher or equal value.
Dedicated signalling: Signalling sent on DCCH logical channel between the network and a single UE.
Field: The individual contents of an information element are referred to as fields.
FLOOR: Mathematical function used to 'round down' i.e. to the nearest integer having a lower or equal value.
Information element: A structural element containing single or multiple fields is referred as information element.
Primary Cell: The MCG cell, operating on the primary frequency, in which the UE either performs the initial connection establishment procedure or initiates the connection re-establishment procedure.
Primary SCG Cell: For dual connectivity operation, the SCG cell in which the UE performs random access when performing the Reconfiguration with Sync procedure.
Primary Timing Advance Group: Timing Advance Group containing the SpCell.
PUCCH SCell: An SCell configured with PUCCH.
PUSCH-Less SCell: An SCell configured without PUSCH.
RLC bearer configuration: The lower layer part of the radio bearer configuration comprising the RLC and logical channel configurations.
Secondary Cell: For a UE configured with CA, a cell providing additional radio resources on top of Special Cell.
Secondary Cell Group: For a UE configured with dual connectivity, the subset of serving cells comprising of the PSCell and zero or more secondary cells.
Serving Cell: For a UE in RRC_CONNECTED not configured with CA/DC there is only one serving cell comprising of the primary cell. For a UE in RRC_CONNECTED configured with CA/ DC the term 'serving cells' is used to denote the set of cells comprising of the Special Cell(s) and all secondary cells.
Special Cell: For Dual Connectivity operation the term Special Cell refers to the PCell of the MCG or the PSCell of the SCG, otherwise the term Special Cell refers to the PCell.
Split SRB: In MR-DC, an SRB that supports transmission via MCG and SCG as well as duplication of RRC PDUs as defined in TS 37.340 [41].
SSB Frequency: Frequency referring to the position of resource element RE=#0 (subcarrier #0) of resource block RB#10 of the SS block.
UE Inactive AS Context: UE Inactive AS Context is stored when the connection is suspended and restored when the connection is resumed. It includes information as defined in clause 5.3.8.3.
[bookmark: _Toc20425637]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
5GC	5G Core Network
ACK	Acknowledgement
AM	Acknowledged Mode
ARQ	Automatic Repeat Request
AS	Access Stratum
ASN.1	Abstract Syntax Notation One
BLER	Block Error Rate
BWP	Bandwidth Part
CA	Carrier Aggregation
CCCH	Common Control Channel
CG	Cell Group
CMAS	Commercial Mobile Alert Service
CP	Control Plane
C-RNTI	Cell RNTI
CSI	Channel State Information
DAPS	Dual Active Protocol Stack
DC	Dual Connectivity
DCCH	Dedicated Control Channel
DCI	Downlink Control Information
DL	Downlink
DL-SCH	Downlink Shared Channel
DM-RS	Demodulation Reference Signal
DRB	(user) Data Radio Bearer
DRX	Discontinuous Reception
DTCH	Dedicated Traffic Channel
EN-DC	E-UTRA NR Dual Connectivity with E-UTRA connected to EPC
EPC	Evolved Packet Core
EPS	Evolved Packet System
ETWS	Earthquake and Tsunami Warning System
E-UTRA	Evolved Universal Terrestrial Radio Access
E-UTRA/5GC	E-UTRA connected to 5GC
E-UTRA/EPC	E-UTRA connected to EPC
E-UTRAN	Evolved Universal Terrestrial Radio Access Network
FDD	Frequency Division Duplex
FFS	For Further Study
GERAN	GSM/EDGE Radio Access Network
GNSS	Global Navigation Satellite System
GSM	Global System for Mobile Communications
HARQ	Hybrid Automatic Repeat Request
IE	Information element
IMSI	International Mobile Subscriber Identity
kB	Kilobyte (1000 bytes)
L1	Layer 1
L2	Layer 2
L3	Layer 3
MAC	Medium Access Control
MCG	Master Cell Group
MIB	Master Information Block
MR-DC	Multi-Radio Dual Connectivity
N/A	Not Applicable
NE-DC	NR E-UTRA Dual Connectivity
(NG)EN-DC	E-UTRA NR Dual Connectivity (covering E-UTRA connected to EPC or 5GC)
NGEN-DC	E-UTRA NR Dual Connectivity with E-UTRA connected to 5GC
NR-DC	NR-NR Dual Connectivity
NR/5GC	NR connected to 5GC
PCell	Primary Cell
PDCP	Packet Data Convergence Protocol
PDU	Protocol Data Unit
PLMN	Public Land Mobile Network
PSCell	Primary SCG Cell
PWS	Public Warning System
QoS	Quality of Service
RAN	Radio Access Network
RAT	Radio Access Technology
RLC	Radio Link Control
RNA	RAN-based Notification Area
RNTI	Radio Network Temporary Identifier
ROHC	Robust Header Compression
RRC	Radio Resource Control
RS	Reference Signal
SCell	Secondary Cell
SCG	Secondary Cell Group
SFN	System Frame Number
SFTD	SFN and Frame Timing Difference
SI	System Information
SIB	System Information Block
SpCell	Special Cell
SRB	Signalling Radio Bearer
SSB	Synchronization Signal Block
TAG	Timing Advance Group
TDD	Time Division Duplex
TM	Transparent Mode
UE	User Equipment
UL	Uplink
UM	Unacknowledged Mode
UP	User Plane

In the ASN.1, lower case may be used for some (parts) of the above abbreviations e.g. c-RNTI.
Next change
[bookmark: _Toc20425697][bookmark: _Toc20425698]5.3.5	RRC reconfiguration
5.3.5.1	General


Figure 5.3.5.1-1: RRC reconfiguration, successful


Figure 5.3.5.1-2: RRC reconfiguration, failure
The purpose of this procedure is to modify an RRC connection, e.g. to establish/modify/release RBs, to perform reconfiguration with sync, to setup/modify/release measurements, to add/modify/release SCells and cell groups. As part of the procedure, NAS dedicated information may be transferred from the Network to the UE.
RRC reconfiguration to perform reconfiguration with sync includes, but is not limited to, the following cases:
-	reconfiguration with sync and security key refresh, involving RA to the PCell/PSCell, MAC reset, refresh of security and re-establishment of RLC and PDCP triggered by explicit L2 indicators;
-	reconfiguration with sync but without security key refresh, involving RA to the PCell/PSCell, MAC reset and RLC re-establishment and PDCP data recovery (for AM DRB) triggered by explicit L2 indicators.
In (NG)EN-DC and NR-DC, SRB3 can be used for measurement configuration and reporting, to (re-)configure MAC, RLC, physical layer and RLF timers and constants of the SCG configuration, and to reconfigure PDCP for DRBs associated with the S-KgNB or SRB3, and to reconfigure SDAP for DRBs associated with S-KgNB in NGEN-DC and NR-DC, provided that the (re-)configuration does not require any MN involvement. In (NG)EN-DC and NR-DC, only measConfig, radioBearerConfig and/or secondaryCellGroup are included in RRCReconfiguration received via SRB3.
[bookmark: _Toc20425699]5.3.5.2	Initiation
The Network may initiate the RRC reconfiguration procedure to a UE in RRC_CONNECTED. The Network applies the procedure as follows:
-	the establishment of RBs (other than SRB1, that is established during RRC connection establishment) is performed only when AS security has been activated;
-	the addition of Secondary Cell Group and SCells is performed only when AS security has been activated;
-	the reconfigurationWithSync is included in secondaryCellGroup only when at least one DRB is setup in SCG;
-	the reconfigurationWithSync is included in masterCellGroup only when AS security has been activated, and SRB2 with at least one DRB are setup and not suspended.
[bookmark: _Toc20425700]5.3.5.3	Reception of an RRCReconfiguration by the UE
The UE shall perform the following actions upon reception of the RRCReconfiguration:
1>	if the RRCReconfiguration is received via other RAT (i.e., inter-RAT handover to NR):
2>	if the RRCReconfiguration does not include the fullConfig and the UE is connected to 5GC (i.e., delta signalling during intra 5GC handover):
3>	re-use the source RAT SDAP and PDCP configurations if available (i.e., current SDAP/PDCP configurations for all RBs from source E-UTRA RAT prior to the reception of the inter-RAT HO RRCReconfiguration message);
1>	else:
2>	if the RRCReconfiguration includes the fullConfig:
3>	perform the full configuration procedure as specified in 5.3.5.11;
1>	if the RRCReconfiguration includes the masterCellGroup:
2>	perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;
1>	if the RRCReconfiguration includes the masterKeyUpdate:
2>	perform AS security key update procedure as specified in 5.3.5.7;
1>	if the RRCReconfiguration includes the sk-Counter:
2>	perform security key update procedure as specified in 5.3.5.7;
1>	if the RRCReconfiguration includes the secondaryCellGroup:
2>	perform the cell group configuration for the SCG according to 5.3.5.5; 
1>	if the RRCReconfiguration includes the mrdc-SecondaryCellGroupConfig:
2>	if the mrdc-SecondaryCellGroupConfig is set to setup:
3>	if the mrdc-SecondaryCellGroupConfig includes mrdc-ReleaseAndAdd:
4>	perform MR-DC release as specified in clause 5.3.5.10;
3>	if the received mrdc-SecondaryCellGroup is set to nr-SCG:
4>	perform the RRC reconfiguration according to 5.3.5.3 for the RRCReconfiguration message included in nr-SCG;
3>	if the received mrdc-SecondaryCellGroup is set to eutra-SCG:
4>	perform the RRC connection reconfiguration as specified in TS 36.331 [10], clause 5.3.5.3 for the RRCConnectionReconfiguration message included in eutra-SCG;
2>	else (mrdc-SecondaryCellGroupConfig is set to release):
3>	perform MR-DC release as specified in clause 5.3.5.10;
1>	if the RRCReconfiguration message includes the radioBearerConfig:
2>	perform the radio bearer configuration according to 5.3.5.6;
1>	if the RRCReconfiguration message includes the radioBearerConfig2:
2>	perform the radio bearer configuration according to 5.3.5.6;
1>	if the RRCReconfiguration message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	if the RRCReconfiguration message includes the dedicatedNAS-MessageList:
2>	forward each element of the dedicatedNAS-MessageList to upper layers in the same order as listed;
1>	if the RRCReconfiguration message includes the dedicatedSIB1-Delivery:
2>	perform the action upon reception of SIB1 as specified in 5.2.2.4.2;
1>	if the RRCReconfiguration message includes the dedicatedSystemInformationDelivery:
2>	perform the action upon reception of System Information as specified in 5.2.2.4;
1>	if the RRCReconfiguration message includes the otherConfig:
2>	perform the other configuration procedure as specified in 5.3.5.9;
1>	set the content of the RRCReconfigurationComplete message as follows:
2>	if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent; or
2>	if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each serving cell with UL;
3>	if UE is configured with SUL carrier:
4>	include uplinkDirectCurrentBWP-SUL for each serving cell with SUL within the uplinkTxDirectCurrentList;
2>	if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to eutra-SCG:
3>	include in the eutra-SCG-Response the E-UTRA RRCConnectionReconfigurationComplete message in accordance with TS 36.331 [10] clause 5.3.5.3;
2> if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to nr-SCG:
3>	include in the nr-SCG-Response the RRCReconfigurationComplete message;
1>	if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):
2>	if the RRCReconfiguration message was received via SRB1:
3>	submit the RRCReconfigurationComplete via the E-UTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10];
3>	if reconfigurationWithSync was included in spCellConfig of an SCG:
4>	initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];
3>	else:
4>	the procedure ends;
NOTE 1:	The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
2>	else (RRCReconfiguration was received via SRB3):
3>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
NOTE 2:	In (NG)EN-DC and NR-DC, in the case RRCReconfiguration is received via SRB1, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case RRCReconfiguration is received via SRB3, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete.
1>	else if the RRCReconfiguration message was received within the nr-SCG within mrdc-SecondaryCellGroup (NR SCG RRC Reconfiguration):
2>	if reconfigurationWithSync was included in spCellConfig in nr-SCG:
3>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
2>	else
3>	the procedure ends;
NOTE 2a:	The order in which the UE sends the RRCReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
1>	else if RRCReconfiguration was received via SRB3:
2>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
1>	else (MCG RRCReconfiguration):
2>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
2>	if this is the first RRCReconfiguration message after successful completion of the RRC re-establishment procedure:
3>	resume SRB2 and DRBs that are suspended;
1>	if reconfigurationWithSync was included in spCellConfig of an MCG or SCG, and when MAC of an NR cell group successfully completes a Random Access procedure triggered above;
2>	stop timer T304 for that cell group;
2>	stop timer T310 of source PCell if running;
2>	apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the respective target SpCell, if any;
2>	apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the respective target SpCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of that target SpCell;
2>	if the reconfigurationWithSync was included in spCellConfig of an MCG:
3>	if T390 is running:
4>	stop timer T390 for all access categories;
4>	perform the actions as specified in 5.3.14.4.
3>	if RRCReconfiguration does not include dedicatedSIB1-Delivery and
3>	if the active downlink BWP, which is indicated by the firstActiveDownlinkBWP-Id for the target SpCell of the MCG, has a common search space configured by searchSpaceSIB1:
4>	acquire the SIB1, which is scheduled as specified in TS 38.213 [13], of the target SpCell of the MCG;
4>	upon acquiring SIB1, perform the actions specified in clause 5.2.2.4.2;
2>	the procedure ends.
NOTE 3:	The UE is only required to acquire broadcasted SIB1 if the UE can acquire it without disrupting unicast data reception, i.e. the broadcast and unicast beams are quasi co-located.
[bookmark: _Toc20425701]5.3.5.4	Secondary cell group release
The UE shall:
1>	as a result of SCG release triggered by E-UTRA (i.e. (NG)EN-DC case) or NR (i.e. NR-DC case):
2>	reset SCG MAC, if configured;
2>	for each RLC bearer that is part of the SCG configuration:
3>	perform RLC bearer release procedure as specified in 5.3.5.5.3;
2>	release the SCG configuration;
2>	stop timer T310 for the corresponding SpCell, if running;
2>	stop timer T304 for the corresponding SpCell, if running.
NOTE:	Release of cell group means only release of the lower layer configuration of the cell group but the RadioBearerConfig may not be released.
[bookmark: _Toc20425702]5.3.5.5	Cell Group configuration
[bookmark: _Toc20425703]5.3.5.5.1	General
The network configures the UE with Master Cell Group (MCG), and zero or one Secondary Cell Group (SCG). In (NG)EN-DC, the MCG is configured as specified in TS 36.331 [10], and for NE-DC, the SCG is configured as specified in TS 36.331 [10]. The network provides the configuration parameters for a cell group in the CellGroupConfig IE.
The UE performs the following actions based on a received CellGroupConfig IE:
1>	if the CellGroupConfig contains the spCellConfig with reconfigurationWithSync:
2>	perform Reconfiguration with sync according to 5.3.5.5.2;
2>	resume all suspended radio bearers and resume SCG transmission for all radio bearers, if suspended;
1>	if the CellGroupConfig contains the rlc-BearerToReleaseList:
2>	perform RLC bearer release as specified in 5.3.5.5.3;
1>	if the CellGroupConfig contains the rlc-BearerToAddModList:
2>	perform the RLC bearer addition/modification as specified in 5.3.5.5.4;
1>	if the CellGroupConfig contains the mac-CellGroupConfig:
2>	configure the MAC entity of this cell group as specified in 5.3.5.5.5;
1>	if the CellGroupConfig contains the sCellToReleaseList:
2>	perform SCell release as specified in 5.3.5.5.8;
1>	if the CellGroupConfig contains the spCellConfig:
2>	configure the SpCell as specified in 5.3.5.5.7;
1>	if the CellGroupConfig contains the sCellToAddModList:
2>	perform SCell addition/modification as specified in 5.3.5.5.9.
[bookmark: _Toc20425704]5.3.5.5.2	Reconfiguration with sync
The UE shall perform the following actions to execute a reconfiguration with sync.
1>	if the AS security is not activated, perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1> If dapsHO-Config is not configured for any DRB:
12>	stop timer T310 for the corresponding SpCell, if running;
1>	start timer T304 for the corresponding SpCell with the timer value set to t304, as included in the reconfigurationWithSync;
1>	if the frequencyInfoDL is included:
2>	consider the target SpCell to be one on the SSB frequency indicated by the frequencyInfoDL with a physical cell identity indicated by the physCellId;
1>	else:
2>	consider the target SpCell to be one on the SSB frequency of the source SpCell with a physical cell identity indicated by the physCellId;
1>	start synchronising to the DL of the target SpCell;
1>	apply the specified BCCH configuration defined in 9.1.1.1;
[bookmark: _Hlk23707443]Editor’s note: FFS on whether to apply BCCH and paging configuration from source or target.
1>	acquire the MIB, which is scheduled as specified in TS 38.213 [13];
NOTE 1:	The UE should perform the reconfiguration with sync as soon as possible following the reception of the RRC message triggering the reconfiguration with sync, which could be before confirming successful reception (HARQ and ARQ) of this message.
NOTE 2:	The UE may omit reading the MIB if the UE already has the required timing information, or the timing information is not needed for random access.
1> If dapsHO-Config is configured for at least one DRB:
2> create MAC entity for the target;
2> suspend SRBs for the source ;
[bookmark: _Hlk23948519]Editor’s note: TBC what term should be used for configuration common for all cells in source and target, source cell group? source PCell? Source? Source connection?.
2>	apply the value of the newUE-Identity as the C-RNTI in the target PCell; 
2>	configure lower layers for the target PCell in accordance with the received spCellConfigCommon;
2>	configure lower layers for the target PCell in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
1> else:
12>	reset the MAC entity of this cell group;
12>	consider the SCell(s) of this cell group, if configured, to be in deactivated state;
12>	apply the value of the newUE-Identity as the C-RNTI for this cell group; 
12>	configure lower layers in accordance with the received spCellConfigCommon;
12>	configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
[bookmark: _Toc20425705]5.3.5.5.3	RLC bearer release
The UE shall:
1>	for each logicalChannelIdentity value included in the rlc-BearerToReleaseList that is part of the current UE configuration within the same cell group (LCH release); or
1>	for each logicalChannelIdentity value that is to be released as the result of an SCG release according to 5.3.5.4:
2>	release the RLC entity or entities as specified in TS 38.322 [4], clause 5.1.3;
2>	release the corresponding logical channel.
[bookmark: _Toc20425706]5.3.5.5.4	RLC bearer addition/modification
For each RLC-BearerConfig received in the rlc-BearerToAddModList IE the UE shall:
1>	if the UE's current configuration contains an RLC bearer with the received logicalChannelIdentity within the same cell group:
2> if dapsHO-Config is configured for this bearer:
3>	establish an RLC entity or entities for the target PCell in accordance with the received rlc-Config;
3>	establish the logical channel for the target PCell in accordance with the received mac-LogicalChannelConfig;
2> else:
23>	if reestablishRLC is received:
34>	re-establish the RLC entity as specified in TS 38.322 [4];
23>	reconfigure the RLC entity or entities in accordance with the received rlc-Config;
23>	reconfigure the logical channel in accordance with the received mac-LogicalChannelConfig;
NOTE:	The network does not re-associate an already configured logical channel with another radio bearer. Hence servedRadioBearer is not present in this case.
1>	else (a logical channel with the given logicalChannelIdentity was not configured before within the same cell group):
Editor’s note: TBC, if source PCell and target PCell can be in different cell group during DAPS handover. 
[bookmark: _Hlk23491016]Editor’s note: FFS if source and target configurations can be in same RRC message.
2>	if the servedRadioBearer associates the logical channel with an SRB and rlc-Config is not included:
3>	establish an RLC entity in accordance with the default configuration defined in 9.2 for the corresponding SRB;
2>	else:
3>	establish an RLC entity in accordance with the received rlc-Config;
2>	if the servedRadioBearer associates the logical channel with an SRB and if mac-LogicalChannelConfig is not included:
3>	configure this MAC entity with a logical channel in accordance to the default configuration defined in 9.2 for the corresponding SRB;
2>	else:
3>	configure this MAC entity with a logical channel in accordance to the received mac-LogicalChannelConfig;
2>	associate this logical channel with the PDCP entity identified by servedRadioBearer.
[bookmark: _Toc20425707]5.3.5.5.5	MAC entity configuration
The UE shall:
1>	if SCG MAC is not part of the current UE configuration (i.e. SCG establishment):
2>	create an SCG MAC entity;
1> if dapsHO-Config is configured:
2> configure the MAC main configuration for the target PCell of the cell group in accordance with the received mac-CellGroupConfig excluding tag-ToReleaseList and tag-ToAddModList;
1> else:
21>	reconfigure the MAC main configuration of the cell group in accordance with the received mac-CellGroupConfig excluding tag-ToReleaseList and tag-ToAddModList;
1>	if the received mac-CellGroupConfig includes the tag-ToReleaseList:
Editor’s note: FFS how to handle SCells during DAPS handover.
2>	for each TAG-Id value included in the tag-ToReleaseList that is part of the current UE configuration:
3>	release the TAG indicated by TAG-Id;
1>	if the received mac-CellGroupConfig includes the tag-ToAddModList:
2>	for each tag-Id value included in tag-ToAddModList that is not part of the current UE configuration (TAG addition):
3>	add the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer;
2>	for each tag-Id value included in tag-ToAddModList that is part of the current UE configuration (TAG modification):
3>	reconfigure the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer.
[bookmark: _Toc20425708]5.3.5.5.6	RLF Timers & Constants configuration
The UE shall:
1>	if the received rlf-TimersAndConstants is set to release:
2> if dapsHO-Config is configured for any DRB:
3>	use values for target’s timers T301, T310, T311 and target’s constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
2>	else:
23>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
[bookmark: _Hlk23788212]1>	else:
2> if dapsHO-Config is configured for any DRB:
3>	configure the value of target’s timers and target’s constants in accordance with received rlf-TimersAndConstants;
2>	else:
23>	(re-)configure the value of timers and constants in accordance with received rlf-TimersAndConstants;
32>	stop timer T310 for this cell group, if running;
32>	reset the counters N310 and N311.
[bookmark: _Toc20425709]5.3.5.5.7	SpCell Configuration
Editor’s note: FFS on how to handle SpCell configuration if source and target cell configurations are received in the same message.
The UE shall:
1>	if the SpCellConfig contains the rlf-TimersAndConstants:
2>	configure the RLF timers and constants for this cell group as specified in 5.3.5.5.6;
1>	else if rlf-TimersAndConstants is not configured for this cell group:
2>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
1>	if the SpCellConfig contains spCellConfigDedicated:
2>	configure the SpCell in accordance with the spCellConfigDedicated;
2>	consider the bandwidth part indicated in firstActiveUplinkBWP-Id if configured to be the active uplink bandwidth part;
2>	consider the bandwidth part indicated in firstActiveDownlinkBWP-Id if configured to be the active downlink bandwidth part;
2>	if any of the reference signal(s) that are used for radio link monitoring are reconfigured by the received spCellConfigDedicated:
3>	stop timer T310 for the corresponding SpCell, if running;
3>	reset the counters N310 and N311.
[bookmark: _Toc20425710]5.3.5.5.8	SCell Release
Editor’s note: FFS on SCell addition/modification using DAPS HO.
The UE shall:
1>	if the release is triggered by reception of the sCellToReleaseList:
2>	for each sCellIndex value included in the sCellToReleaseList:
3>	if the current UE configuration includes an SCell with value sCellIndex:
4>	release the SCell.
[bookmark: _Toc20425711]5.3.5.5.9	SCell Addition/Modification
Editor’s note: FFS on SCell addition/modification using DAPS HO.
The UE shall:
1>	for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):
2>	add the SCell, corresponding to the sCellIndex, in accordance with the sCellConfigCommon and sCellConfigDedicated;
2>	configure lower layers to consider the SCell to be in deactivated state;
2>	for each measId included in the measIdList within VarMeasConfig:
3>	if SCells are not applicable for the associated measurement; and
3>	if the concerned SCell is included in cellsTriggeredList defined within the VarMeasReportList for this measId:
4>	remove the concerned SCell from cellsTriggeredList defined within the VarMeasReportList for this measId;
1>	for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):
2>	modify the SCell configuration in accordance with the sCellConfigDedicated.
[bookmark: _Toc20425712]5.3.5.6	Radio Bearer configuration
[bookmark: _Toc20425713]5.3.5.6.1	General
The UE shall perform the following actions based on a received RadioBearerConfig IE:
1>	if the RadioBearerConfig includes the srb3-ToRelease:
2>	perform the SRB release as specified in 5.3.5.6.2;
1>	if the RadioBearerConfig includes the srb-ToAddModList:
2>	perform the SRB addition or reconfiguration as specified in 5.3.5.6.3;
1>	if the RadioBearerConfig includes the drb-ToReleaseList:
2>	perform DRB release as specified in 5.3.5.6.4;
1>	if the RadioBearerConfig includes the drb-ToAddModList:
2>	perform DRB addition or reconfiguration as specified in 5.3.5.6.5.
1>	release all SDAP entities, if any, that have no associated DRB as specified in TS 37.324 [24] clause 5.1.2, and indicate the release of the user plane resources for PDU Sessions associated with the released SDAP entities to upper layers.
[bookmark: _Toc20425714]5.3.5.6.2	SRB release
The UE shall:
1>	release the PDCP entity and the srb-Identity of the SRB3.
[bookmark: _Toc20425715]5.3.5.6.3	SRB addition/modification
The UE shall:
1>	for each srb-Identity value included in the srb-ToAddModList that is not part of the current UE configuration (SRB establishment or reconfiguration from E-UTRA PDCP to NR PDCP):
2>	establish a PDCP entity;
2>	if AS security has been activated:
3>	if target RAT of handover is E-UTRA/5GC; or
3>	if the UE is connected to E-UTRA/5GC:
4>	if the UE is capable of E-UTRA/5GC, but not capable of NGEN-DC:
5>	configure the PDCP entity with the security algorithms and keys (KRRCenc and KRRCint) configured/derived as specified in TS 36.331 [10];
4>	else (i.e., UE capable of NGEN-DC):
5>	configure the PDCP entity with the security algorithms according to securityConfig and apply the keys (KRRCenc and KRRCint) associated with the master key (KeNB) or secondary key (S-KgNB) as indicated in keyToUse, if applicable;
3>	else (i.e., UE connected to NR or UE in EN-DC):
4>	configure the PDCP entity with the security algorithms according to securityConfig and apply the keys (KRRCenc and KRRCint) associated with the master key (KeNB/ KgNB) or secondary key (S-KgNB) as indicated in keyToUse, if applicable;
2>	if the current UE configuration as configured by E-UTRA in TS 36.331 [10] includes an SRB identified with the same srb-Identity value:
3>	associate the E-UTRA RLC entity and DCCH of this SRB with the NR PDCP entity;
3>	release the E-UTRA PDCP entity of this SRB;
2>	if the pdcp-Config is included:
3>	configure the PDCP entity in accordance with the received pdcp-Config;
2>	else:
3>	configure the PDCP entity in accordance with the default configuration defined in 9.2.1 for the corresponding SRB;
1>	if dapsHO-Config is configured, for each srb-Identity value included in the srb-ToAddModList that is part of the current UE configuration:
Editor’s note: FFS on what parameters target can configure in pdcp-Config.
2>	establish a PDCP entity for the target PCell as specified in TS 38.323 [5];
2> configure the PDCP entity with the security algorithms according to securityConfig and apply the keys (KRRCenc and KRRCint) associated with the master key (KeNB/ KgNB) or secondary key (S-KgNB) as indicated in keyToUse, if applicable;
2>	configure the PDCP entity to apply the integrity protection algorithm and KRRCint key associated with the master key (KeNB/KgNB) or secondary key (S-KgNB), as indicated in keyToUse , i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
2>	configure the PDCP entity to apply the ciphering algorithm and KRRCenc key associated with the master key (KeNB/KgNB) or secondary key (S-KgNB) as indicated in keyToUse, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
2>	if the pdcp-Config is included:
3>	configure the PDCP entity in accordance with the received pdcp-Config;
2>	else:
3>	configure the PDCP entity in accordance with the default configuration defined in 9.2.1 for the corresponding SRB;
1>	else, for each srb-Identity value included in the srb-ToAddModList that is part of the current UE configuration:
2>	if the reestablishPDCP is set:
[bookmark: _Hlk23709036]Editor’s: TBC, Assumption that reestablishPDCP should be set as “false” for DAPS HO, needs to be confirmed.
3>	if target RAT of handover is E-UTRA/5GC; or
3>	if the UE is connected to E-UTRA/5GC: 
4>	if the UE is capable of E-UTRA/5GC, but not capable of NGEN-DC:
5>	configure the PDCP entity to apply the integrity protection algorithm and KRRCint key configured/derived as specified in TS 36.331 [10], i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
5>	configure the PDCP entity to apply the ciphering algorithm and KRRCenc key configured/derived as specified in TS 36.331 [10], i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure; 
4>	else (i.e., a UE capable of NGEN-DC):
5>	configure the PDCP entity to apply the integrity protection algorithm and KRRCint key associated with the master key (KeNB) or secondary key (S-KgNB), as indicated in keyToUse, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
5>	configure the PDCP entity to apply the ciphering algorithm and KRRCenc key associated with the master key (KeNB) or secondary key (S-KgNB) as indicated in keyToUse, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
3>	else (i.e., UE connected to NR or UE in EN-DC):
4>	configure the PDCP entity to apply the integrity protection algorithm and KRRCint key associated with the master key (KeNB/KgNB) or secondary key (S-KgNB), as indicated in keyToUse , i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
4>	configure the PDCP entity to apply the ciphering algorithm and KRRCenc key associated with the master key (KeNB/KgNB) or secondary key (S-KgNB) as indicated in keyToUse, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
3>	re-establish the PDCP entity of this SRB as specified in TS 38.323 [5];
2>	else, if the discardOnPDCP is set:
3>	trigger the PDCP entity to perform SDU discard as specified in TS 38.323 [5];
2>	if the pdcp-Config is included:
3>	reconfigure the PDCP entity in accordance with the received pdcp-Config.
[bookmark: _Toc20425716]5.3.5.6.4	DRB release
The UE shall: 
1>	for each drb-Identity value included in the drb-ToReleaseList that is part of the current UE configuration; or
1>	for each drb-Identity value that is to be released as the result of full configuration according to 5.3.5.11:
2>	release the PDCP entity and the drb-Identity;
2>	if SDAP entity associated with this DRB is configured:
3>	indicate the release of the DRB to SDAP entity associated with this DRB (TS 37.324 [24], clause 5.3.3);
2>	if the DRB is associated with an eps-BearerIdentity:
3>	if a new bearer is not added either with NR or E-UTRA with same eps-BearerIdentity:
4>	indicate the release of the DRB and the eps-BearerIdentity of the released DRB to upper layers.
NOTE 1:	The UE does not consider the message as erroneous if the drb-ToReleaseList includes any drb-Identity value that is not part of the current UE configuration.
NOTE 2:	Whether or not the RLC and MAC entities associated with this PDCP entity are reset or released is determined by the CellGroupConfig.
[bookmark: _Toc20425717]5.3.5.6.5	DRB addition/modification
The UE shall:
1>	for each drb-Identity value included in the drb-ToAddModList that is not part of the current UE configuration (DRB establishment including the case when full configuration option is used):
Editor’s note: FFS on whether full configuration is supported for DAPS handover. 
2>	establish a PDCP entity and configure it in accordance with the received pdcp-Config;
2>	if the PDCP entity of this DRB is not configured with cipheringDisabled:
3>	if target RAT of handover is E-UTRA/5GC; or
3>	if the UE is connected to E-UTRA/5GC:
4>	if the UE is capable of E-UTRA/5GC but not capable of NGEN-DC:
5>	configure the PDCP entity with the ciphering algorithm and KUPenc key configured/derived as specified in TS 36.331 [10];
4>	else (i.e., a UE capable of NGEN-DC):
5>	configure the PDCP entity with the security algorithms according to securityConfig and apply the keys (KUPenc and KUPint) associated with the master key (KeNB) or secondary key (S-KgNB) as indicated in keyToUse, if applicable;
3>	else (i.e., UE connected to NR or UE in EN-DC):
4>	configure the PDCP entity with the ciphering algorithms according to securityConfig and apply the KUPenc key associated with the master key (KeNB/KgNB) or the secondary key (S-KgNB/S-KeNB) as indicated in keyToUse;
2>	if the PDCP entity of this DRB is configured with integrityProtection:
3>	configure the PDCP entity with the integrity protection algorithms according to securityConfig and apply the KUPint key associated with the master (KeNB/KgNB) or the secondary key (S-KgNB/S-KeNB) as indicated in keyToUse;
2>	if an sdap-Config is included:
3>	if an SDAP entity with the received pdu-Session does not exist:
4>	establish an SDAP entity as specified in TS 37.324 [24] clause 5.1.1;
4>	if an SDAP entity with the received pdu-Session did not exist prior to receiving this reconfiguration:
5>	indicate the establishment of the user plane resources for the pdu-Session to upper layers;
3>	configure the SDAP entity in accordance with the received sdap-Config as specified in TS 37.324 [24] and associate the DRB with the SDAP entity;
2>	if the DRB is associated with an eps-BearerIdentity:
3>	if the DRB was configured with the same eps-BearerIdentity either by NR or E-UTRA prior to receiving this reconfiguration:
4>	associate the established DRB with the corresponding eps-BearerIdentity;
3>	else:
4>	indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;
1>	for each drb-Identity value included in the drb-ToAddModList that is part of the current UE configuration:
2>	if the reestablishPDCP is set:
3>	if target RAT of handover is E-UTRA/5GC; or
3>	if the UE is connected to E-UTRA/5GC:
4>	if the UE is capable of E-UTRA/5GC but not capable of NGEN-DC:
5>	if the PDCP entity of this DRB is not configured with cipheringDisabled:
6>	configure the PDCP entity with the ciphering algorithm and KUPenc key configured/derived as specified in TS 36.331 [10], clause 5.4.2.3, i.e. the ciphering configuration shall be applied to all subsequent PDCP PDUs received and sent by the UE;
4>	else (i.e., a UE capable of NGEN-DC):
5>	if the PDCP entity of this DRB is not configured with cipheringDisabled:
6>	configure the PDCP entity with the ciphering algorithm and KUPenc key associated with the master key (KeNB) or the secondary key (S-KgNB), as indicated in keyToUse, i.e. the ciphering configuration shall be applied to all subsequent PDCP PDUs received and sent by the UE;
3>	else (i.e., UE connected to NR or UE in EN-DC):
4>	if the PDCP entity of this DRB is not configured with cipheringDisabled:
5>	configure the PDCP entity with the ciphering algorithm and KUPenc key associated with the master key (KeNB/ KgNB) or the secondary key (S-KgNB/S-KeNB), as indicated in keyToUse, i.e. the ciphering configuration shall be applied to all subsequent PDCP PDUs received and sent by the UE;
4>	if the PDCP entity of this DRB is configured with integrityProtection:
5>	configure the PDCP entity with the integrity protection algorithms according to securityConfig and apply the KUPint key associated with the master key (KeNB/KgNB) or the secondary key (S-KgNB/S-KeNB) as indicated in keyToUse;
3>	if drb-ContinueROHC is included in pdcp-Config:
4>	indicate to lower layer that drb-ContinueROHC is configured;
3>	re-establish the PDCP entity of this DRB as specified in TS 38.323 [5], clause 5.1.2;
2> if dapsHO-Config is configured for this bearer:
3>	reconfigure the PDCP entity as DAPS PDCP entity as specified in TS 38.323 [5] and configure it in accordance with the received pdcp-Config;
3>	configure the DAPS PDCP entity to associate the RLC entity of target PCell with the target PCell’s ciphering function, integrity protection function and ROHC function;
Editor’s note: FFS on what target can configure in pdcp-Config.
3>	if the target PCell’s ciphering function of DAPS PDCP entity of this DRB is not configured with cipheringDisabled:
4>	configure the ciphering function of target PCell for the DAPS PDCP entity with the ciphering algorithm and KUPenc key associated with the master key (KeNB/ KgNB) or the secondary key (S-KgNB/S-KeNB), as indicated in keyToUse, i.e. the ciphering configuration shall be applied to all subsequent PDCP PDUs received from target PCell and sent to target PCell by the UE;
3>	if the target PCell’s integrity protection function of DAPS PDCP entity of this DRB is configured with integrityProtection:
4>	configure the integrity protection function of target PCell for the DAPS PDCP entity with the integrity protection algorithms according to securityConfig and apply the KUPint key associated with the master key (KeNB/KgNB) or the secondary key (S-KgNB/S-KeNB) as indicated in keyToUse;
2>	else, if the recoverPDCP is set:
3>	trigger the PDCP entity of this DRB to perform data recovery as specified in TS 38.323 [5];
[bookmark: _Hlk23709377]2>	if the pdcp-Config is included:
3>	reconfigure the PDCP entity in accordance with the received pdcp-Config.
Editor’s note: TBC, whether there is need to capture to avoid configuring twice during DAPS HO.
2>	if the sdap-Config is included:
3>	reconfigure the SDAP entity in accordance with the received sdap-Config as specified in TS37.324 [24];
3>	for each QFI value added in mappedQoS-FlowsToAdd, if the QFI value is previously configured, the QFI value is released from the old DRB;
Editor’s note: FFS on how to handle SDAP configuration for DAPS and whether/how to support QoS flow (re-)mapping;
NOTE 1:	Void.
NOTE 2:	When determining whether a drb-Identity value is part of the current UE configuration, the UE does not distinguish which RadioBearerConfig and DRB-ToAddModList that DRB was originally configured in. To re-associate a DRB with a different key (KeNB to S-KgNB, KgNB to S-KeNB, KgNB to S-KgNB, or vice versa), the network provides the drb-Identity value in the (target) drb-ToAddModList and sets the reestablishPDCP flag. The network does not list the drb-Identity in the (source) drb-ToReleaseList.
NOTE 3:	When setting the reestablishPDCP flag for a radio bearer, the network ensures that the RLC receiver entities do not deliver old PDCP PDUs to the re-established PDCP entity. It does that e.g. by triggering a reconfiguration with sync of the cell group hosting the old RLC entity or by releasing the old RLC entity.
NOTE 4:	In this specification, UE configuration refers to the parameters configured by NR RRC unless otherwise stated.
NOTE 5: Ciphering and integrity protection can be enabled or disabled for a DRB. The enabling/disabling of ciphering or integrity protection can be changed only by releasing and adding the DRB.
[bookmark: _Toc20425718]5.3.5.7	AS Security key update
The UE shall:
1>	if UE is connected to E-UTRA/EPC or E-UTRA/5GC:
2>	upon reception of sk-Counter as specified in TS 36.331 [10]:
3>	update the S-KgNB key based on the KeNB key and using the received sk-Counter value, as specified in TS 33.401 [30] for EN-DC, or TS 33.501 [11] for NGEN-DC;
3>	derive the KRRCenc and KUPenc keys as specified in TS 33.401 [30] for EN-DC, or TS 33.501 [11] for NGEN-DC;
3>	derive the KRRCint and KUPint keys as specified in TS 33.401 [30] for EN-DC or TS 33.501 [11] for NGEN-DC.
1>	else:
2>	if the nas-Container is included in the received masterKeyUpdate:
3>	forward the nas-Container to the upper layers;
2>	if the keySetChangeIndicator is set to true:
3>	derive or update the KgNB key based on the KAMF key, as specified in TS 33.501 [11];
2>	else:
3>	derive or update the KgNB key based on the current KgNB key or the NH, using the nextHopChainingCount value indicated in the received masterKeyUpdate, as specified in TS 33.501 [11];
2>	store the nextHopChainingCount value;
2>	derive the keys associated with the KgNB key as follows:
3>	if the securityAlgorithmConfig is included in SecurityConfig:
4>	derive the KRRCenc and KUPenc keys associated with the cipheringAlgorithm indicated in the securityAlgorithmConfig, as specified in TS 33.501 [11];
4>	derive the KRRCint and KUPint keys associated with the integrityProtAlgorithm indicated in the securityAlgorithmConfig, as specified in TS 33.501 [11];
3>	else:
4>	derive the KRRCenc and KUPenc keys associated with the current cipheringAlgorithm, as specified in TS 33.501 [11];
4>	derive the KRRCint and KUPint keys associated with the current integrityProtAlgorithm, as specified in TS 33.501 [11].
NOTE:	Ciphering and integrity protection are optional to configure for the DRBs.
2>	if the sk-Counter is included in the RRCReconfiguration message or in RRCResume message (UE is in NE-DC, or NR-DC, or is configured with SN terminated bearer(s)):
3>	derive or update the secondary key (S-KgNB or S-KeNB) based on the KgNB key and using the received sk-Counter value, as specified in TS 33.501 [11];
3>	derive the KRRCenc key and the KUPenc key as specified in TS 33.501 [11] using the ciphering algorithms indicated in the RadioBearerConfig associated with the secondary key (S-KgNB or S-KeNB) as indicated by keyToUse;
3>	derive the KRRCint key and the KUPint key as specified in TS 33.501 [11] using the integrity protection algorithms indicated in the RadioBearerConfig associated with the secondary key (S-KgNB or S-KeNB) as indicated by keyToUse;
[bookmark: _Toc20425719]5.3.5.8	Reconfiguration failure
[bookmark: _Toc20425720]5.3.5.8.1	Void
[bookmark: _Toc20425721]5.3.5.8.2	Inability to comply with RRCReconfiguration
The UE shall:
1>	if the UE is in (NG)EN-DC:
2>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB3;
3>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration error, upon which the connection reconfiguration procedure ends;
2>	else, if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB1;
3>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	initiate the connection re-establishment procedure as specified in TS 36.331 [10], clause 5.3.7, upon which the connection reconfiguration procedure ends.
1>	else if RRCReconfiguration is received via NR (i.e., NR standalone, NE-DC, or NR-DC):
2>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB3;
NOTE 0:	This case does not apply in NE-DC.
3>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration error, upon which the connection reconfiguration procedure ends;
2>	else if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over the SRB1; 
NOTE 0a:	The compliance also covers the SCG configuration carried within octet strings e.g. field mrdc-SecondaryCellGroupConfig. I.e. the failure behaviour defined also applies in case the UE cannot comply with the embedded SCG configuration or with the combination of (parts of) the MCG and SCG configurations.
3>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	if AS security has not been activated:
4>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other'
3>	else if AS security has been activated but SRB2 and at least one DRB have not been setup:
4>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
3>	else:
4>	initiate the connection re-establishment procedure as specified in 5.3.7, upon which the reconfiguration procedure ends;
1>	else if RRCReconfiguration is received via other RAT (Handover to NR failure):
2>	if the UE is unable to comply with any part of the configuration included in the RRCReconfiguration message:
3>	perform the actions defined for this failure case as defined in the specifications applicable for the other RAT.
NOTE 1:	The UE may apply above failure handling also in case the RRCReconfiguration message causes a protocol error for which the generic error handling as defined in clause 10 specifies that the UE shall ignore the message.
NOTE 2:	If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration, i.e. there is no partial success/failure.
[bookmark: _Toc20425722]5.3.5.8.3	T304 expiry (Reconfiguration with sync Failure)
The UE shall:
1>	if T304 of the MCG expires:
2>	release dedicated preambles provided in rach-ConfigDedicated if configured;
2> if dapsHO-Config is configured, and radio link failure is not detected in the source PCell, in accordance with subclause 5.3.10.3:
3> release target PCell configuration;
Editor’s note: FFS on what target PCell configuration to be released.
3>	resume suspended SRBs in the source PCell;
Editor’s note: FFS on handling SCells and how to resume SRBs and, if applicable, DRBs.
3> initiate the failure information procedure as specified in subclause 5.7.5 to report DAPS handover failure.
2> else:
23>	revert back to the UE configuration used in the source PCell;
23>	initiate the connection re-establishment procedure as specified in subclause 5.3.7.
NOTE 1:	In the context above, "the UE configuration" includes state variables and parameters of each radio bearer.
1>	else if T304 of a secondary cell group expires:
2>	release dedicated preambles provided in rach-ConfigDedicated, if configured;
2>	initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration with sync failure, upon which the RRC reconfiguration procedure ends;
1>	else if T304 expires when RRCReconfiguration is received via other RAT (HO to NR failure):
2>	reset MAC;
2>	perform the actions defined for this failure case as defined in the specifications applicable for the other RAT.
[bookmark: _Toc20425723]5.3.5.9	Other configuration
The UE shall:
1>	if the received otherConfig includes the delayBudgetReportingConfig:
2>	if delayBudgetReportingConfig is set to setup:
3>	consider itself to be configured to send delay budget reports in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to send delay budget reports and stop timer T342, if running.
1>	if the received otherConfig includes the overheatingAssistanceConfig:
2>	if overheatingAssistanceConfig is set to setup:
3>	consider itself to be configured to provide overheating assistance information in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide overheating assistance information and stop timer T345, if running;
[bookmark: _Toc20425724]5.3.5.10	MR-DC release
The UE shall:
1>	as a result of MR-DC release triggered by E-UTRA or NR:
2>	release SRB3 (configured according to radioBearerConfig), if present, as specified in 5.3.5.6.2;
2>	release measConfig associated with SCG;
2>	if the UE is configured with NR SCG:
3>	release the SCG configuration as specified in clause 5.3.5.4;
2>	else if the UE is configured with E-UTRA SCG:
3>	release the SCG configuration as specified in TS 36.331 [10], clause 5.3.10.19 to release the E-UTRA SCG;
[bookmark: _Toc20425725]5.3.5.11	Full configuration
The UE shall:
Editor’s note: FFS on whether full configuration is supported for DAPS handover. 
1> if dapsHO-Config is configured, for target PCell:
2>	use the default values specified in 9.2.3 for timers T310, T311 and constants N310, N311;
2>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the following:
-	parameters for which values are provided in SIB1;
2>	apply the default MAC Cell Group configuration as specified in 9.2.2;
2>	for each srb-Identity value included in the srb-ToAddModList (SRB reconfiguration):
3>	apply the default SRB configuration defined in 9.2.1 for the corresponding SRB;
1> else: 
12>	release/ clear all current dedicated radio configurations except for the following:
-	the MCG C-RNTI;
-	the AS security configurations associated with the master key;
NOTE 1:	Radio configuration is not just the resource configuration but includes other configurations like MeasConfig. In case NR-DC or NE-DC is configured, this also includes the entire NR or E-UTRA SCG configuration which are released according to the MR-DC release procedure as specified in 5.3.5.10. The radio configuration does not include SRB configurations and DRB configurations as configured by radioBearerConfig or radioBearerConfig2.
12>	if the spCellConfig in the masterCellGroup includes the reconfigurationWithSync (i.e., SpCell change):
23>	release/ clear all current common radio configurations;
23>	use the default values specified in 9.2.3 for timers T310, T311 and constants N310, N311;
12>	else (full configuration after re-establishment or during RRC resume):
23>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
12>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the following:
-	parameters for which values are provided in SIB1;
12>	apply the default MAC Cell Group configuration as specified in 9.2.2;
[bookmark: _Hlk963889]12>	for each srb-Identity value included in the srb-ToAddModList (SRB reconfiguration):
23>	apply the default SRB configuration defined in 9.2.1 for the corresponding SRB;
NOTE 2:	This is to get the SRBs (SRB1 and SRB2 for reconfiguration with sync and SRB2 for reconfiguration after re-establishment) to a known state from which the reconfiguration message can do further configuration.
2>	for each pdu-Session that is part of the current UE configuration but not added with same pdu-Session in the drb-ToAddModList:
3>	if the procedure was triggered due to reconfiguration with sync:
4>	indicate the release of the user plane resources for the pdu-Session to upper layers after successful reconfiguration with sync;
3>	else:
4>	indicate the release of the user plane resources for the pdu-Session to upper layers immediately;
Editor’s note: FFS on How to handle non-DAPS bearer, i.e. to remove the SDAP/PDCP.
1>	for each pdu-Session that is part of the current UE configuration and if dapsHO-Config is not configured:
2>	release the SDAP entity (clause 5.1.2 in TS 37.324 [24]);
2>	release each DRB associated to the pdu-Session as specified in 5.3.5.6.4;
NOTE 3:	This will retain the pdu-Session but remove the DRBs including drb-identity of these bearers from the current UE configuration. Setup of the DRBs within the AS is described in clause 5.3.5.6.5 using the new configuration. The pdu-Session acts as the anchor for associating the released and re-setup DRB. In the AS the DRB re-setup is equivalent with a new DRB setup (including new PDCP and logical channel configurations).
1>	for each pdu-Session that is part of the current UE configuration but not added with same pdu-Session in the drb-ToAddModList:
2>	if the procedure was triggered due to reconfiguration with sync:
3>	indicate the release of the user plane resources for the pdu-Session to upper layers after successful reconfiguration with sync;
2>	else:
3>	indicate the release of the user plane resources for the pdu-Session to upper layers immediately;

Next change
[bookmark: _Toc20425748]5.3.10	Radio link failure related actions
[bookmark: _Toc20425749]5.3.10.1	Detection of physical layer problems in RRC_CONNECTED
The UE shall:
1>	if dapsHO-Config is configured for any bearer, upon receiving N310 consecutive "out-of-sync" indications for the source PCell from lower layers while T304 is running:
2>	start timer T310 for the source PCell.
1>	upon receiving N310 consecutive "out-of-sync" indications for the SpCell from lower layers while neither T300, T301, T304, T311 nor T319 are running:
2>	start timer T310 for the corresponding SpCell.
[bookmark: _Hlk23709641][bookmark: _Hlk23494694]Editor’s note: TBC on how/whether to capture stop RLM in source after RACH successful to target PCell.
[bookmark: _Toc20425750]5.3.10.2	Recovery of physical layer problems
Upon receiving N311 consecutive "in-sync" indications for the SpCell from lower layers while T310 is running, the UE shall:
1>	stop timer T310 for the corresponding SpCell.
NOTE 1:	In this case, the UE maintains the RRC connection without explicit signalling, i.e. the UE maintains the entire radio resource configuration.
NOTE 2:	Periods in time where neither "in-sync" nor "out-of-sync" is reported by L1 do not affect the evaluation of the number of consecutive "in-sync" or "out-of-sync" indications.
[bookmark: _Toc20425751]5.3.10.3	Detection of radio link failure
The UE shall:
1>	upon T310 expiry in PCell; or
1>	upon random access problem indication from MCG MAC while neither T300, T301, T304, T311 nor T319 are running; or
1>	upon indication from MCG RLC that the maximum number of retransmissions has been reached:
2>	if the indication is from MCG RLC and CA duplication is configured and activated, and for the corresponding logical channel allowedServingCells only includes SCell(s):
3>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
2>	else:
3>	consider radio link failure to be detected for the MCG i.e. RLF;
3>	if AS security has not been activated:
4>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-
3>	else if AS security has been activated but SRB2 and at least one DRB have not been setup:
4>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
3>	else:
4> if dapsHO-Config is configured for any bearer, and radio link failure is detected in the source PCell, in accordance with 5.3.10.3:
[bookmark: _Hlk23710112]5> suspend all DRBs in the source PCell.
Editor’s note: FFS on how to release the source link.
4> else:
45>	initiate the connection re-establishment procedure as specified in 5.3.7.
The UE shall:
1>	upon T310 expiry in PSCell; or
1>	upon random access problem indication from SCG MAC; or
1>	upon indication from SCG RLC that the maximum number of retransmissions has been reached:
2>	if the indication is from SCG RLC and CA duplication is configured and activated; and for the corresponding logical channel allowedServingCells only includes SCell(s):
3>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
2>	else:
3>	consider radio link failure to be detected for the SCG, i.e. SCG RLF;
3>	initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.
Next change
[bookmark: _Toc20425860]5.7.5	Failure information
[bookmark: _Toc20425861]5.7.5.1	General


Figure 5.7.5.1-1: Failure information
The purpose of this procedure is to inform the network about a failure detected by the UE.
[bookmark: _Toc20425862]5.7.5.2	Initiation
A UE initiates the procedure when there is a need inform the network about a failure detected by the UE. In particular, the UE initiates the procedure when the following condition is met:
1>	upon detecting failure for an RLC bearer, in accordance with 5.3.10.3;
1>	upon detecting DAPS handover failure, in accordance with 5.3.5.8.3;
Upon initiating the procedure, the UE shall:
1>	initiate transmission of the FailureInformation message as specified in 5.7.5.3;
[bookmark: _Toc20425863]5.7.5.3	Actions related to transmission of FailureInformation message
The UE shall:
1>	if initiated to provide RLC failure information, set FailureInfoRLC-Bearer as follows:
2>	set logicalChannelIdentity to the logical channel identity of the failing RLC bearer;
2>	set cellGroupId to the cell group identity of the failing RLC bearer;
2>	set the failureType as rlc-failure;
1>	if initiated to provide DAPS handover failure information, set FailureInfoDAPS-HO as follows:
2>	set the failureType as dapsHO-failure;
1>	if used to inform the network about a failure for an MCG RLC bearer:
2>	submit the FailureInformation message to lower layers for transmission via SRB1;
1>	else if used to inform the network about a failure for an SCG RLC bearer:
2>	if SRB3 is configured;
3>	submit the FailureInformation message to lower layers for transmission via SRB3;
2>	else;
3>	if the UE is in (NG)EN-DC:
4>	submit the FailureInformation message via the E-UTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].
3>	else if the UE is in NR-DC:
4>	submit the FailureInformation message via the NR MCG embedded in NR RRC message ULInformationTransferMRDC as specified in clause 5.7.2a.3.


	

Next change
[bookmark: _Toc20425880]6.2.2	Message definitions
<Skipped>
[bookmark: _Toc20425884]–	FailureInformation
The FailureInformation message is used to inform the network about a failure detected by the UE.
Signalling radio bearer: SRB1 or SRB3
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to network
FailureInformation message
-- ASN1START
-- TAG-FAILUREINFORMATION-START

FailureInformation ::=         SEQUENCE {
    criticalExtensions             CHOICE {
        failureInformation             FailureInformation-IEs,
        criticalExtensionsFuture       SEQUENCE {}
    }
}

FailureInformation-IEs ::=     SEQUENCE {
    failureInfoRLC-Bearer          FailureInfoRLC-Bearer    OPTIONAL,
    lateNonCriticalExtension       OCTET STRING             OPTIONAL,
    nonCriticalExtension           FailureInformation-v16xy-IEsSEQUENCE {}              OPTIONAL
}

FailureInfoRLC-Bearer ::=      SEQUENCE {
    cellGroupId                    CellGroupId,
    logicalChannelIdentity         LogicalChannelIdentity,
    failureType                    ENUMERATED {rlc-failure, spare3, spare2, spare1}
}

FailureInformation-v16xy-IEs ::=     SEQUENCE {
    failureInfoDAPS-HO-r16     	   FailureInfoDAPS-HO-r16    OPTIONAL,
    nonCriticalExtension           SEQUENCE {}              OPTIONAL
}
FailureInfoDAPS-HO-r16 ::=      SEQUENCE {
    failureType-r16                ENUMERATED {dapsHO-failure, spare3, spare2, spare1}
}

-- TAG-FAILUREINFORMATION-STOP
-- ASN1STOP

Next change
[bookmark: _Toc20425929]6.3.2	Radio resource control information elements
<Skipped>
[bookmark: _Toc20426069]–	RadioBearerConfig
The IE RadioBearerConfig is used to add, modify and release signalling and/or data radio bearers. Specifically, this IE carries the parameters for PDCP and, if applicable, SDAP entities for the radio bearers.
RadioBearerConfig information element
-- ASN1START
-- TAG-RADIOBEARERCONFIG-START

RadioBearerConfig ::=                   SEQUENCE {
    srb-ToAddModList                        SRB-ToAddModList                                        OPTIONAL,   -- Cond HO-Conn
    srb3-ToRelease                          ENUMERATED{true}                                        OPTIONAL,   -- Need N
    drb-ToAddModList                        DRB-ToAddModList                                        OPTIONAL,   -- Cond HO-toNR
    drb-ToReleaseList                       DRB-ToReleaseList                                       OPTIONAL,   -- Need N
    securityConfig                          SecurityConfig                                          OPTIONAL,   -- Need M
    ...
}

SRB-ToAddModList ::=                    SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod
SRB-ToAddMod ::=                        SEQUENCE {
    srb-Identity                            SRB-Identity,
    reestablishPDCP                         ENUMERATED{true}                                        OPTIONAL,   -- Need N
    discardOnPDCP                           ENUMERATED{true}                                        OPTIONAL,   -- Need N
    pdcp-Config                             PDCP-Config                                             OPTIONAL,   -- Cond PDCP
    ...
}

DRB-ToAddModList ::=                    SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod

DRB-ToAddMod ::=                        SEQUENCE {
    cnAssociation                           CHOICE {
        eps-BearerIdentity                      INTEGER (0..15),
        sdap-Config                             SDAP-Config
    }                                                                                               OPTIONAL,   -- Cond DRBSetup
    drb-Identity                            DRB-Identity,
    reestablishPDCP                         ENUMERATED{true}                                        OPTIONAL,   -- Need N
    recoverPDCP                             ENUMERATED{true}                                        OPTIONAL,   -- Need N
    pdcp-Config                             PDCP-Config                                             OPTIONAL,   -- Cond PDCP
    ...,
	[[
	dapsHO-Config-r16                       ENUMERATED{true}                                        OPTIONAL      --Need N
	]]
}
DRB-ToReleaseList ::=                   SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

SecurityConfig ::=                      SEQUENCE {
    securityAlgorithmConfig                 SecurityAlgorithmConfig                                 OPTIONAL,   -- Cond RBTermChange1
    keyToUse                                ENUMERATED{master, secondary}                           OPTIONAL,   -- Cond RBTermChange
    ...
}



-- TAG-RADIOBEARERCONFIG-STOP
-- ASN1STOP


	DRB-ToAddMod field descriptions

	cnAssociation
Indicates if the bearer is associated with the eps-bearerIdentity (when connected to EPC) or sdap-Config (when connected to 5GC).

	dapsHO-Config 
Indicates that the bearer is configured with DAPS handover.

	drb-Identity
In case of DC, the DRB identity is unique within the scope of the UE, i.e. an MCG DRB cannot use the same value as a split DRB. For a split DRB the same identity is used for the MCG and SCG parts of the configuration.

	eps-BearerIdentity
The EPS bearer ID determines the EPS bearer.

	reestablishPDCP
Indicates that PDCP should be re-established. Network sets this to true whenever the security key used for this radio bearer changes. Key change could for example be due to termination point change for the bearer, reconfiguration with sync, resuming an RRC connection, or the first reconfiguration after reestablishment. It is also applicable for LTE procedures when NR PDCP is configured. Network doesn’t include this field if dapsHO-Config is configured for this bearer.

	recoverPDCP
Indicates that PDCP should perform recovery according to TS 38.323 [5]. Network doesn’t include this field if dapsHO-Config is configured for this bearer.

	sdap-Config
The SDAP configuration determines how to map QoS flows to DRBs when NR or E-UTRA connects to the 5GC and presence/absence of UL/DL SDAP headers.


Editor’s note: TBC, Assumption that reestablishPDCP , recoverPDCP are not configured for DAPS HO, needs to be confirmed.

	RadioBearerConfig field descriptions

	securityConfig
Indicates the security algorithm and key to use for the signalling and data radio bearers configured with the list in this IE RadioBearerConfig. When the field is not included after AS security has been activated, the UE shall continue to use the currently configured keyToUse and security algorithm for the radio bearers reconfigured with the lists in this IE RadioBearerConfig. The field is not included when configuring SRB1 before AS security is activated.

	srb3-ToRelease
Release SRB3. SRB3 release can only be done over SRB1 and only at SCG release and reconfiguration with sync.



	SecurityConfig field descriptions

	keyToUse
Indicates if the bearers configured with the list in this IE RadioBearerConfig are using the master key or the secondary key for deriving ciphering and/or integrity protection keys. For MR-DC, network should not configure SRB1 and SRB2 with secondary key and SRB3 with the master key. When the field is not included, the UE shall continue to use the currently configured keyToUse for the radio bearers reconfigured with the lists in this IE RadioBearerConfig.

	securityAlgorithmConfig
Indicates the security algorithm for the signalling and data radio bearers configured with the list in this IE RadioBearerConfig. When the field is not included, the UE shall continue to use the currently configured security algorithm for the radio bearers reconfigured with the lists in this IE RadioBearerConfig.



	SRB-ToAddMod field descriptions

	discardOnPDCP
Indicates that PDCP should discard stored SDU and PDU according to TS 38.323 [5].

	reestablishPDCP
Indicates that PDCP should be re-established. Network sets this to true whenever the security key used for this radio bearer changes. Key change could for example be due to reconfiguration with sync, for SRB2 when resuming an RRC connection, or at the first reconfiguration after RRC connection reestablishment in NR. For LTE SRBs using NR PDCP, it could be for handover, RRC connection reestablishment or resume. Network doesn’t include this field if dapsHO-Config is configured for any DRB.

	srb-Identity
Value 1 is applicable for SRB1 only. Value 2 is applicable for SRB2 only. Value 3 is applicable for SRB3 only.



	Conditional Presence
	Explanation

	RBTermChange
	The field is mandatory present in case of set up of signalling and data radio bearer and change of termination point for the radio bearer between MN and SN. It is optionally present otherwise, Need S.

	RBTermChange1
	The field is mandatory present in case of set up of signalling and data radio bearer and change of termination point for the radio bearer between MN and SN in (NG)EN-DC/NE-DC, and inter-system handover from E-UTRA (connected to EPC) or E-UTRA (connected to 5GC) to NR. It is optionally present otherwise, Need S.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup or corresponding DRB is reconfigured with NR PDCP or corresponding split SRB is being setup or if the number of RLC bearers associated with the DRB or SRB is changed. The field is optionally present, Need S, if the corresponding SRB is being setup or corresponding SRB is reconfigured with NR PDCP; otherwise the field is optionally present, need M.

	DRBSetup
	The field is mandatory present if the corresponding DRB is being setup; otherwise the field is optionally present, need M.

	HO-Conn
	The field is mandatory present
-	in case of inter-system handover from E-UTRA (connected to EPC) to E-UTRA (connected to 5GC) or NR,
-	or when the fullConfig is included in the RRCReconfiguration message and NE-DC/NR-DC is not configured,
-	or in case of RRCSetup;
otherwise the field is optionally present, need N.
Upon RRCSetup, only SRB1 can be present.

	HO-toNR
	The field is mandatory present
-	in case of inter-system handover from E-UTRA (connected to EPC) to E-UTRA (connected to 5GC) or NR,
-	or when the fullConfig is included in the RRCReconfiguration message and NE-DC/NR-DC is not configured.
In case of RRCSetup, the field is absent; otherwise the field is optionally present, need N.
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