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1.	Introduction
This document summarizes PDCP open issues for IIOT identified identified when implementing PDCP running CR [1]. The issues addressed here should be resolved to finalize PDCP specification.

2.	PDCP open issues
	
	Issues
	Comment

	EHC
	Processing order of EHC and ROHC when both are configured
	Do we need specific order for EHC and ROHC? Could it be left up to implementation? Both transmitting side and receiving side should be considered.

	
	Whether to reset EHC protocol at PDCP re-establishment
	Do we need to reset the EHC protocol at PDCP re-establishment in order to initialize EHC context?

	
	Transmission of interspersed EHC feedback
	Which method should be used for transporting EHC feedback? PDCP Control PDU or PDCP Data PDU?

	
	EHC packet format
	Formats of EHC full header packet, EHC compressed header packet, and EHC feedback packet should be decided.

	PDCP Duplication
	Whether the primary path can be deactivated for PDCP Data PDU
	It has impacts on both PDCP procedures (UL data transmission and data volume calculation) and Duplication MAC CE format.

	
	The PDCP behavior at PDCP duplication deactivation when configured with more than two RLC entities
	The PDCP behavior is not clear in this case. In addition, split bearer operation with more than two associated RLC entities is not supported.

	
	Support for concurrent use of Rel-15 Duplication MAC CE and Rel-16 Duplication MAC CE
	[bookmark: _GoBack]Is the Rel-15 Duplication MAC CE still used in Rel-16? If yes, then how does it work together with Rel-16 Duplication MAC CE?



3.	Proposal
RAN2 discuss the identified open issues to finalize the PDCP specification.
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