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1. Overall Description
RAN2 thanks RAN4 for the Reply LS on RAN2 progress on ANR. RAN2 has further discussed autonomous gap for CGI reporting for Intra-NR ANR and Inter-RAT ANR with LTE. RAN2 agree to introduce two new capability bits for autonomous gap for as follows
· UE served by NR/LTE cell towards NR cell: nr-CGI-AutonomousReporting
· UE served by NR cell towards LTE cell: EUTRA-CGI-AutonomousReporting
RAN2 also consider that for FR1 and FR2, T321 requirement may not be the same. So RAN2 would also like to ask RAN4:
Q 1: What are the requirements for autonomous gap for CGI reporting for Intra-NR ANR and Inter-RAT ANR with LTE cell in the following case of UE served by:
· NR/LTE cell towards NR cell (for FR1 and FR2, if relevant)
· NR cell towards LTE cell (for FR1 and FR2, if relevant)

2. Actions:
To RAN4:
ACTION:  RAN4 is kindly asked to take into account RAN2 aforementioned agreement on autonomous gap for CGI reporting for Intra-NR and Inter-RAT with LTE ANR function.
RAN2 would also like to ask RAN4:
Q 1: What are the requirements for autonomous gap for CGI reporting for Intra-NR ANR and Inter-RAT ANR with LTE cell in the following case of UE served by:
· NR/LTE cell towards NR cell (for FR1 and FR2, if relevant)
· NR cell towards LTE cell (for FR1 and FR2, if relevant)

3. Date of Next RAN4 Meetings:
TSG-RAN WG2 Meeting #108	18 - 22 Nov, RENO, US
TSG-RAN WG4 Meeting #109	24 Feb - 28 Feb, Athens, GR

