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[bookmark: _Toc20486690]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Anchor carrier: In NB-IoT, a carrier where the UE assumes that NPSS/NSSS/NPBCH/SIB-NB for FDD or NPSS/NSSS/NPBCH for TDD are transmitted.
Bandwidth Reduced: Refers to operation in downlink and uplink with a limited channel bandwidth of 6 PRBs.
Cellular IoT EPS Optimisation: Provides improved support of small data transfer, as defined in TS 24.301 [35].
Commercial Mobile Alert System: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers to CMAS capable UEs.
Common access barring parameters: The common access barring parameters refer to the access class barring parameters that are broadcast in SystemInformationBlockType2 outside the list of PLMN specific parameters (i.e. in ac-BarringPerPLMN-List).
Control plane CIoT EPS optimisation: Enables support of efficient transport of user data (IP, non-IP or SMS) over control plane via the MME without triggering data radio bearer establishment, as defined in TS 24.301 [35].
Control plane EDT: Early Data Transmission used with the Control plane CIoT EPS optimisation.
CSG member cell: A cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN and for which the CSG whitelist of the UE includes an entry comprising cell's CSG ID and the respective PLMN identity.
Dual Connectivity: A UE in RRC_CONNECTED is configured with Dual Connectivity when configured with a Master and a Secondary Cell Group.
[bookmark: _GoBack]Early Data Transmission: Allows one uplink data transmission optionally followed by one downlink data transmission during the random access procedure as specified in TS 36.300 [9]. The S1 connection is established or resumed upon reception of the uplink data and may be released or suspended along with the transmission of the downlink data. Early data transmission refers to both CP-EDT and UP-EDT.
Early Security Reactivation:  Re-activation of AS security, resumption of radio bearers, and restore of AS states prior to the transmission of RRCConnectionResumeRequest message when a UE is provided an NCC value during suspension.
E-UTRA-NR Dual Connectivity: A form of dual connectivity in which a UE in RRC_CONNECTED is configured with MCG cells using E-UTRA and SCG cells using NR as defined in TS 37.340 [81].
EU-Alert: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.
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[bookmark: _Toc20486756]5.3.1.1	RRC connection control
<< unmodified text omitted >>
In response to a request to resume the RRC connection, E-UTRAN may resume the suspended RRC connection, reject the request to resume and instruct the UE to either keep or discard the stored context, or setup a new RRC connection.
In case of CP-EDT, the data are appended in the RRCEarlyDataRequest and RRCEarlyDataComplete messages, if available, and sent over SRB0. In case of UP-EDT, security is re-activated prior to transmission of RRC message using the nextHopChainingCount provided in the RRCConnectionRelease message with suspend indication during the preceding suspend procedure and the radio bearers are re-established. The uplink data are transmitted ciphered on DTCH multiplexed with the RRCConnectionResumeRequest message on CCCH. In the downlink, the data, if available, are transmitted on DTCH multiplexed with the RRCConnectionRelease message on DCCH. In response to a request for EDT, E-UTRAN may also choose to establish or resume the RRC connection.
A UE in RRC_CONNECTED enters RRC_INACTIVE when the network indicates RRC connection suspension in RRCConnectionRelease message. When entering RRC_INACTIVE, the UE stores the UE AS context and any RRC configuration received from the network.
The resumption of an RRC connection from RRC_INACTIVE is initiated by upper layers when the UE needs to transit from RRC_INACTIVE state to RRC_CONNECTED state or by RRC layer for, e.g. RNAU or reception of RAN paging. When the RRC connection is resumed, network configures the UE according to the RRC connection resume procedure based on the stored UE AS context and any RRC configuration received from the network. The RRC connection resume procedure re-activates security and re-establishes SRB(s) and DRB(s).
In response to a request to resume the RRC connection from RRC_INACTIVE, the network may resume the suspended RRC connection and UE enters to RRC_CONNECTED, or reject the request to resume using RRC message without security protection and send UE to RRC_INACTIVE with wait time, or directly re-suspend the RRC connection and send UE to RRC_INACTIVE, or directly release the RRC connection and send UE to RRC_IDLE, or instruct the UE to initiate NAS level recovery.
In case of early security reactivation, security is re-activated prior to transmission of RRCConnectionResumeRequest using the nextHopChainingCount provided in the RRCConnectionRelease message with suspend indication during the preceding suspend procedure and all SRBs and DRBs are re-established.
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[bookmark: _Toc20486771]5.3.3.3a	Actions related to transmission of RRCConnectionResumeRequest message
If the UE is resuming the RRC connection from a suspended RRC connection, the UE shall set the contents of RRCConnectionResumeRequest message as follows:
1>	if the UE is a NB-IoT UE; or
1>	if the UE is initiating UP-EDT in accordance with conditions in 5.3.3.1b; or
1>	if field useFullResumeID is signalled in SystemInformationBlockType2:
2>	set the resumeID to the stored resumeIdentity;
1>	else:
2>	set the truncatedResumeID to include bits in bit position 9 to 20 and 29 to 40 from the left in the stored resumeIdentity.
1>	if the UE supports mo-VoiceCall establishment cause and UE is resuming the RRC connection for mobile originating MMTEL voice and SystemInformationBlockType2 includes voiceServiceCauseIndication and the establishment cause received from upper layers is not set to highPriorityAccess:
2>	set the resumeCause to mo-VoiceCall;
1>	else if the UE supports mo-VoiceCall establishment cause for mobile originating MMTEL video and UE is resuming the RRC connection for mobile originating MMTEL video and SystemInformationBlockType2 includes videoServiceCauseIndication and the establishment cause received from upper layers is not set to highPriorityAccess:
2>	set the resumeCause to mo-VoiceCall;
1>	else:
2>	set the resumeCause in accordance with the information received from upper layers;
1>	set the shortResumeMAC-I to the 16 least significant bits of the MAC-I calculated:
2>	over the ASN.1 encoded as per clause 8 (i.e., a multiple of 8 bits) VarShortResumeMAC-Input (or VarShortResumeMAC-Input-NB in NB-IoT);
2>	with the KRRCint key and the previously configured integrity protection algorithm; and
2>	with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
1>	if the UE is a NB-IoT UE:
2>	if the UE supports DL channel quality reporting and cqi-Reporting is present in SystemInformationBlockType2-NB:
3>	set the cqi-NPDCCH to include the latest results of the downlink channel quality measurements of the serving cell as specified in TS 36.133 [16];
NOTE 0:	The downlink channel quality measurements may use measurement period T1 or T2, as defined in TS 36.133 [16]. In case period T2 is used the RRC-MAC interactions are left to UE implementation.
2>	set earlyContentionResolution to TRUE;
1>	restore the RRC configuration and security context from the stored UE AS context;
1>	if the UE is initiating UP-EDT in accordance with conditions in 5.3.3.1b; or
1>	if the UE supports early security reactivation, SystemInformationBlockType2 (SystemInformationBlockType2-NB in NB-IoT) includes earlySecurityReactivation, and the UE has a stored value of the nextHopChainingCount provided in the RRCConnectionRelease message with suspend indication during the preceding suspend procedure:
2>	restore the PDCP state and re-establish PDCP entities for all SRBs and all DRBs;
2>	if drb-ContinueROHC has been provided in immediately preceding RRC connection release message, and the UE is requesting to resume RRC connection in the same cell:
3>	indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;
3>	continue the header compression protocol context for the DRBs configured with the header compression protocol;
2>	else:
3>	indicate to lower layers that stored UE AS context is used;
3>	reset the header compression protocol context for the DRBs configured with the header compression protocol;
2>	resume all SRBs and all DRBs;
2>	derive the KeNB key based on the KASME key to which the current KeNB is associated, using the stored value of nextHopChainingCount received in the RRCConnectionRelease message in the preceding connection, as specified in TS 33.401 [32];
2>	derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];
2>	derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];
2>	configure lower layers to resume integrity protection using the previously configured algorithm and the KRRCint key derived in this clause to all subsequent messages received and sent by the UE;
2>	configure lower layers to resume ciphering and to apply the ciphering algorithm and the KRRCenc key derived in this clause to all subsequent messages received and sent by the UE;
2>	configure lower layers to resume ciphering and to apply the ciphering algorithm and the KUPenc key derived in this clause immediately to the user data sent and received by the UE;
2>	if the UE is initiating UP-EDT in accordance with conditions in 5.3.3.1b:
3>	configure the lower layers to use EDT;
1>	else:
2>	if SRB1 was configured with NR PDCP:
3>	for SRB1, release the NR PDCP entity and establish an E-UTRA PDCP entity with the current (MCG) security configuration;
NOTE 1:	The UE applies the LTE ciphering and integrity protection algorithms that are equivalent to the previously configured NR security algorithms.
2>	else:
3>	for SRB1, restore the PDCP state and re-establish the PDCP entity;
If the UE is resuming the RRC connection from RRC_INACTIVE, the UE shall set the contents of RRCConnectionResumeRequest message as follows:
2>	if field useFullResumeID is signalled in SystemInformationBlockType2:
3>	set the fullI-RNTI to the stored fullI-RNTI value provided in suspend;
2>	else:
3>	set the shortI-RNTI to the stored shortI-RNTI value provided in suspend;
2>	restore the RRC configuration and the KeNB and KRRCint keys from the UE Inactive AS context except physical layer, MAC configuration and NR pdcp-Config;
2>	set the shortResumeMAC-I to the 16 least significant bits of the MAC-I calculated:
3>	over the ASN.1 encoded as per clause 8 (i.e., a multiple of 8 bits) VarShortINACTIVE-MAC-Input;
3>	with the KRRCint key in the UE Inactive AS Context and the previously configured integrity protection algorithm; and
3>	with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
2>	derive the KeNB key based on the current KeNB or the NH, using the stored nextHopChainingCount value, as specified in TS 33.501 [86];
2>	derive the KRRCenc key, the KRRCint and the KUPenc key, as specified in TS 33.401 [32];
2>	apply the default configuration for SRB1 as specified in 9.2.1.1;
2>	apply the default NR PDCP configuration as specified in TS 38.331 [82], clause 9.2.1 for SRB1;
2>	configure lower layers to resume integrity protection for all SRBs except SRB0 using the configured algorithm and the KRRCint key derived in this clause immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;
2>	configure lower layers to resume ciphering for all radio bearers except SRB0 and to apply the configured ciphering algorithm, the KRRCenc key and the KUPenc key derived in this clause, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;
Following procedures are applied for both suspended RRC connection and RRC_INACTIVE:
2>	resume SRB1;
NOTE 2:	Until successful connection resumption, the default physical layer configuration and the default MAC Main configuration are applied for the transmission of SRB0 and SRB1, and SRB1 is used only for the transfer of RRCConnectionResume message.
The UE shall submit the RRCConnectionResumeRequest message to lower layers for transmission.
The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation.
If the UE is resuming the RRC connection from RRC_INACTIVE and if lower layers indicate an integrity check failure while T300 is running, the UE shall perform actions specified in 5.3.3.16.
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[bookmark: _Toc20486775]5.3.3.4a	Reception of the RRCConnectionResume by the UE
The UE shall:
1>	stop timer T300;
1>	if T309 is running:
2>	stop timer T309 for all access categories;
2>	perform the actions as specified in 5.3.16.4.
1>	stop T380 if running;
1>	except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT or with early security reactivation:
2>	if resuming an RRC connection from a suspended RRC connection:
3>	restore the PDCP state and re-establish PDCP entities for SRB2, if configured with E-UTRA PDCP, and for all DRBs that are configured with E-UTRA PDCP;
3>	if drb-ContinueROHC is included:
4>	indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;
4>	continue the header compression protocol context for the DRBs configured with the header compression protocol;
3>	else:
4>	indicate to lower layers that stored UE AS context is used;
4>	reset the header compression protocol context for the DRBs configured with the header compression protocol;
3>	discard the stored UE AS context and resumeIdentity;
2>	else if the RRCConnectionResume message includes the fullConfig (for resuming an RRC connection from RRC_INACTIVE):
3>	perform the radio configuration procedure as specified in 5.3.5.8;
2>	else (for resuming an RRC connection from RRC_INACTIVE):
3>	restore the physical layer configuration, the MAC configuration, the RLC configuration and the PDCP configuration from the stored UE Inactive AS context;
3>	discard the stored UE Inactive AS context;
3>	release the rrc-InactiveConfig, except ran-NotificationAreaInfo;
1>	else:
2>	discard the stored UE AS context and resumeIdentity;
1>	perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;
NOTE 1:	When performing the radio resource configuration procedure, for the physical layer configuration and the MAC Main configuration, the restored RRC configuration from the stored UE AS context is used as basis for the reconfiguration.
1>	if the received RRCConnectionResume message includes the sk-Counter:
2>	perform key update procedure as specified in TS 38.331 [82], clause 5.3.5.8;
1>	if the received RRCConnectionResume message includes the nr-RadioBearerConfig1:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	if the received RRCConnectionResume message includes the nr-RadioBearerConfig2:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT or with early security reactivation:
2>	resume SRB2 and all DRBs, if any, including RBs configured with NR PDCP;
1>	if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>	if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;
1>	if the RRCConnectionResume message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	if T302 is running:
2>	stop timer T302;
2>	if the UE is connected to 5GC:
3>	perform the actions as specified in 5.3.16.4;
1>	stop timer T303, if running;
1>	stop timer T305, if running;
1>	stop timer T306, if running;
1>	stop timer T308, if running;
1>	perform the actions as specified in 5.3.3.7;
1>	stop timer T320, if running;
1>	stop timer T350, if running;
1>	perform the actions as specified in 5.6.12.4;
1>	stop timer T360, if running;
1>	stop timer T322, if running;
1>	if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT, an RRCConnectionRequest with early security reactivation or an RRCConnectionResumeRequest from RRC_INACTIVE:
2>	ignore the nextHopChainingCount value indicated in the RRCConnectionResume message;
1>	else:
2>	if resuming an RRC connection from a suspended RRC connection:
3>	update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionResume message, as specified in TS 33.401 [32];
3>	store the nextHopChainingCount value;
3>	derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];
3>	request lower layers to verify the integrity protection of the RRCConnectionResume message, using the previously configured algorithm and the KRRCint key;
3>	if the integrity protection check of the RRCConnectionResume message fails:
4>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
3>	derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];
3>	configure lower layers to resume integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;
3>	configure lower layers to resume ciphering and to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;
1>	enter RRC_CONNECTED;
1>	indicate to upper layers that the suspended RRC connection has been resumed;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	set the content of RRCConnectionResumeComplete message as follows:
2>	set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35] for E-UTRA/EPC and TS 24.501 [95] for E-UTRA/5GC) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;
2>	set the dedicatedInfoNAS to include the information received from upper layers;
2>	except for NB-IoT:
3>	if resuming an RRC connection from a suspended RRC connection:
4>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
5>	include rlf-InfoAvailable;
4>	if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableMBSFN;
4>	else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailable;
4>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableBT;
4>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableWLAN;
4>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
5>	include connEstFailInfoAvailable;
4>	include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;
4>	stop T331, if running;
4>	if the UE has flight path information available:
5>	include flightPathInfoAvailable;
3>	if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
4>	include mobilityHistoryAvail;
3>	if the SIB2 contains idleModeMeasurements, and the UE has IDLE mode measurement information available in VarMeasIdleReport:
4>	include the idleMeasAvailable;
2>	for NB-IoT:
3>	if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:
4>	set the measResultServCell to include the measurements of the serving cell;
 NOTE 2:	The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
1>	submit the RRCConnectionResumeComplete message to lower layers for transmission;
1>	the procedure ends.

[bookmark: _Hlk24029682]
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[bookmark: _Toc20486777]5.3.3.5	Cell re-selection or cell selection while T300, T302, T303, T305, T306, T308 or T309 is running
The UE shall:
1>	if cell selection or reselection occurs while T309 or T302 is running and if the UE is connected to 5GC:
2>	stop timer T309 for all access categories, if running;
2>	if in RRC_INACTIVE and T302 is running:
3>	perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12 with release cause 'RRC Resume failure';
2>	else:
3>	stop timer T302, if running;
3>	perform the actions as specified in 5.3.16.4;
1>	if in RRC_INACTIVE:
2>	if cell reselection occurs while T300 is running:
3>	perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12 with release cause 'RRC Resume failure';
1>	else if cell reselection occurs while T300, T302, T303, T305, T306, or T308 is running:
2>	if timer T302, T303, T305, T306, and/or T308 is running and if the UE is connected to EPC:
3>	stop timer T302, T303, T305, T306, and T308, whichever ones were running;
3>	perform the actions as specified in 5.3.3.7;
2>	if timer T300 is running:
3>	stop timer T300;
3>	if UE has sent RRCConnectionResumeRequest message and has not received RRCConnectionResume message:
4>	reset MAC;
4>	if UE has initiated UP-EDT:
5>	perform the actions upon abortion of UP-EDT as specified in 5.3.3.9a;
4> else if the UE is resuming an RRC connection with early security reactivation:
5>	perform the actions upon abortion of early security reactivation as specified in 5.3.3.x.
4>	else:
5>	re-establish RLC for all RBs that are established;
5>	suspend SRB1;
3>	else:
4>	reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;
3>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication;
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[bookmark: _Toc20486778]5.3.3.6	T300 expiry
The UE shall:
1>	if timer T300 expires:
2>	if UE has sent RRCConnectionResumeRequest message and has not received RRCConnectionResume message:
3>	reset MAC;
3>	if UE has initiated UP-EDT:
4>	perform the actions upon abortion of UP-EDT as specified in 5.3.3.9a;
3> else if the UE is resuming an RRC connection with early security reactivation:
4>	perform the actions upon abortion of early security reactivation as specified in 5.3.3.x.
3>	else:
4>	re-establish RLC for all RBs that are established;
4>	suspend SRB1;
2>	else:
3>	reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;
2>	if the UE is a NB-IoT UE:
3>	if connEstFailOffset is included in SystemInformationBlockType2-NB:
4>	use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 36.304 [4];
3>	else:
4>	use value of infinity for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 36.304 [4];
NOTE 0:	For NB-IoT, the number of times that the UE detects T300 expiry on the same cell before applying connEstFailOffset and the amount of time that the UE applies connEstFailOffset before removing the offset from evaluation of the cell is up to UE implementation.
2>	else if the UE supports RRC Connection Establishment failure temporary Qoffset and T300 has expired a consecutive connEstFailCount times on the same cell for which txFailParams is included in SystemInformationBlockType2:
3>	for a period as indicated by connEstFailOffsetValidity:
4>	use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 36.304 [4] and TS 25.304 [40];
NOTE 1:	When performing cell selection, if no suitable or acceptable cell can be found, it is up to UE implementation whether to stop using connEstFailOffset for the parameter Qoffsettemp during connEstFailOffsetValidity for the concerned cell.
2>	except for NB-IoT, store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:
3>	clear the information included in VarConnEstFailReport, if any;
3>	set the plmn-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;
3>	set the failedCellId to the global cell identity of the cell where connection establishment failure is detected;
3>	set the measResultFailedCell to include the RSRP and RSRQ, if available, of the cell where connection establishment failure is detected and based on measurements collected up to the moment the UE detected the failure;
3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies (GERAN) per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;
NOTE 2:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
3>	if available, set the logMeasResultListWLAN to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
3>	if available, set the logMeasResultListBT to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
3>	if detailed location information is available, set the content of the locationInfo as follows:
4>	include the locationCoordinates;
4>	include the horizontalVelocity, if available;
3>	set the numberOfPreamblesSent to indicate the number of preambles sent by MAC for the failed random access procedure;
3>	set contentionDetected to indicate whether contention resolution was not successful as specified in TS 36.321 [6] for at least one of the transmitted preambles for the failed random access procedure;
3>	set maxTxPowerReached to indicate whether or not the maximum power level was used for the last transmitted preamble, see TS 36.321 [6];
2>	if in RRC_INACTIVE:
3>	perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12, with release cause 'RRC connection failure';
2>	else inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication, upon which the procedure ends;
The UE may discard the connection establishment failure information, i.e. release the UE variable VarConnEstFailReport, 48 hours after the failure is detected, upon power off or upon detach.


	[bookmark: _Hlk23944808]Next change



[bookmark: _Toc20486780]5.3.3.8	Reception of the RRCConnectionReject by the UE
The UE shall:
1>	stop timer T300;
1>	stop timer T302, if running;
1>	reset MAC;
1>	except for NB-IoT, start timer T302, with the timer value set to the waitTime;
1>	if the UE is a NB-IoT UE; or
1>	if the extendedWaitTime is present and the UE supports delay tolerant access:
2>	forward the extendedWaitTime to upper layers;
1>	if deprioritisationReq is included and the UE supports RRC Connection Reject with deprioritisation:
2>	start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;
2>	store the deprioritisationReq until T325 expiry;
NOTE:	The UE stores the deprioritisation request irrespective of any cell reselection absolute priority assignments (by dedicated or common signalling) and regardless of RRC connections in E-UTRAN or other RATs unless specified otherwise.
1>	if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest sent to resume a suspended RRC connection:
2>	if the rrc-SuspendIndication is not present:
3>	release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established or suspended RBs;
3>	discard the stored UE AS context and resumeIdentity;
3>	inform upper layers about the failure to resume the RRC connection without suspend indication and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;
2>	else:
3>	if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest for EDT:
4>	perform the actions upon abortion of UP-EDT as specified in 5.3.3.9a;
3>	else if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest with early security reactivation:
[bookmark: _Hlk24029740]4>	perform the actions upon abortion of early security reactivation as specified in 5.3.3.x;
3>	else:
4>	suspend SRB1;
3>	inform upper layers about the failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;
1>	else if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest sent while in RRC_INACTIVE:
2>	release the default MAC configuration;
2>	if RRCConnectionReject is received in response to a request from upper layers:
3>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2';
2>	if RRCConnectionReject is received in response to an RRCConnectionResumeRequest:
3>	if resume is triggered by upper layers:
4>	inform upper layers about the failure to resume the RRC connection;
3>	if resume is triggered due to an RNA update:
4>	set the variable pendingRnaUpdate to 'TRUE';
3>	discard the current KeNB, KRRCenc key, KRRCint, KUPint key and KUPenc key;
3>	suspend SRB1, upon which the procedure ends;
2>	The UE shall continue to monitor RAN and CN paging while the timer T302 is running.
1>	else:
2>	release the default MAC configuration;
2>	inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT, for mobile originating CS fallback is applicable, upon which the procedure ends;
[bookmark: _Hlk24029606]

	Next change



[bookmark: _Toc20486789]5.3.3.16	Integrity check failure from lower layers while T300 is running for UP-EDT or RRC_INACTIVE
The UE shall:
1>	upon receiving integrity check failure indication from lower layers concerning SRB1 or SRB2 while T300 is running for UP-EDT or when the UE is resuming the RRC connection with early security reactivation:
2>	discard the stored UE AS context and resumeIdentity;
2>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';
1>	upon receiving integrity check failure indication from lower layers while T300 is running and if the UE is resuming the RRC connection from RRC_INACTIVE:
2>	perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12, with release cause 'RRC connection failure';


	Next change



[bookmark: _Toc20486782]5.3.3.x	Abortion of early security reactivation
The UE shall:
1>	delete the KeNB, KRRCint, KRRCenc and KUPenc keys derived in accordance with 5.3.3.3a;
1>	re-establish RLC entities for all SRBs and DRBs;
1>	suspend all SRB(s) and DRB(s) except SRB0;
1>	configure lower layers to suspend integrity protection and ciphering.


	Next change




[bookmark: _Toc20487181]6.2.2	Message definitions
<< unmodified text omitted >>
[bookmark: _Toc20487212][bookmark: _Hlk23946004]–	RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection, or to complete an UP-EDT procedure.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=			SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionRelease-r8				RRCConnectionRelease-r8-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionRelease-r8-IEs ::=		SEQUENCE {
	releaseCause						ReleaseCause,
	redirectedCarrierInfo				RedirectedCarrierInfo				OPTIONAL,	-- Need ON
	idleModeMobilityControlInfo			IdleModeMobilityControlInfo			OPTIONAL,	-- Need OP
	nonCriticalExtension				RRCConnectionRelease-v890-IEs		OPTIONAL
}

RRCConnectionRelease-v890-IEs ::=	SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING RRCConnectionRelease-v9e0-IEs)	OPTIONAL,
	nonCriticalExtension				RRCConnectionRelease-v920-IEs		OPTIONAL
}

-- Late non critical extensions
RRCConnectionRelease-v9e0-IEs ::= SEQUENCE {
	redirectedCarrierInfo-v9e0			RedirectedCarrierInfo-v9e0			OPTIONAL,	-- Cond NoRedirect-r8
	idleModeMobilityControlInfo-v9e0	IdleModeMobilityControlInfo-v9e0	OPTIONAL,	-- Cond IdleInfoEUTRA
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

-- Regular non critical extensions
RRCConnectionRelease-v920-IEs ::=	SEQUENCE {
	cellInfoList-r9					CHOICE {
		geran-r9						CellInfoListGERAN-r9,
		utra-FDD-r9						CellInfoListUTRA-FDD-r9,
		utra-TDD-r9						CellInfoListUTRA-TDD-r9,
		...,
		utra-TDD-r10					CellInfoListUTRA-TDD-r10
	}															OPTIONAL,	-- Cond Redirection
	nonCriticalExtension			RRCConnectionRelease-v1020-IEs		OPTIONAL
}

RRCConnectionRelease-v1020-IEs ::=	SEQUENCE {
	extendedWaitTime-r10				INTEGER (1..1800)		OPTIONAL,	-- Need ON
	nonCriticalExtension			RRCConnectionRelease-v1320-IEs				OPTIONAL
}

RRCConnectionRelease-v1320-IEs::=	SEQUENCE {
	resumeIdentity-r13					ResumeIdentity-r13				OPTIONAL,	-- Need OR	
	nonCriticalExtension				RRCConnectionRelease-v1530-IEs	OPTIONAL
}

RRCConnectionRelease-v1530-IEs ::=	SEQUENCE {
	drb-ContinueROHC-r15				ENUMERATED {true}			OPTIONAL,	-- Cond UP-EDT
	nextHopChainingCount-r15			NextHopChainingCount		OPTIONAL,	-- Cond UP-EDTEarlySecurityReactivation
	measIdleConfig-r15					MeasIdleConfigDedicated-r15	OPTIONAL,	-- Need ON
	rrc-InactiveConfig-r15				RRC-InactiveConfig-r15		OPTIONAL,	-- Need OR
	cn-Type-r15							ENUMERATED {epc,fivegc}		OPTIONAL,	-- Need OR
	nonCriticalExtension				RRCConnectionRelease-v1540-IEs			OPTIONAL
}

RRCConnectionRelease-v1540-IEs ::=	SEQUENCE {
	waitTime							INTEGER (1..16)		OPTIONAL, -- Cond 5GC
	nonCriticalExtension				SEQUENCE {}				OPTIONAL
}

ReleaseCause ::=				ENUMERATED {loadBalancingTAUrequired,
											other, cs-FallbackHighPriority-v1020, rrc-Suspend-v1320}

[bookmark: OLE_LINK101][bookmark: OLE_LINK102]RedirectedCarrierInfo ::=			CHOICE {
	eutra								ARFCN-ValueEUTRA,
	geran								CarrierFreqsGERAN,
	utra-FDD							ARFCN-ValueUTRA,
	utra-TDD							ARFCN-ValueUTRA,
[bookmark: OLE_LINK114][bookmark: OLE_LINK115]	cdma2000-HRPD						CarrierFreqCDMA2000,
	cdma2000-1xRTT						CarrierFreqCDMA2000,
	...,
	utra-TDD-r10						CarrierFreqListUTRA-TDD-r10,
	nr-r15								CarrierInfoNR-r15
}

RedirectedCarrierInfo-v9e0 ::=			SEQUENCE {
	eutra-v9e0								ARFCN-ValueEUTRA-v9e0
}

RRC-InactiveConfig-r15::=		SEQUENCE {
	fullI-RNTI-r15					I-RNTI-r15,
	shortI-RNTI-r15					ShortI-RNTI-r15,
	ran-PagingCycle-r15				ENUMERATED {	rf32, rf64, rf128, rf256}	OPTIONAL,	--Need OR
	ran-NotificationAreaInfo-r15	RAN-NotificationAreaInfo-r15		OPTIONAL,	--Need ON
	periodic-RNAU-timer-r15			ENUMERATED {min5, min10, min20, min30, min60,
											min120, min360, min720}		OPTIONAL,	--Need OR
	nextHopChainingCount-r15		NextHopChainingCount		OPTIONAL,	--Cond INACTIVE
	nonCriticalExtension			SEQUENCE{}		OPTIONAL
}

RAN-NotificationAreaInfo-r15	::= CHOICE {
	cellList-r15				PLMN-RAN-AreaCellList-r15,
	ran-AreaConfigList-r15		PLMN-RAN-AreaConfigList-r15
}

PLMN-RAN-AreaCellList-r15	::=	SEQUENCE (SIZE (1..maxPLMN-r15)) OF PLMN-RAN-AreaCell-r15

PLMN-RAN-AreaCell-r15	::=		SEQUENCE {
	plmn-Identity-r15				PLMN-Identity	OPTIONAL,
	ran-AreaCells-r15				SEQUENCE (SIZE (1..32)) OF CellIdentity
}

PLMN-RAN-AreaConfigList-r15	::=	SEQUENCE (SIZE (1..maxPLMN-r15)) OF PLMN-RAN-AreaConfig-r15

PLMN-RAN-AreaConfig-r15	::=	SEQUENCE {
	plmn-Identity-r15			PLMN-Identity	OPTIONAL,
	ran-Area-r15				SEQUENCE (SIZE (1..16)) OF	RAN-AreaConfig-r15
}

RAN-AreaConfig-r15	::=	SEQUENCE {
	trackingAreaCode-5GC-r15	TrackingAreaCode-5GC-r15,
	ran-AreaCodeList-r15		SEQUENCE (SIZE (1..32)) OF RAN-AreaCode-r15	OPTIONAL	--Need OR
}

CarrierFreqListUTRA-TDD-r10 ::=			SEQUENCE (SIZE (1..maxFreqUTRA-TDD-r10)) OF ARFCN-ValueUTRA

IdleModeMobilityControlInfo ::=		SEQUENCE {
	freqPriorityListEUTRA				FreqPriorityListEUTRA			OPTIONAL,		-- Need ON
	freqPriorityListGERAN				FreqsPriorityListGERAN			OPTIONAL,		-- Need ON
	freqPriorityListUTRA-FDD			FreqPriorityListUTRA-FDD		OPTIONAL,		-- Need ON
	freqPriorityListUTRA-TDD			FreqPriorityListUTRA-TDD		OPTIONAL,		-- Need ON
	bandClassPriorityListHRPD			BandClassPriorityListHRPD		OPTIONAL,		-- Need ON
	bandClassPriorityList1XRTT			BandClassPriorityList1XRTT		OPTIONAL,		-- Need ON
	t320								ENUMERATED {
											min5, min10, min20, min30, min60, min120, min180,
											spare1}						OPTIONAL,		-- Need OR
	...,
	[[	freqPriorityListExtEUTRA-r12		FreqPriorityListExtEUTRA-r12		OPTIONAL		-- Need ON
	]],
	[[	freqPriorityListEUTRA-v1310			FreqPriorityListEUTRA-v1310			OPTIONAL,		-- Need ON
		freqPriorityListExtEUTRA-v1310		FreqPriorityListExtEUTRA-v1310		OPTIONAL		-- Need ON
	]],
	[[	freqPriorityListNR-r15				FreqPriorityListNR-r15		OPTIONAL		-- Need ON
	]]
}

IdleModeMobilityControlInfo-v9e0 ::=	SEQUENCE {
	freqPriorityListEUTRA-v9e0			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v9e0
}

FreqPriorityListEUTRA ::=			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListExtEUTRA-r12 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-r12

FreqPriorityListEUTRA-v1310 ::=			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityListExtEUTRA-v1310 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityEUTRA ::=				SEQUENCE {
	carrierFreq							ARFCN-ValueEUTRA,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityEUTRA-v9e0 ::=			SEQUENCE {
	carrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0		OPTIONAL	-- Cond EARFCN-max
}

FreqPriorityEUTRA-r12 ::=				SEQUENCE {
	carrierFreq-r12							ARFCN-ValueEUTRA-r9,
	cellReselectionPriority-r12				CellReselectionPriority
}

FreqPriorityEUTRA-v1310 ::=				SEQUENCE {
	cellReselectionSubPriority-r13				CellReselectionSubPriority-r13		OPTIONAL		-- Need ON
}

FreqPriorityListNR-r15 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR-r15

FreqPriorityNR-r15 ::=			SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	cellReselectionPriority-r15			CellReselectionPriority,
	cellReselectionSubPriority-r15		CellReselectionSubPriority-r13		OPTIONAL		-- Need OR
}

FreqsPriorityListGERAN ::=			SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=				SEQUENCE {
	carrierFreqs						CarrierFreqsGERAN,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityListUTRA-FDD ::=		SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=			SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityListUTRA-TDD ::=		SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=			SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority
}

BandClassPriorityListHRPD ::=		SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD

BandClassPriorityHRPD ::=			SEQUENCE {
	bandClass							BandclassCDMA2000,
	cellReselectionPriority				CellReselectionPriority
}

BandClassPriorityList1XRTT ::=	SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT

BandClassPriority1XRTT ::=			SEQUENCE {
	bandClass							BandclassCDMA2000,
	cellReselectionPriority				CellReselectionPriority
}

CellInfoListGERAN-r9 ::=		SEQUENCE (SIZE (1..maxCellInfoGERAN-r9)) OF CellInfoGERAN-r9

CellInfoGERAN-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdGERAN,
	carrierFreq-r9						CarrierFreqGERAN,
	systemInformation-r9				SystemInfoListGERAN
}

CarrierInfoNR-r15	::= SEQUENCE {
	carrierFreq-r15					ARFCN-ValueNR-r15,
	subcarrierSpacingSSB-r15			ENUMERATED {kHz15, kHz30, kHz120, kHz240},
	smtc-r15							MTC-SSB-NR-r15				OPTIONAL		-- Need OP
}

CellInfoListUTRA-FDD-r9 ::=			SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-FDD-r9

CellInfoUTRA-FDD-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdUTRA-FDD,
	utra-BCCH-Container-r9				OCTET STRING
}

CellInfoListUTRA-TDD-r9 ::=			SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r9

CellInfoUTRA-TDD-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdUTRA-TDD,
	utra-BCCH-Container-r9				OCTET STRING
}

CellInfoListUTRA-TDD-r10 ::=		SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r10

CellInfoUTRA-TDD-r10 ::=			SEQUENCE {
	physCellId-r10						PhysCellIdUTRA-TDD,
	carrierFreq-r10						ARFCN-ValueUTRA,
	utra-BCCH-Container-r10				OCTET STRING
}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	carrierFreq or bandClass
The carrier frequency (UTRA, E-UTRA, and NR) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied. For NR, the ARFCN-ValueNR corresponds to a GSCN value as specified in TS 38.101 [85].

	carrierFreqs
The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList
Used to provide system information of one or more cells on the redirected inter-RAT carrier frequency. The system information can be used if, upon redirection, the UE selects an inter-RAT cell indicated by the physCellId and carrierFreq (GERAN and UTRA TDD) or by the physCellId (other RATs). The choice shall match the redirectedCarrierInfo. In particular, E-UTRAN only applies value utra-TDD-r10 in case redirectedCarrierInfo is set to utra-TDD-r10.

	cellList
Indicates a list of cells configured as RAN area. For each element, in the absence of plmn-Identity the UE considers the registered PLMN. Total number of cells across all PLMNs does not exceed 32.

	cn-Type
The cn-Type is used to indicate that the UE is redirected from 5GC to EPC or 5GC when redirectedCarrierInfo indicates E-UTRA frequency.

	drb-ContinueROHC
This field indicates whether to continue or reset the header compression protocol context for the DRBs configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues when UE initiates UP-EDT in the same cell, while absence indicates that the header compression protocol context is reset. 

	extendedWaitTime
Value in seconds for the wait time for Delay Tolerant access requests.

	freqPriorityListX
Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA). The UE shall be able to store at least 3 occurrences of FreqsPriorityGERAN. If E-UTRAN includes freqPriorityListEUTRA-v9e0 and/or freqPriorityListEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListEUTRA (i.e. without suffix). Field freqPriorityListExt includes additional neighbouring inter-frequencies, i.e. extending the size of the inter-frequency carrier list using the general principles specified in 5.1.2. EUTRAN only includes freqPriorityListExtEUTRA if freqPriorityListEUTRA (i.e without suffix) includes maxFreq entries. If E-UTRAN includes freqPriorityListExtEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListExtEUTRA-r12.

	idleModeMobilityControlInfo
Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4]. For E-UTRA and UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. regardless of the ARFCN that is used).

	measIdleConfig
Indicates a one-shot measurement configuration to be stored and used by the UE while in RRC_IDLE or RRC_INACTIVE.

	periodic-RNAU-timer
Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	ran-Area
Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or RAN area code(s) to configure a UE. Total number of TACs across all PLMNs does not exceed 16. Total number of RAN-AreaCode across all PLMNs does not exceed 32.

	ran-NotificationAreaInfo
Network ensures that the UE in RRC_INACTIVE always has a valid ran-NotificationAreaInfo.

	ranAreaConfigList
Indicates a list of RAN area codes or RA code(s) as RAN area. For each element, in the absence of plmn-Identity the UE considers the registered PLMN.

	ran-pagingCycle
Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	redirectedCarrierInfo
The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4]. The value geran can only be included after successful security activation when UE is connected to 5GC.

	releaseCause
The releaseCause is used to indicate the reason for releasing the RRC Connection. The cause value cs-FallbackHighPriority is only applicable when redirectedCarrierInfo is present with the value set to utra-FDD, utra-TDD or utra-TDD-r10. E-UTRAN should not set the releaseCause to loadBalancingTAURequired or to cs-FallbackHighPriority if the extendedWaitTime is present. The network should not set the releaseCause to loadBalancingTAURequired if the UE is connected to 5GC.

	rrc-InactiveConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure this field when the UE is redirected to an inter-RAT carrier frequency.

	smtc
The SSB periodicity/offset/duration configuration of the redirected target NR frequency. It is based on the timing reference of EUTRAN PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing

	subcarrierSpacingSSB
Indicate subcarrier spacing of SSB of redirected target NR frequency. Only the values 15 or 30 (<6GHz), 120 kHz or 240 kHz (>6GHz) are applicable.

	systemInformation
Container for system information of the GERAN cell i.e. one or more System Information (SI) messages as defined in TS 44.018 [45], table 9.1.1. 

	t320
Timer T320 as described in clause 7.3. Value minN corresponds to N minutes.

	utra-BCCH-Container
Contains System Information Container message as defined in TS 25.331 [19].

	waitTime
Wait time value in seconds.



	Conditional presence
	Explanation

	5GC
	The field is optionally present, Need ON, if the UE is connected to 5GC; otherwise the field is not present.

	EARFCN-max
	The field is mandatory present if the corresponding carrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	IdleInfoEUTRA
	The field is optionally present, Need OP, if the IdleModeMobilityControlInfo (i.e. without suffix) is included and includes freqPriorityListEUTRA; otherwise the field is not present.

	INACTIVE
	The field is mandatory present in this release.

	NoRedirect-r8
	The field is optionally present, Need OP, if the redirectedCarrierInfo (i.e. without suffix) is not included; otherwise the field is not present.

	Redirection
	The field is optionally present, Need ON, if the redirectedCarrierInfo is included and set to geran, utra-FDD, utra-TDD or utra-TDD-r10; otherwise the field is not present.

	UP-EDT
	The field is optionally present, Need ON, if the UE supports UP-EDT and releaseCause is set to rrc-Suspend; otherwise the field is not present.

	EarlySecurityReactivation
	The field is optionally present, need ON, if the UE supports early security reactivation or UP-EDT and releaseCause is set to rrc-Suspend; otherwise the field is not present.




	Next change



[bookmark: _Toc20487242]6.3.1	System information blocks
<< unmodified text omitted >>
[bookmark: _Toc20487244]–	SystemInformationBlockType2
The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.
NOTE:	UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.
SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=		SEQUENCE {
	ac-BarringInfo						SEQUENCE {
		ac-BarringForEmergency				BOOLEAN,
		ac-BarringForMO-Signalling			AC-BarringConfig				OPTIONAL,	-- Need OP
		ac-BarringForMO-Data				AC-BarringConfig				OPTIONAL	-- Need OP
	}																		OPTIONAL,	-- Need OP
	radioResourceConfigCommon			RadioResourceConfigCommonSIB,
	ue-TimersAndConstants				UE-TimersAndConstants,
	freqInfo							SEQUENCE {
		ul-CarrierFreq						ARFCN-ValueEUTRA				OPTIONAL,	-- Need OP
		ul-Bandwidth						ENUMERATED {n6, n15, n25, n50, n75, n100}
																			OPTIONAL,	-- Need OP
		additionalSpectrumEmission			AdditionalSpectrumEmission
	},
	mbsfn-SubframeConfigList			MBSFN-SubframeConfigList			OPTIONAL,	-- Need OR
	timeAlignmentTimerCommon			TimeAlignmentTimer,
	...,
	lateNonCriticalExtension		OCTET STRING (CONTAINING SystemInformationBlockType2-v8h0-IEs)						OPTIONAL,
	[[	ssac-BarringForMMTEL-Voice-r9		AC-BarringConfig				OPTIONAL,	-- Need OP
		ssac-BarringForMMTEL-Video-r9		AC-BarringConfig				OPTIONAL	-- Need OP
	]],
	[[	ac-BarringForCSFB-r10				AC-BarringConfig			OPTIONAL	-- Need OP
	]],
	[[	ac-BarringSkipForMMTELVoice-r12		ENUMERATED {true}			OPTIONAL,	-- Need OP
		ac-BarringSkipForMMTELVideo-r12		ENUMERATED {true}			OPTIONAL,	-- Need OP
		ac-BarringSkipForSMS-r12			ENUMERATED {true}			OPTIONAL,	-- Need OP
		ac-BarringPerPLMN-List-r12			AC-BarringPerPLMN-List-r12	OPTIONAL	-- Need OP
	]],
	[[	voiceServiceCauseIndication-r12		ENUMERATED {true}			OPTIONAL	-- Need OP
	]],
	[[	acdc-BarringForCommon-r13			ACDC-BarringForCommon-r13		OPTIONAL,	-- Need OP
		acdc-BarringPerPLMN-List-r13		ACDC-BarringPerPLMN-List-r13	OPTIONAL	-- Need OP
	]],
	[[
		udt-RestrictingForCommon-r13		UDT-Restricting-r13				OPTIONAL,	-- Need OR
		udt-RestrictingPerPLMN-List-r13		UDT-RestrictingPerPLMN-List-r13	OPTIONAL,	-- Need OR
		cIoT-EPS-OptimisationInfo-r13		CIOT-EPS-OptimisationInfo-r13	OPTIONAL,	-- Need OP
		useFullResumeID-r13					ENUMERATED {true}				OPTIONAL	-- Need OP
	]],
	[[	unicastFreqHoppingInd-r13			ENUMERATED {true}				OPTIONAL	-- Need OP
	]],
	[[	mbsfn-SubframeConfigList-v1430		MBSFN-SubframeConfigList-v1430	OPTIONAL,	-- Need OP
		videoServiceCauseIndication-r14		ENUMERATED {true}				OPTIONAL	-- Need OP
	]],
	[[	plmn-InfoList-r15					PLMN-InfoList-r15				OPTIONAL	-- Need OP
	]],
	[[	cp-EDT-r15							ENUMERATED {true}				OPTIONAL,	-- Need OR
		up-EDT-r15							ENUMERATED {true}				OPTIONAL,	-- Need OR
		idleModeMeasurements-r15			ENUMERATED {true}				OPTIONAL,	-- Need OR
		reducedCP-LatencyEnabled-r15		ENUMERATED {true}				OPTIONAL	-- Need OR
	]],
	[[	mbms-ROM-ServiceIndication-r15	ENUMERATED {true}				OPTIONAL	-- Need OR
	]],
	[[	earlySecurityReactivation-r16		ENUMERATED {true}				OPTIONAL	-- Need OR
	]]
}

SystemInformationBlockType2-v8h0-IEs ::=	SEQUENCE {
	multiBandInfoList				SEQUENCE (SIZE (1..maxMultiBands)) OF AdditionalSpectrumEmission	OPTIONAL,	-- Need OR
	nonCriticalExtension			SystemInformationBlockType2-v9e0-IEs	OPTIONAL
}

SystemInformationBlockType2-v9e0-IEs ::= SEQUENCE {
	ul-CarrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0		OPTIONAL,	-- Cond ul-FreqMax
	nonCriticalExtension				SystemInformationBlockType2-v9i0-IEs					OPTIONAL
}

SystemInformationBlockType2-v9i0-IEs ::= SEQUENCE {
-- Following field is for any non-critical extensions from REL-9
	nonCriticalExtension			OCTET STRING (CONTAINING SystemInformationBlockType2-v10m0-IEs)						OPTIONAL,
	dummy		SEQUENCE {}		OPTIONAL
}

SystemInformationBlockType2-v10m0-IEs ::= SEQUENCE {
	freqInfo-v10l0						SEQUENCE {
		additionalSpectrumEmission-v10l0			AdditionalSpectrumEmission-v10l0
	}														OPTIONAL,
	multiBandInfoList-v10l0				SEQUENCE (SIZE (1..maxMultiBands)) OF
				AdditionalSpectrumEmission-v10l0				OPTIONAL,
	nonCriticalExtension		SystemInformationBlockType2-v10n0-IEs		OPTIONAL
}

SystemInformationBlockType2-v10n0-IEs ::= SEQUENCE {
-- Following field is for non-critical extensions up-to REL-12
	lateNonCriticalExtension	OCTET STRING								OPTIONAL,
	nonCriticalExtension		SystemInformationBlockType2-v13c0-IEs		OPTIONAL
}

SystemInformationBlockType2-v13c0-IEs ::= SEQUENCE {
	uplinkPowerControlCommon-v13c0	UplinkPowerControlCommon-v1310			OPTIONAL,	-- Need OR
-- Following field is for non-critical extensions from REL-13
	nonCriticalExtension		SEQUENCE {}									OPTIONAL
}

AC-BarringConfig ::=				SEQUENCE {
	ac-BarringFactor					ENUMERATED {
											p00, p05, p10, p15, p20, p25, p30, p40,
											p50, p60, p70, p75, p80, p85, p90, p95},
	ac-BarringTime						ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},
	ac-BarringForSpecialAC				BIT STRING (SIZE(5))
}

MBSFN-SubframeConfigList ::=		SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig

MBSFN-SubframeConfigList-v1430 ::=		SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig-v1430

AC-BarringPerPLMN-List-r12 ::=		SEQUENCE (SIZE (1.. maxPLMN-r11)) OF AC-BarringPerPLMN-r12

AC-BarringPerPLMN-r12 ::=			SEQUENCE {
	plmn-IdentityIndex-r12					INTEGER (1..maxPLMN-r11),
	ac-BarringInfo-r12						SEQUENCE {
		ac-BarringForEmergency-r12			BOOLEAN,
		ac-BarringForMO-Signalling-r12		AC-BarringConfig	OPTIONAL,	-- Need OP
		ac-BarringForMO-Data-r12			AC-BarringConfig	OPTIONAL	-- Need OP
	}															OPTIONAL,	-- Need OP
	ac-BarringSkipForMMTELVoice-r12		ENUMERATED {true}		OPTIONAL,	-- Need OP
	ac-BarringSkipForMMTELVideo-r12		ENUMERATED {true}		OPTIONAL,	-- Need OP
	ac-BarringSkipForSMS-r12			ENUMERATED {true}		OPTIONAL,	-- Need OP
	ac-BarringForCSFB-r12				AC-BarringConfig		OPTIONAL,	-- Need OP
	ssac-BarringForMMTEL-Voice-r12		AC-BarringConfig		OPTIONAL,	-- Need OP
	ssac-BarringForMMTEL-Video-r12		AC-BarringConfig		OPTIONAL	-- Need OP
}

ACDC-BarringForCommon-r13 ::=			SEQUENCE {
	acdc-HPLMNonly-r13						BOOLEAN,
	barringPerACDC-CategoryList-r13			BarringPerACDC-CategoryList-r13
}

ACDC-BarringPerPLMN-List-r13 ::=		SEQUENCE (SIZE (1.. maxPLMN-r11)) OF ACDC-BarringPerPLMN-r13

ACDC-BarringPerPLMN-r13 ::=			SEQUENCE {
	plmn-IdentityIndex-r13				INTEGER (1..maxPLMN-r11),
	acdc-OnlyForHPLMN-r13				BOOLEAN,
	barringPerACDC-CategoryList-r13		BarringPerACDC-CategoryList-r13
}

BarringPerACDC-CategoryList-r13 ::= SEQUENCE (SIZE (1..maxACDC-Cat-r13)) OF BarringPerACDC-Category-r13

BarringPerACDC-Category-r13 ::= SEQUENCE {
	acdc-Category-r13				INTEGER (1..maxACDC-Cat-r13),
	acdc-BarringConfig-r13			SEQUENCE {
		ac-BarringFactor-r13			ENUMERATED {
											p00, p05, p10, p15, p20, p25, p30, p40,
											p50, p60, p70, p75, p80, p85, p90, p95},
		ac-BarringTime-r13				ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512}
	}										OPTIONAL	-- Need OP
}

UDT-Restricting-r13	::= SEQUENCE {
	udt-Restricting-r13					ENUMERATED {true}			OPTIONAL, --Need OR
	udt-RestrictingTime-r13				ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512} OPTIONAL --Need OR
}

UDT-RestrictingPerPLMN-List-r13 ::=	SEQUENCE (SIZE (1..maxPLMN-r11)) OF UDT-RestrictingPerPLMN-r13

UDT-RestrictingPerPLMN-r13 ::= SEQUENCE {
	plmn-IdentityIndex-r13			INTEGER (1..maxPLMN-r11),
	udt-Restricting-r13				UDT-Restricting-r13			OPTIONAL	--Need OR
}

CIOT-EPS-OptimisationInfo-r13 ::=	SEQUENCE (SIZE (1.. maxPLMN-r11)) OF CIOT-OptimisationPLMN-r13

CIOT-OptimisationPLMN-r13::= SEQUENCE {
	up-CIoT-EPS-Optimisation-r13		ENUMERATED {true}			OPTIONAL,	-- Need OP
	cp-CIoT-EPS-Optimisation-r13		ENUMERATED {true}			OPTIONAL,	-- Need OP
	attachWithoutPDN-Connectivity-r13	ENUMERATED {true}			OPTIONAL	-- Need OP
}

PLMN-InfoList-r15 ::=				SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-Info-r15

PLMN-Info-r15 ::=			SEQUENCE {
	upperLayerIndication-r15			ENUMERATED {true}			OPTIONAL		-- Need OR
}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	ac-BarringFactor
If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…, p95 = 0.95. Values other than p00 can only be set if all bits of the corresponding ac-BarringForSpecialAC are set to 0.

	ac-BarringForCSFB
Access class barring for mobile originating CS fallback.

	ac-BarringForEmergency
Access class barring for AC 10.

	ac-BarringForMO-Data
Access class barring for mobile originating calls.

	ac-BarringForMO-Signalling
Access class barring for mobile originating signalling.

	ac-BarringForSpecialAC
Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ac-BarringTime
Mean access barring time value in seconds.

	acdc-BarringConfig
Barring configuration for an ACDC category. If the field is absent, access to the cell is considered as not barred for the ACDC category in accordance with clause 5.3.3.13.

	acdc-Category
Indicates the ACDC category as defined in TS 24.105 [72].

	acdc-OnlyForHPLMN
Indicates whether ACDC is applicable for UEs not in their HPLMN for the corresponding PLMN. TRUE indicates that ACDC is applicable only for UEs in their HPLMN for the corresponding PLMN. FALSE indicates that ACDC is applicable for both UEs in their HPLMN and UEs not in their HPLMN for the corresponding PLMN.

	additionalSpectrumEmission
The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42], table 6.2.4-1, for UEs neither in CE nor BL UEs and TS 36.101 [42], table 6.2.4E-1, for UEs in CE or BL UEs. NOTE 1.

	attachWithoutPDN-Connectivity
If present, the field indicates that attach without PDN connectivity as specified in TS 24.301 [35] is supported for this PLMN.

	barringPerACDC-CategoryList
A list of barring information per ACDC category according to the order defined in TS 22.011 [10]. The first entry in the list corresponds to the highest ACDC category of which applications are the least restricted in access attempts at a cell, the second entry in the list corresponds to the ACDC category of which applications are restricted more than applications of the highest ACDC category in access attempts at a cell, and so on. The last entry in the list corresponds to the lowest ACDC category of which applications are the most restricted in access attempts at a cell.

	cIoT-EPS-OptimisationInfo
A list of CIoT EPS related parameters. Value 1 indicates parameters for the PLMN listed 1st in the 1st plmn-IdentityList included in SIB1. Value 2 indicates parameters for the PLMN listed 2nd in the same plmn-IdentityList, or when no more PLMN are present within the same plmn-IdentityList, then the value indicates paramters for PLMN listed 1st in the subsequent plmn-IdentityList within the same SIB1 and so on. NOTE 1.

	cp-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to establish the connection with Control plane CIoT EPS Optimisation, see TS 24.301 [35].

	cp-EDT
This field indicates whether the UE is allowed to initiate CP-EDT, see 5.3.3.1b.

	dummy
This field is not used in the specification. If received it shall be ignored by the UE.

	earlySecurityReactivation
This field indicates if the UE may resume a suspended connection by reactivating the security early, i.e., prior to RRCConnectionResumeRequest transmission with early security reactivation, see 5.3.3.

	idleModeMeasurements
This field indicates that the eNB can process indication of IDLE mode measurements from UE.

	mbsfn-SubframeConfigList
Defines the subframes that are reserved for MBSFN in downlink.
NOTE 1. If the cell is a FeMBMS/Unicast mixed cell, EUTRAN includes mbsfn-SubframeConfigList-v1430. If a FeMBMS/Unicast mixed cell does not use sub-frames #4 or #9 as MBSFN sub-frames, mbsfn-SubframeConfigList-v1430 is still included and indicates all sub-frames as non-MBSFN sub-frames.

	multiBandInfoList
A list of AdditionalSpectrumEmission i.e. one for each additional frequency band included in multiBandInfoList in SystemInformationBlockType1, listed in the same order. If E-UTRAN includes multiBandInfoList-v10l0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList.

	plmn-IdentityIndex
Index of the PLMN across the plmn-IdentityList fields included in SIB1. Value 1 indicates the PLMN listed 1st in the 1st plmn-IdentityList included in SIB1. Value 2 indicates the PLMN listed 2nd in the same plmn-IdentityList, or when no more PLMN are present within the same plmn-IdentityList, then the PLMN listed 1st in the subsequent plmn-IdentityList within the same SIB1 and so on. NOTE 1.

	plmn-InfoList
If E-UTRAN includes this field, it includes the same number of entries, and listed in the same order as PLMNs across the plmn-IdentityList fields included in SIB1. I.e. the first entry corresponds to the first entry of the combined list that results from concatenating the entries included in the second to the original plmn-IdentityList field.

	reducedCP-LatencyEnabled

If present, reduced control plane latency is enabled. UEs supporting reduced CP latency transmit Msg3 according to timing as specified in TS 36.213 [23] when transmitting RRCConnectionResumeRequest in Msg3.

	mbms-ROM-ServiceIndication
This field indicates whether the UE is allowed to send MBMSInterestIndication message for the purpose of indicating receive only mode MBMS service parameters.

	ssac-BarringForMMTEL-Video
Service specific access class barring for MMTEL video originating calls.

	ssac-BarringForMMTEL-Voice
Service specific access class barring for MMTEL voice originating calls.

	udt-Restricting
Value TRUE indicates that the UE should indicate to the higher layers to restrict unattended data traffic TS 22.101 [77] irrespective of the UE being in RRC_IDLE or RRC_CONNECTED. The UE shall not indicate to the higher layers if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]. 

	udt-RestrictingTime
If present and when the udt-Restricting changes from TRUE, the UE runs a timer for a period equal to rand * udt-RestrictingTime, where rand is a random number drawn that is uniformly distributed in the range 0 ≤ rand < 1 value in seconds. The timer stops if udt-Restricting changes to TRUE. Upon timer expiry, the UE indicates to the higher layers that the restriction is alleviated. 

	unicastFreqHoppingInd
This field indicates if the UE is allowed to indicate support of frequency hopping for unicast MPDCCH/PDSCH/PUSCH as described in TS 36.321 [6]. This field is included only in the BR version of SI message carrying SystemInformationBlockType2.

	ul-Bandwidth
Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42], table 5.6-1. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth. NOTE 1.

	ul-CarrierFreq
For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42], table 5.7.3-1, applies.
For TDD: This parameter is absent and it is equal to the downlink frequency. NOTE 1.

	up-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to resume the connection with User plane CIoT EPS Optimisation, see TS 24.301 [35].

	up-EDT
This field indicates whether the UE is allowed to initiate UP-EDT, see 5.3.3.1b.

	upperLayerIndication
Indication to be provided to upper layers.

	useFullResumeID
This field indicates if the UE indicates full resume ID of 40 bits in RRCConnectionResumeRequest.

	videoServiceCauseIndication
Indicates whether the UE is requested to use the establishment cause mo-VoiceCall for mobile originating MMTEL video calls. 

	voiceServiceCauseIndication
Indicates whether UE is requested to use the establishment cause mo-VoiceCall for mobile originating MMTEL voice calls.



	Conditional presence
	Explanation

	ul-FreqMax
	The field is mandatory present if ul-CarrierFreq (i.e. without suffix) is present and set to maxEARFCN. Otherwise the field is not present.



NOTE 1:	E-UTRAN sets this field to the same value for all instances of SI message that are broadcasted within the same cell.

	Next change



[bookmark: _Toc20487460]6.3.6	Other information elements

<< unmodified text omitted >>
[bookmark: _Toc20487489]
–	UE-EUTRA-Capability

<< unmodified text omitted >>


UE-EUTRA-Capability-v1570-IEs ::= SEQUENCE {
	rf-Parameters-v1570				RF-Parameters-v1570					OPTIONAL,
	irat-ParametersNR-v1570			IRAT-ParametersNR-v1570					OPTIONAL,
	nonCriticalExtension			UE-EUTRA-Capability-v16xy-IEs	SEQUENCE {}								OPTIONAL
}

UE-EUTRA-Capability-v16xy-IEs ::= SEQUENCE {
	earlySecurityReactivation-r16						ENUMERATED {supported}		OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-r9 ::=	SEQUENCE {
	phyLayerParameters-r9					PhyLayerParameters						OPTIONAL,
	featureGroupIndicators-r9				BIT STRING (SIZE (32))					OPTIONAL,
	featureGroupIndRel9Add-r9				BIT STRING (SIZE (32))					OPTIONAL,
	interRAT-ParametersGERAN-r9				IRAT-ParametersGERAN					OPTIONAL,
	interRAT-ParametersUTRA-r9				IRAT-ParametersUTRA-v920				OPTIONAL,
	interRAT-ParametersCDMA2000-r9			IRAT-ParametersCDMA2000-1XRTT-v920		OPTIONAL,
	neighCellSI-AcquisitionParameters-r9	NeighCellSI-AcquisitionParameters-r9	OPTIONAL,
	...
}


<< unmodified text omitted >>

	earlyData-UP
Indicates whether the UE supports UP-EDT.
	-

	earlySecurityReactivation
Indicates whether the UE supports early security reactivation.
	-

	e-CSFB-1XRTT
Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT or not.
	Yes




	Next change



[bookmark: _Toc20487568]6.7.2	NB-IoT Message definitions

<< unmodified text omitted >>

[bookmark: _Toc20487579]–	RRCConnectionRelease-NB
The RRCConnectionRelease-NB message is used to command the release of an RRC connection, or to complete an UP-EDT procedure.
Signalling radio bearer: SRB1 or SRB1bis
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionRelease-NB message
-- ASN1START

RRCConnectionRelease-NB ::=		SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionRelease-r13			RRCConnectionRelease-NB-r13-IEs,
			spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionRelease-NB-r13-IEs ::=	SEQUENCE {
	releaseCause-r13					ReleaseCause-NB-r13,
	resumeIdentity-r13					ResumeIdentity-r13				OPTIONAL,	-- Need OR
	extendedWaitTime-r13				INTEGER (1..1800)				OPTIONAL,	-- Need ON
	redirectedCarrierInfo-r13			RedirectedCarrierInfo-NB-r13	OPTIONAL,	-- Need ON
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	nonCriticalExtension				RRCConnectionRelease-NB-v1430-IEs		OPTIONAL
}

RRCConnectionRelease-NB-v1430-IEs ::=	SEQUENCE {
	redirectedCarrierInfo-v1430			RedirectedCarrierInfo-NB-v1430	OPTIONAL,	-- Cond Redirection
	extendedWaitTime-CPdata-r14		INTEGER (1..1800)	OPTIONAL,	-- Cond NoExtendedWaitTime
	nonCriticalExtension				RRCConnectionRelease-NB-v1530-IEs	OPTIONAL
}

RRCConnectionRelease-NB-v1530-IEs ::=	SEQUENCE {
	drb-ContinueROHC-r15					ENUMERATED {true}			OPTIONAL,	-- Cond UP-EDT
	nextHopChainingCount-r15				NextHopChainingCount		OPTIONAL,	-- Cond UP-EDTEarlySecurityReactivation
	nonCriticalExtension				RRCConnectionRelease-NB-v1550-IEs	OPTIONAL
}

RRCConnectionRelease-NB-v1550-IEs ::=	SEQUENCE {
	redirectedCarrierInfo-v1550			RedirectedCarrierInfo-NB-v1550	OPTIONAL,	-- Cond Redirection-TDD
	nonCriticalExtension				SEQUENCE {}		OPTIONAL
}

ReleaseCause-NB-r13 ::=					ENUMERATED {loadBalancingTAUrequired, other,
													rrc-Suspend, spare1}
RedirectedCarrierInfo-NB-r13::=			CarrierFreq-NB-r13

RedirectedCarrierInfo-NB-v1430	::=		SEQUENCE {
	redirectedCarrierOffsetDedicated-r14	ENUMERATED{
												dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,
												dB12, dB14, dB16, dB18, dB20, dB22, dB24, dB26},
	t322-r14								ENUMERATED{
												min5, min10, min20, min30, min60, min120, min180,
												spare1}
}

RedirectedCarrierInfo-NB-v1550::=		CarrierFreq-NB-v1550

-- ASN1STOP

	RRCConnectionRelease-NB field descriptions

	drb-ContinueROHC
This field indicates whether to continue or reset the header compression protocol context for the DRBs configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues when UE initiates UP-EDT in the same cell, while absence indicates that the header compression protocol context is reset. 

	extendedWaitTime
Value in seconds.

	extendedWaitTime-CPdata
Wait time for data transfer using the Control Plane CIoT EPS optimisation. Value in seconds. See TS 24.301 [35].

	redirectedCarrierInfo
The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to a NB-IoT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	redirectedCarrierOffsetDedicated
Parameter "Qoffsetdedicatedfrequency" in TS 36.304 [4]. For NB-IoT carrier frequencies, a UE that supports multi-band cells considers the redirectedCarrierOffsetDedicated to be common for all overlapping bands (i.e. regardless of the EARFCN that is used).

	releaseCause
The releaseCause is used to indicate the reason for releasing the RRC Connection.
E-UTRAN should not set the releaseCause to loadBalancingTAURequired if the extendedWaitTime is present.

	t322
Timer T322 as described in clause 7.3. Value minN corresponds to N minutes.



	Conditional presence
	Explanation

	NoExtendedWaitTime
	The field is optionally present, Need ON, if the extendedWaitTime is not included; otherwise the field is not present.

	Redirection
	The field is optionally present, Need ON, if redirectedCarrierInfo is included; otherwise the field is not present.

	Redirection-TDD
	The field is optionally present, Need ON, if redirectedCarrierInfo is included in TDD mode. Otherwise, the field is not present.

	UP-EDT
	The field is optionally present, Need ON, if the UE supports UP-EDT and releaseCause is set to rrc-Suspend; otherwise the field is not present.

	EarlySecurityReactivation

	The field is optionally present, need ON, if the UE supports early security reactivation or UP-EDT and releaseCause is set to rrc-Suspend; otherwise the field is not present.




	Next change



[bookmark: _Toc20487595]6.7.3.1	NB-IoT System information blocks
[bookmark: _Toc20487596]–	SystemInformationBlockType2-NB
The IE SystemInformationBlockType2-NB contains radio resource configuration information that is common for all UEs.
NOTE:	UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.
SystemInformationBlockType2-NB information element
-- ASN1START

SystemInformationBlockType2-NB-r13 ::=	SEQUENCE {
	radioResourceConfigCommon-r13			RadioResourceConfigCommonSIB-NB-r13,
	ue-TimersAndConstants-r13				UE-TimersAndConstants-NB-r13,
	freqInfo-r13							SEQUENCE {
		ul-CarrierFreq-r13						CarrierFreq-NB-r13			OPTIONAL,	-- Need OP
		additionalSpectrumEmission-r13			AdditionalSpectrumEmission
	},
	timeAlignmentTimerCommon-r13			TimeAlignmentTimer,
	multiBandInfoList-r13	SEQUENCE (SIZE (1..maxMultiBands)) OF AdditionalSpectrumEmission		OPTIONAL,	-- Need OR
	lateNonCriticalExtension				OCTET STRING					OPTIONAL,
	...,
	[[	cp-Reestablishment-r14				ENUMERATED {true}				OPTIONAL		-- Need OP
	]],
	[[	servingCellMeasInfo-r14				ENUMERATED {true} 				OPTIONAL,		-- Need OR
		cqi-Reporting-r14					ENUMERATED {true} 				OPTIONAL		-- Need OR
	]],
	[[	enhancedPHR-r15						ENUMERATED {true}		OPTIONAL,	-- Need OR
		freqInfo-v1530						SEQUENCE {
			tdd-UL-DL-AlignmentOffset-r15		TDD-UL-DL-AlignmentOffset-NB-r15
		}	OPTIONAL,		-- Cond TDD
		cp-EDT-r15							ENUMERATED {true}		OPTIONAL,	-- Need OR
		up-EDT-r15							ENUMERATED {true}		OPTIONAL	-- Need OR
	]]
	[[	earlySecurityReactivation-r16		ENUMERATED {true}		OPTIONAL	-- Need OR
	]]
}

-- ASN1STOP

	SystemInformationBlockType2-NB field descriptions

	additionalSpectrumEmission
The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42], clause 6.2.4F.

	cp-EDT
For FDD: This field indicates whether the UE is allowed to initiate CP-EDT, see 5.3.3.1b.

	cp-Reestablishment
This field indicates if the NB-IoT UE is allowed to trigger RRC connection re-establishment when AS security has not been activated.

	cqi-Reporting
For FDD: This field indicates if downlink channel quality reporting in RRCConnectionReestablishmentRequest-NB, RRCConnectionRequest-NB and RRCConnectionResumeRequest-NB message is allowed.

	earlySecurityReactivation
This field indicates if the UE may resume a suspended connection by reactivating the security early, i.e., prior to RRCConnectionResumeRequest transmission with early security reactivation, see 5.3.3.

	enhancedPHR
For FDD: This field indicates if the NB-IoT UE is allowed to report enhanced PHR in MSG3 as specified in TS 36.321 [6].

	multiBandInfoList
A list of additionalSpectrumEmission i.e. one for each additional frequency band included in multiBandInfoList in SystemInformationBlockType1-NB, listed in the same order.

	servingCellMeasInfo
This field indicates if serving cell idle mode measurement reporting in RRCConnectionReestablishmentComplete-NB, RRCConnectionResumeComplete-NB and RRCConnectionSetupComplete-NB is allowed. 

	tdd-UL-DL-AlignmentOffset
Indicates the offset between the UL carrier frequency center with respect to DL carrier frequency center for the anchor carrier.

	ul-CarrierFreq
For FDD: Uplink carrier frequency as defined in TS 36.101 [42], clause 5.7.3F. If operationModeInfo in the MIB-NB is set to standalone and the field is absent, the value of the carrier frequency is determined by the TX-RX frequency separation defined in TS 36.101 [42], table 5.7.4-1, and the value of the carrier frequency offset is 0. If operationModeInfo in the MIB-NB is not set to standalone, the field is mandatory present.
For TDD: This field is absent and the uplink carrier frequency is same as the downlink frequency.

	up-EDT
For FDD: This field indicates whether the UE is allowed to initiate UP-EDT, see 5.3.3.1b.



	Conditional presence
	Explanation

	TDD
	The field is mandatory present for TDD; otherwise the field is not present and the UE shall delete any existing value for this field.




	Last change
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The IE UE-Capability-NB is used to convey the NB-IoT UE Radio Access Capability Parameters, see TS 36.306 [5]. The IE UE-Capability-NB is transferred in NB-IoT only.
UE-Capability-NB information element
-- ASN1START

UE-Capability-NB-r13 ::=		SEQUENCE {
	accessStratumRelease-r13		AccessStratumRelease-NB-r13,
	ue-Category-NB-r13				ENUMERATED {nb1}					OPTIONAL,
	multipleDRB-r13					ENUMERATED {supported}				OPTIONAL,
	pdcp-Parameters-r13				PDCP-Parameters-NB-r13				OPTIONAL,
	phyLayerParameters-r13			PhyLayerParameters-NB-r13,
	rf-Parameters-r13				RF-Parameters-NB-r13,
	dummy							SEQUENCE {}							OPTIONAL
}

UE-Capability-NB-Ext-r14-IEs ::=		SEQUENCE {
	ue-Category-NB-r14					ENUMERATED {nb2}				OPTIONAL,
	mac-Parameters-r14					MAC-Parameters-NB-r14			OPTIONAL,
	phyLayerParameters-v1430			PhyLayerParameters-NB-v1430		OPTIONAL,
	rf-Parameters-v1430					RF-Parameters-NB-v1430,
	nonCriticalExtension				UE-Capability-NB-v1440-IEs		OPTIONAL
}

UE-Capability-NB-v1440-IEs ::=		SEQUENCE {
	phyLayerParameters-v1440			PhyLayerParameters-NB-v1440		OPTIONAL,
	nonCriticalExtension				UE-Capability-NB-v14x0-IEs		OPTIONAL
}

UE-Capability-NB-v14x0-IEs ::=		SEQUENCE {
-- Following field is only to be used for late REL-14 extensions
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	nonCriticalExtension				UE-Capability-NB-v1530-IEs		OPTIONAL
}

UE-Capability-NB-v1530-IEs ::=		SEQUENCE {
	earlyData-UP-r15					ENUMERATED {supported}			OPTIONAL,
	rlc-Parameters-r15					RLC-Parameters-NB-r15,
	mac-Parameters-v1530				MAC-Parameters-NB-v1530,
	phyLayerParameters-v1530			PhyLayerParameters-NB-v1530		OPTIONAL,
	tdd-UE-Capability-r15				TDD-UE-Capability-NB-r15		OPTIONAL,	nonCriticalExtension				UE-Capability-NB-v16xy-IEsSEQUENCE {}						OPTIONAL
}

UE-Capability-NB-v16xy-IEs ::=		SEQUENCE {
	earlySecurityReactivation-r16		ENUMERATED {supported}			OPTIONAL
}

TDD-UE-Capability-NB-r15 ::=		SEQUENCE {
	ue-Category-NB-r15					ENUMERATED {nb2}				OPTIONAL,
	phyLayerParametersRel13-r15			PhyLayerParameters-NB-r13		OPTIONAL,
	phyLayerParametersRel14-r15			PhyLayerParameters-NB-v1430		OPTIONAL,
	phyLayerParameters-v1530			PhyLayerParameters-NB-v1530		OPTIONAL,
	...
}

AccessStratumRelease-NB-r13 ::=		ENUMERATED {rel13, rel14, rel15, spare5, spare4, spare3, spare2, spare1, ...}

PDCP-Parameters-NB-r13		::= SEQUENCE {
	supportedROHC-Profiles-r13			SEQUENCE {
		profile0x0002						BOOLEAN,
		profile0x0003						BOOLEAN,
		profile0x0004						BOOLEAN,
		profile0x0006						BOOLEAN,
		profile0x0102						BOOLEAN,
		profile0x0103						BOOLEAN,
		profile0x0104						BOOLEAN
	},
	maxNumberROHC-ContextSessions-r13	ENUMERATED {cs2, cs4, cs8, cs12}	DEFAULT cs2,
	...
}

RLC-Parameters-NB-r15		::=		SEQUENCE {
	rlc-UM-r15							ENUMERATED {supported}				OPTIONAL
}

MAC-Parameters-NB-r14		::=		SEQUENCE {
	dataInactMon-r14					ENUMERATED {supported}					OPTIONAL,
	rai-Support-r14						ENUMERATED {supported}				OPTIONAL
}

MAC-Parameters-NB-v1530		::=		SEQUENCE {
	sr-SPS-BSR-r15						ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-NB-r13	::=		SEQUENCE {
	multiTone-r13						ENUMERATED {supported}			OPTIONAL,
	multiCarrier-r13						ENUMERATED {supported}			OPTIONAL
	}

PhyLayerParameters-NB-v1430	::=		SEQUENCE {
	multiCarrier-NPRACH-r14				ENUMERATED {supported}			OPTIONAL,
	twoHARQ-Processes-r14				ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-NB-v1440	::=		SEQUENCE {
	interferenceRandomisation-r14		ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-NB-v1530	::=		SEQUENCE {
	mixedOperationMode-r15				ENUMERATED {supported}			OPTIONAL,
	sr-WithHARQ-ACK-r15					ENUMERATED {supported}			OPTIONAL,
	sr-WithoutHARQ-ACK-r15				ENUMERATED {supported}			OPTIONAL,
	nprach-Format2-r15					ENUMERATED {supported}			OPTIONAL,
	additionalTransmissionSIB1-r15		ENUMERATED {supported}			OPTIONAL,
	npusch-3dot75kHz-SCS-TDD-r15		ENUMERATED {supported}			OPTIONAL
}

RF-Parameters-NB-r13	::=			SEQUENCE {
	supportedBandList-r13				SupportedBandList-NB-r13,
	multiNS-Pmax-r13					ENUMERATED {supported}		OPTIONAL
}

RF-Parameters-NB-v1430 ::=			SEQUENCE {
	powerClassNB-14dBm-r14				ENUMERATED {supported}		OPTIONAL
}

SupportedBandList-NB-r13 ::=		SEQUENCE (SIZE (1..maxBands)) OF SupportedBand-NB-r13

SupportedBand-NB-r13	::=			SEQUENCE {
	band-r13							FreqBandIndicator-NB-r13,
	powerClassNB-20dBm-r13				ENUMERATED {supported}		OPTIONAL
}

-- ASN1STOP

	UE-Capability-NB field descriptions
	FDD/TDD appl
	FDD/TDD diff

	accessStratumRelease
Set to rel15 in this version of the specification.
	FDD/TDD
	No

	additionalTransmissionSIB1
Indicates whether the UE supports additional SIB1 transmission as specified in TS 36.213 [23].
	FDD
	-

	dataInactMon
Indicates whether the UE supports the data inactivity monitoring as specified in TS 36.321 [6].
	FDD/TDD
	No

	dummy
This field is not used in the specification. It shall not be sent by the UE.
	NA
	NA

	earlyData-UP
Indicates whether the UE supports EDT for User plane CIoT EPS optimisations, as defined in TS 24.301 [35].
	FDD
	-

	earlySecurityReactivation
Indicates whether the UE supports early security
	FDD/TDD
	No

	interferenceRandomisation
For FDD: Indicates whether the UE supports interference randomisation in connected mode as defined in TS.36.211 [21].
	FDD
	-

	maxNumberROHC-ContextSessions
Set to the maximum number of concurrently active ROHC contexts supported by the UE, excluding context sessions that leave all headers uncompressed. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on. The network ignores this field if the UE supports none of the ROHC profiles in supportedROHC-Profiles.
	FDD/TDD
	No

	mixedOperationMode
Defines whether the UE supports multi-carrier operation with mixed operation mode, standalone or inband/guardband, between the anchor carrier and the non-anchor carrier for unicast, paging, and random access as specified in TS 36.300 [9].
	FDD
	-

	multiCarrier
Defines whether the UE supports multi -carrier operation.
	FDD/TDD
	Yes

	multicarrier-NPRACH
Defines whether the UE supports NPRACH on non-anchor carrier as specified in TS 36.321 [6].
	FDD/TDD
	Yes

	multipleDRB
Defines whether the UE supports multiple DRBs.
	FDD/TDD
	No

	multiNS-Pmax
Defines whether the UE supports the mechanisms defined for NB-IoT cells broadcasting NS-PmaxList-NB.
	FDD/TDD
	No

	multiTone
Defines whether the UE supports UL multi-tone transmissions on NPUSCH.
	FDD/TDD
	Yes

	nprach-Format2
Defines whether the UE supports NPRACH resources using preamble format 2.
	FDD
	-

	npusch-3dot75kHz-SCS-TDD
Indicates whether the UE supports NPUSCH with 3.75kHz SCS for TDD.
	TDD
	-

	powerClassNB-14dBm
Defines whether the UE supports power class 14dBm in all the bands supported by the UE as specified in TS 36.101 [42].
If powerClassNB-20dBm is included, the UE shall not include the field powerClassNB-14dBm.
	FDD/TDD
	No

	powerClassNB-20dBm
Defines whether the UE supports power class 20dBm in NB-IoT for the band, as specified in TS 36.101 [42]. If neither powerClassNB-14dBm nor powerClassNB-20dBm is included, UE supports power class 23 dBm in the NB-IoT band.
	FDD/TDD
	No

	rai-Support
Defines whether the UE supports release assistance indication (RAI) as specified in TS 36.321 [6].
	FDD/TDD
	No

	rlc-UM
Defines whether the UE supports RLC UM as specified in TS 36.322 [7].
	FDD/TDD
	No

	supportedBandList
Includes the supported NB-IoT bands as defined in TS 36.101 [42].
	FDD/TDD
	No

	sr-SPS-BSR	
Defines whether the UE supports SR using SPS BSR as specified in TS 36.321 [6].
	FDD
	-

	sr-withHARQ-ACK	
Defines whether the UE supports physical layer SR with HARQ ACK as specified in TS 36.213 [23].
	FDD
	-

	sr-withoutHARQ-ACK	
Defines whether the UE supports physical layer SR without HARQ ACK as specified in TS 36.211 [21] and TS 36.213 [23].
	FDD
	-

	supportedROHC-Profiles
List of supported ROHC profiles as defined in TS 36.323 [8].
	FDD/TDD
	No

	twoHARQ-Processes
Defines whether the UE supports two HARQ processes operation in DL and UL as specified in TS 36.212 [22] and TS 36.213 [23].
	FDD/TDD
	Yes

	ue-Category-NB
UE category as defined in TS 36.306 [5]. Value nb1 corresponds to UE category NB1, value nb2 corresponds to UE category NB2.
A UE shall always include the field ue-Category-NB-r13 in this version of the specification.
	FDD/TDD
	Yes



NOTE 1:	The IE UE-Capability-NB does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.
NOTE 2:	The column 'FDD/TDD appl' indicates the applicability to the xDD mode: 'FDD' means applicable to FDD only, 'TDD' means applicable to TDD only and 'FDD/TDD' means applicable to FDD and TDD.
NOTE 3:	The column 'FDD/TDD diff' indicates if the UE is allowed to signal a different value for FDD and TDD when the capability applies to both FDD and TDD modes. '-' is used when the capability applies to one mode only, 'No' is used for dual mode capabilities where a common value is signalled for both modes, and 'Yes' is used for dual mode capabilities where a separate value is signalled for each mode. Common capabilities and FDD capabilities are reported in the fields of UE-Capability-NB except field tdd-UE-Capability. TDD capabilities are reported in tdd-UE-Capability.
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