3GPP TSG-RAN WG2 Meeting #108
R2-1916122
Reno, USA, 18 – 22 November 2019
Title:
[DRAFT] Response LS on TX resource (re-)selection and MAC related agreements.
Response to:
R1-1911746
Release:
Rel-16
Work Item:
5G_V2X_NRSL
Source:
LG Electronics [To be RAN2]
To:
RAN1
Cc:


Contact Person:


Name:
Youngdae LEE
Tel. Number:


E-mail Address:
youngdae.lee@lge.com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 


Attachments:


1. Overall Description:

RAN2 plan to specify the TX resource (re-)selection procedure in NR MAC specification for support of sidelink resource reservation in NR sidelink mode 2.

For specification of this procedure, RAN2 agreed that at least when one of the following conditions is met, the MAC entity in the UE triggers the TX resource (re-)selection procedure as in LTE MAC specification:
· when there is no configured sidelink grant

· when the configured sidelink grant cannot accommodate a RLC SDU and the MAC entity selects not to segment the RLC SDU
· when transmission(s) with the configured sidelink grant cannot fulfil the latency requirement of the data in a logical channel

· when a pool of resources is configured or reconfigured  by RRC
Furthermore, RAN2 assumes that whether to support the following conditions triggering TX resource (re-)selection for NR sidelink, as in LTE MAC, is up to RAN1 decision:

· Resource reselection triggered based on probResourceKeep.

· Resource reselection triggered due to no (re-)transmissions occurring during a certain time, e.g. one second
· Resource reselection triggered based on sl-ReselectAfter.
In addition, RAN2 assumes that the counter such as SL_RESOURCE_RESELECTION_COUNTER can be specified as in 36.321 for support of sidelink resource reservation in NR sidelink mode 2. RAN2 would like to ask RAN1 if there is any view on this working assumption.
RAN2 would also like to inform RAN1 that RAN2 made some agreements which may be related to RAN1 work:
· A new Sidelink Configured Grant Confirmation MAC CE is introduced.

· CBR information such as defaultTxConfigIndex can be acquired from NG-RAN for NR sidelink in order for the MAC entity to use it for resource (re-)selection, if CBR measurement results are not available, as in LTE.

· How UE determine HARQ process ID is left to UE implementation for NR sidelink.
· The same term ‘SL Semi-Persistent Scheduling V-RNTI’ is specified with a new NR RNTI value for NR controlling LTE SL SPS

· The term ‘SL-RNTI’ is used for dynamically scheduled NR sidelink transmission.

· The term ‘SLCS-RNTI’ is used for configured scheduled NR sidelink transmission.

2. Actions:

To RAN1 group
RAN2 respectfully requests RAN1 to take the above into account in the related work and provide their feedback on the counter and others, if necessary.
3. Date of Next TSG-RAN2 Meetings:

3GPPRAN2#109
24 - 28 February 2020   
Athens, Greece

3GPPRAN2#109B
20 - 24 April 2020   
TBD, Japan
