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	Reason for change:
	When configuring the common parameters of a downlink BWP, the pdcch-configCommon & pdsch-configCommon are optional Need M IEs. 
Based on this, network may not include these IEs when adding an SCell, as nothing in the current spec mandates these IEs to be included in the configuration.

Without these IEs the configuration is not valid.  

	
	

	Summary of change:
	Adding to the BWP-DownlinkCommon field descriptions a statement:
Mandatory present upon SCell addition.
Impact Analysis: 
Impacted 5G architecture options: 
(NG)EN-DC, NR-DC, NR SA
Impacted functionality:
DL BWP configuration 
Inter-operability:

· If the network is implemented according to the CR and the UE is not, no interoperability issue is expected, as UE will follow network configuration. 
· If the UE is implemented according to the CR and the network is not, there is interoperability issue as network may configure the UE without all necessary IEs, which is considered a misconfiguration by the UE. 

	
	

	Consequences if not approved:
	Flaw in the spec that allows the network to partially configure the DL BWP at the UE during SCell addition. 
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	Other comments:
	


Change Start
–
BWP-DownlinkCommon
The IE BWP-DownlinkCommon is used to configure the common parameters of a downlink BWP. They are "cell specific" and the network ensures the necessary alignment with corresponding parameters of other UEs. The common parameters of the initial bandwidth part of the PCell are also provided via system information. For all other serving cells, the network provides the common parameters via dedicated signalling.

BWP-DownlinkCommon information element

-- ASN1START

-- TAG-BWP-DOWNLINKCOMMON-START

BWP-DownlinkCommon ::=              SEQUENCE {

    genericParameters                   BWP,

    pdcch-ConfigCommon                  SetupRelease { PDCCH-ConfigCommon }                                     OPTIONAL,   -- Need M

    pdsch-ConfigCommon                  SetupRelease { PDSCH-ConfigCommon }                                     OPTIONAL,   -- Need M

    ...

}

-- TAG-BWP-DOWNLINKCOMMON-STOP

-- ASN1STOP

	BWP-DownlinkCommon field descriptions

	pdcch-ConfigCommon

Cell specific parameters for the PDCCH of this BWP. Mandatory present upon SCell addition.

	pdsch-ConfigCommon

Cell specific parameters for the PDSCH of this BWP. Mandatory present upon SCell addition.


End of change

