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Discussion
1 Introduction
In RAN2 #107 meeting, RAN2 sent an LS to RAN1 to ask whether any other signal other than PDCCH addressed by P-RNTI can be used for early stop of additional paging monitoring. In this contribution, we discuss this issue based on the response LS from RAN1.
2 Discussion
RAN2 had an offline discussion in RAN2#107 to discuss whether any other signal other than PDCCH addressed by P-RNTI need to be used for early stop of additional paging monitoring. Most companies mentioned that additional stopping condition is not needed and the additional stopping conditions should be reliable and discussed in RAN1/4, so we sent an LS to RAN1 with following question:
Question to RAN1: Are there any other DL signals (other than transmission addressed to P-RNTI) that can be reliably detected for the purpose of the UE stopping the monitoring of the additional PDCCH monitoring occasions at a given paging occasion?
In the response LS [1], the answer to the question is as follow:
Answer to question:

RAN1 has discussed the above question and reached the following agreement:

· There are other signals/channels that can be detected with similar reliability to a DCI with CRC scrambled with a P-RNTI (e.g., PDCCHs with CRC scrambled with other RNTIs)

· There is no consensus in RAN1 on using these other signals/channels for the purpose of the UE stopping the monitoring of the additional PDCCH monitoring occasions at a given paging occasion.

The first sentence talks about the reliable detection only. Though UE can detect the PDCCHs with other RNTIs with similar reliability to the PDCCHs with P-RNTI, this doesn’t mean that the PDCCHs with other RNTIs can be used for additional stopping condition. RAN1 also say that there is no consensus in RAN1 on using these signals for the additional stopping condition. 
RAN2 has discussed this issue for a long time. To avoid further discussion on the same issue and to move on to the next step, we propose to fix that no other signals than PDCCH addressed to P-RNTI is used For the purpose of the UE stopping the monitoring of the additional PDCCH monitoring occasions.
Proposal
For the purpose of stopping monitoring of additional PDCCH monitoring occasions, no other signals than PDCCH addressed to P-RNTI is used in Rel-16.
3 Conclusion
In this contribution, we discussed early stop condition for paging monitoring in NR-U and made following proposal:
Proposal
For the purpose of stopping monitoring of additional PDCCH monitoring occasions, no other signals than PDCCH addressed to P-RNTI is used in Rel-16.
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